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100

100No

No

No

No

13

13

25

Filter MediumCat. No.

SFPTFE013022NP PTFE/PP Prefilter 0.22

SFPTFE013045NP PTFE/PP Prefilter 0.45

SFPTFE025022NP PTFE/PP Prefilter 0.22

SFPTFE025045NP

• Improve sample volume throughout with prefilter
• High particulate load
• Exceptionally low extractable level with no wetting agents utilized

MS® Svringe Filter with Prefilter

MS® PIFE Svringe Filter with PP Prefilter

Lab Filtration

MS® PES Svringe Filter with PP Prefilter

SFPES013022NP PESI PP Prefilter

SFPES013045NP PESI PP Prefilter

SFPES025022NP PESI PP Prefilter

SFPES025045NP PESI PP Prefilter

Cat. No. Filter Medium

0.22

0.45

25

25

No

No

No

100

100

100

MS® PVOF Svringe Filter with PP Prefilter

Cat. No. Filter Medium

SFPVDF013022NP PVDF/PP Prefilter 0.22 13 No 100

SFPVDF013045NP PVDFI PP Prefilter 0.45 13

SFPVDF025022NP PVDF PP Prefilter 0.22

SFPVDF025045NP PVDFI PP Prefilter 0.45

25

25

No 100

MS® Nvlon Svringe Filter with PP Prefilter

Cat. No. Filter Medium

Website : www.chromtech.net.au  E-mail info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA



Website : www.chromtech.net.au  E-mail info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA



• .. • .. ••• •.- •• - • • ..... • •• ...

• • ... • ... •
... • - • •
• • • • • • ..

•

Website : www.chromtech.net.au  E-mail info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA



Website : www.chromtech.net.au  E-mail info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA



PTFE membrane with supporting layer polyester or polypropylene

• Suitable for applications involving aggress ive organic solvents, strong acids, and alkalis

Hydrophobic nature of the membrane has applications for air and gas sterilization

High temperature resistance

... . . -• ••

Lab Filtration
Cat. No.

MFNY037300

MFNY047300

MFNY090300

MFNY142300

MFNY293300

MFNY013500

MFNY025500

MFNY037500

MFNY047500

MFNY090500

MFNY142500

MFNY293500

Filter Medium

Nylon

Nylon

Nylon

Nylon

Nylon

Nylon

Nylon

Nylon

Nylon

Nylon

Nylon

Nylon

Pore Size
(IJm)

3.0

3.0

3.0

3.0

3.0

5.0

5.0

5.0

5.0

5.0

5.0

5.0

37

47

90

142

293

13

25

37

47

90

142

293

100

50

25

25

25

200

100

100

50

25

25

25

MFPTFE0130108 Hydrophobic PTFE 0.1 13 200

MFPTFE0250108 Hydrophobic PTFE 0.1 25 100

MFPTFE0370108 Hydrophobic PTFE 0.1 37 100

MFPTFE0470108 Hydrophobic PTFE 0.1 47 50

MFPTFE0900108 Hydrophobic PTFE 0.1 90 25

MFPTFE1420108 Hydrophobic PTFE 0.1 142 25

MFPTFE2930108 Hydrophobic PTFE 0.1 293 25

MFPTFE0130228 Hydrophobic PTFE 0.22 13 200

MFPTFE0250228 Hydrophobic PTFE 0.22 25 100

MFPTFE0370228 Hydrophobic PTFE 0.22 37 100

MFPTFE0470228 Hydrophobic PTFE 0.22 47 50

MFPTFE0900228 Hydrophobic PTFE 0.22 90 25

MFPTFE1420228 Hydrophobic PTFE 0.22 142 25

MFPTFE2930228 Hydrophobic PTFE 0.22 293 25

MFPTFE0130458 Hydrophobic PTFE 0.45 13 200

MFPTFE0250458 Hydrophobic PTFE 0.45 25 100

MFPTFE0370458 Hydrophobic PTFE 0.45 37 100

MFPTFE0470458 Hydrophobic PTFE 0.45 47 50

MFPTFE0900458 Hydrophobic PTFE 0.45 90 25

MFPTFE1420458 Hydrophob ic PTFE 0.45 142 25

MFPTFE2930458 Hydrophobic PTFE 0.45 293 25

MFPTFE0131008 Hydrophobic PTFE 1.0 13 200

MFPTFE0251008 Hydrophobic PTFE 1.0 25 100

Cat. No. Filter Medium ....-
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MFPES013022 PES 0.22

MFPES025022 PES 0.22

MFPES037022 PES 0.22

MFPES047022 PES 0.22

MFPES090022 PES 0.22

MFPES142022 PES 0.22

MFPES013045 PES 0.45

MFPES025045 PES 0.45

MFPES037045 PES 0.45

MFPES047045 PES 0.45

MFPES090045 PES 0.45

MFPES142045 PES 0.45

MFPES013065 PES 0.45

MFPES025065 PES 0.65

MFPES037065 PES 0.65

MFPES047065 PES 0.65

MFPES090065 PES 0.65

MFPES142065 PES 0.65

MFPES013100 PES 0.65

MFPES025100 PES 1.0

MFPES037100 PES 1.0

MFPES047100 PES 1.0

MFPES090100 PES 1.0

MFPES142100 PES 1.0

BI • ••

13 200

25 100

37 100

47 50

90 25

142 25

13 200

25 100

37 100

47 50

90 25

142 25

13 200

25 100

37 100

47 50

90 25

142 25

13 200

25 100

37 100

47 50

90 25

142 25

Pore Size
(IJm)

Filter MediumCat. No.
Membrane S

Lab Filtration

• A mixture of nitrocellulose and cellulose acetate

Naturally hydrophil ic

Available in both supported or non-supported

High porosity provides superior flow rates

• Ideal for use in lateral flow assays and dot/slot blotting

MFMCE090022 MCE

MFMCE142022 MCE

MFMCE293022 MCE

·BI
0.22 13 200

0.22 25 100

0.22 37 50

0.22 47 50

0.22 90 25

0.22 142 25

0.22 293 25

MCE

MCE

MCE

MCE

Filter MediumCat. No.

MFMCE013022

MFMCE025022

MFMCE037022

MFMCE047022
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Lab Filtration
 
-,Cat. No. .... 

MFMCE013045 MCE 0.45 13 200 

MFMCE025045 MCE 0.45 25 100 

MFMCE037045 MCE 0.45 37 50 

MFMCE047045 MCE 0.45 47 50 

MFMCE090045 MCE 0.45 90 25 

MFMCE142045 MCE 0.45 142 25 

MFMCE293045 MCE 0.45 293 25 

MFMCE013080 MCE 0.8 13 200 

MFMCE025080 MCE 0.8 25 100 

MFMCE037080 MCE 0.8 37 50 

MFMCE047080 MCE 0.8 47 50 

MFMCE090080 MCE 0.8 90 25 

MFMCE142080 MCE 0.8 142 25 

MFMCE293080 MCE 0.8 293 25 

MFMCE013100 MCE 1.0 13 200 

MFMCE025100 MCE 1.0 25 100 

MFMCE037100 MCE 1.0 37 50 

MFMCE047100 MCE 1.0 47 50 

MFMCE090100 MCE 1.0 90 25 

MFMCE142100 MCE 1.0 142 25 

MFMCE293100 MCE 1.0 293 25 

MFMCE013300 MCE 3.0 13 200 

MFMCE025300 MCE 3.0 25 100 

MFMCE037300 MCE 3.0 37 50 

MFMCE047300 MCE 3.0 47 50 

MFMCE090300 MCE 3.0 90 25 

MFMCE142300 MCE 3.0 142 25 

MFMCE293300 MCE 3.0 293 25 

MFMCE013500 MCE 5.0 13 200 

MFMCE025500 MCE 5.0 25 100 

MFMCE037500 MCE 5.0 37 50 

MFMCE047500 MCE 5.0 47 50 

MFMCE090500 MCE 5.0 90 25 

MFMCE142500 MCE 5.0 142 25 

MFMCE293500 MCE 5.0 293 25 
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Lab Filtration

Available in white and black

Gridded or non-gridded

Individual pack, pre-sterilized

Standard for microbiological analysis of water, waste water, and beverages.

100250.45

......
0.22 25 100

0.22 37 100

0.22 47 100

0.45 25 100

0.45 37 100

0.45 47 100

0.8 25 100

0.8 37 100

0.8 47 100

1.0 25 100

1.0 37 100

1.0 47 100

3.0 25 100

3.0 37 100

3.0 47 100

MCE

Filter MediumCat. No.

MFMCE025045GBS

MFMCE025022GWS MCE

MFMCE037022GWS MCE

MFMCE047022GWS MCE

MFMCE025045GWS MCE

MFMCE037045GWS MCE

MFMCE047045GWS MCE

MFMCE025080GWS MCE

I MFMCE037080GWS MCE

MFMCE047080GWS MCE

MFMCE025100GWS MCE

MFMCE037100GWS MCE

MFMCE047100GWS MCE

MFMCE025300GWS MCE

MFMCE037300GWS MCE

MFMCE047300GWS MCE

MFMCE037045GBS MCE 0.45 37 100

MFMCE047045GBS MCE 0.45 47 100

MFMCE025080GBS MCE 0.8 25 100

MFMCE037080GBS MCE 0.8 37 100

MFMCE047080GBS MCE 0.8 47 100
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Lab Filtration
 

Hydrophilic 

Very low protein binding capacity 

High physical strength 

Strength and dimension stability 

.. 
MFCA0 13022
 

MFCA025022
 

MFCA037022
 

MFCA047022
 

MFCA090022
 

MFCA142022
 

MFCA293022
 

MFCA013045
 

MFCA025045
 

MFCA037045
 

MFCA047045
 

MFCA0900 45
 

MFCA142045
 

MFCA293045
 

MFCA013080
 

MFCA0250 80
 

MFCA037080
 

MFCA047080
 

MFCA090080
 

MFCA142080
 

MFCA293080
 

MFCA013300
 

MFCA025300
 

MFCA037300
 

MFCA047300
 

MFCA090300
 

MFCA142300
 

MFCA293300
 

Cellulose Acetate
 

Cellu lose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

Cellulose Acetate
 

0.22 13 200
 

0.22 25 100
 

0.22 37 100
 

0.22 47 50
 

0.22 90 25
 

0.22 142 25
 

0.22 293 25
 

0.45 13 200
 

0.45 25 100
 

0.45 37 100
 

0.45 47 50
 

0.45 90 25
 

0.45 142 25
 

0.45 293 25
 

0.8 13 200
 

0.8 25 100
 

0.8 37 100
 

0.8 47 50
 

0.8 90 25
 

0.8 142 25
 

0.8 293 25
 

3.0 13 200
 

3.0 25 100
 

3.0 37 100
 

3.0 47 50
 

3.0 90 25
 

3.0 142 25
 

3.0 293 25
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Lab Filtration
 
Note: 
Other sizes and pore sizes 
available upon request MFPC090080 PC 0.8 90 30 

MFPC142080 PC 0.8 142 25 

MFPC293080 PC 0.8 293 25 

MFPC013100 PC 1.0 13 200 

MFPC025100 PC 1.0 25 100 

MFPC037100 PC 1.0 37 100 

MFPC047100 PC 1.0 47 100 

MFPC090100 PC 1.0 90 30 

MFPC142 100 PC 1.0 142 25 

MFPC293100 PC 1.0 293 25 

MFPC0 13300 PC 3.0 13 100 

MFPC025300 PC 3.0 25 100 

MFPC037300 PC 3.0 37 100 

MFPC047300 PC 3.0 47 100 

MFPC09 0300 PC 3.0 90 30 

MFPC142300 PC 3.0 142 25 

MFPC293300 PC 3.0 293 25 

MFPC013500 PC 5.0 13 100 

MFPC025500 PC 5.0 25 100 

MFPC037500 PC 5.0 37 100 

MFPC047500 PC 5.0 47 100 

MFPC090500 PC 5.0 90 30 

MFPC142500 PC 5.0 142 25 

MFPC293500 PC 5.0 293 25 

MFPC013800 PC 8.0 13 100 

MFPC025800 PC 8.0 25 100 

MFPC037800 PC 8.0 37 100 

MFPC047800 PC 8.0 47 100 

MFPC090800 PC 8.0 90 30 

MFPC142800 PC 8.0 142 25 

MFPC293800 PC 8.0 293 25 
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Lab Filtration  
Cat. No. 

, 

Description Qty/pack 

1) 300ml Glass Funnel with cover 

VFG030010 

2) 1000ml Glass Solvent Collection 

3) Stainless Steel Clamp 1set 

4) Solid Glass Frit 

5) Packaging : 30cmX30cmX25cm 

VFG025020 

1) 250ml Glass Funnel with cover 

1set 

2) 2000ml Glass Solvent Collection 

3) Stainless Steel Clamp 

4) Solid Glass Frit 

5) Packaging: 30cmX30cmX25cm 

VFG030020 

VFG14 7SS 

VFG047SS 

VFG010RB 

VFG02 0RB 

1) 300ml Glass Funnel with cover 

2) 2000ml Glass Solvent Collection 

3) Stainless Steel Clamp 

4) Solid Glass Frit 

5) Packaging: 30cmX30cmX25cm 

Pyrex glass support screen 

Pyrex glass support screen 

Solvent Collection Bottle, 1000ml 

Solvent Collection Bottle, 2000ml 

1set 

1set 

1set 

1set 

1set 

MS® Disposable Plastic Vacuum Filters  

•  Funnel is manufactured from optically clear polystyrene and graduated. 

•  Receiver bottle and filter adapter are manufactured from 100%virgin rane Solutions 
polypropylene. 

•  Hose connector is designed to accept multiple hose diameter and 

features an easy griping collar to simplify tightening/loosening and 

adjustment. 

•  Individually wrapped sterile, certified RNase-free, DNase-free, non­

pyrogen ic ,and DNA free. 

.  Hold-up Maximum
Funnel  . ­

Volume after OperatingI _ _. • ­Capacity •• • : .--.--:purge Temperature --. -. 
150mL 50mm 150mL 3mL 45 45mm 

250mL 50mm 3mL 45 45mm 

500mL 50mm 500mL 3mL 45 45mm 156mm ABS 
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Lab Filtration  
Funnel ..._.Cat. No. Capacity(ml) ... .. .­
Filter Funnel Cups 

VFPNY145250F 250 0.45 Nylon 24 

VFPPVD F110250F 500 0.1 PVDF 

VFPPVDF122500 F 500 0.22 PVDF 24 

VFPPES122500F 500 0.22 PES 

VFPMC 122500F 500 0.22 MCE 24 

VFPPVDf145500F 500 0.45 PVDF 

VFPPE S145500F 500 0.45 PES 24 

VFPMCE145500F 500 0.45 MCE 

VFPNY145500F 500 0.45 Nylon 24 

Cat. No. Capacity(ml) Material .. 
Resevoir Bottles 

VFP1 50B 250 PP 12 

VFP2 50B 500 PP 12 

VFP500B 500 PP 12 

MS® Multiple Vacuum Filtration Svstems 

• Each station use separate control valve for independent operation. 

• Sturdy units have low center of gravity so they won't tip when full loaded. 

• Anodized aluminium handles on both ends for positioning on bench top. 

(E le\'alion1 

= = 
§5
= 

va cuum sourc e 

Single-manifold 
Profile 

= = = = = 

vacuum manif olds fllnarlon system joint Ilask with skle arm 

sample 

Twin-manifold 
Profile 

= = 
§5 
= 
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Liquid DISPENSERS 
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U IX L M
M C R 0 P P E T T E s

'LP 1-1 • tl nte I

ese low cost IO U fixe vo lu IT e pipette s are

specie I designed for us witf Diagnostic Kits.

ase hig V01UlT e Li'lp e of 200 ul, 250 Ill,
sao J.l and 1000,ul are specieII.,. d signe d or

OU ina aboratory work.

W
SPECIFICATIO S &ORD RI GI OR l ION
MI 1.LJ'e Fixed Vol eMicro ettes Inlalure FixedVolume opipettes

IJ . Arx. CY Vol. ce. cv
" I :t% s 'ft

1'100 1 I ;t% s

5 5 1.5 .0 MM·20D 200 0.5 0.5

-10 10 1.0 .0 MM-25D 250 0.5 0.5

-20 20 0.5 0.5 MM-50D 500 0.5 0.5

-25 25 0.5 0.5 MM-1000 1000 0.5 0.5

~ -50 50 D.· 0.3

\ -100 100 0.3 0.3

CA IBRATION & SPECIFICATIO SCO FORMI GTO ISO8655 STA DARDS
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Recornmer dad for ELISA, Molecular SCree ing, Kinetic
studies, DNA 0 rnpl i ica tio s....
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nd en
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oplirnal workir 9 position.

O p ir urn piston-s ri 9 be len e

or soft plur ge rr overnent.

Easy volurr e s tti g.

Easy sequen io l ti eioction

FEATU S:ON AUTOCLAVABLE

8-C an el 12-C a n el

SPECIFlCATIONS& OR DERING INFO MATI0
8-ctl BIN 'able oploene z-c anne onAu ocla't IeMicropipete

UIII~ 111(;. VOl. ~. at 'lui Ir Vul ~ . (;fJ'
~

q~ ~I iJ i;'\, ~
el Ib IlQe ~I .:t~ ~

MC-&o10 0.5-10 ~1 0.1 1 4.00 4.00 W;··2,' 0 0.5 · OjJ 0.1 1 .00 4.00

5 2.SD 2.51) 5 Ell 2.50

10 LSD '.50 10 Ell 1.50

MC-&'20 02-:<l) ~ 1 0.1 2 4.00 4.00 W;. :WO Q2·20jJ 0.1 2 .00 4.00

10 1.50 .5/} 1() 1.50 1.50

20 LSD .00 2{1 1.50 1.00

MC-8'50 05-&l ~ 1 1.0 5 3.00 2.00 1.1:. ' 2J'5O Cfr50jJ 1.0 5 3.00 2.00

25 LSD .00 25 1.50 1.00

50 0.50 0.51> 50 0.50 0.50

MC-8'1oo 1 0 - 100 ~ 1 1.0 10 3.00 .5/} 1.1:. V 00 1O ·oojJ 1D 10 3.00 1.50

50 1.00 0.50 50 1.00 0.50

100 1.00 0.50 100 1.00 0.50

MC-8'2O:J 20-200 ~ 1 1.0 20 2.00 o.w l.t: .' 2,'200 2Q·2oojJ 1D 2{1 2.00 0.00

100 1.00 0.50 1 1.00 0.50

200 0.70 0.25 200 C.lO 0.25

~~-8fD) 40-3OC\J1 1.C 40 2.00 O.W I.E- 2!JOO ~·~OOjJ 1D 2.00 0.00

1SD 1.00 0.50 150 1.00 0.50

300 0.70 0.25 ]OQ C.lO 0.25
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u
PE T T E S

Fixe Volume Pip tIes a design d for many di ff re t
Iy so rou in loboro orywork. Usi 91 e some stots -ol­
art esig an basi eatures of Variable Volu me Pipettes,

I es fixed volurn ip es a ideol or Cl inical

Diagnostic:s, Co tro Anolvsisetc... .

Ava ilabl in both
v rsio s.

Ily and S Aut ocla va I

Fully Autocla va bl S m i Aut ocla va bl

Fix d volurn pip sore

avoilobl i all copcc il ies fror

0.5 III to 10000 pi (l O r I) .

Call our ustorner se vice

for a y Custor -rncd

fixe volume micropipette .

SP CIFICATIONS &ORD RI GI OR l iON
me Mlcropipe tes Fix.ed Vol etles

Vol. Att.. CV Vol. ce. GV
I ::1:% s s.m I% ~AWdz .td

FfIF· Pi- 1.0 2.5 t.a FAF·200 FV·200 200.0 0.3 0.2

F/lF·2 Pi-2 2.0 2.5 1.2 FAF-250 FV·250 25D.D 0.3 0.2

F/lF-5 Pi-5 5.0 1.5 o.s FAF-5GO FV-5IJ0 500.0 0.3 0.2

F/lF· 0 Pi- 0 10.0 1.0 0.5 FAF-1000 FV-1000 1000.0 0.3 0.2

FfIF-20 Pi-20 20.0 0.5 0.3 FAF-2000 FV-21JOO 2000.0 0.3 0.2

FfIF·25 Pi-25 25.0 0.5 0.3 FAF-5000 FV-5000 5000.0 0.3 0.2

FfIF-50 Pi-50 5G.0 0.3 0.3 FAF-100DO FV-10000 10000.0 0.3 0.2

F/lF- 00 Pi- CO 100.0 0.3 0.2
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M C R 0 P P E T E S

TO L L IP-CO E
T se Variabl Volurr €I Mieropi pB les or ser I ­

ou od avoble VI ere th Tip - 0 a osserr b ly (consis ing of

Piston, G-ring, spring and a l ip-cone) can e de ache

and c uloc love _ TI is economical ....arsion is sui able for

every op l ice ion i r elud ing Mole cu lar biolog.,.,
Microb"olog"., lrn rn olog.,., e ll c Itur , Ar1alytical

Ch mistry, Bioe er isl ry, Geneticsetc... .

SPEC FICAT ONS & ORDERING INFORMATION
Semi Au ocla',t leV IeVolume Micro ipe as

Volum lit. Vol. Ace. CV V(Jlunw lnc, lJ . cc. e\'de R g 1-11 1-11 :1::% ::;%
Moo I R I I :!:% s

VlJ·2 0 .2 -2.0 ~ 0.01 0.2 12.0 6.0 VV·50 5- 50 I .0 5.0 2.5 1.5

.0 2.5 1.5 25.0 0.7 0.3

2.0 .5 0.7 50.0 0.7 0.3

VlJ-10 0_5- 1 0~ 0.1 0.5 5.0 2.B VV-100 10 -10:) I .0 10.0 2.5 0.7

5.0 .5 O.B 50.0 0.8 0.3

10.0 .0 004 100.0 0.8 0.15

VlJ-20 2 -20~ 0.1 2.0 5.0 1.5 VV-200 20- 200 I .0 20.0 2.5 0.7

10.0 .0 0.6 100.0 1.0 0.3

20.0 .0 0.3 200.0 O.G 0.2
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M C R 0 P PE T T E S

LLY UTa E
In ord r to k p po e witf t apid plOg ss r ade i

s tor i r nt years, M ICRO LIT a s mad 0

logi 01 s p [urther and roud pres nts th n w, hig f
precision microp ipette se ies for to ay's sop isl icote

users in the i Id 0 Molecu lar biolog , Microbiolog,

Immu ology, cell cui u e, Ana lyti cal Chernistrv,

Bioch mistry, Gen ics lc .

. ~_ 7

SPECIFICAl ONS &ORDERING INFOR AllON
Fuly Autoc:lavab eVa leV me Micropipetes

VolUl I . Vol. Ace... GV VolUrM me, Y . cc. ev
d

R ~ I :1:%
Mod I

R I IJI :1:%9 ~ ::;% s

FAA-2 0.2- 2.0~ 0.01 0.2 12.0 6.0 A!!I-50 5 -50 I .0 5.0 2.5 1.5

.0 2.5 1.5 25.0 0.7 0.3

2.0 .5 0.7 50.0 0.7 0.3

FAA- 0 0_5- 1 0 ~ 0.1 0.5 5.0 2.B M -1DD 10 -100 I .0 10.0 2.5 0.7

5.0 .5 O.B 50.0 0.8 0.3

10.0 .0 004 100.0 O.S 0.15

FAA-20 2 -20~ 0.1 2.0 5.0 1.5 A!!I-2DD 20-2 00 I .0 20.0 2.5 0.7

10.0 .0 0.5 100.0 1.0 0.3

20.0 .0 0.3 200.0 0.6 0.2
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Bottle Top Dispenser 

 
Classic & Research Models 
 
Microlit Bottle top dispenser is genius of its strong R& D base . responding  to the needs of the 
present generation , microlit is proud to offer its New Bottle top Dispensers in two versions : 
classic and Research which is an unique combination of affordable pricing and high performance  
 
Classic Models: Wetted parts are PP, borosilicate Glass and FEP. Suitable for routine 
laboratory application  
 
Research models: All wetted parts are PTFE , FEP and borosilicate glass only .this can be used 
for all laboratory reagent application. 
 
Simple design clubbed with variety of useful feature makes microlit Bottle Top Dispensing  an 
obvious choice for all dispensing needs 
 
High precision and accuracy is ensured though careful selection of component raw material and 
several stages of strict quality checks during manufacturing process. 
 
Each instrument is individually calibrated in accordance with ISO 8655 standards and comes with Individual Calibration 
certificate.

GENERAL PRODUCT INFORMATION:-

Description Classic Models Research models

Piston PTFE PTFE

Cylinder Glass Glass

Volume adjustment knob Screw Types Screw Types

 

Valve Housing   Polypropylence PTFE

Valve assembly Glass ball & Seat Glass ball & Seat

Discharge assembly PTFE PTFE

Delivery tube FEP FEP

Inlet tube FEP FEP

Calibration Individually Calibrated and certified in lab easy calibration by user is also possible.

Accuracy & Reproducibility In accordance with ISO 8655 atandards

Compatibility Good for routine lab application Excellent Compatibility with all reagent 
except hf

 
  



 
 
FEATURES: CLASSIC & Research models :-

●     Both classic and reasech models have five adjectable volume sizes: 
(a)0.25 – 2.5 ml  (b) 0.5-5.0 ml  (c) 1.0-10.0 ml  (d) 2.5 -30 ml  (e) 5.0-60.0 ml.
 
 

●     Easy to use ,simple contruction and smoth , effortless plunger movement for bubble 
free dispensing.
 
 

 
●     Piston : Specially designed PTFE piston with silicone O-ring ensures wiper –like sooth ,

effortless piston movement and high accuracy.

 
●     Each instrment comes with five adaptors to fit in most of the labaratory reagent bottels. 

Standards threads : 30mm 
Adaptors : 28mm, 32mm, 36mm, 40mm and 45mm
 
 

 
●     Nozzle cap prevents only unwanted drop on the work sapce.

 
 

 
●     Easy to dis-assemble for cleaning and servicing.

 
 

●     Glass barrel is protected by a polypropylene sleeve.It also ensures no glass splitting in 
case of any accidental breakage.
 
 

●     Valve Manifold : specially designed, springless, single piece PTFE valve manifold in the 
research model ensures excellent chemical compatibility, leak proof valve functioning 
and excellent reproductibility.
 
 

●     Instrument is fully autoclavable at 121°C, 15 psi. No need for dis-assembling the 
instrument for autoclaving.  

 



 
●     Screw type volume adjustment knob with large pointer ensures precise, easy and quick 

volume adjustment.
 
 

 
●     Calibration : Specially designed universal calibration tool is provided for convenient and 

quick In-lab user re-calibration. This is in compliance with GLO/ISO Norms.

 

Model No. 
Vol. 

Range Increment
ISO 8655 Specifications Microlit Specification 

Classic 
Model 

Research 
Model Accuracy CV Accuracy CV

    ± 
% ± ml ± 

% ± ml ± 
% ± ml ± 

% ± ml

BTD-1 BTDR-1 0.25-
2.5 ml 0.05 ml 0.6 0.015 0.2 0.005 0.6 0.015 0.2 0.005

BTD-2 BTDR-2 0.5-5 
ml 

0.1 ml 0.6 0.030 0.2 0.010 0.5 0.025 0.1 0.005

BTD-3 BTDR-3 1-10 
ml 0.2 ml 0.6 0.060 0.2 0.020 0.5 0.050 0.1 0.010

BTD-4 BTDR-4 2.5-30 
ml 0.5 ml 0.6 0.180 0.2 0.060 0.5 0.150 0.1 0.030

BTD-5 BTDR-5 5-60 
ml 1.0 ml 0.6 0.360 0.2 0.120 0.5 0.300 0.1 0.060

GL-45 Bottles 250, 500, 1-Liter 

 
195.00
 
 
 

 
195.00
 
 

 
 220.00
 

 
195.00
 
 

 
 240.00 
 

Price AUD 

                                                 

 
 

CT-GBGL45-1000 : $28.00                                                 

 
 CT-GBGL45-250 : $12.00                                                 

 
 CT-GBGL45-500 : $18.00                                                 

 
 

Classic Discontinued 2012 - Research Model ONLY 
                                                 

 
 

BT Adaptors included . . . to FIT GL-45, GL-33 and others
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Features of PES and CA Syringe Fi lters

• Naturally hydrophilic

• St rengt h and dimension stability

• Fast flow I high-throughput

• Ultra-low protein binding

Specificatio n and Ordering Informat ion

--------:.=-: _ -

.::;E" .. 7-. -~-
\ <::»

'-..../
-_.---~---'

CA (Sterile) PES (Stenle)

uem Number SFCA013022S SFCA025022S SfPES01Jl1nS SFPES025022S

SFCA01304SS SFCA025045S SfPES0130455 sFPES02504%

Diameter 13mm 15mm 13mm 15mm--_...... " " ~, ~,

Hou$Ong ..... te ..... PP(~-) I'Plme<Ioeoi-,gt_l PP(med tcal-vrade) P P(medtall-ll 'ade)

F'lIfalion . ... 10m2 ) 0.65 '00 065 '00
p.,." 5"0(1K"1 0 22/ 0.45 0.22/0.45 0.221 0 45 0<2 10.45

fiol<lYP_I~I) ." · 00 ." . 00

~ volume {mI) 2-10m! 10). 100m1 2·lOmI 1().100m!

F_Ralo o 22~m: 10 O.22~m: S5 0 22>om: 10 O .22~m: S5

(mlIJt>trI@lllp>o) 0.45<1m: 20 O.45um: 80 o 45<1m: 16 O.45um: 95

~..mum Opet~
n e-e 110'C 00·' 00·'

T_ ,*,,,,,,

Ma",mum Ope<at "'ll 13rnm: 00 13mm.00 13mm: 00 13n'on: 90

P",.W'e Ip..@ZO'C) 25mm:60 25mm: 60 :l5mm: 60 :/5mrn: (l(l

~t>Ie p>j va'" ,. ,., I _I. I_I.

_b~ v.<oy ,~ v-r.y V-"Y
Un~p__ ,-- ,- ,- - ,--

Quality Assurance

Membrane Solutions Syringe Fi~ers must pass a battery of certncetcn methods and tests.

Both manufacturing and packaging processes adhere to ISO Quality System.

Critical specifications are set for:

Bubble Point

Burst Pressure

Flow Rate

UV Extractable

(by HPLC and UV-Vis Systems)

Each Sterile Filter is:

Individual packed

Steri lized by v-ray

Labeled with a batch number for

easy QC tracking



 Superpure™ 

5 Improvements, SAME LOW PRICE, 5 Days Delivery    

New range of HPLC 17mm, 30mm Syringe Filters               New Filter Design Drawing 

 

The Superpure 17 mm and Superpure 30 mm syringe filters 

manufactured by Membrane Solutions are designed to speed up 

and increase sample volume throughput while reducing thumb pressure. 

The 17 mm and 30 mm sizes, replacing the 13 mm and 25 mm sizes, 

offer far more value to researchers due to several new features. 

 

They will be available with one of the following membranes in 0.22µm 

or 0.45µm pore size: Nylon66 , MCE, PTFE, PES and PVDF. These 

filters should mainly be used for small sample volumes where the dead 

volume should be kept to a minimum. 

 

Improved Performance Benefits: 

 

Feature  Benefit 

Color coding Easier to tell the filter membrane 

Larger filtration areas ( bigger than 33mm) Increased sample throughout 

Female lure lock Can be used as the venting filter 

High resolutions print Easier to tell the pore size of filter 

Better membrane media Improved membrane flow rates 

 

This table offers general guidelines for membrane characteristics and compatible applications. 

 

Membrane Type Membrane Characteristics Applications 

Nylon66 Most frequently selected membrane; broad compatibility with aqueous and organic 

samples; naturally hydrophilic membrane; extremely low in extractables; excellent 

flow rate with most sample matrices; not compatible with strong acids or bases 

General laboratory filtration; filtration for 

most HPLC samples. NOTE: Nylon binds 

protein, do not use when high protein 

recovery is desired 

Polyethersulfone High flow rates with good throughput volume; low protein binding; compatible with 

high temperature liquids; mechanically strong membrane low in inorganic extractable 

ions 

PES is certified for Ion Chromatography; 

Tissue Culture filtration; filtration of 

proteins and nucleic acids 

PTFE Hydrophobic membrane is resistant to nearly all solvents, acids, and bases; membrane 

is mechanically strong and will withstand exposure to high temperature liquids; low in 

extractables; PTFE blocks water vapor; can be used to filter aqueous solutions 

Filtration of aggressive organic, highly 

basic or hot solutions, ideal for transducer 

protectors 

Hydrophilic PTFE Hydrophilic PTFE is especially useful in HPLC sample preparation and is highly 

resistant to most solvents. And it’s generally used for aqueous-based biological 

samples.  

Filtration of aggressive organic, highly 

basic or hot solutions, ideal for aqueous 

filtration 

MCE Ideal for aqueous-based samples; high protein recovery from filtrate; higher tensile 

strength compared to CA 

Aqueous sample preparation 

PVDF  High protein binding, Hydrophobic membrane is resistant to nearly most solvents acid 

and bases.  

Filtration of aggressive organic 

 

 



 

 

 

 

Order Information 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Part No. Pore Size(µm) Membrane Diameter Package  

SFNY017022N 0.22 Nylon66 17mm, 100/pk  

SFNY017045N 0.45 Nylon66 17mm, 100/pk  

SFNY030022N 0.22 Nylon66 30mm, 100/pk  

SFNY030045N 0.45 Nylon66 30mm, 100/pk  

      

SFPES017022N 0.22 PES 17mm, 100/pk  

SFPES017045N 0.45 PES 17mm, 100/pk  

SFPES030022N 0.22 PES 30mm, 100/pk  

SFPES030045N 0.45 PES 30mm, 100/pk  

      

SFMCE017022N 0.22 MCE 17mm, 100/pk  

SFMCE017045N 0.45 MCE 17mm, 100/pk  

SFMCE030022N 0.22 MCE 30mm, 100/pk  

SFMCE030045N 0.45 MCE 30mm, 100/pk  

      

SFPTFE017022NB 0.22 PTFE 17mm, 100/pk  

SFPTFE017045NB 0.45 PTFE 17mm, 100/pk  

SFPTFE030022NB 0.22 PTFE 30mm, 100/pk  

SFPTFE030045NB 0.45 PTFE 30mm, 100/pk  

      

SFPVDF017022N 0.22 PVDF 17mm, 100/pk  

SFPVDF017045N 0.45 PVDF 17mm, 100/pk  

SFPVDF030022N 0.22 PVDF 30mm, 100/pk  

SFPVDF030045N 0.45 PVDF 30mm, 100/pk  



 

 

 

 

 

 

 

 

 

 

 

 

 

 

Introduction 

MS
®

 G-MP syringe filters is designed specially to filter high particulate solutions. With four layers, the first  

filter is a composite membrane of 10μm glass fiber and 1.0μm PP, the second prefilter is 0.7μm GF/F 

membrane media, the last one is filtration media as specified. G-MP special membrane materials can 

eliminate sample contamination and allows you to filter difficult samples with less hand pressure and fast 

flow rate. They prevent the build up of back pressure typically caused by the blocking of an unprotected 

membrane. 

 

Feature 

Increased volume throughput:  

Volume of sample filtered can be three to seven times greater than conventional filters.  

Superior performance: 

Four layers of filtration media reduce blockage and the need to replace the filter in mid-operation.  

Less hand force required:  

The unique pre-filter layer allows high particulate samples to be filtered with less hand force, minimizing  

operator fatigue.  

 

 

 

 

MS
®
  G-MP  syringe  filter 
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Application 

 Hard-to-filter samples   

 Dissolution testing  

 Content uniformity  

 Environmental samples  

 

Technical Specification 

 

Specification 25mm 

Filtration Area 4.6cm2 

Maximum Pressure 75psi(5.2bar) 

Materials of construction 
Housing: Polypropylene 

Filtration Media: As specified 

Connectors 
Inlet: Female Luer Lock (FLL) 

Outlet: Male Luer (ML) 

Flow direction Flow from inlet to outlet (FLL to ML) 

 

Order Information 

25mm Non-sterile 

Catalog No. Membrane Pore size(μm) Package(pcs/pk) 

SFNY025022NM Nylon 0.22 100 

SFNY025045NM Nylon 0.45 100 

SFPVDF025022NM PVDF 0.22 100 

SFPVDF025045NM PVDF 0.45 100 

SFPTFE025022NM PTFE 0.22 100 

SFPTFE025045NM PTFE 0.45 100 

SFPES025022NM PES 0.22 100 

SFPES025045NM PES 0.45 100 

SFPP025022NM PP 0.22 100 

SFPP025045NM PP 0.45 100 

SFCA025022NM CA 0.22 100 

SFCA025045NM CA 0.45 100 

 

Note: Sterilization is available. 

 Composite assays  

 Food analysis  

 Biofuel analysis  
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Features of PES and CA Syri ge Fi lters

• Naturally hydrophilic

• Strength and dimension sta bil ity

• Fast flow / high-th roughput

• Ultra-low protein binding

Specificat ion and Orde ring Informa ion

Membrane material CA CA PES PES

Housing materia PP(medica l-grade) PP(me dical-grade ) PP(medical-grade) PP{medic al-grade)

Filtration are (cm2 ) 0.65 3.90 0.65 3.90

Pore Size(lJm) 0,22 /0.45 0.22 { 0.45 0.22 / 0.45 0.22 /0.45

HoldUp vo urne ( ~I) <10 <30 <: 10 <30

Sample volume (ml) 2-10ml 1G-100ml 2· 10ml 1Q.100ml

Flow Rate O.22~m: 10 O.22jJm: 55 O.22IJm; 10 0.22~m: 55

(mllmin@10psi) 0.45u01: 20 0.45um: 80 0.45um: 18 O,4Sum: 85

MaXImum Operating
110· 6 110·C so-c 90· C

Tem rature

Maximum Operating 13mm : 90 13mm: 90 13mm: 90 13mm : 90

Pressure (psi@20·q 25mm: 60 25mm: 60 25mm : 60 25mm: 60

Applicab e.p'H value 4·8 4·8 1-14 1-14

Sten ization v-ray v-ray v-ray v-ray

Unit Pac age 100pcsJpk 100pcslpk 100peslpk 100pcslpk

Qua ity Assurance

Membrane Solutions Syringe.Filters must pass a battery of cert ificat ion methods and tests.

Both manufacturing and packagi ng processes adhere to ISO Quality System.

Critical speci ica ions are set for :

Bubble Point

Burst Pressure

Flow Rate

UV Extractab le

(by HPLC and UV-Vis Systems

Each Sterile Filter is:

Individual packed

8 t riHzed by v-ray
Labeled With a batch number for

easy OC tracking
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MS
®
 Disposable Vacuum Filtration

                                                                        

 
MS® disposable Vacuum Filtration units are very useful 
in large volume samples separation and purification for 
tissue culture media, biological fluids and fixation 
buffers. 
 
The unit includes membrane filter, graduated funnel of 
clear polystyrene with polyethylene neck adapter and 
polystyrene reservoir bottle with a separate sterile 
polyethylene cap. Glass fiber pre-filter is available. 
 
 
 
MS® filters feature adapters are color-coded to indicate 
membrane type for easy product identification. 
 
Four membranes are available to meet all of your 
filtration needs: Mixed cellulose ester, Nylon, PES and 
PVDF. 
 
Available in three styles: complete filter/storage unit and bottle top filters and the Reservoir bottle. 
 
 
 

Application 

 Ideal for filtration of tissue culture media, biological fluids, fixation buffers etc 
 Cell culture media and other aqueous solutions 
 Sterile filtration of solutions which can’t be autoclaved 
 Sterile filtration and clarification of difficult-to-filter aqueous solutions with a glass fiber 

pre-filter. 
 



 

 
Features 

 Available in of 0.22μm and 0.45μm 
 Filter Diameter: 50mm membrane diameter 
 Volume sizes: 125, 250 and 500ml 
 Light weight and heavy wall construction  
 Large knurls on the reservoir bottle cap for easy screw  
 Reservoir bottles feature easy grip sides for improved handling, simplify tightening/ loosening 

and adjustments 
 Designed wide and easy access bottle mouth for efficiently and stably pour out 
 Engraved graduation ensure veracity  
 Designed hose connector can fit multiplicate hose diameters  
 Detergent-free, tissue culture compatible, and heat-sealed to the support grid to maximize 

flow rate, reduce foaming and protein denaturization
 Certified non- pyrogenic 
 

 

 

 

 

 

 

 

 

 

Choosing guide 

Membrane Characteristics and typical application 

PES Provides fast flow rates and very low protein binding and extractables than 
cellulosic or nylon membranes, highly recommended for filtering and sterilization  
cell culture media, biological fluids of aqueous solutions. 

MCE Especially recommended for applications requiring low protein binding, such as 
filtering culture media containing sera. 

Nylon Naturally hydrophilic, protein binding, are recommended for filtering protein-free 
culture media for the retention of fine particles and microorganisms in 
HPLC/FPLC solutions 

PVDF With very low protein binding, high chemical resistance is used for filtration of 
buffers with DMSO, and retrovirus filtration 

Glass 

fiber 
Used a depth filter for prefiltration of solutions with very high particle loading 
capacity and are ideal for prefiltering dirty solutions and difficult to filters 
biological fluids such as sera, increase flow rates 



 

 

 

 

 Ordering information: 

 

 Packaged in easy peel-to-open plastic bag, and receiver bottle cap is individually wrapped 

 Each individual unit is lot-numbered for easy identification and tracking.  

 Gamma irradiation sterilized 

 

 

 

Technical Product Information  

Item number Funnel Capacity Pore size(µm) Membrane Material Qty per Case 

 VFPPVDF122150 
150ml Capacity 

Diameter:50mm 

 Both Upper 

capacity and 

Receiver capacity 

is 150ml 

0.22 

PVDF 12 

 VFPPES122150 PES 12 

 VFPMCE122150 MCE 12 

 VFPPVDF145150 

0. 45 

PVDF 12 

 VFPPES145150 PES 12 

 VFPMCE145150 MCE 12 

 VFPNY145150 Nylon 12 

Item number Funnel Capacity Pore Size(µm) Membrane Material Qty per Case 

 VFPPVDF122250 
 

250ml Capacity 

Diameter:50mm 

 Both Upper 

capacity and 

Receiver capacity 

is 250ml 

0.22 

PVDF 12 

 VFPPES122250 PES 12 

 VFPMCE122250 MCE 12 

 VFPPVDF145250 

0.45 

PVDF 12 

 VFPPES145250 PES 12 

 VFPMCE145250 MCE 12 

 VFPNY145250 Nylon 12 

Item number Funnel Capacity Pore Size(µm) Membrane Material Qty per Case 

 VFPPVDF122500 
250ml Capacity 

Diameter:50mm 

Upper capacity 

250ml and 

Receiver capacity 

is 500ml 

0.22 

PVDF 12 

 VFPPES122500 PES 12 

 VFPMCE122500 MCE 12 

 VFPPVDF145500 

0.45 

PVDF 12 

 VFPPES145500 PES 12 

 VFPMCE145500 MCE 12 

 VFPNY145500 Nylon 12 

 

 



 

 

 

 

 

For some special experiment purposes or research outlay saving and etc, the Filter Upper Cups 
and Reservoir Bottle are also available respectively 

Filter Funnel Bottle Top Cups 

Item number Funnel Capacity Pore Size(µm) Membrane Material Qty per Case 

 VFPPVDF122150F 

150mL Capacity 

Diameter:50mm 

 Filter top funnel 

0.22 

PVDF 24 

 VFPPES122150F PES 24 

 VFPMCE122150F MCE 24 

 VFPPVDF145150F 

0.45 

PVDF 24 

 VFPPES145150F PES 24 

 VFPMCE145150F MCE 24 

 VFPNY145150F Nylon 24 

Item number Funnel Capacity Pore Size(µm) Membrane Material Qty per Case 

 VFPPVDF122250F 

 

250mL Capacity 

Diameter:50mm 

 Filter top funnel 

0.22 

PVDF 24 

 VFPPES122250F PES 24 

 VFPMCE122250F MCE 24 

 VFPPVDF145250F 

0.45 

PVDF 24 

 VFPPES145250F PES 24 

 VFPMCE145250F MCE 24 

 VFPNY145250F Nylon 24 

 

 
    

Reservoir Bottles 

Item number Bottle Capacity Bottle Material Qty per Case 

 VFP250B 250ml PS 24 

 VFP500B 500ml PS 24 



 

 

Glass Fiber Pre-filters 

Glass fiber pre-filters may be placed in the funnel on top of the membrane and secured by a 
convenient tab for difficult-to-filter solutions.  
Recommended filter size GFB(1.0µm) and GFF(0.7µm) dependant on apparatus used. Must be 
ordered separately. 
 

Item number Description Pack 

SPGFB047100N Glass Fiber Filter, Binder free, Pore:1.0(μm), Diameter:47(mm) 100pk 

SPGFF047070N Glass Fiber Filter, Binder free, Pore: 0.7(μm), Diameter:47(mm) 100/pk 
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MS® Sample  Vials for Chromatography
 

     11mm Crimp & Screw Cap 2ml 12x32 8-425 and 9-425 

pre-cleaned VOA HS Grade . . . also Available
 . . . 4ml 13-425 Screw,  Headspace 20, 40, 60ml 24-425 Screw . . . 

Caps and Septa available separately . . . if required



 

MS® Sample Vials 

MS® Sample vial are made from first hydrolytical class, borosilicate 

glass, compliant with the requirements of U.S. and European 

Pharmacopeia which improves your laboratory productivity, by reducing 

costs and saving time. These products considerably reduce the risk of 

analytical test results compromised by ghost peaks, damaged needles or 

dislodged septa, decreasing analysis failures and sample reruns. 

 

MS® offer Type 1, 51-expansion glass vials and type-2, 33- expansion 

glass vials.  

 

 

Feature 

 LCGC certificate 

 High quality glass Type 1, 51-expansion glass (clear and amber) 

and type-2, 33- expansion glass (only clear) 

 Computerized camera system for quality control throughout the ma

nufacturing process to test critical dimensions, including Height, Di

ameter, Bottom Thickness and Neck/Thread.  

 Compatible with a wide range of HPLC, LCMS and GC 

Instruments  

 Pre-packs including 100 vials and caps for ease and convenience in 

ordering 

 Vials and caps and septas also available separately  

 Meet standards set by governing bodies  

 Tightest dimensional tolerances in industry 

 

 

Application 

 

 HPLC instruments  

 LCMS instruments  

 GC instruments 

 

 

Vial Closures Guide 

Available in three types: crimp, snap and screw cap. 

Cap Design Strength Design Comments 

Crimp Excellent seal Requires tools 

Snap Moderate seal Fast, no tools 

Screw Excellent seal Universal 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

Septa Selection Guide 

PTFE 

 Recommended for single injection application. 

 Ideal for use in MS applications 

 Excellent solvent resistance and chemical compatibility 

 Does not reseal upon punching 

 Not for Long-term sample storage 

 

PTFE/Silicone 

 Recommended for multiple injection and sample storage 

 Excellent resealing 

 PTFE chemical resistance until punctured, then will have the 

chemical compatibility of silicone 

 Working temperature range from -40°C to 200°C 

 

 Pre-slit PTFE/Silicone 

 Prevent vacuum formation in vials 

 Eliminates coring from bottom draw-port needles 

 Good resealing capabilities 

 Recommended for multiple injections 

 PTFE chemical resistance until punctured, then will have the 

chemical compatibility of silicone 

 Working temperature range from -40°C to 200°C 

  

 

Vials Selection Guide 

 Type 1, 51-expansion borosilicate glass  

 type-2, 33- expansion glass 

 Deactivated glass (DV) 

Treated with gas phase reactive organosilane to produce a 

hydrophobic glass surface. Can be stored indefinitely. 

 Headspace Vials 

Uniform glass thickness which insures even heat distribution for 

consistent sampling reliability. 
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Screw Top, Standard Opening Vials 

Part No. Description Unit 

LBSV012C 2ml Clear vial, 8-425 screw top 100/pk 

LBSV032C 2ml Clear vial, 8-425 screw top, graduated with writing area 100/pk 

LBSV012A 2ml Amber vial, 8-425 screw top 100/pk 

LBSV032A 2ml Amber vial, 8-425 screw top, graduated with writing area 100/pk 

Screw caps - 8-425, polypropylene plastic for standard screw top vial 

LBSV012 Black screw cap with hole, for 2ml 8-425 screw top vial 100/pk 

LBSV032   Blue screw cap with hole, for 2mL 8-425 screw top vial 100/pk 

Septa for 8-425 Screw caps 

LBSV02RS White PTFE/red silicone septa, for 2ml 8-425 screw top vial 10000/pk 

LBSV02SS Red PTFE/white silicone septa, for 2ml 8-425 screw top vial 10000/pk 

Screw caps + Septa for standard screw top vial 

LBSV012CRS White PTFE/red silicone septa + Black screw cap with hole, for 2ml 8-425 screw top vial 100/pk 

LBSV012CSS Red PTFE/white silicone septa + Black screw cap with hole, for 2ml 8-425 screw top vial 100/pk 

 

 

 

 

Screw Top, Wide Opening Vials 

Part No. Description Unit 

LBSV002C 2ml Clear vial, 9-425 screw top 100/pk 

LBSV022C 2ml Clear vial, 9-425 screw top, graduated with writing area 100/pk 

LBSV002A 2ml Amber vial, 9-425 screw top 100/pk 

LBSV022A 2ml Amber vial, 9-425 screw top, graduated with writing area 100/pk 

Screw caps - 9-425, polypropylene plastic for Wide Opening screw top vial 

LBSV002 Blue screw cap with hole, for 2ml 9-425 screw top vial 100/pk 

Septa for 9-425 Screw caps 

LBSV03RS White PTFE/red silicone septa, for 2ml 9-425 screw top vial 10000/pk 

LBSV03SS Red PTFE/white silicone septa, for 2ml 9-425 screw top vial 10000/pk 

LBSV23SS Blue PTFE/white silicone septa, Pre-slit, for 2mL 9-425 screw top vial 10000/pk 

Screw caps + Septa for Wide Opening screw top vial 

LBSV002CRS White PTFE/red silicone septa + Blue screw cap with hole, for 2ml 9-425 screw top vial 100/pk 

LBSV102CSS Red PTFE/white silicone septa + Blue screw cap with hole, for 2ml 9-425 screw top vial 100/pk 

LBSV222CSS 
Blue PTFE/white silicone septa,  Pre-slit  + Blue screw cap with hole, for 2ml 9-425 

screw top vial 

100/pk 

 

 

 

 

Ordering Information 

 

 



 

Crimp Top, Wide Opening Vials 

Part No. Description Unit 

LBSV042C 2ml Clear vial, crimp top 100/pk 

LBSV062C 2ml Clear vial, crimp top, graduated with writing area 100/pk 

LBSV042A 2ml Amber vial, crimp top 100/pk 

LBSV062A 2ml Amber vial, crimp top, graduated with writing area 100/pk 

Crimp seal - aluminum cap with large hole, for crimp top vial 

LBSV022 Aluminium cap 11 mm for 2ml crimp top vial 100/pk 

Septa for Crimp seal - aluminum cap 

LBSV04RS White PTFE/red silicone septa, for 2ml crimp vial 10000/pk 

LBSV04SS Red PTFE/white silicone septa, for 2ml crimp vial 10000/pk 

Aluminum cap + Septa for Wide Opening Crimp top vial 

LBSV112CRS White PTFE/red silicone septa+ Aluminium cap, for 2ml crimp top vial 100/pk 

LBSV122CRS Red PTFE/white silicone septa + Aluminium cap, for 2ml crimp top vial 100/pk 

 
 
 
 

Snap Ring Top, Wide Opening Vials 

Part No. Description Unit 

LBSV052C 2ml Clear vial, snap top 100/pk 

LBSV072C 2ml Clear vial, snap top, graduated with writing area 100/pk 

LBSV052A 2ml Amber vial, snap top 100/pk 

LBSV072A 2ml Amber vial, snap top, graduated with writing area 100/pk 

Snap caps- for snap ring top vial with bonded-in septa 

LBSV202CSS Red PTFE/white silicone septa + Blue snap cap, for 2ml 9-425 Snap Ring Top vial 100/pk 
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Actual DIM : Volume 1.8ml 32x11.7mm, Top ID 1/4"(6.3mm)
Pics are to scale

Engineering Drawings availble : to select Customers ONLY

both Crimp & Screw Vials available . . . 

with and without Graduations / White Marking Spot
Septa - Disc Type ( in-situ pre-moulded ) Silicone Rubber/PTFE laminated

- replacable

- both red on White and White on Red

- Silicone -Top, PTFE - Inner layer



 

 

4ml 15*45mm Vials, flat base 

Screw Thread, Crimp Top, Snap Top Vials 

Headspace Vials 

Beveled Edge, Square Rim 

Also Available with 10ml. 20ml,and 40ml vials. 

 
 

More information please visit our website : www.chromtech.net.au .  

Or mail : Chromalytic Technology Pty Ltd in AUSTRALIA at : info@chromtech.net.au 

 

 

 

 

 

 

 

2ml  12*32mm Vials, flat base, celar and amber - Nominal sizes Only - designed to fit common chromatography Autosamplers 

Standard Opening Crimp Top 8-425 1. Narrow neck crimp top vials fit many older GC autosamplers.  

2. Compatible with all 11mm crimp seals and 5mm nominal diameter inserts 

Wide Opening Crimp Top 9-425 1. Easier to fill 

2.Used with either 11mm aluminum seals 

Standard Opening Screw Thread 

8-425 

Standard neck vial—8-425 thread finish, 12x32mm outer profile 

Wide opening Screw Thread 9-425 Wide neck vial is easy to fill 

11mm Snap 1. Wide opening vial is easier to fill and provides a larger target area for the autosampler needle 

2. Used with snap caps 

6 Website : www.chromtech.net.au  E-mail : info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA
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~1S® Chrompure SPE Columns
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I

Solid Phase Extraction
Solid-phase extraction (SPE) is a separation process by which compounds that are dissolved or suspended in a liquid mixture are separated

from other compounds in the mixture according to their physical and chemical properties. Analytical laboratories use solid phase extraction

to concentrate and purify samples for analysis. Solid phase extraction .can be used to isolate analytes of interest from a wide variety of

matrices, induding urine , blood, water, beverages, soil, and animal tissue .

SPE's low solvent consumption, is convenient, safe and with high efficien cy The principle of II like dissolves like", SPE can be classified

in four types : inverse SPE, normal phase SPE, ion exchange SPE, absotption SPE. 1

MS®ChrompureS PE Columns

MS offers Clirompureseries to our Customers,'wh ich have

silica-based, organic copolymer or iroganic chemical based SPE

coiumns. The filling materia l 'includes C18, NH2, ~8 , Alumina,

GCB, CN, Florisil, Si,SAX, SCX ,PSA, PCX,PAX and soon.

Column capacities consist of 1, 3, 6, and 10 ml.sizes, etc. Our

manufacturing process min imizes variability and improves recovery

and cleanup procedures . Chrornpure SPE product have the

following several characteristics

SPE Main applic ations :
• Biological samplesand naturalcompounds

~ Pharmaceuticals and Drugs

• Pesticides andantibiotics in food and agricultural matrices

• Environmental Samples, organic compounds and pollutants.

Chrompure Feature

· .Availablein'a range of packing media

• Chrompure quality sorbents for consistent result s

• With various packing, ensure better select ivity

HROIfI'~IJI'~'~+61(0)3 9762 2034 Australian DiStributol'5 1'47
Impottel5 & lltIDutac"",rs ~/13

~ECH,..lCII1tC3I9.YPly Ltd ...ww.chrnf'frl.llr1L.rJ.t....Ru

'Wcbs.ll c NEW I www.chromalyUc.com..au E "mall l InrQljJlchromtcch.neLau Tell 03 9762 2034 • • • I tt AUSTRALIA
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MS® Chrompure
SPE

Product

I
Silica-Based Polymer Adsorptive

SPE material

I
CI8 PLS Silica

Cl8-ne Florisil
C8 PAX

CN PCX AL-A
PSA AL-N ~
NH2

SAX AL-B

SCX GCB
Silica

•
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Silica Base

Chrompure

@-c
CI8 -ne

18

Partkal Size 40-60 urn

Silica Base irregular shaped

Pore Size 52-68 A

Endcapped no

Carbon(COfo) 17%

• Non-endcapped bonded phase that enables the silica surface to be

more active

• Moderately nonpolar and polar secondary interactions

• Enhanced the retention of polar and basic ccrnpounds than C1S

Chrompure C18

@-C1 8

Chrompure C8

Chrompure eN

fSiL­
...., ~N

Chrompure PSA

@)~1{~NH2

Partkal Size 40-60 urn

Silica Base irregular shaped

Pore Size 52-68 A

Endcapped no

Carbon(C%) 17%

Partical Size 40-60 um
Silica Base irregular shaped

Pore Size 52-68 A

Endcapped yes
Carbon(COfo) 11%

Partical Size 40-60 urn
Silica Base irregular shaped

Pore Size 52-68 A

Endcapped yes

Carbon(COfo) 65%

Partical Size 40-60 um
Silica Base irregular shaped

Pore Size 52-68 A

Endcapped No

Carbon(COfo) 7%

pI<,: 10.1 and 10.9

Organic anIalytes extraction C1S has the broadest spectrum of
retention among bonded silica s o-bents, since it retains most organic
analytes from aqueoos matrices, when the corrp cunds of interest vaty
widely in structure
Desalting When analyzing small to intermediate molecules,
Chrempure C1S can be used for desalting aquecus matrices pri ce to
icc exchange, as salts pass thrcugh the sa-bent unretained

Moderate Hydrophobicity separating a wide range of compounds

and replace C1S when too strongly retention 00 C1S

Simultaneous Extraction: fat- and water-solution vitamins from

human serum and herbicides, fungicides, pesticides frem waste

• Both normal and reversed-phase chrematography

• Less polar cempared to silica and less hydrophobic compared to

C1S and CS

• Usually used to extract acidic, neutral, and basic corrp ounds frem

aqueous soluti ons

• Similar selectivity to Chrempure NH2

• Strong affinity and high capacity fa- removing fatty acids, crganic

acids, and some polar pigments and sugars when conducting

multi-residue pesticide analysis in foods

• Excellent sa-bent fa- chelation

3

Chrompure NH2

~NH2

Partical Size 40-60l-lill

Silica Base irregular shaped

Pore Size 52-68A

Endcapped No

Carbon(C%) 35%

pKa: 9.8L..-__----'

• Amino propyl phase, bcth hydrogen bending and anion exchange

• Weaker anion exchanger retention of very strong anicns such as

sulfcnic acids which may be retained irreversibly on SAX

• Separate peptides, drugs and metabolites from physiological fluids,

and extraction of mono- and polysaccharides, steroids, cholesterol

and triglycerides

W'tWI.membrane-solutions.com I
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Chrompure SAX

Chrompure sex

Partical Size 40-60l-lill

Silica Base irregular shaped

Pore Size 52-68 A

Endcapped no

Carbon(C%) 75%

pK,: completely dissociated

Partical Size 40-60l-lill

Silica Base irregular shaped

Pore Size 52-68 A

Endcapped no

Carbon(C%) 109%

pKa<1.0

• Strongest anion exchange sorbent because of its quaternary amine

fundimal group

• Positive charged, better retention of weaker anions such as carboxylic

acids that may not retain strongly enough en PSA or NH 2

• Activate the im exchanger by conditioning it with appropriate bufers

• Strongest cation exchange sorbent because of its benzenesulfonic

acid functimal group

• Optimized fa- use in organic applicati cns

• Nonpolar character exhibited by benzen e ring is useful to

corrp ounds with both cationic and nonpolar properties in aqueous

solvent

Inorganic Chemical Base

Chrompure Si

(sl-
Chrompure Florisil

0

~-cf ' o-
M,,"

Chrompure Alum ina-A

AIZ03

Partical Size 40-60 l-Ull

Silica Base irregular

shaped

Pore Size 52-6SA

Endcapped no

Average Partical Size

150-200f-Ull

Silica Base irregular

shaped

Acidic pH: -4.5

(BrockrnanAct I)

Average Partical Size

12Sf-Ull

Silica Base irregular

shaped

• The most polar sa-bent, m e of the best sa-bents available fa­

selectively separatin g analytes of very similar structure

• Extract various corrp omds frem non-polar solvents using hydrogen

bonding, accorrplishing the elution successively with increasing the

solvent polarity

• Excellent capacity for removing target molecules frem reaction

by-produ cts and excess reagents

• Fkrisil is a magnesia silica gel, a polar sa-bent capable to extract

polar compounds from nonpolar matrix

• Separate chlorinated pesticides, amines, herbicides, PCBs, ketones,

organic acids and phenols

• Alumina-A enhances Lewis acid prcperties, which makes the sa-bent

ma-e retentive towards electron-rich compounds

• Alumina-A has a slightly cationic nature through pretreatment with

acidic solutions

• Suitable for retention neutral and anicnic species

4
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Suitable for retention of neutral and cationic co rrp cunds

• Strong hydrogen b ending is also effective forpolar cations

• Exhibits Le wis base properties, more retentive towards

electron-donors corrp ccnds

• The surface has a slightly anionic nature thrcogh pretreatment

with acidic solutions12Sfllll

Silica Base irregular shaped •

Basic pH: -10.0

(BrockrnanAct I)

Average Partical Size

Chrompure Alumina-B

Chrompure Alumina-N
Neutral pH: -7.5

(Brockman Act. I)

Average Partical Size

125l-lill

Silica Base irregular shaped

• Extremely polar sorbent, similar to silica

• M er-estable under high pH conditions than unb onded silica

• An electrically neutral surface retentive fer electron-rich

corrp ccnds like arcmatic species and aliphatic amines, and

corrp omds with electronegative grcup like oxygen,

phosphcrus and sulfur atcms

• Extrat both nonpolar and polar ccmpounds from aqueous and

nonaqueous matrics respectively

Chrompure Carbon

GCB

Sorbent: laminated structure

graphitized caro m

Average Partical Size

120-400l-lill

• H igher and rrore stable recovery rates in extracting polar

substance, like cr ganolchlcrine , crganophosphcrus and

nitrogen pesticides

• Excellent performance in oganic extraction and purification

• Extremly rapid extract prcccessing due to the few-porosity

5

Organic Copolymer Base

Chrompure PLS

~
Chrompure PCX

-S03H

Chrompure PAX

I.
-N~

1

particle size: au.i oopm
pore size: 70-90 A

area: 600-S 00m2

particle size: au. ioopm
pore size: 70-90 A

area: 600-S 00m2

particle size: ao.t oopm
pore size: 70-90 A

area: 6OO-SCQnZ

• Copolymer of polystyrene! divinylbenzene, contained both hydrophilic

and hydrophobic radicals

• Good retention on polar and n co-polar molecule hydrophilelipophile

balance

• PLS has higher stability and widder pH range P opular ultilised in food

• Sulfcnic acid group bonding polystyrene!divinylbenzene copolymer is

mixed strong cation exchange sorbent Both cation exchange and reverse

phase retention node, suitable for carboxylic acid compounds pKa

between 2-8, mainly amcnic corrp ccnds

• Quaternary ammonium group b onded copolymer is mixed anion exchange

and reverse phase sa-bent

• Excellent extraction to purified acid, carboxy acid ccrnpounds, pKa

between 2-8

-
www.membrane--solutlonsrom •



Ordering Information

Cat . No. Descrfpfion :M ass V ohune P ackage (pcsrpk)

LBSC18100l lOOmg 1mL 100

LBSC182003 200mg 3mL 50

LBSC185003 C18 500mg 3mL 50

LBSC185006 500mg 6mL 30

LBSC1810006 lOOOmg 6mL 30

LBSC18NlOOl lOOmg 1mL 100

LBSC18N2003 200mg 3mL 50

LBSC18N5003 CI8-De 500mg 3mL 50

LBSC18N5006 500mg 6mL 30

LBSC18NIOOO6 lOOOmg 6mL 30

LBSC81001 lOOmg 1mL 100

LBSC82003 200mg 3mL 50

LBSC85003 C' 500mg 3mL 50

LBSC85006 500mg 6mL 30

LBSC810006 lOOOmg 6mL 30

LBSCNlOOl lOOmg 1mL 100 6
LBSCN5003 CN 500mg 3mL 50

LBSCNlOOO6 lOOOmg 6mL 30

LBSPSAlOOl lOOmg 1mL 100

LBSPSA5003 500mg 3mL 50
P'A

LBSPSA5006 500mg 6mL 30

LBSPSAlOOO6 lOOOmg 6mL 30

LBSNH2lOOl lOOmg 1mL 100

LBSNH22003 200mg 3mL 50

LBSNH25003 NJU 500mg 3mL 50

LBSNH25006 500mg 6mL 30

LBSNH2lO006 lOOOmg 6mL 30

LBSSAXlOOl lOOmg 1mL 100

LBSSAX5003 'AX 500mg 3mL 50

LBSSAX5006 500mg 6mL 30

LBSSCXIOOl lOOmg 1mL 100

LBSSCX5003 'CX 500mg 3mL 50

LBSSCX5006 500mg 6mL 30

LBSSIlOOl lOOmg 1mL 100

LBSSI5003 Silica 500mg 3mL 50

LBSSIlOOO6 iooo,e, 6mL 30
- -HROIW_'J''''''4: '61(o13 ~16220J4 ArntnntlnDi.,mwhN7 12J- - 1 _ ' &-'" 13
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LBSFLlOOl lOOmg lmL 100

LBSFL5003 500mg 3mL 50
Florisil

LBSFL5006 500mg 6mL 30

LBSFLlOOO6 lOOOmg 6mL 30

LBSALAlOOl lOOmg lmL 100

LBSALA5003 AL-A 500mg 3mL 50

LBSALAlOOO6 lOOOmg 6mL 30

LBSALBlOOl lOOmg lmL 100

LBSALB5003 AL-B 500mg 3mL 50

LBSALBlOOO6 lOOOmg 6mL 30

LBSALNlOOl lOOmg lmL 100

LBSALN5003 AL-N 500mg 3mL 50

LBSALNlOOO6 lOOOmg 6mL 30

LBSGCB2503 250mg 3mL 50

LBSGCB5003 GCB 500mg 3mL 50

LBSGCB5006 500mg 6mL 30

LBSPLS0603 60mg 3mL 50

LBSPLS1506 150mg 6mL 30

LBSPLS2006 PLS 200mg 6mL 30 7

LBSPLS5006 500mg 6mL 30

LBSPLS5012 500mg 12mL 20

LBSPCX0603 60mg 3mL 50

LBSPCX1506 150mg 6mL 30

LBSPCX2006 PCX 200mg 6mL 30

LBSPCX5012 500mg 12mL 20

LBSPCXlOO20 lOOOmg 20mL 20

LBSPAX0603 60mg 3mL 50

LBSPAX1506 150mg 6mL 30
PAX

LBSPAX5012 500mg 12mL 20

LBSPAXlOO20 lOOOmg 20mL 20

Membrane Solutions LLC
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