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ABOUT US CONTENT

BIOBASE group, the professional manufacturer for Laboratory and Medical equipment,

During long term friendly bilateral cooperation relationship with customers, BIOBASE s always being trusted.
FINCUSRENEIR FIVERCUINE SLE N St AU, GO S Y FRER A0, RIS AP SO AP M CrTe b s s e R e e e e e e Pk
buy a vanety of goods from BIOBASE. In order to satisfy customers’ demand and ensure customers’ benefit,
BIOBASE made field trip ta many suppliers in China, controlied the product quality stricly in stead of customers, T PO s ol s s e e e i B O e R S S B eSS
as well as strived from the suppliers to get competifive pricing. Recently, BIOBASE has confirmed many OEM

partners, and will keep searching for more suppliers upon customers’ request. Dr‘flng N i b e e R i e e R N i e e e e i

_ Water Purifler..........cauviinniaiiis
In 2012, BIOBASE estiblished Subsidiary company Biobase Meihua Trading Co., Ltd specially for this work, Once
the customer has a request, then we will fight. Wakar DIstiller........qmusiimaaniisineii
In addition, any abroad strangth manufacturer |s welcome to contact us, we can work together to open China Spectrophotometer. ...
MBrkEt Srodah Biobans Meta Trading: Go. Lid. CanmtrifUuge.. ...
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Air Shower

Air shower is a necessary passage for person entering clean room in order to minimize the amount of particulate
contaminant, achieve workplace strict clean purification standards. Personnel move through the air shower while
particulate contaminants are blew off by the clean high speed air. So the duct can’ t be brought into clean area.

Features:

1. Photoelectric sensor, automatic blowing.

2. Designed with circulation wind to ensure the cleanness of shower area under non—shower status.
3. Double doors with electric interlock,

4, LED display with adjustable blowing time (0 ~ 99min).

5. HEPA Filter, Class 100 cleanness.

Technical parameters:

Model AS-1P25

External Size(W*D*H) 1300*1000*2050mm 1500*1000*2050mm 1500*2000*2050mm
Shower Area Size(W'DH) | 800*890*1930mm |800°890*1930mm B00*1890*1930mm
'HEPA Filter 99.999% efficiency at 0.3 um "

Spraying Wind Speed 2%6ms

A Shower Time 0-09min (adustabe)

No.of §8 Nozzles 12 16 18

Fluorescent Lamp 120w 20w | 20W*2
Gamirpt oo 00 wo00n

‘:‘1. Full cold=rolled steel with powder coating.

| Cabinet Material (Optional) | 2. Internal stanless stell extarnal with cold=rolled steel
| 3. Full Stainiess Stesl.

Door Material T 1. Cold-rolled stesl with powdear coating.
(Optional) |2, Stainless Steel
Chassis. Stainless Steel
| Power Supply J 0220V, 50/60Hz

BIOBASE =" -~ = - 7 g~

230 Distributor :
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Pass Box

Pass Box is used to transfer goods between rooms of different clean levels of clean room. It can reduce times of
opening door, prevent the air convection between different rooms and minimize the pollution extent.

Technical parameters:

Type Pass box Air shower pass box

Model PB-01 PB-02 PB-03 | ASPBE-1 ASPB-02 |ASPB-03

External size(W*D*H) mm | 660*500*580 |760*600*680  860*700*780 |650*500*1400  760*600*1500 | 860*700*1600

Internal size(W*D*H) mm | 500*500*500 |600*600*600 700*700*700 500°500*500 |600*600*600 700*700%700

w.chromalytic.net.au
——

Material Stainless steel

Interlock Electronical

UV Lamp 30W*

HEPA Filter NO ’ Efficiency = 99.998% at 0.3um
Clean air speed NO 10.36-0.54m/s

Power supply 110/220 = 10%; 50/60HZ

= in ATISTRALIA : Comntacy +6G1 3 9762 2034

g

- —— - 231

g T ——

e-rmmail : sales @0 t‘.lml]l.ﬂ‘l‘.n!l.-ll

+ Biobase Meihua Trading Co.,Ltd. ————



BlOBASEH + Biobase Meihua Trading Co.,Ltd. ————

Autoclave

Autoclaves are equipment for sterilizing widely used in microbiology, medicine, podiatry, tattooing, body piercing, Technical Parameters:
veterinary science, mycology, dentistry, and prosthetics fabrication, They vary in size and function depending on

the media to be sterilized. Model BKM-Z2N BKM=-Z7N  BKM-Z10N BKM-Z12N BKM=-Z18N  BKM-Z24N
Capacity 2L 7L 10L . 121 18L . 24L
Table Top Autoclave Class N Series Aol cises it
Sterilization Temp. 121C, 134T
Features: FP—— | Featingidry
1.Adopting European N standard, with thermal vacuum and drying functions, it can be used for A-type hollow 'th}ay “High-ﬁgh[ LED tubs display
instruments and solid instruments. Thermodynamic vacuum guarantees elimination of cold air from the cavity and -Tasting System ' Bowie&Dick, Steam penetration test

makes sure that reaches the optimal effect of sterilization,
Temperature: 1C

2.Specially design for dental clinic field, it could sterilize 12 pieces hand piece af same time, simply and efficiently. Control Precision i = = = =
3,Sliding door design for easy secure operating—for BKM-Z2N. [ | Pressure: 0.1bar
4 Microprocessor control, LCD or LED display and modularized panel for easy operafian. _ Sterilcstion Data ___Dpﬁ':'"a' AN pf”mr — = = =
5.Automatic malfunction detection system makes easy maintaining. __Raliafvahﬂ
Hand lock door
— Safety System "F'rassura lock system

i h Fressure or temperature over load protection
/ ' Alarm system

i 'I Water Supply System Build=in water tank, easy to clean
Tray Holder 5SS basket, SS shealf
Madical stainless steal 304
| Max working pressure:2.3bar
Chamber E
- | Min working pressure: -{0.9bar
BiKM=-Z2N Max temperature: 145T
Ambiant Temp. 5~ 40T
Moise <50db
Water Consumption in
N e, One Cyck 0.12L-016L 0.16L~0.18L
) Power Supply 1101220V £ 10%, 50/60Hz
m_ﬁ' | T T T =\ T T
Power Consumption 1200W 1400W 1400w 14000 1500w 1700W
Chamber Size{mm) $88*175 : #170*320 $192*320 : $ 1925340 & 245*360 $ 245%470
u f External Sizelmm) 350*284*376 540*370*360 | 540°370*360 560°450*400 | 560*450°400 | 670*450*400
\i_.‘\ Packing Size{mm) 415*345%441  615°440%425 615°440°425 660*525*495  660°525'495  770"525°495
Cotpalliaiviin Net Weight 26kg 37kg 40kg 43kg 47xg 53kg

02 03



BIOBASE’

Table Top Autoclave Class B Series

BK-Z12B/Z218B8/Z24B
BKM-228

—_—

BEM-Z7B/Z10B

Features:

The newly—designed model with opening water tank on the top, sirictly meets the standard of EN13060, which
makes wash and cleaning much more convenient.

It adopts European B standard with 3—times pre—vacuum preceding vacuum drying. Residual humidity is less
than 0.2%.

Vacuum measuremeant reaches—0.8bar. It sterilizes and sanitizes miscellaneous packed or unpacked medical
instruments, Whether solid or A-type hollow, whether with multi-apertures or inset pipes. It efficiently tides air
from every hollow area of any holiow instrument, such as hand-piece, making sure that water steam reaches
every comer.

Fuzzily computer controlled, digital bright shaw. The interface is modulanzed panel for easy operation.

It is Installed with BOWIE&DICK which measures the penetration of water steam.

Mini printer can be attached fo record the process of sterilization.

Sterilization Class.  Class B

Special Program | HIV, HBV long-sterilization program

 Ambient

Technical Parameters:

Model BKM=-Z2B BEKM=Z7B BEM-Z10B BEKM-Z12B BKM-Z16B BKM-Z188B BKM-Z24B

Capacity 2 L 10L 2L 6L 8L 241

Sterilization

Temparatue [(121T 134T

Dry Systam :.Vann drying system
Display High-light LED tube display
" ' Bowie &Dick Test
Testing Systam Vamum Test
Helix Test
Temperature: 1T B B B B B
Confrol Precision - - - - - - -

| Pressure: 0.1bar

Sterilization Data | Optional Mini printer

| Relief valve

Safety System ?_F’nassure lock system
E-PFESSUFE or temparature over load protection
Nann system

Water Supply Systemm | Build—in watar tank, easy to clean

TrayHolder | SS basket, SS shelf

| Madical stainless stes| 304

I Max working pressure:2.3bar
Chamber i

' Min working pressure: —0.9bar
' Max temperature: 145

Temperatre  °~*C
Moise | <50db
Water Consumption
i O Evide (012L-016L | 0.16L-018L

‘PowerSupply | 10/220V £ 10%, 60/50Hz
Power Consumption 1200W | 1400W 1400W 1400W 1800W 1500W 4700W

Chamber Size(mm) | ¢ BE*175 $170*320 $192°320 | $192°340 | $240%360 | $245°360 # 245*470

‘Extemal Size(mm) | 350'284°376 540*370'360 540°370*360 B60°450°400 445650°395 560%450°400 670*450°400
Packing Size(mm) | 415345441 615440425 615°440°425 680°525°495 670*550'500 660°525°495 770525495

Net Waight 26kg 137kg a0kg |43kg 47kg 47kg |53kg

BIOBASE JF " "~ - 7 g < L P EL L ET L TN s Conracy +61 3 9762 2034
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Automatic High Temperature and Pressure Rapid Sterilizer High SR ncy (ENIASE )
The sterilizer adopts high—efficiency low noise vacuum system which has excellent effects. The ulimate vacuum

value can reach —90KPa or above.
BEM-BIl series sterilizer is an automatic high temperature and pressure rapid sterilizer which works with steam
as medium. It can be widely used in department of stomatology and ophthalmology, operating room, supply Multiple program types

room, dialysis room and other medical institutions. It is unpacked items, solid instruments, dental hand pieces, The system has-various programs thal include: packed items; unpacked tems; custom: program, rapid program;

endoscopes, implantable instruments, dressing fabric and rubber tubes, etc. BD testing ram, vacuum testing program; prehedt program and drying program:

High—efficiency steam generator
BEM-Z18/Z24/7 4581l equiprent with build—in instant steam generator. BEM-Z60/Z80BIll equipped with build—in
energy—storing steam generator.

Other features
0.22um high—efficiency sterilizing filter that guarantees the air is sterile and prevents repeated contamination. All
the processes of water injection, pulse vacuum, heating up, sterilization, exhausting and drying are automatic.

‘ Optional configuration
Operation type: push—button operation or inductive operation or inductive operation

Record type: printer
Electronic storage: USB flash disk
Remote monitoring: computer or pad

Features:

Blid=sropsi iypsiwalat Bk Technical Parameters:
The sterilizer adopts easy—clean open type water fank that equipped with water guality monitor to ensure the

reliability of steam quality and sterilizer operation A fully injected water tank can support repeated program Model BKM-Z188I11I BKM-Z24BIll BKM-Z458I1l BKM-ZB0BII BKM~ZBOBII
running. ' '

Capacity(L) 18L | 2401 450 : 6OL 80L
Brand—-new operation interface Design Pressure =0.1/0.2MPa
The LCD screen can display temperature, pressure, time, operating status, failure warning and other infarmation. Design Temp. '1441:
It i= convenient for customers to observe the sterlizer running status. 5

Temp.Range 105-136T
Multiple security protective device Chamber Material O06Cr9NI0 Stainless steel
Overhead auto protective device, multiple confrol and protection for steam generator safe door inferlock, double "Puwer Supply !1104'22(1"." +10%, 50/60Hz
overpressure protection, electronic circuit safety device. i T T i T

Consumption 2KW | 2KW 3.8KW | THW TEW
Automatic door Chamber Size{mm) a250*350 | @250*450 a316*G18 [ @385*505 e385 717
BKM-Z18/24/45Bliseries adopt auto door structure that can effectively prevent scald. BEM-Z60/80BIIl series External Size{mm) | B85¥515*450 | 685515450 830'640'550 | 1002°730'560 | 1002+730%560
door structure adopt multipoint stitching technology to ensure seal reliability . The door equipped with convenient P | -

Net Weight 5!5}(9 | B-EK.Q 115Kg [(160Kg [ 180Ka

one—button switch.
=1[0]= VA SN A AP A B A - A AUISTRALEA : Contacy +61 3 9762 2034
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Hand Wheel Vertical Autoclave
Application Range:

It is mainly used in hospitals, laboratories, universities and other institutes where users need fo sterilize
temperature—resistance solid and liquid.,

Technical Features:

1.Micro processor control system with various functions.

2.Hand whesl type of quick—open door structure,

3.Complete process of filing water, pulse exhaust, heating, sterilizing and
drying run automatically.

4 LED display indicates inner temperature and time as well as ermor codes.
5, Over temperature&over pressure auto—protection

G.Positive pressure pulse exhaust the inner air, keeps steam saturation.
7.Preheating of chamber and drying after sterilizing to make sure complete

sterilization and drying effect.

8.Inner water tank, water and steam circulate inside.
9.Self expanding silicon sealing ring.

10.Printer is optional.

1. Temperature can be set freely(50C~1267T ).
12.Time can be set freely(0-299 min).

Safety Feature:

1. Heating protection device. 4. Over temperature& pressure protection device.

2. Anti dry—out function, 5. Safety valve works when pressure exceeds.

Vertical Autoclave

Features:

1.Fully stainless steel structura.

2.The cover can be opened aasily.

3. Audio and visual alarm for low level water, automatic water supply system.

4 Downward displacement (Gravity—type) ensures a pure steam environment.

5.Safety valve release air intermittently to ensure stable pressure and temperature automatically,
6.Pressure meter displays chamber temperature and pressure.,

7.Immersion heater ensures a high effective tharmal,

BKQ-Z30/Z50VZ75/Z100 BKO-B30B50/BTE

Technical Parameters:

+ Biobase Meihua Trading Co.,Ltd. ————

3. Door interlocks with pressure. 6. Electricity protection. Modsl BKQ-B30 BKQ-B50 BKQ-B75 BKQ-Z30 {Q~ Z50 KQ-Z75 BKQ-2100
Technical Parameters: GCapacity 301 50L 75L 3oL 50L 751 100L
_ _ ' e G | o388 388 388 388 388 | ®ags @388
Model BKQ-B50II BKQ-B75II BEKQ=-B10011 BKQ-B15011 [ | *380mm *B30mm [ *740mm [ *390mm *530mm | *740mm | *B30mm
:Gapadty 50L | 75L 100L 150L __Ma}t Freasure | = 0.2Mpa
Chamber size. ®360*520mm | $391'695mm | ©500*560mm | ©500+760mm Working Pressure | 0.14~0.165Mpa 0-0.14Mpa,controllad by temperature
Chamber material ausam medical stainfess steel - - ‘Working Temp | 126 RT#5-126T -
Raiad working pressure 'l.'.l A75MPa _Temp Fluctuation | <2T T
Rated workingtemp  130C Timing ‘No 1~5999min
Max pressure [0.2Mpa ' Powar Supply | 220V,50/60Hz E
| Timing range (AR Consumption lakw
lg:;;ﬁn iiu:zﬁt | 5.8KW 6.0KW | Baskal Qry {1nc | 2o 2pe pe |20 [2pcs 2o
eisobiaadli S _ 700°510 700510 700°510 700°610  700°510 700510 700°510
Power Supply | 10/220V/£10%, 50/60Hz |380V.50Hz St e 730mm  *820mm  *630mm  *730mm  *820mm  *030mm  *1040mm
Standard accessories _ Stainless stesl baskot*2pcs e 770650 770650  770°650 | 770°650  770°650  770°650  770%650
Externalsize(mm) 5006201200 560*640*1300 | 710*8401300 710°840*1500 Ry ade *820mm  *060mm  *1060mm  *820mm  *960mm  *1060mm  *1160mm
Packing size(mm)  560*680*1400 | 610°700*1500 7709001500 770°900*1700 | Gross Waight 85kg  90kg  100kg  85kg 90kg  100kg  11Bkg
EIDBAEE ﬂmﬂm:mﬁ < i AUSTRALIA : Contacy +61 3 D762 2034
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Portable Autoclave

Appilication Rang

It's desk—top autoclave stenlizer which is designed for the hospital, clinic, lab, etc.
It's mostly suitable for sterilizing of surgical, dental instruments, glassware, culture
medium and biclogical dressing, food and goods, efc.

Features:

1.Immersion type electric heating pipe, thermal efficiency is high, stainless stesl
material tube is durable to use.

2.1t is well sealed and effectively prevents steam leakage,

3.0ver temperature & over pressure auto—protection,

4 Steam-water inner circulation system: No steam discharge and the
anvironment for sterilizing will be clean and dry.

5.Double groove pressure gauge, could clearly indicate, convenient observation,
reliable performance.

6. When at lower water lavel, or at the end of heat preservation time, have buzzer
alarm, timing control type will automatically stop heating (for timing contral type).
7. Two safety valves keeps double safety(for timing contral type). Anti=dry out type
8.1t has self adjustment function(for timing contral type).

9, The sterilizer is provided with a power switch, user can control the operation
aasily,

10.Electric heating or gas heating can be choosed (for Dual fuel Type).

1. The sealing ring is made of silicon rubber,

12 Easy operation, safe and reliable

Horizontal Pulse Vacuum Sterilizer

Horizontal Pulse Vacuum Sterilizer is suitable for sterilizing unwrapped, wrapped, solid, hollow A, hollow B,
instrument with buit—in pipe and implanted instrument which can withstand high temperature and pressure in the
places including oral department, ophthalmoloay, operation room and lab.

Main Features:

® Post-pulse vacuum drying system; after dnying, the residual humidity for appliances is no more than 0.2%, and
that for dressing, 1%;

@ Built—in steam generator; microcomputer control;

® The temperature, pressure, time, running status and error alarms can all be dynamically displayed;

@ Sterilizing procedures specially designed for exposed appliances, appliance wraps, dressings, rubber, and so

v

on; test procedures such as the B & D test and leak test;
® The date, time and process parameters can
be directly printed by the printer installed.

Safety Devices:

Overheating protaction
Safety valve
Door interiock device

Circuit safety device

Technical Parameters:

+ Biobase Meihua Trading Co.,Ltd. ————

Dual fuel type Model BKQ-Z150H
Technical Parameters: X
Capacity 15001 2000 3001

lodel BEKM=-P18(D) BKM-P24(D) BKM-P18{A) BKM=-P24(A) BEKM-P18(B) BKM=-P24(B) k f 4 o
h-l:'-m. . 3(D) K [ | BlA) | (B} B =) IR +500% 740mm 4500 %950mm 4632 1000mem
'T Timing control | Anti=dry out type | Dual fusi T : !

e kil t)rpe ff £ 8 = f nia T wm Temp 105~136°C
Ca:aul:.r 18L 240 [18L 241 {18L {241 ! — —
[ : 2 : Tacmp Precision 04T
-Tma Serltmg ‘t QQITHH ] ! = =
| Tgmp Sgthng Rt .,.5.-3 zﬁt 1267 or 121C __Maxwmmg Pressura | L‘LESMpa
E e ”22(}'\; Hz e o et ] " mPredsmn _D1I<pa
Consumption  2KW - - - - ._F'“‘WS“W*' S _ _
:Wurkmg Pressure :ﬁdung with temperature changes 50.142{'.'1;13 __Gansurnpiicln | _“r1KW i KW :_‘I?KW
| Chamber Size(mm) | $280°210 ' # 280310 $2R0*210 ' | $280°310 | + 2B0*210 ' | $280%310 Extemnal Size 0750 T42mm 135075017 42mm | 1400*820*1742mm
I Packing Size(mm) _420*421]*5&3 420*420*5@0 420*421'}*530 420*420‘1550 420*420*550 420*420*6&0 Net Weight m :23'3':9 ;3501‘('3
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BIOBASE’

BIOBASE Laboratory Balance

BA-C Automatic Electronic Analytical Balance (Internal Calibration) BA-B Series Electronic Analytical Balance{External Calibration)

Features Features

® Humanized desian, novel design and five-side full-transparent windshield, ® Humanized design, novel design and five—side full-transparent windshield.

® Application programs such as automatic fault detection, four-point inear calibration ® A new-generation electromagnetic balance weighing sensor guarantees high

and over—load protection. precision.

@ The adoption of ulta-large digital integrated printed circuit board guarantees high @ Application programs such as automatic fault detection, four—paoint linear

product precision. The adoption of twin-cam mechanism realizes advantageous calibration and over—ioad protection.

function of automatic internal calibration which makes product faster and more stable. ® Ultra—large backlight LCD display brings clearer and more comfortable visual

® Application programs such as "Warming®, “Calibration”, and "Screen Saver”. sense 1o operate.
® Lltra—large backlight LCD display brings clearer and more comfortable visual
g g ol Functions
sense to operator,
® WMultiple functions guarantee easy and reliable operation, including auto—counting, unit conversion {metric
Functions carat, gold ounce, etc.), stability, full-scale faring, zero—memory, etc.

® Multiple functions guarantee easy and reliable operation, including auto—counting, unit conversion (metric ® Built—in RS232C output Interface guarantees direct connection 1o external equipment such as computer and

carat, gold ounce, etc.), stability, full-scale faring, zero—memory, etc. R

® Built—in automatic calibration guarantees easier, faster, stable and accurate operation of balance. ®:Bult=iiviowsrweighing ook gusminang convenisnt Ueg.

® Built-in RS232C output interface guarantees direct connection to external equipment such as computer and

. Technical Parameters:
printer.

® Built-in lower weighing hook guarantees convenient use. Readable Scale

Precision Size

Waork Space

Calibration
Height -alioratio

Model External Size Package Size

Range

+ Biobase Meihua Trading Co.,Ltd. ————

Technical Parameters: BABOJB | 0-50g | 0.1mg 80mm 6.8kg  350°215*340mm | 4B0*375'515mm | 240mm External Cal
Work Sudts BA604B |0-60g 0img  80mm 6.8kg  350°215'340mm  480%375'515mm | 240mm  Extemal Cal
s - T ¥ e ! al i : ; G W { aace <k " 5 1 b E. ot R R i L] U Zead? g |8 =
Precision Scale Size MNet Weight External Size Package Size Heaight Calibration BA‘TEIMB -D~1Dﬂg ' 0.4mg 80mm  6.8kg 350"215"34ﬂmm 430,,,3?5*515 240 E i |Ca1
BABDAC  0~60g Eﬂ,'tl'l'!; L aimm :ﬁ‘a{g | aB0F25*340mm | 480*375*515mm . | 240mm Internal Cal. BA‘HMEI {0=110g 'Cl.“FT'IQ BOmm | 6.8Bkg :35'3“215*34QFT1I11 430*3?5*51511[“ 240mm EKIIEI'I'IE]CH
|BAI004C 0-100g 0Amg | 90mm 6.8k | 350*216*340mm 480°375°515mm 240mm Internal Cal | [EAIS0AE TOSI0E OISR | R SRSt | 60263 SN [ SSnwn T Exiece G
A | . . | | | | | . i , "
BAT204C 0-120g 04mg  90mm 68y 350'215'340mm 480*375'516mm  240mm Internal Cal |BAI6048 |0-100g |Oimg  |S0mm |6.8kg | 390%215°340mm  |4807375'515mm | 240mn  External Cal
BAIBOAC |0~160g 01img  90mm  68kg  350°215°340mm 4B0°375515mm 240mm  Internal Cal .B‘....“z':'..-ﬂ':.""; iimm E:mg zmm gﬂ‘? ...E*:z‘zjzm“‘ ..E;::::ﬁ"' G e .ME”E"“:
| eala ot [ | PP | = ; I 7 i
wch 02009 04mg  90mm 68k :350*215*340rrm mu*m*msmm 240mm Internal Gal |\ BAUGE (Grely Oling |l | BiSkg | LU || S | e
— e : - e BAZI04B  0-210g | 0.4mg 80mm |6.8kg  350*215%340mm  4BO*375'515mm | 240mm Extarnal Cal
Emzmc 0~2209 04mg  90mm  6.8kg | 350*215*340mm  480*375°516mm | 240mm Internal Cal | : | - | | | | | |
__BMDO3G 0~100g  1mg 90mm  |6.8kg. 5350*215*34Umn_4w3?5*515mm 240mm Internal Cal | BAZ104S | m_‘:'m; o :?%E 80mm |68kg | 350*215*340mm | 4B0*375'515mm | 240mm External Gal
BAZ2003C 0-200g | 1mg '90mm  |6.8kg | 350*215*340mm | 480*375*515mm | 240mm Internal Cal | _
'BA3003C 0-300g | 1mg ‘90mm  |6.8kg | 350*215*340mm | 480*375*515mm | 240mm | Internal Cal | .
Standard Accessories

Standard Accessories Balance body, scale, adapter, user manual, quality certification, standard weights, dust guard, cleaning cloth,

Balance body, scale, adapter, user manual, quality certification, dust guard, cleaning cloth, tweezers and brush. tweezers and brush.

S{{0]= VAN e R P < W ATISTRALIA : Convacy +61 3 9762 2034
98 Distributor e —-.-:-rr- - 99

_%TWWIHP““!&]?III' .net.aun
=gl ; males O clhrnaatechh . aet.an



+ Biobase Meihua Trading Co.,Ltd.

BIOBASE’

BP—-B Series Electronic Precision Balance BP Series Electronic Precision Balance

Features Functions

® Humanized design, novel design and five—side full-transparent ® Multiple functions gquarantee easy and reliable

windshield. A new—generation electromagnetic balance weighing sensor operation, including auto—counting, unit conversion (metric

guarantee high precision. ] carat, gold ounce, etc.), stability, full-scale faring, zero—

® Application programs such as automatic fault detection, four—point memory, etc

linear calibration and over-load protection. @ Built-in RS232C output interface guarantees direct

® Large back-lighted LCD makes the operator more comfortable. connection to external equipment such as computer and

@ Built—in lower weighing hook guarantees convenient use. prirter

Functions

: ; ; . Technical Parameters:
® Multiple functions guarantee easy and reliable operation, including auto—-counting, unit conversion (metric

carat, gold ounce, etc.), stability, full-scale faring, zero—memory, etc.

) ; ' p Model Range Precision Scale Size Met Weight External Size Package Size
® Built—in BRS232C output interface guarantees direct connection to external equipment such as computer and i
printer. BP1003P | 0~100g 1mg | BOmm 5.8kg | 3505215 340mm 480*375"6515mm
@ Built—in lower weighing hook guarantees convenient use. [ i i i i
BP2003P | 0~200g 1mg | BOmm 6.8ka | 350*215*340mm 480*375*515mm
BRIOOO3 |0~1000g 1 110 | 380 215% 340 480*375*515m
Technical Parameters: __ | e " o | i "
BP12002 | 0~1200g 10mg F60mm Bkag | 350*215*115mm 416*286*208mm
MNat ; - o : Work Space - ; ' .
Model Range Precision Weight External Size Package Size Height Calibration BP21002  0~2100g 10mg 160mm Bka | 350*215115mm A16*2B6*208mm
BP1003B 0~100g img 80mm  6.8kg 350°2154340mm  480*375*§15mm | 240mm External Cal BP31002 | 0-3100g | 10mg 160mm Bkg 350*215*115mm 416*286*208mm
BP1203B |0-120g 1mg 80mm  6.8kg 350*215°340mm | 480%375*515mm | 240mm External Cal BP21001 0~2100g | 100mg  160mm Bkg | 350°215*115mm 416+286"208mm
BP2003B |0~200g 1mg | BOmm 6.8kg 350*215°340mm | 480*375*515mm | 240mm Extermal Cal BP31001  0~3100g 100mg 160mm 6ka | 350°215*115mm 416%286°208mm
BP3003B |0~300g 1mg 80mm 6.8kg 350*215*340mm | 480*375*515mm | 240mm External Cal BP41001 | 0-4100g  100mg 160mm bka | 350" 215*115mm 416*286*208mm
BP4103B IH’]QQ img | 80mm 6.8kg 350%215°340mm | 480*375*515mm ;24ﬂmm External Cal BP51001 0~5100g 100mg 160mm (51311 '350'2‘15*1‘15mm 416*286*208mm
BPS003B 0-500g 1mg BOmm 6.8kg 350°215°340mm | 480*375*515mm ' 240mm External Cal BPE10OM |0-6100g |[100mg [ 160mm Blg | 350 215*115mm 416*286*208mm
Standard Accessories Standard Accessories
Balance body, scale, adapter, user manual, quality certification, standard weights, dust guard, cleaning cloth, Balance body, scale, adapter, user manual, quality certification, standard weights, dust guard, cleaning cloth and
tweezers and brush, brush.
21[0]= VAT N T A P < in AUISTRALIA : Conracy +61 3 9762 2034
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BIOBASE’

Technical Parameters

+ Biobase Meihua Trading Co.,Ltd. ————

Range Precision Scale Size MetWeight External Size Package Size Power Supply
BE Series Electronic Balance , ,
BE1002 0-100g  10mg ®125mm kg 25080*60mm | 326'245'152mm | AGIDC
BE2002  0-200g 1omg  ©125mm kg 250*180°60mm | 325+245*152mm | AC/DC
Features BE3002  0-300g | 10mg  ©125mm  |1kg 250+18060mm | 325'245*152mm | ACIDC
® AC/DC exchangeable, balance level, backlight LCD display, rapid weighing respanse and high stabiity. 'BE400Z | 0-400g |10mg | ©125mm  |1kg 2504180*60mm | 325'245%152mm | AC/DG
® Sensor adopts unigue locking device, which guarantees protection of balance during transpaortation. . BES002 . 0-500q .‘1Elmg @ 125mm 1kg mﬂau*ﬁnmm 325*245*152mm | AC/DC
'BE6002  0-600g | 10mg  ©125mm kg 2504180'60mm | 325'2454452mm | ACIDC
BE10002  0-1000g 10mg  ®125mm 1tkg 250180°60mm | 325'245*52mm | AC/DC
BE20002  0-20009 10mg  @125mm | 1kg 250180%60mm  325%245*152mm | AC/DG
BE30002 | 0-3000g  10mg ©125mm kg 250+180*60mm | 325*245*152mm | AGIDC
BE2001  0-200g 100mg  ®125mm kg 260180°60mm | 325*245*152mm | AC/DC
BE4001 0-400g 100mg | ©®125mm kg 2504180'60mm | 325'2454452mm | ACIDC
BESOO1  0-5009  100mg  ©125mm kg 260'180°60mm  325*245*152mm | AC/DC
BEB00T 0-600g 100mg | ®125mm kg 250+180*60mm | 325*245*152mm | AG/DC
' BEBOOT 0-800g 100mg | ®125mm kg 250+180'60mm | 325*245*152mm | AG/DC
BE10001  0-1000g | 100mg  ©125mm kg 250*180*60mm | 325'245*152mm | ACIDG
Scaie size: 165*165mm BEGOO!  0-1600g | 100mg  ©125mm kg 25080*60mm | 325'245'152mm | AGIDC
BE20001  0-2000g |100mg  ©125mm kg 250*180°60mm | 325+245*152mm | AC/DC
'BE30001  0-3000g 100mg  185*185mm 1.3kg 25080'60mm | 325'245*152mm | AC/DC
'BE40001 0-4000g | 100mg  165*165mm 1.3kg 250+18060mm | 325'245*152mm | ACIDC
| 'BESO001  0-5000g 100mg  18565mm 13kg  26080°60mm  326°245%152mm  ACIDC
'BE6O001  0-6000g | 100mg  165“165mm 13kg 250*180%60mm  325'2454152mm | AGIDC
\ BESOOD  |0-8000g 100mg  165MESmm 13k 2504B0'60mm  325°245152mm | ACIC
BE100001 | 0-10000g 100mg  |255“990mm 3.2kg 300%20*160mm | 356*31065mm | AC/DC
Scale size: ®125mm BE150001  0~15000g 100mg  255*I90mm 3.2kg  300+120*160mm  356°310*185mm  AC/DC
Functions 'BE200001  0-20000g 100mg  255*90mm 3.2kg | 300*12060mm  356'310%65mm  AC/DC
® System operations: including auto—counting, percentage, automatic calibration, multi-point calibration, |REARION. S0l ||100mg || RSB .24 TG | SRIE S IR
standard weights (optional) BE1000 0-1000g 1g ®125mm kg 25080*60mm | 326'245'152mm | AGIDC
® Multiple functions guarantee easy and reliable operation, including unit conversion (metric carat, gold ounce, BE2000 0-2000g |1g @125mm kg 2250*130*ﬁﬂmm :325*245‘152mm ACIDC
ete.), stability, memory, full-scale faring. "BES:DDD 'a-amug .‘1g H&S*'l&ﬁmm 11.3kg ézmﬂau*ﬁnmm .325*245*152mm AC/DC
® Buit-in RS232C output interface guarantee direct connection to extemal equipment such as computer and .BEﬁﬂJﬂ “r::uﬁumg 1g Hfsﬁ*ﬁsﬁmm | 3kg- ;25{}"130*130mm .325"'245*152rm11 ACIDC
printer. BE10000  0-10000g 1g 255190mm 32kg  300M20%60mm  356'31065mm | ACIDC
BE15000  0-15000g 1g 265490mm 32kg | 30020160mm  356*310*185mm  AG/DC
'BE20000  0-20000 1g 255M80mm 32kg | 300420°160mm  356*310*165mm | ACIDC
(BE30000 | 0-30000g g 256*190mm | 3.2Kg 300+120*160mm | 356°310165mm | AGIDG
Z3[0]= VAN i A P - in AUISTRALIA : Contacy +61 3 9762 2034 | | .
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BIOBASE’

BE-F Series Large Scale Electronic Balance BM-50 Series Digital Rapid Moisture Meter

Features

@ Dot-matrix LCD

® Convenient and quick operating

® Cutstanding performance

® Standardly featured RS communication interface
® Quick heating

Technical Parameters

BM=-50-10
Ranga ‘50g 50g '50g
'Readable Pracision 0.01g 0.005g 0.001g
Moisture Accuracy 10.3% 02% 10:1%
Scale Size 90mm 90mm 0mm
Eoatures Eunctions Temp Range 50~180C é_suumnt 50~180C
Ambient Temp 10-30C 10-30C 10-30C

® Unigue appearance design allows high ® NMultiple functions including unit conversion, auto-

stability; backlight LCD display brings more counting, percentage, multi-point calibration, memory
comfortable visual sense to aperator, and animal weights,
@ Built-in RS232C output interface; AC/DC

exchangeable,

BM-10A Digital Rapid Moisture Meter

® Built—in RS232C output interface guarantees direct

Gﬂﬂﬂﬁcﬁﬁn to Extﬂmal equipment such as computar .
e R Function

and printer. : ' . . \
It is used to rapidly test free moisture in specimen of chemicals, grains,

Technical Parameters: . : :
minerals, biological products, food, pharmaceutical material, paper and textile

+ Biobase Meihua Trading Co.,Ltd. ————

Model Precision Scale Size External Size Package Size Power Supply materials.
BE40000F 0-400009 |19 300°400mm  530°300%680mm  840°470*220mm  ACIDC |
' BES0000F 0-500009 | 1g |300%400mm  530°300°6BOmm  840%470°220mm  AGIDC
| BESOOOOF 0-60000g g /300%400mm | 530°300*680mm 840%470*220mm  AC/DC Technical Parameters:
BE100000F 0-100000g 19 300*400mm  530°300°680mm  840%470*220mm  ACIDC
[BE150000F  0-1500009 1g 1300*400mm  530°300°680mm  840%70220mm  AG/DC BM-10A
\BE200000F  0-200000g 1g 1300°400mm  530°300°6B0mm  840°470'220mm  ACIDC 'Range 109
BE300000F 0~300000g  1g | 300°400mm  530°300680mm  840%470°220mm  AC/DC Timing Range - 0~250min
'BES0000-10F  0-50000g  10g | 500%400mm  530*300*6BOmm  840°470°220mm  ACIDC Value of Differential Dcals Division 5mg
BEG0O0O-1OF _ 0-600003 |10g  |500°400mm  530°300'660mm  |840'470°220mm | ACIDC Temp Precision i
'BE100000-10F  0~100000g  10g 500°400mm  530*300680mm  840%470°220mm  ACIDC  Range of Differential Scale Reading 0-1g
'BE150000-10F | 0~150000g  10g |500°400mm  530°300*680mm | 840%470°220mm  AGIDC e s
BE200000-10F  0~200000g  10g 500°400mm  530°300*680mm  840%470*220mm  ACIDC e - i
el ittt ! Pt ! [ ! bt Moisture Precision £0.2%
BE300000-10F  0~300000g | 109 500°400mm  530°300%680mm  BA0*470°220mm  ACIDGC -
'BES00000~10F | 0~500000g  10g |500°400mm  530300°680mm  840°470°220mm  ACIDC Temperature Range | S160T
'BE100000-50F  0~100000g | 50g 500400mm  530°300°680mm  840%70220mm  AC/DC |k YERd L
'BE150000-50F  0~150000g  50g 500%400mm | 530*300%6BOmm 840%470°220mm  AC/DC  External Size | 280"375"560mm
\BE200000-50F  0-200000g | 50g 500400mm  530°300°680mm | 840%470220mm  ACIDC Package Size 410°315°655mm
BIOBASE’ ﬂmﬂm,rmﬂr* in AUISTRALIA : Contacy +61 3 9762 2034
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BlOBASEE + Biobase Meihua Trading Co.,Ltd. ————

BA-D Electronic Density | BA-5D Liquid Density (Specific Gravity) Balance
(Specific Gravity) Balance [ | (Westphal Balance)

Features

® The adoption of agate cushion guarantee good

flexibility and accuracy of the balance.
> ® Substantially package is used for good portability
and easy operation.

Features . o
® Key parts are made of stainless stesl with high

® Direct reading of density value, easy and fast operation. il and oood <iabiity

® Humanized design, novel design and five—side full-transparent windshiald. A new—-generation electromagnetic

balance weighting sensor guarantees high precision. Application programs such as automatic fault detection, Technical Parameters:
o bl Mol e |

Model BA=5D
® Application programs such as "warming”, "calibrating” and "screen saver”,

Specific Gravity Ran 0-2.000
® Llira—large backlight LCD display brings clearer and more comfortable visual sense to operator. e ly Range I S _ .

| Standard |1.00 for the pure water in temperature of 20C

Piumb Bob Discharging Capacity Scm3
Functions Precision 0001
® Multiple functions guarantee easy and reliable operation, including auto—counting, unit conversion (metric | External Size | 215"80%262mm-
carat, gold ounce, etc.), stahility, full-scale faring, zero—-meamory, etc. Tfkaga ftlza fii:sﬁﬂ 33mm

=] WE'IQ

@ Built—in automatic calibration guarantees easier, faster, stable and accurate operation of balance. '
@ Built—in RS232C output interface guarantees direct connection to external equipment such as computer and r‘r"’
printer, ] 4
® Built—in lower weighing hook guarantees convenient use. Electronic Densit}r
Technical Data (Specific Gravity) Balance

1. Plumb bob discharging capacity: 5cm’
2. Proportion standard: 1.0000/1.000 for pure water at 20°C Liguid proportion range; 0-2.0000/0-2.000

3. Accuracy: 0.0001/0.0(1

Technical Parameters: Liquid

Model BA=100D BA=-200D
Technical Parameters: I 1009 200q
Min Range 10mg
Model Range Precision Scale Size External Size  Work Space Height Met Waight Fixed Support =203mm
_ _ _ ! Scale Size m‘T 1Dmrn
BA2I04D |0 ~ 2i0g Output Rszazc
BAZ004D 0 ~200g  Odmg  Net Weight .““9.
F ! External S 250*B0*246
BA1004D |0 ~ 100g $90mm | 350*215+340mm | 240mm 6.8kg - i - i
| | | Package Size 3354255+ 252mm

L ma e e Measuring platform, measuring cup, fixed support, thermomeater, doublehook weights,
BA3003D |0~ 300g plaiinurn wire, plumb bob, wire baskeat, balance body, adaptor and standard waeights.

EIDBEE' Mmm;w < in AUSTRALIA : Contacy +61 3 9762 2034
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BIOBASE’

Hydrostatical Electron Balance

Functions

® Rich and powerful functions such as automatic calibration, full=
sale faring, zero—memory, unit conversion, auto—counting and
percentage.

® AC/DC exchangeable, output interface,

Technical Parameters:

Model Range Precision Weighing Method Met Waight External Size Package Size  Power Supply

|BH-50002 |5000g |0.1g Weighing Ballow |6.82kg 350°215%340mm | 480*375*515mm | AC/DC

BH-20002 |2000g |0.1g Weighing Bellow |6.82kg 350°215*340mm | 480*375*515mm | AC/DC

BT Series Precision Torsion Balance

Features

@ |t is mainly applied to high precision measurement of trace substance.

® Principle of elastic element combination, no—fulcrum mechanical abrasion
and high flexibility.

® Mo weighing-loading during operation but directly read measurement data.
® Easy operation and rapid display.

Technical Parameters:

Model : o Precision Met Weight External Size Package Size
BT-5 '5mg 0.01mg Skg 250%210*360mm 380*325*525mm
\BT-10 10mg 0.02mg Bkg | 250%210°360mm 250°210*360mm
BT-25 |25mg 0.05mg |Bkg 250+210*360mm 250%210*360mm
'BT-50 'Bomg ‘0Amg |Bkg 250+210*360mm 250%210*360mm
'BT-100 100mg 0.2mg 5kg | 250*210360mm 250°210*360mm
BT-250 250mg 0.5mg 5k 250*210*360mm 250°210°360mm
BT-500 500mg 1mg Bkg 250210*360mm 260°210°360mm
BT-1000 1000mg 2mg kg 250*210*360mm 250%210*360mm
| BT-2500 2500mg | simg g 250*210*360mm 250%210*360mm
BIOBASE" " -~ - =~ ~- P o R BRI RS T N Conracy +61 3 HT6E2 2034
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Biological Indicator Incubator

1. Features For BIN— | Biological Indicator Incubator

1. LCD display, with 12V power for ease of portability

2. Operating Temperature Range: From 5°C above ambient to 80°C
3. Time Range: 1min ~ 99h58min

4, Temp.Control Accuracy: = £0.5°C

5, Display Accuracy: 0.1°C

6. Heating Time: < 6min (from 20°C to 57°C)

7. Temp.Control Accurady @57°C: = £0.35°C

8. Dimensions: 110(w)}* 150(D*BO(H) mm

Specification

1, The Incubator has many wells for placement of the biological indicator
vials and the wells can be custom—-made. User can set the incubating
temperature.

2. Matereials: Aluminium block

BIN- |

3, Well Diameter: According to custom-making

2. Features for BIN-3724 |ID-Card Incubator

1. Incubator for 24—Gel Cards in racks at 37°C

2. 2 independent incubation zones with a capacity for 12 Gel cards
3.Digital interface screen for control and visualization of remaining
incubation time and real temperatura for each zone.

4. Fixed pre—set temperature of 37 degree

5. Pre—set incubation time of 15 minutes, which can be adjust by the user
&, Audible programmable alarm to notify end of incubation period

Specification for K37-24 |D-Card Incubator

1. Capacity: 24 Gel cards

2. Temperature: 37°C

3. Timer: 15min (Variable)

4. Power: AC220V or AC120V 50-80Hz, 300w

5. Dimensions: (D*W*H)=380*220*115 mm

BIN-3724

3. Specification For BIN-600 Headspace Sampler

1. Heating Temperature Range: RT+5T ~100°C

2. Variable Injection: up to 2.5m|

3. Temperature Accuracy: +—0.5T

4. Holds Up To & Vials Of: 2,10,20m|

5, Stabilization Time From 257 to 70T With 1ml Syringe And 6Empty
20ml Vials: 8minutes BIN-800

[2{[0]=T NS e e o B P~ in ATISTRALLA : Comeacy +61 3 DTE2L 2034
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BIOBASE’

Low Speed Centrifuge (High Configuration)

Technical Parameters:

Model

BK=1032J

BE-1044J

Max Speed | GO00mm {6000rpm
.Max RCF HEEISTxg 5037Txg
Speed Pracision " £10rpm +10mpm
"Nuisa | = 62dB = 65dB
Timing range 1 -9999min/ continuous / short spin | 1 ~9999min/ continuous [ short spin

Nod: Bwing rotor
Adapter

MNo.2: Swing rotor

100ml(*4 / 5000rpm /4500xg

100m(*4, 50mi*4, 10mIASmIEmI*6

100mix4 /4500rpm /3645xg

| 300miI*4 14500rpm /3781xg

| 250mi*4, 100mi*8, S0mi*8 (* ) ,
/50mi*12 { @) ,10mI*40 A5mI*28 ( * ) , 5mi*56 ,5mI*76

[450mi*4 [4200mpm /3451xg

250mi*4 ,J0mP*S6 ,100mi*12 ,50mi*12( * ), 50mi*16( @ }

dull s L L by
BK—=10324 BK-1044. Adapter 100mi*4 ,50mi*8, 10mi5miSmi*24 | 10MIMBMI*SE () , 5mi*BB , Smi*95

Mo.3: Swing rotor 100miI*8 [ 4200mm 3175xg 511I *'68
Advantages:
® Universal centrifuge, optional fixed—-angle rotor, swing—bucket rotor, plate rotor Adapter 100mi*8, 50mi*8, 10mIASmISmI*32 (@ ) | Smi*96 /4200rpm /3451xg
® Microprocessor touch—keypad control, LED display : rotor model, time, RCF and speed -
® Quiet, brushless drive Mo.d: Cellular Crane cup | Smit40 /4200mpm /31754 [10mM5ml *12 /B000mm/ 5037xg
® Double Lid and Lock system '

I k.
@ 20 program memary for standard runs, programmability is available, by which to save operation time HEE s Rl AEET EeniIE £ RODKIEN T STy Aol Gt BB
® Choice of 15 acceleration and deceleration, the user can do setting according to the sample’ s Irement
4 g Lot No.6: Microplate 96 well*2 / 4000rpm /2260xg i

® RPM function, and short spin function
® Easy seiting and reading RCF, speed Power Supply AC220V, 50Hz | AC220V, 50Hz
® Double—layer steel structure with anti—corrosion powder coating
® Automatic rotor recognition and imbalance detection for maximum operational safety, Mat Weight 55Kg | 55Kg
provides optimum run stability
® Audible alarm: error, imbalance Extemal Size{W*D*H)

® Easity adjust speed, RCF, time and temperature during the running without stop

426mm*S10mm*415mm

| 425mm*510mm*415mm

+ Biobase Meihua Trading Co.,Ltd. ————

: n Mote: “+" V—bottom tube; “®@" Round bottom tube
® The shortest acceleration and deceleration time Is less than 30s

® Sunken exhaust, filtering devices, it can prevent aerosol pollution during the centrifugal process
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BIOBASE’

Low Speed Refrigerated Centrifuge (High Configuration)

Technical Parameters:

Modeal BK-R 1042J
Max Speed - 5500rpm
| Max RCF 5400xg
"Max Capacity 250mi*4
"Speed Precision | +10rpm
| MNoise = 60dB
| Timing Range :‘ls = 999min/continuous / short spin
"Tarnparaluna Range =20C -407C
BK-R1042. BK-R1044. - :
Temperature Precision B S
| MNo.1: Swing Rotor 250mi*4 f 4500rpm / 3781xg

Advantages:

® Liniversal centrifuge, optional fixed—angle rotor, swing—bucket rotor, plate rotor

® Microprocessor touch—keypad control, LED display : rotor model, time, RCF and speed

® Quiet, brushless drive

® Double Lid and Lock system

® 20 program memory for standard runs, programmability Is available, by which to save operation time

® Choice of 15 acceleration and decelaration, the user can do setting according to the sample’ s requirement
® RPM function, and short spin function

® Easy setting and reading RCF, speed

® Double—layer steel structure with anti-corrosion powder coating

@ Automatic rotor recognition and imbalance detection for maximum operational safety,

Adapter 1:

Adapter 2: (Hat devica)

Mo.2: Swing Rotor

Adapter

No.3: Cellular Crane Cup

MNo.d: Angle Rotor

 250mi*4 ,100mI*4, 50mi*12,
10mi *40, 5mi*56

Vi

100mi*8 /4200rpm/ 3715xg

(100mi*8, S50mI*8, 10miM5mlfSmi*32

f

| BOmI*G  5500rpm /5400xg

provides optimum run stability . :

® Audible alarm;: error, imbalance No.5: Microplate 2*2 86 wall /4000rmm/ 2260xg
® Easily adjust speed, RCF, time and tempearature during the running without stop "F'uw Supply AC220V , 50Hz

® The shortest acceleration and deceleration time is less than 30s |

® Sunken exhaust, filtering devicas, it can prevent aerosol pollution during the centrifugal process Net Weight | 450%575"520mm

® Pre—cooling and fast cooling function (drop to 4°C in 10 minutes) . External SizelW*D*H) '55*(5!

® Automatic temperature compensation

® Adopt Danfoss compressor MNote: °+° VW-bottomtube; “@" Round bottom tube

(Z{[0] =T N N e il B Pt~ i ATESTRALIA : - Comracy +61 3 9T62 2034
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BK-R 1044J

750mi*4

= G66dB

750mi*4 / 4200rpm /3648xg

500ml*4, 250mi*4, 100mi*8 ( * ) , 100mi*12( ® ),
50m*20 ( * ) , 50mi*28( @ ), 15ml/20mi*56 ( + ) |
15mi*76, Sml*86, Smi*148

Sml* 96

/

/

Smi*148/ 4200rpm /3648:xg

600*780*B90mm

89Kg

67
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BIOBASE" + Biobase Meihua Trading Co. Ltd, —

High Speed Centrifuge ( High Configuration ) Rotorsfor B-=H20184, BR-H3021.)
Capacity BK—-H 20184 BK-H 3021J
Advantages: 18500rpm 21000rpm
g . ] v [ [ 0.5mi*12 [ {
® Universal cenirifuge, optional fixed- 18366xg 23665xg
angle rotor, swing-bucket rotor, plate rotor & [ ' ' 18500rpm F
® M bt No.2 0.5mi*24 - - -
icroprocessor touch—keypad contral, 26019xg /
LED display : rotor model, time, RCF and . |
1B8500rpm 20000rpm
speed No.3 1.5mi2.2m*2 [ i
® Quiet, brushless drive | iy | 30409xg
‘ 14500mpm 16500mm
® Double Lid and Lock system No.4 4 B2 224 _
® 20 program memory for standard runs, 19980xg 25871xg
programmability is available, by which to y ¥ 18000rpm
i BR-H2016. No.5 1.6mil2.2m*36 |
save operafion time / 24327%q
® Choice of 15 acceleration and deceleration, 16500rpm 16500rpm
the user can do setting according to the Mo.6 Smi*12 i
' s 20240xg 20240xg
sample’ s requireament i i
® RPM function, and short spin function No.7 10miH2 TRl Mol
® Easy setting and reading RCF, speed _1?532"9 _2‘1390’{9_
® Double-layer steel structure with anti— f T2000mpm
_ No.8 15mi*8 -
corrosion powder coating ! 14489xg
® Automatic rotor recognition and imbalance / .1450E}rpm
. . ) No.g9 30mi*6 i
detection for maximum operational safety, / 20450xg
rovides optimum run stabili BK-H3021. '
H H t ! 12000rpm
® Audible alarm: emor, imbalance Mo 10 S0mi*G T
f 16904
® Easily adjust speed, RCF, time and temperature during the running without stop | =
® The shartest acceleration and deceleration time is less than 30s d | 12000mm
Mo 11 100mi*4
® Sunken exhaust, filtering devices, it can prevent aerosal pollution during the centrifugal process _ | _ / | 16804xg
f 16000rpm
M2 0.5mi*48 {
Technical Parameters: | | : iz
! 14000rpm
Maodel BK-H 20184 BK-H 3021J Mo.13 0.2m{*32 | -
Max Speed 18500rpm  21000rpm | | I | . 28555
Max RCF 26919):9 304093(9 { 11000rpm
il | . . o O |
__Ma}r. Capau_tyt | 10mi*12 _ 100mi*a _ / 14302xg
| Speed Precision | *20rpm . T ' 1 -
 Timing Range :‘15 ~ 999min/continuous / short spin _ NbAE Gt . / _ 5000rpm
MNoise = EﬂdB _ ! 3913xg
F'w.ra Suppl 2200, 50H I [ [ [
r Supply _ Z : | f S000rpm
Net Weight (30Kg | 45Kg _ No.16 40well*2 ! !
Extemal Size (W*D*H) _330*3913*32&wn 380*450%380mm | ! | 2375xg
S1{0] VNN At P il B Pl - in AUSTRALIA : Contacy +61 3 9762 2034
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BlOBASEE + Biobase Meihua Trading Co.,Ltd. ————

High Speed Refrigerated Centrifuge ( High Configuration ) Technical Parameters:
BK-HR2018J BK- HR3D21J Br=HR3022J BK- HR3024J
i 18500rpm 23000rpm 23000rpm 24000rpm
& . [MexReF .260‘15119 “ 36795xg :35?95:(9 "4::121?;:9
e Conocty | | | |

10mi*42 100mi*6 ' 300mi*4 750mi*4

. ' Speed Precision '
£ 20mpm
E; ture Ra '
. m emperature Range 207 ~d0C

3 . v
L1 .mmngunmﬂ""“’w
o AL T rature Pracision
ampea S0 £1.0T
. Timing range : " :
BK-HR2018. BK-HR3021J 1s = 999min/continuous / short spin
B |
e = 60dB
ey
ower Supply 220V, 50Hz
Advantages: ' Net Weight = | g uasx :150Kg
a I g
® Universal centrifuge, optional fixed—angle rotor, swing—bucket rotor, plate rotor L S | | | |
. : , ] ExtemnalSize(W*D*H) _
® Microprocessor touch—keypad control, LED display : rotor model, time, RCF and speed 545*505*410mm B70*520*490mm | 5T0*590*490mm B00°720*890mm

® Quiet, brushless drive

® Double Lid and Lock system

® 20 program memory for standard runs, programmability Is available, by which to save operation time
® Choice of 15 acceleration and decelaration, the user can do setting according to the sample’ s requirement
® RPM function, and short spin function

® Easy setting and reading RCF, speed

® Double—layer steel structure with anti-corrosion powder coating

@ Automatic rotor recognition and imbalance detection for maximum operational safety,

provides optimum run stability

® Audible alarm: error, imbalance

® Easily adjust speed, RCF, time and temperature during the running without stop

® The shortest acceleration and deceleration time Is less than 15s

® Sunken exhaust, filtering devicas, it can prevent aerosol pollution during the centrifugal process

® Pre—cooling and fast cooling function (drop to 4C within 10 minutes)

@ Automatic temperature compensation

® Adopt Danfoss compressor

BK-HR3022.J BK-HR3024.)
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BIOBASE® « Biobase Meihua Trading Co.,Ltd. —

Rotors for BK—- HR2018]. BK- HR3021] Rotors for BK— HR 3022). BK- HR3024)

Rotor Mo. Capacity BK- HR2018J BK-HR3021J RotorMNo. Capacity BK-HR 3022J BK-HR3024J

m 24
18500rpm 23000rpm M. 0.5mi*12 bl ' _EWFDITI
No.1 0.5mi*12 r i | 326251g 32626xg
18366xg 28288xg - | | | :
. ! { ) 18000rpm 18000rpm
! 18000rpm No.2 0.5mi*24 s it
No.2 0.5mi*24 | - | | *8 | g
/ | 24631xg 22000rpm 23000mpm
- - - No.3 1.5mii2.2m*12 -
o . 18500rpm 22000rpm 36795xg 4021 Txg
[ 1.5mb2.2m 1 i T T T
16500rmm 16500rmm
20019 [0785xg _ No.4 1.5mi2.2mi*24 - e
15000rpm 16500rpm | | i | g
Mo 1.5mi2.2mik24 “2‘138‘1 -253?1 { N R o 14000mpm 14000rpm
1 0. | | T 5
Gibpbill . o ! 34237xg 34237xg
12500rpm {14000rpm [ | [ |
No.5 1.5mU2.2mi*36 : | | Nod — dotsLpm | 16500rprm
148848xg 34237xg 25871xg 25871xg
1480 16500 15000rpm 15000rpm
No.6 Smi*2 i | t . No.7? 10mi*42 il | .
16284xg  25871xg _  22891xg | 22591
13200r0m 15000rom Tk e 12500rpm | 12500rmpm
MNo. 7 10mi2 i i e { 157210 18721xg
1 . | | .
g . o . S — 15000rpm 15000rpm
! 12500rpm » 3 L '
No.& 15mi*8 F o ! . | 21885 | 21885xg
1572xg ® 13000 13000mm
| | | No:10 50mI*6 dall e
/ 45000rpm 19838xg 19838xg
No.9 30mi*6 - - - ' ! ! i
12000 12000
! | 21885xg No.11 100mi*4 ﬁgmm | ﬁgmmm
| | . .
/ 13000rpm - . | mm"‘g :amam
No.10 50mi*6 - - 1 m m
“ ” P 10838xg No.A2 0.5mi*48 it i
. | . 22324%g 22324xg
/ 12000rpm ' ' 12000 42000rpm
No.1 100mI™4 f { NoA3 0.2mi*32 Hah | i
/ 16904xg 10464xg 10464xg
12600rpm |16000rpm No.14 40016 12000rpm - 12000mpm
13625xg { 22324x%g |
NoA3 0. 2mi*as 12 1253'30[]]!11 | Modal BK-HR3022) BK- HR3024J
| L 8 | 104bg Swing rotor | 300mI*4 [ 4500mm 3781xg TH0mi*4 / 4200mpm [ 3550xg
/ 12000rpm ' j '
No.14 100mI*6 | - | 25mi*4, 100mi*4, 50mi*8, { % ), 50mi*12 500mi*4, 250mi*4, 100mi*8 ( * ) , 100mix12( @ ),
/ 19320xg Adapter 1: (@), 15mI*28 (%), 10mm*40 S0MI*20 (% ), 50mI*28( @ ), 15mU20mI*56 ( * )
I | 5000rpm '  5mI*76, Smi*56 ASmI*T6, 5mi*96, Smi*148
No.A5 50mi*4 L | - -
f 3913xg Micro plate 96 well*2*2

Mote: "+ " ‘V-botiomtube; *" Round bottom tube
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BIOBASE’

+ Biobase Meihua Trading Co.,Ltd.

Tabletop Low Speed Centrifuge

BK-T4KZ

Features:

® Brushless DC maotar, easy to maintain, fast acceleration and

Technical Parameters:

Model BK-=T4KZ

Tabletop Low Speed Centrifuge

Features:

® Brushless DC motor, easy to maintain, fast
acceleration and deceleration and special
damping device make the motor run steady

® Display: microcomputer controf, touching
panel, LED display of running parameters,
10rpm increments, conversion of RPMRCFE,

® Function: automatically electric lid lock,
super speed, over temperature protection and
imbalance protection. Memory flashing function,
® Alarm: lid open, imbalance, over speed, rotor
mounting abnormally.

® Metal housing (powder coated steel),
High—guality steel, stainless stesl centrifugal
chamber,

BK-T6K |

BK-TEKII

deceleration, special damping device make the motor run steady Max Speed 4000rpm Technical parameters:
® Display: microcomputer controlled with touching panel and LED gpaed Pracision | £30mm Modet BK-TEKIN BK=THK
display of running parameters, 10rpm increments. Conversion of | pax RCF ézm;:g Display LED LED
RPM/RCF Max Capacity 650 ‘MaxSpeed 5000rpm 6000rpm
® Function: automatically electric |lid lock,over—speed, over— Timing Range 0~ S9min Spead Precision £ 30rpm =30rpm
temperature protection and imbalance protection Emergency lid— Moise ' = 5&:15 _Ma" RCF 402% .5120“9.
lock release, inching function, transient centrifuging, memory flashing  Power Supply | AC220V, 50Hz (e Copachy | 2*50m |6%30mi
R Foeeion 0.25KW Trrr‘nng Range _ﬂ ~ 99min _ﬂ ~ 99min
_ - | - Moise = 58dB = G60dB
® Alarm: lid open, imbalance, over—speed, rotor mounting abnormally  External Size(W*D*H) | 330*205*255mm [Paiver Stipaly | AC220V. BOHz | ACZ207. E0Mz
@ Metal housing (powder coated steel),stainless steel centrifugal Met Waight | 20kg Consumption 0.3KW L 0.75KW
chamber and fid ‘External Size(W'D*H)  330%295*256mm 340°400°*270mm
Net Weight 20kg 25kg
Rotors:
Rotors:

Max Spead Max RCF

Capacity Tube { mm )

Max Spead

Rotor

Capacity

NO.1 Angle Retor | 4000rpm 1 2200xg 1840/7ml ©164120 (BK-T5KIII! BK-TBK) (BK-T5KIII BK-TBK)
NO.2 Angle Rotor | 4000rpm 2200xg ' 24*40/ Tl 164120 NO.1  |/Angle Rotor | 18*107mi
| S | = | 3 :220 I GHEHA i o NO.2 Angle Rotor 24*10/Tml
: otor 4000rpm . 1 o1 - i 1 F
. Andle . (<000 . . NO2  Angle Rotor 5000rpm/B000rpM 4020 xg 12*15H0mi
NO.4 Angle Rotor 4000rpm | 2200xg 12*20/15mi ©20*120 NO4 | Angle Rotor 1 |12*20M5mi
NO.5 Angle Rotor | 4000rpm | 2200xg 6*50mi ©29*125 'NOS | Angle Rotor 650l /6*20m|

ElDBAEE" AR R R . B P~ in ATISTRALIA : Convacy +61 3 9762 2034
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BIOBASE" + Biobase Meihua Trading Co. Ltd, —

Tabletop Low Speed Centrifuge Rotors for BK-T5K& BK-T5KII:
Rotar Max Spead Aax RC Capacity
o NO.1  Angle Rotor | 5500rpm 5310xg 112*10ml
eatures: B f [ { {
Swing Rotor 5000rpm 4390mg | 4*100mi
® Brushless DC motor, easy to maintain, fast acceleration and deceleration and special damping device make Swing Rotor 4*2*400mi
the maotor run steady Swing Rotor 440
@ Display: microcomputer control, touching panel, LED/LCD display of running parameters, 10rpm increments, Swing Rotor 4%6*10mi
COMVGESIan oL INRCT Swing Rotor 4000rpm 3500xg 4*8*10ml
® Function: automatically electric lid lock, super speed, over temperature protection and imbalance protection, NO.2 T i |
PSS Swing Rotor | 4*4*15m
mem ashing function r il |
| e “ | . Swing Rotor 446*45ml
® Alarm: lid open, imbalance, over speed, rotor mounting abnormal T 7 [
; . sibidas v | Swing Rotor 4%8*15m
® Metal housing (powder coated steel), high—guality steel, stainless stesl centrifugal chamber. = i - i
Swing Rotor 5000mpm 4390%g | 4*50mi
Swing Rotor 4000rpm ' 3500%g 4 2*50mi
Swing Rotor 4000rpm ' 3500%g 4*250mi
Adaptar | 4*B*5mi
Adaoter [ 4*B*T i
NO.3 Adapter [ 4*B*10ml
S - 4000rpm 3500xg ;
Ad P {4*B*15ml
Adapter {4+ 2*50mi
Adapter [ 4*100mi
Swing Rotor 4000rpm 3580mg { 4*500md
g | 4*15*5ml
Adapter {415 Tml
Adapter |4*12*10ml
Pa::lamar 4000mpm 3580mg | 4*3*‘1 Emr
Adapter 4*4*50ml
Addantar :4*2“"100[1’“
Technical Parameters: ! | -
Adarior :4*25-13rnl
Model BK-T5K BK-T5KII NO.5 Swing Rotor 4000rpm 2800xg 4%12*7/5mi
| Max Speed  5500rpm | 5000rpm _ NO.E Swing Rotor 4000rpm 2800xg | 4B TSI
|Speed Preision | *30pm | +30rpm _ NO.7 Swing Rotor 4000rpm 2800xg | 4%24*7/5m
|08 i |F10 [ 499000 NO.8 Swing Rotor 4000rpm  3200xg 4*30"7/5m
7 P . . | | .
Max Capaoty 41500mi 42100m NO.9 Swing Rotor 4000rpm 3200xg 437715l
'Tmlng Range ﬂ QQmin [ O =~ EiEirnln i — = T [ [
[ i NO.10 Swing rotor{ Automatic uncap) 4000mm | 3500mg | 4*12*75ml
MNoisa = 58dB = 65dB ; : - : :
"F SOOEY { AC220V, 50Hz i AC220V. 50Hz NO.1 Swing rotor{ Automatic uncap) 4000rpm | 3500xg | 4*18*75ml
Gonsumption T0.75KkW. [0.5KW ' NO.12 Swing rotor{Automaitic uncap) 4000rpm 3580xg 4*24*7/5mi
External Size(W*D*H) | 460590%420mm 460*590*420mm ' NO.13 Micro plate 4000rpm 2300xg 2'2'96well
Net Weight ' 4Bkg 45kg | NO.14 Micro plate A000rpM 1 2300xg 2°2*4Bwel
(Z1[0]=T AN o o o ok B P e - in AUISTRALIA : Concacy +61 3 DTE2Z 2034
76 Distributor T - —-—.-:-;F-,-:— — 77

e,
%‘_"wwr.hﬂrl&\a]}lil netau
e-gnail ; sales chrnantech . aet.an



BIOBASE® + Biobase Meihua Trading Co.,Ltd, —

Erythrocyte Washing Centrifuge & Blood Bank Centrifuge Crude-0il Water Test Centrifuge

Features: Features:

Ervthrocyte washing cenfrifuge reslizes perfect separation with precise timer to seconds within 3 minutes, mainky ® Brushless DC motor, easy to maintain, fast acceleration and deceleration and special damping device make
used in the separation wand washing of lymphocyta and erythrocyte. the motor run steady

Blood bank centrifuge can store 10 programs, one of program is designed specially for polybrene test in blood ® Display: microcomputer controlled with touching panel and LED display of running parameters, 10rpm
banks. It is mainly used for polybrene kits and realizing the identification of cross—matching, blood grouping and increments, conversion of RPMIRCF.

irregular antibody. ® Function: automatically electric lid lock, super speed, over temperature protection and imbalance protection,

emergency lid-lock release, inching function, transient centrifuging, memory fiashing function
® Alarm: lid open, imbalance, over speed, rotor mounting abnormally
® Metal housing (powder coated steel), stainless steel cenfrifugal
chamber and lid

@ |t is ideal seperation equipment of water test of

crude oil industry and research institutions.

BK-T4K BK-T4KX

Technical Parameters:
BK-L5KSII

Technical Parameters:

Model BK-T4K( Erythrocyte Washing) BK-T4KX (Blood bank)

‘Max Speed 4000rpm 4000rpm _ Model BK-L5KS BK-L5KSI|
 Speed Precision | £30mm | ESNpD ! Ma Speed 5000rpm 5000rpm
| Max RCF | 2200xg | 2200xg _ | Speed Precision [ 30rpm ' +30rpm
Max Capacity 425 7mi 12'151111 . I Maw. RCF [ m [ 4500xg
Timing Range 0~ 99min. 0.~ gomin ! ' Max Capacity 4*4*15ml | 4*100m
Noise = 58dB = 5808 : Timing Range 0 ~ 99min 0 ~ 99min59s
|ERAOCSURoN il el g | Temperature Range 10T~ 80T 10~ 80T
:Gmsumphm EI 251{\"'#' 5_0 EEKW _ Moise = K8dB = EBdB
External Size(W*D*H) 330*295*255mm 533:*295*255;““ | | Power Supply | AG220V, 50Hz ' AC220V, 50Hz
L |28 |20 | Consumption’ KW 1.75KW
Extarnal Size(W*D*H) 520*550*400mm 610%720*1140mm

Rotors for BK-T4K: Net Weight ' 85kg ' 108kg

Rotor Max Speed Max RCF

Rotors for BK-L5KS :

ND 1 Lymphocyte washing specialized rotor | 4000rpm 2200xg 12*1ml

- : : : { Max Speed Max RCF Capacity
NO.2 Erythrocyte washing specialized rotor 4000rpm 2200xg 12*7mi | NOA ' Swing Rotor ' 5000rpm '3800xg | 4%4*15m|
Rotors for BK-T4KX: Rotors for BK-L5KSII :
MO, Rotor Max Speed Max RCF Capacity Rotor Max Speed Max RCF Capacity
NO1 \Angle rotor 4000rPm 1 2200xg 12*10/7ml _ NOA Swing Rator  5000mm | 3800xg 4*4*15m
NO.2 Angle rotor | 4000mm 22009 12*1540ml ' NO.2  Swing Rator | 5000rpm 4500%g | 4*100mi

S0V i APl B P - i AUISTRALIA : Contacy +61 3 9762 2034
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BIOBASE’

Low Speed Refrigerated Centrifuge

Features:

® Programmable microprocessor control

(AC brushless motor) with touching panel, LCD display

of speed, RCF, time and temperature, conversion of RPM/RCE.

® CFC-free refrigeration, fast cool function for rapid cooling, cycle defrost system is available.
® High—-quality steel, stainless steel centrifugal chamber and lid,

® Fan—forced air circulation system for fast recovery of temperature,

® Functions: RCF selection, quick run, automatic rotor recognition and backup. Electronic imbalance detection,
dynamic electric brake system.

® 10 procedures of adjustable nse—and— fall spaed from grad 0 to 9 and 40 kinds of self-defining models. Fast
acceleration and decelaration

® Electronic lock lid and interlock safety provision. Auto lock rotor systam

@ Alarm: lid open, imbalance, over speed, over temperature, rotor mounting abnormally

® NMemory—based programmed operation, inching function, transient centrifuging

Technical Parameters:

Model BK-LR5K

| Max Speed - 5000rpm

| Speed Precision | £20mm

|Max RCF | 4390xg

Max Gapaut‘_-,r | 6*500mi
Temperature Range = 20 ~ 40T
| Temperature Precision :t 1T
| Timing Range l} 99min
| Noise = 58dB

Power Supply AGEEDV B50Hz

Gonsumptlon 3I-{W

| External Size(W*D*H) 490*520*?21311111

Nat We:ght 12(]!-:1;
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Rotors:
Max Speed
NO.1 Angle Fmtor S000rmm
- ..Smng Rcmr . mﬂﬂﬁm
Swing Rutur . .
Swmg Rotor
' Swing Rotor
e “Swing Rotor | 4000rpm
Swing Rotor
' Swing Rotor
' Swing Rotor
' Swing Rotor  5000rpm
| Swing Rotor | 4000rpm
' Swing Rotor ' 4000rpm
“ﬁ-.dapter .
Adapter
NO.3 Adapter
{ 4000rmpm
Adapter
Adapter
Adapter
' Swing Rotor ' 4000rpm
"A.dapter .
“Adapter
NO.4 Gutnlin !
Adapter 4000rmpm
= |
e
“ﬁ-.dapter
'NOS ' Swing Rotor ' 4000rpm
'NOS ' Swing Rotor 4000rpm
NO.T | Swing Rotor ' 4000rpm
NO.8 ' Swing Rotor ' 4000rpm
NO.9 | Swing Rator ' 4000rpm
'NOAO ' Swing Rotor 4000rpm
‘NOM ' Swing Rotor{Automaticuncap) | 4000rpm
NO.12 ' Swing Rotor{Automaticuncap) | 4000rpm
NOA3 ' Swing Rotor{Automatic uncap) | 4000rpm
NO.14 MicroPlate ' 4000rpm
'NOA5 MicroPlate 4000rpm

= i ATTE TR AL A : i__lﬂ-II'l.-‘Il.-

+6G1 3 DTEE 2034

sm-ﬂ--z

——

e-mmmail : sales T I'.llrl'.l-l'lll“ﬂl'l.l‘ll‘l...li

Max RCF Capacity
4390xg 12410mi
4390xg 4100
[ 4*2*100m)
4*4*10m
4°6*10mi
3500xg 4*8*10m
4*4*15mi
47615l
4*8+5ml
4390xg 4*50m
3500xg 4250l
3500xg 4*250m
' 4*8*5m
4%87m
.4‘;8;“10ml
i 4°8*16mi
42*50mi
4*100mi
 3580xg 4*500m
' 445'5ml
4*15*7ml
4*12*10mi
3580xg 478416
4*4*50mi
4*2*100m|
4*250m
3700xg 6*500mI
' 2800xg 4*12*7/5ml
2800xg 4*48*7/5mi
Eaﬂﬂxg .4‘;24*?4"..5ml
' 3200xg 430715l
' 3200xg 4+37°7/5m
' 3500xg 4*1247/5m|
' 3500xg 4*18*7/5m|
 3580xg 4724715
2300xg 2%2*g6well
2300xg 2*2%48well

81
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Large Capacity Refrigerated Centrifuge Rotors for BK-TLLRSK:
Max Spead Max.RCF Capacity
Swing rotor  5000rpm 5310%g 4400m
Swing rotor 4*2*100mi|
| Swing rotor 4*4*0ml
| Siwing rotor 4*6*10ml
Swing rofor A000mm 3500xg 4*8*10m|
NOA I i
BK-TLLRSK | Swing rotor 4*4*15mi
Swing rotor 4*65*15mi
| Swing rotor 4*8*5ml
| Swing rotor 5000rpm 4390mg A*50ml
Swing rotor A000rpm 3500g A*2*S0ml
Features: | Swing roter 4000rpm 3500%g 4250m|
® Programmable microprocessor controli AC brushless frequency motor) with touching panel, LCD & LED Adaptear ' ' ' A*8*5mi
display of speed, RCF, time and temperature, conversion of RPM/RCF (i il
! . , , ) ) Adapter 4*8*Tmi
® CFC—free refrigeration, fast cool function for rapid cooling, cycle defrost system is available i .
oo : ‘ NO.2 | Adapter 4*8*10m|
® High—quality steel, stainless steel centrifugal chamber and lid | 4000 3500xg :
® Fan-forced air circulation system for fast recovery of temperature | Adapter 4*8*15ml
® Functions: RCF selection, quick run, automatic rotor recognition and backup, electronic imbalance detection, Adapter 4*2*50ml
dynamic electric brake system | i i
oM =% _ _ , Adapter 4+100mi
® 10 procedures of adjustable rise—and- fall speed from grad 0 to 9 and 40 kinds of self-defining models. Fast - - - -
acceleration and decelaration profile | Swing rotor | 4000rpm | 35800 | 4"200mi
® Elactronic lock lid and interlock safety provision Adapter 4*15*5mi
@ Alarm: lid open, imbalance, over speed, over temperature, rotor mounting abnormally Adapter A5 Tmi
® Nemory—-based programmed operation, inching function, transient centrifugin 7 '
ry prog pe g ging | Adapter 4*12*10ml
. NO.3 T .
Technical Parameters: Adapter 4000rpm 3580xg 485
Model BK-TLLRSK BK- THR20K Adapter 4*4*50ml
| Max Speed | 5500rpm | 21000rpm ! Adapter - 4#24100m|
| Speed Precision | *20rpm | £30rpm 1 g
‘MaxRCF 5310xg 30700xg | _ | Adapter _ _ | 4%250m]
Max Capacity | 4*750mi _ 4*750mi _ NO.4 | Swing rotor 4000rpm 3580xg A*750mi
‘Temperature Range - 20 ~ 40T [BECRE NO.5 Swing Rotor 4000rpm 2800xg 4*12+7/5mi
T!arnperab.Ire Precision | 1% _ 1T _ ! : | | !
_T_rnlng Range ..[] = 99h59mh5@5 .0 Q'QI‘ISGFHH]E‘QS | .ND.E .ﬁwing Raotor }ﬂﬂt‘h‘pm IEEDGXQ .4*13*?35111|
Noise = 58dB | 5808 _ NO.7 Swing Rotor 4000rpm 2800%g 4*24*7/5mi
F'ower Supply 5&13220"-.-" 50Hz, 2.5KW, 2564 _AEEEDV 50Hz, 2.5KW, 264 NO.8 Swing Rotor 4000rpr 3200 4*30"7/5mi
Extamal SEEM*D*H} _;_Bﬂﬂ*?trﬂ*-‘mﬂmm | 800‘?00*400m11 _ ! ! | | |
Met Wﬂlgh‘t :111:"{9 110@ NO.9 | &h’il‘bg Rotor 4ﬂﬂﬁh'pm 320[‘.!)':9 4*37*7/5ml
0]V T A P < i ATISTRALIA : Contacy +61 3 9762 2034
B i ek e
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Rotors for BK-THR20K:

Max spesad Max RCF Capacity Swing Rotor 4000rpm 3500xa { 4*250mi
NOA  Angle Rotor | 21000mm | 30700k 18°0.5mi Fn | amerd
NO2  Angle Rotor | 2000pm | 3070xg  12:22/15ml Adapter 48 7m
NO.3  Angle Rolor 16000rpm 23560xg  48°0.5m i
| | | | | NOA8  Adapter 4*8*0ml
NOA | Angle Rotor 16000rPM 23560xg | 24*2.2H.5ml -  4000mm 3500xg
1 [ 1 [ | Adapter | 4*8%15mi
NO.5 | Angle Rotor 16000rpm 174200 10*5mi .
i i i i Adapt 4 2+80mi
NO6  Angle Rotor 15000rpm 24300xg  32*2.211.5ml E _
NO.7  Angle Rotor 15000rpm 23120xg  12*10ml | i oo | | il
NO.S  Angle Rotor 15000rpm 24300xg  30%2ml Swing Rotor 4000rpm 3580xg  4*500m
NO.S  Angle Rotor 15000rpm 22140xg | 36°2ml Adaipiee 455
~ NOA0 | Angle Rotor | M000mm | 20160k 6*50mi ikt P
NOAT  Angle Roto 14000 21640 4*100ml '
il . o i | _ Adapter 4412410l
NO12  Angle Rotar 11000rpm 1573000 6M00mI NO.18 ' i
! ! ! ! { Adapter 4000rpm 3580uxg | 4*B*15ml
NOA3  Angle Rotor 10000rpm 9700xg | 12*15ml - -
- : : : Adapter 4*4750ml
NOA4  Angle Rotor 40000rpm 1100xg  &*50ml .
NOA5 | Angle Rotor 10000rpm 101500 2040mi [ Adaptce _ e
NOA6  Angle Rotor B000rpM 7600xg  12*30mi Adapter | 4*250mi
Swing Rotor 5000rpm 4390xg  4*100m NO.20  Swing Rotor 4000rpm 3580xg 4*750mi
Swing Rotor 4*2*100ml NO.21  |'Swing Rotor 4000rpm 2800xg 4% 0%/ mi
.Swing Rotor . . 4*4*10ml _ NO.22 | Swing Rotor 4000rpm 2800xg 4% 2*57mi
il i . 5 e NO.23  Swing Roor 4000rpm 2800xg | 4YIB*S7mi
Swing Rotor 4000rpm 3B00xg | 4*8*0m i i i i
NOAT - - ! NO.24  Swing Rotor 4000rpm 2800xg | 4*24*5/7mi
Swing Rotor 4*4*15mi ; i i i i
- : NO.25  Swing Rotor 4000rpm 3200xg | 4*30°7m
Swing Rotor 4*6™15mi | | | |
i 13 ¥ : | A
Swing Rotor - NO.26 .Swlng Rotor | 4000rpm | 3200 .4 37TSTmi
' Swing Rotor  s000mpm | 439%0xg | 4*50mi | NO.27 | Microplate 4000rpm 2380xg | 2°2*96well
Swing Rotor | 4000rpm 2B00kg | 4*2*50ml NO.28  Microplate 4000rpM 2300xg | 2*4Bwell

21[0]= VRN T A P P < i AUISTRALIA : Conracy +61 3 9762 2034
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Tabletop High Speed Refrigerated Centrifuge

Bk-THR18K

BK-THR16K

Features:

® Programmable microprocessor confroll AC brushless frequency motor) with touching panel, LCD display of
spead, RCF, time and temperatura, conversion of RPM/RCF

Technical Parameters:

Modeal

N Reond

Speed Precision

Max RCF

. Ma:n'. Ca,oacﬂ.y

. Tamperature Range

| Temperature Precision
Timing Range

Moise

: F'DWBrSuppdy
_ Dunsumphun

Extermnal Size(W*D*H)

Net Weight

Rotors for BK-THR16K :

NO.1 ' Angle Rotor
NO.2 ' Angle Rotor
NO3  Angle Rofor
'NO.4 Angle Rotor
NO5 |Angie Rofor
NOS  Angle Rotor
'NO.7 ' Angle Rotor
T
NO.S Angle Rotor
'NO.10 Microplate

Rotors for BK-THR18K :

BK-TLLR16K

16000rpm
| £30pm
17800xg
4*100mi

- 20 ~ 40T

B
0 ~ 99min

= 58dB

 AC220V, 50Hz
1.5KW
600580*370mm

Max Speed Max RCF
16000pm 17800%g
16000pm 17800xg
13000rpm  16060xg
g T
13000rpm 11500xg
120000pm 14800xg
12000rpm 14800xg
oo tizve
40000rpm 11200xg
' 4000rpm 23009

Max speed Max RCF

+ Biobase Meihua Trading Co.,Ltd. ————

BK-TLLR18K

| 18000rpm

4 30rpm

| 21500xg

4‘10[‘.Imr

| - 20 ~ 40T

=T

|0 ~ 99min

| < 58dB

| AC220V, 50Hz

| 1.5KW
 600*580*370mm
|90kg

Capacity

18°0.5mi
12¢2.21.5m
48*0.5m

1 24*2.271.5ml
10%mi
12*10ml
6*50mi
1245

| 4*100mi
2%2%48 wel

Capacity

® CFC—free refrigeration, fast cool function for rapid cooling, cycle defrost system is available NO.A ' Angle Rotor Zmummm 21500xg 18*0.5mi

® High—quality steel, stainless steel centrifugal chamber and lid NO.2 | Angle Rotor jmummm 21500xg 12%9 21 Emi

® Fan-forced air circulation system for fast recovery of temperature NO.3 Angle Rotor 15000rpm 21000xg 48*0.5mi

® Functions: RCF selection, quick run, automatic rotor recognition and backup, electronic imbalance detection, NOA Angle Rotor 515Elmmm '21mg 942 311 5l

dynamic electric brake system NO5  AngleRofor 13000rpm 1500x 10%5mi

@ 10 procedures of adjustable rnse—and- fall speed from grad 0 to 9. NO.6  Angle Rotor 112000rpm 14800xg 12%10mi

® Electronic lock lid and interlock safety provision, auto lock rotor system NO.7 E Angle Rotor 512000mm ' 14800xg *50mi

® Alarm: lid open, imbalance, over speed, over temperature, rotor mounting abnormalky NO.B i Angie Rotor 51100'0mm 12450%g 42%Em

® \Memory-based programmed operation. inching function, transient centrifuging NO.S | Angle Rotor 1 10000rpm ' 11200xg ' 4*100ml

NOA0 | Microplate 4000rpm 2300xg 22+ 48wel

CIRCLC I i P r Pt P P atme - in AGSTRALIA : Contacy +61 3 9762 2034 ” i
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High Speed Refrigerated Centrifuge Technical Parameters:
Model BE-THR21K BK-THR25K
| Max Speed | 21000rpm | 25000rpm
Speed Precision | £ 20mm | 20rpm
‘MaxRCF | 48900xg  64800xg
Max Capacity | G*500m| | 6*500ml
Temperature Range |- 20 ~ 40T - 20 - 40T
Temperature Precision BE - ‘1‘!’: P 1T
Timing Range 0 ~ 9959min59s |0 ~ 99h5omin59s
Moise | = 58dB = 5808
Power supply AC220V, 50Hz | AGEEEN, 50Hz
s s e
' External Size(W*D*H) | 810*720*1220mm 810*720*1220mm
NetWeight 320k | 320kg

Rotors for BK-THR21K:

Rotor Max speed Max RCF Capacity
NO.1 Angle Rotor 21000rpm 48900xg 16*1.0/1.5ml
'NO.2 Angle Rotor 20000rpm 143000%g |6*50mi
BK-THR21K BK-THR25K NO.3 Angle Rotor 115000rpm 27870xg 8*50m|
NO.4 Angle Rotor 112000rpm 19800xg 8*100mi
'NO5 Angle Rotor 14000rpm | 26800xg | 4*250mi
{NO.6 | Angle Rotor | 11000rpm 19300xg | 4300m|
; NO.7 Angle Rotor 12000rpm |22470xg |6+300mi
‘NO.8  Angle Rotor |8000rpm 11680xg 6*500mi
NO.9 Continuous Rotor 14000rpm 21500x=g 1000mi
NOA0  Microliter plate | 4000rpm |2300xg | 2+2*96well
'NO.1 ' Swing rotor | 4000rpm | 3160xg ' 32*45m|
'NO.12 ' Swing rotor ' 5000rpm | 5470xg | 4*500mi
'NO.13 ' Swing rotor ' 5000rpm | 4390xg ' 4*50m|
Features: 'NOA4 | Swingrotor | 4000rpm | 2850xg | 8*50m|

® Programmable microprocessor controll AC brushliess motor) with touching panel, LCD&LED display of speed,

Rotors for BK-THR25K:

RCF, time and temperature, conversion of RPM/RCF

® CFC—free refrigeration, fast cool function for rapid cooling, cycle defrost system is available NU oo Max speed Max RCF Capacity

® High—quality steel, stainless steel centrifugal chamber and lid |NOA |Angle Rotor | 25000rpm | 64800xg | 24'2.21.5ml

R e e R T NO2  Angle Rotor 23000pm 60460xg 18°2.21 5l
an—forcad air circulation system for fast recovery of temperature NG.2 ke Rt e 54 >

® Functions: RCF selection, quick run, automatic rotor recognition and backup, electronic imbalance detection, NO4 ] Angle Rotor 1ﬁmum11 330?% i MW

dynamic electric brake system NDE :',qfﬁja Rotor :1300(1' X rpm 1ggmxg a00ml

® 10 procedures of adjustable nse—and— fall spaed from grad 0 to 9 and 40 kinds of self-defining models. Fast 'NO.6 | Angle Rotor | 10000rpm | 17700xg __E*Emrm

acceleration and decelaration profile (NO.7 | Confinuaus Rotor | 16000mpm | 28100xg  1000mi

® Electronic lock lid and interlock safety provision, auto lock rotor system g MM pisia L ] A9 2296 wel

® Al i imbal o " ; " b " _ NO.9 | Swing rotor _ 4000rpm _ Ie0xg _32x15m|
arm: lid open, imbalance, over speed, over temperature, rotor mounting abnormally NO.10 SWriGoon | o4 4°500m!

® Memory—based programmed operation. inching function, transient centrifuging ‘NOA "ang cokor Eﬂﬂﬂrmﬂ i 4390::9 2 | 4*50mi

Z1[0]=T XA W T Al B Pl - in AVSTRALIA : Concacy +61 3 DTH2 2034
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BIOBASE’

Large Capacity Refrigerated Centrifuge

Feature: BK-LLREK

® Programmable microprocessor control{ AC brushless frequency motor) with touching panel, LCD & LED
display of speed, RCF, time and temperature, conversion of RPM/RCF,

® CFC—free refrigeration, Fast cool function for rapid cooling, cycle defrost system is available.

® High—quality steel, stainless steel cenfrifugal chamber and lid.

@ Fan—forced air circulation system for fast recovery of temperature.

® Functions: RCF selection, quick run, aufomatic rotor recognition and backup, electronic imbalance detection,
dynamic electric brake system

® 10 procedures of adjustable rise—and- fall speed from grad 0 to 9 and 40 kinds of self-defining models. Fast
acceleration and decelaration profile

® Electronic lock lid and interlock safety provision

® Alarm: lid open, Imbalance, over speed, over temperatura, rotor mounting abnormally

Technical Parameters: Rotors for BK-LLR6K:

Large Capacity Refrigerated Centrifuge

Large capacity centrifuge, which widely used in blood bank, pharmacy and biological products and so on,

Features:

® Programmable microprocessor controll AC brushless frequency
miofar) with touching panel, LCD & LED display of speed, RCF, time and
temperature, conversion of RPM/RCF

® CFC—free refrigeration, fast cool function for rapid cooling, cycle
defrost system is available

@ High—quality steel, stainless steel centrifugal chamber and lid

® Fan—forced air circulation system for fast recovery of temperatura
® Functions: RCF selection, quick run, automatic rotor recognition and Bi-LLREK
backup, electronic imbalance detection, dynamic electric brake system
® 10 procedures of adjustable rise—-and- fall speed from grad (0 to 9 and
40 kinds of seif-defining models, Fast acceleration and decelaration
profile

® Electronic lock lid and interlock safety provision

@ Alarm: lid open, imbalance, over speed, over temperature, rotor
mounting abnormalky

® Memory-based programmed operation, inching function, transient

centrifuging

Technical Parameters: Rotors for BK-LLR8K:

Aodel BK- 18K ;
i S Rotor Max Speed Max RCF Capacity

+ Biobase Meihua Trading Co.,Ltd. ————

TR MaxSpeed  MaxRCF  Capacity  Max Speed | 8000rpm

Ma" SP'“d . | B000rpm Speed Pmmamn | £ 20rpm S : |
Speed Pracision | £20rpm NO4 | AngleRotor  6000rpm 5650xg 6300 "MaxRCF 12160xg 1 NO.4 P9 8000mm 1680xg | 6*500mi
oy | 61000l _an ..An la Roto :maa 56&Dx .ﬁ‘*Eﬂﬂml ol bl 1 '
Max capamy ! 6*1- I ? A siiabics | g Il ' Temperature Range - 20 ~ 40T | Angle .
Ternperature Range S 401: - - - £ | ] NO:2 | { 7200rpm 12160xg | 6*1000m

[ Temperature Pracision =%y & B | Rotor [
Tempera’fure Precision :I:’1"1’.: - AT _ P, T e | |
T'mmg Range _'I.'.II ~ 59h59min58s NO.3 | (Round cup) | 4200rpm S100xg 6*1000mi . m_'lng! b | min ! | i
Noise | <5848 bl (< 5dP | NO3 |9 4500mm  7000xg | 6'2400m
F'D'Wﬁuppf}’ mzzw BOHz .F"DW'EI‘EUF}DW :PEZZUV 50Hz | _
| Consumption | AKW Swing rotor [ _Gnnswhphun _J.TEKW | ‘

N4 : | 4200rprm 5100xq 6*1000ml I | Swing [ e
| External Size | 830*720"1250mm (Square cup) | \Extemal Size(W*D'H) | 960x860x1200mm | NO.4 S 4000rpm 5000%g | 6*2*1000mi
Nt Weight  268kg : : : Net Weight 500kg _
Z{[0]=T N W s T A B P~ in ATISTRALIA : : Convacy +61 3 9T62 2084
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Low Speed Large Capacity Centrifuge Rotors for BK-LL5K:

Max Speed Max.RCF Capacity

NO.A Angle Rator | 6000rpm 6680xg '12*10mi
' ' Swing Rotor  5000rpm '4390xg ' 4400m!
ol EYICH Eibscseid oo asicein o
N &= 4o
' 4*6*10ml
} | A%
s NO.2 Multipla Pipa ke S04 ::j: 22:
47615
= § 4*8*15mi
*“gﬁg 5000rpm 4390 as0mi
ggg 2 4000rpm 35009 | 4*2*50ml
e NO.3  Swing Rotor 4000rpm 3800xg 4*250ml
BK-LL5K BK-TLL5K (NO4 | Swing Rotor  4000rpm 3580xg | 4"500m|
NO.5 Swing Rotor | 4000rpm 2800x=g [ 4% 2*75mil
'NOS  Swing Rotor | 4000rpm | 2800xg | 4*18*7/5mi
Features: NO.7 | Swing Rofor 4000rpm 2800xg 424" /5l
® Programmable microprocessor control{ AC brushless motor) with touching panel, LCD display of speed, RCF, NO.8 :Smng Rator m-pm 3200xg :4*30*’?H5ml :
time and temperature, conversion of RPMIRCF NO.8  Swing Rotor 4000rpm | 3200xg (45377 15mi
® High—quality steel, stainless steel cenfrifugal chamber and lid [0 Sl Relos [ obumalin Liopee ! i ol 06K bl
2 : MO Swing Rotor {P.uturnah{: Uncap ]' | 4000rpm 3500xg (4B TmI
® Fan—forced air circulation system for fast recovery of temperature ‘NO12 | Swing Rotor { Automatic Uncap ) ; 4000rpm ' 3580xg | 4%24% 7154
® Functions: RCF selection, quick run, automatic rotor recognition and backup, elecfronic imbalance detection, NOAZ  Microtplate | 4000rpm | 2300xg | 2*2*96well
dynamic electric brake system NO14 Microplate 4000rpm 2300xg 2*48wel
® 10 procedures of adjustable rise—and- fall speed from grad 0 to 9 and 40 kinds of self-defining models, fast
acceleration and decelaration profile Rotors for BK-TLLSK:
® Elactronic lock lid and interlock safety provision, auto lock rotor system Rotor Max Speed ax. Capacity
® Alarm: lid open, imbalance, over speed and rotor mounting abnormally  Swing Rotor | S000rpm | 4380xg |47100mi
® NMemory—based programmed aperation. inching function, transient centrifuging ::i:EEnT
4*6*10ml
Technical Parameters: e T 4000mpm | 3500xg 4*8*10mi
4*4*15m|
BK-LL5K BK-TLLSK(Table top type) A*BM5mi
Max Speed B000rpm 5500rpm L | |4*8*15mi
Speed Precision + 20rpm £ 20rpm | 5000rpm | 4980xg | 4*50m|
Max RCF 6680xg 5310xg . . | 4000rpm | 3500xg | 4"2*50m|
Max Capacity 4*500m| 4*750mi | :22 | :E!; :zg :gggg: | z:g:g | 4‘%:
bliadc b s Lol il 'NO.4 ' Swing Rotor 4000rpm  3680xg 4*750mi
o = b = 'NO.5 Swing Rotor 4000rpm 2800 412475
oo Uiy pEeety; Sire SR el SOt 'NO6 Swing Rotor ' 4000rpm ' 2800xg 4418°7/5m
Enctan e st 'NO.7  Swing Rotor 4000rpm | 2800xg 4*24*7/5m
External Size(W*D*H) 490°620°720mm 800°700*400mm NO.8 Swing Rotor 4000rpm 3200xg 4430 7/Emi
Net Weight 90kg 110kg NOS  Swing Rotor 4000rpm | 3200xg 4*377/5ml
ZI[0]=T NSNS it APl B P P = in AUSTRALIA : Comracy +61 3 9762 2034
92 Distributor T S - - 93

—%‘v“w .chromalytic.net.au =
e-ganamill : salles lfl 'I'..I_'-l'.-::'ll.'l.‘-l'.l'l i T



BlOBASEE + Biobase Meihua Trading Co.,Ltd. ————

Mini Centrifu ge Mini High Speed Centrifuge
Model MiNi=15K
Advantages: Speed Range 800-15000r/min
Humanization design, switch control for cover ' Max RCF ' 15400xa
Timing function Capacity 12 *1.5mii2.0mi
Completely transparent cover Timing R 155 ~a9rin
Raotor with 8 position, the RCF is 1.5 times than normal rotor By ACEEV~240V. E
; ; . | ..' i | SVGOH
Auto stop working when cover opens during running and restart running after cover closed n ; 8EW
Convex type switch by which to control centrifuge, easy to use ' = '
. S . External Size{W*D*H) 23+ 22*13cm
LInigue rofor clip design, easy to install and replace | : '
_ o _ NW.IG.W 3.BKGHZKG
Large LED display, indicate speed and set tima . _
Package Size(W*D*H) 58 * 24 * 28cm

Low noise, stable running

Adopt long life motor, very reliable

Small size, very deft

The mini centrifuge is suitable for many expeariments

Three Speed Mini Centrifuge

Model MiNi=4610K MiMi=461 0K

Speed Range Iwﬂﬂﬁmmﬂ 000rpm

Max. RCF 770x/1700xg/4800x @,
No.1 Angle Rotor 642.0mIN S0, 5mif0.2m) e tﬁﬂ %
No.2 Angle Rotor 2402 |

| Power Suly  AGI00V~240V, 50/60Hz :DG 12v

Extermnal Size(W*D*H) | 17*15*13cm

Technical Parameters:

MINi-4K  MINi-BK  MINI-TK  MiNI=10K  MiNi-10K+ Three Speed Mini Centrifuge

Max spaed (4000rpm | 6000mm | 7000mm | 10000rpm _AdjustablaMaﬂmﬂﬂrpm Model MiNi=4KH MiNi-BKH MiMNi=10KH

Max RCF [ 1360xg 3000x=g B000xg 7500xg | Adjustable _ Max Speed ; 4000rpm . GO00rpm | 10000rpm

Rotor No.1 8%1.5mlI0.5mii0.2mi WA REE [5G [HER et
[ [ I Mol Angle Rotor | 622.0miM. 5mi.5mi0.2mil

[ 2*B8*0.2mI 2*8%0.2m| ' :

i | PCGR centrigugal tube y PCR cantrigugal tube(spead = 6000rpm) "Nu,2 Angle Rator 2'8'0.2ml T
i i i Power Supply | AG 100V~240V, 50/60Hz &

MNoise | = 45dB = 5dB | : '
E . | . External Sze(W*'D*H)mm | 17%15"13cm

External Size(W*D*H) 175*156*125mm ' Package size(W*D*H)mm | 44*40*360m

MNat Waight [ =1.4kg Gross Waeight kg

23[0]= VAN i A P - in AUISTRALIA : Convacy +61 3 9762 2034
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BIOBASE’

Centrifuge

Introduction

Technical Parameters

Introduction Picture

+ Biobase Meihua Trading Co.,Ltd.

Technical Parameters

Model: LC-HD

Model: LC-5K
Controlled by computer and driven by inverter motor.

Max. speed: 5000
min,digital display speed
Max. RCF: 3600xg

Handle-centrifuge can use for Capacity:4*15ml Electronic lock. It covers a wide range of application in _ iy 12420
chamical, biological laboratories Package size: 55°40*32cm [ 16pcs sciantific research institute of biology, chemistry, medicine, T:l Emp: Yy o 0 ~ 30min
and hospital laboratories to do tha G.W: 20kg pharmacy, food and environment protection. This model also Ba raniize, 35*36*34em
cantrifuge test, is good to separate plasma or other suspension liquid. e 1% ;

With mechanical lock ddhdicic

Max.speed:4000nmin,

Modal: LC-4K ; ' Modal: LC-4KE | pointer show speed
Low weight, large capacity low noise Menc SPE’gg"*'I:'%"m’“- stap adjsted speed The frame is made of high strength plastic. Small cubage, low Max.ROF:2325xg
and so on. It is an ideal instrument M RC.! F1'.|r"n9ﬂ><g weight, large capacity, low noise, high efficiency and so on. it Capacity:12*20m|
for hospitals, labs to make gualitative i iy can ba used in hospitals and biochemical labs for qualkitative Time range:0 ~ 30min
analysis to serum , plasma ;radio gawclﬁga size: 28"28*28cm analysis of serum, urea and plasma. Package size:35"36*34cm
~immunity. Gl door switch | GW0kg

Model: LC-4KC

Max. speed:4000rpm, step adjusted speed

It has steady parformance. it has the characteristics of
large capacity, low noise, low temperaturea rise, baatiful

Max .Speed:4000mm

. appearanca. This centrifuge is controlled by computer and Max RCF:2325x0

Madel: LC-4KII Capacity:20mi*6 driven by brushless motor and sasy to operate. It covers | angle rotor capacity;

It can be used to make qualitative Maoc RCF:1790xg a wide range of application in scientific research institute | 20mi*2

analysis and biochemistry labs widely Timer: G‘ﬁlu'“'" of biology, chemistry, medicine, pharmacy, food and Time range:0~99min
Package size: 28°28"28cm environment protection. This model also is good to separata Package size:35"36*34cm
G.W: 4kg plasma or other suspension liquid. G.W: 10kg

With mechanical lock
Rotating spesed range:

Mz spezg:ttlr]*ﬂﬁﬁrpm. step adjusted speed Model: LC=T4K | Ztarﬂng-*&’;ﬂfg l:rrr;_r‘n,

Model: LC-4K-1 Max.RCn;' 1?2(};{9 This machine has easy structure, operatad conveniently, with 'I'i?ning rah nge:0-30min

It can be used to make qualitative ) ; safaly switch, it is used widsely in hospital, bio-chemistry lab, e

: ; - ; Time range:0~-60min ; . ; Max.RCF:2325%g

analysis and biochemistry labs widely. With safety switch malamng detenjmahm analyzing to blood sarum and so on. Package size:38%33*31cm
Package size: 3331*29cm V8 Sk Bwion | GW: Skg
G.W: 6.5kg

Rotating speed range:

Max, speed: 4000mm, step adjusted spead Modsl: LC-H4K starting ~4000 rpm, pointer
Capacity:20mi*12 This pivot, gate used high strength project plastic made, | show spead

MAGARES> ik . Max, RCGF:2325xg with safely switch, beautiful sculpt, low noise, high effciency,  Capacity: 10mI*12

It can ba usad_to mak:a quahtatwe_r Time range:0~-60min can be used in hospital widely, bio—chamistry kab, making Clocking range:0-30min

RAGLES Ac OChBISU y R W KIsh: With safety switch determination analyzing to blood serum and so on. | cantrifugal force:2325%g
Package size: 38*33*31cm With mechanical lock Package size:35"36"34cm
G.W: Gkg G.Wi0kg

BIOBASE’ Mmm;w < in AUSTRALIA : Contacy +61 3 9762 2034
96 Pirstributor ] m-:- E g7
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BIOBASE’

Denaturation & Hybridization System

Features for HS-500 Hybridization System

1. User programmable settings
1) Touch screen allows for easy fo read and easy programming
2) 99 user programmable settings
3) Four operation modes: denaturation/hybridization, hybridization, custom, In—situ PCR
4) Can be used as a fixed temperature slide warmer
2. Easy to use
1) Eliminates manual steps and reduces hands—on time during FISH procedures
2) Slides do not need to be fully loaded to maintain temperature accuracy
3) Slide guide keeps slides in place and allows for one hand removal
3. More stringent temperature control
1) Rapid temperature ramp—up and accuracy of £1T
2) Superior temperature uniformity across all slide positions
3) Programmabie system, it can be runned In—situ PCR experiments
4. |deal for humidity control
1) Perfect lid seals tightly will maintain uniform temperature and ensura humidity across all slide positions

Specification for HS-500 Hybridization system
1, Temperature Control Range: RT+5C ~100T

2, Temperature Accuracy: £1T

3. Temperature Uniform: +£1C

4. Processing Timer: 1min~99h58min

5. Heating Time (37T to 95T ) = 3min

6. Cooling Time (95T to 45T ): = 7min

7. Temperature Control Programmable: 30°C ~1007T
8, Capacity: 12 Slides

9. Overall Dimensions (L* W * H): 420*225*143mm
10. Met Weight: 5.8kg

(1) Touch screen, easy to read and use

2 12 slides with superior temperature uniformity
(3 Heating lid and lid seals tightly will maintain
uniform temperature and humidity

HS-500 also

{0l O i P e < in ANISTRALIA : Contacy +61 3 9762 2034
196 Drstributor m =
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GM Series Diaphragm Vacuum Pump

GM series diaphragm vacuum pump are mainly used in medicinal products analysis, tenuously chemical
engineering, biochemical pharmacy, food examination, investigating and solving criminal case, etc. It is an ideal
product used with the high—-accuracy chromatogram apparatus, HPLC solvent filter apparatus, and it is the
assantial equipment in the laboratory.

GM-0.504

Technical Parameters:

GM-0.20 GM-0.33A GM=-0.338 GM=-0.504 GM=-0.50B GM-=1.0A

Speed of Evacuation(L/Min) 15 20 20 30 30 B0

Uttimate Pressura (Mpa) = 0.075 ={.08 = 0.095 ={.08 = 0.095 = (.08
Vacuum{mbar) 250 200 50 200 50 200
Pressure(Psi) Positive =30 |/ / Positive =30 / Positive = 30
Inlet {(mm) 46

Outiet (mm) 46 46 Siencer (46 Silencer |46 #6 Siencer |46
Working Temp (T) 7 ~40

Body Temp. (T ) <55

Noise Level ( dB) <60

Motor Power (W ) 75 160

Pump Head Nylon 1 1 2 1 2

Fhhcion ﬂﬂa& : !“F !F'rESEure& !.: !gmﬁsure&
Power Supply 220V/50Hz  |230V/50Hz

Diaphragm & Valves Rubber o B - . _.
Size (L * D *H mm) 195'08"56  (216*120°235 300*120*235 210*160°235 300120*235 300*160°235
Packing Size(L * D*Hmm) 3007220200 |300°320°200 380'340'230 300'320'200 380340°230 380°340°230
NW(Kg ) 4 65 9.5 10

G. W (Kg) 4.3 7.5 10.5

BIOBASE JF <" —— 7~ -7 g L LR P EUT TN : Comracy +61 3 9762 2034
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Micro-soil Disintegrator

Model: MSD-102

Uses:
It is the special instrument for soil analytical study. It is used for all kinds of soil crushing.

Characteristics:

1. Rotary disintegrator, which works by the action of rotary rotor and cutter.
2. Featured by continuous working time, high efficiency and excellent crushing effect,blade space can be

adjusted according to soll fineness.

Technical Parameters:

B i . Product Packing Net G
P r ) OSs
e Consumption Speed Grinding AEER Working Size Size W Ji-ighl 1: Jr:i;h'

of screen
(kg) (kg)

Model Supply , . . of scree
oL =upply W {(rimin) (me=sh) time (We*D*H) (W*D*H)

(V) LA . il " (mm) {mm) {mm)

:""ﬂi':" 220 | 250 1400 | 30-200 0.5MM5 continuous 300*185%290 350°240%285 15+0.5 16.5

1[0TSR P P ~  in ATESTRALLA Contacy +61 & DTGZ 2034
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+ Biobase Meihua Trading Co.,Ltd.

BIOBASE’

Disintegrator

1.Microphyte Disintegrator

MPD-102

Features:

1, Grind by the action of rotating disk and fixed disk; the ideal equipment for grinding oiliness and fiber products,
2. Featured by lightweight, small volume, compact structure, continuous working time,
attractive appearance and high efficiency. Space between blades is adjustable according to material fineness,

Technical Parameters:

Product Packing

Power 3 : : Mal Gross ] !
Supply Consumption Speed Grinding Size Size Weight Weight Mesh Size Working
i (W) (rp.m) (Mesh) (W*D*H) (W*D*H) | ° (mm) Time
(V) il MR (Ka) (Kg)
Lmmm || I.mITl‘I
PD- 300185 | 350° 1
it | P2 250 1400 | 30~120 85 350240 15105 165  |0BMMS5  continuous

102 _ 290 290
2.High—-speed Universal Disintegrator

s

HSD-801

Technical Parameters:

3.Pharmaceutical Mill

Features:

1.Excellent air-tightness, stable performance, continuou-s
working time, time and cost saving.

2.Casting steel grinding system, which is durable and efficient.

3. Convenient to clean, easy to operate, and reliable.

Technical Parameters:

Power ; ; e Gross
Biinai Consumption Speed Working  Grinding Product Size  Packing Size Weight
=UPpYy (KW {rimin)  Time (mesh) (W*D*HMmm) (W*D*H)}mm) { W iy
(v) (Ka)  (Ka)
':3";':" 2201380 15 5800 | confinuous 60-200 | 490°380%700  530°450°750 57 68

4. Herbal Medicine Disintegrator

Features:

1. Stainless steel smashing chamber ensuras high
crushing accuracy.

2. Air—cooled high—speed electric engine enables all kinds
of saft and hard herbal medicine smashing.

3. Convenient to clean, easy to operate, and high efficient HMD-135

with excellent grinding effect.

Technical Parameters:

e Consumption Speed Smashing Product Size  Packing Size v oo
g -Onsum opeed  Smatg oduct Size acking Size : s
Supply (rimin)  (mesh) (W*D*H)(mm) (WeD*H)(mm) | elaht  Weight
(W) (Ka) (Ka)
HSD-80 | 220 200 10000 | 60~200 S130%280 S00M60*180 4+03 4.5
HSD-100 | 220 460 24000  60-200 D140*290 325180190 3x0.3 135
HSD-80-1 | 220 400 21000 | B0-200 S110*260 300*180*190 3.3 3.5

Power Met Gross
; sapacity Consumption Speed Grinding Products Size Packing Size £ =
ki ) By (w) (rfmin} (mesh} (W*D*HMmm) [(W*D*H)}{mm} w.rel,gm ‘_N i
(Kg) {Ka)
HMD-135 | 200 220 800 124000 60~200 |2007220%330  250°250%400 65 i
HMD-177 | 400 220 1200 124000 60-200 | 200"240*360  250*250*430 95 10.4

BIOBASE B o on T o S P
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BIOBASE® + Biobase Meihua Trading Co.,Ltd. —

DI‘}’ Bﬂﬂl ]_Ilﬂllbﬂtﬂl' 4. Specification for Dry Bath Incubator DBI- IV
1, Temperature Control Range: —107T ~100°C
Features for Dry Bath Incubator 2. Timing Range: 1min~98h59min

1, Exceptional temperature uniformity and accuracy — due to advanced temperaure control combined with high 3. Temperature Control Accuracy: = +0.3T
quality, precision engineered block providing excellent thermal contact 4.. Display Accuracy: 0.1C

2. Wide range of interchangeable aluminium blocks 5. Heating Time: = 15min (from 20°C to 100 )
3. Heat to 105°C | optional external temperature probe B. Cooling Time:

4, Blocks auallaple as a.ccessof.ies faor all. applications — tubes, vials an_d microplates < 20min (from 207 to =51 ) If the room temperature is lower 30C
5, Block extraction tool is supplied, allowing blocks to be removed easily
= 15min (from 20T to —10°C ) If the room temperature is lower 25T

6. 2—-years warmranty as standard

7. Heating And Cooling Parts: TE Module
8. Dimension (LxWxH): 300x220x170 mm
9, Net Weight: Skg

DBE W

1.Specification for DBI= | Dry Bath Incubator
1. Temperature Control Range: RT+5T 1051
2. Stability @ 100T : 2047

3. Uniformity: within the block @ 37T : £0.2T

4. Heating Time {257 to 1007C ); = 15min

5, Display Accuracy / Display: 01T /LED

5.5pecification for DBI- V Dry Bath Incubator
1. Temperature Control Range: from 5° C above ambient fo 80°C

6. Timing Range: 1min -~ 98h59min
7. Block Quantity: 1
8. Dimensions L*W*H (mm): 250*1320*130

10. Weight (ka): 2.5

2.5pecification for DBI- || Dry Bath Incubator

1. Temperature Control Range: RT+5T - 105T

2. Stability @ 100T : 04T

3. Uniformity: within the block @ 37C : £0.2C
Across similar blocks @ 37T : £0.3T

4, Heating Time (257 to 1007T ): = 15min

5. Display Accuracy ! Display: 0T/ LED

6, Timing Range: 1min ~ 99h59min

7. Block Quantity: 2

8. Dimensions L*W*H (mm): 365*210*150

10, Weight (kg): 4.5

3.Specification for Dry Bath Incubator DEI-

1. Temperature Control Range: from 5T above ambient to 100T
2. Time Required For Temperature To Increase From 20T Ta100C : = 15min

3, Temperature Control Discrepancy: = £0.5T
4, Display Discrepancy: *0.1°C

5. Homogeneity Of Block Temperature: = £ 0.5C

6. Maximum Heating Power: 150W
7. Maximum Temperature: 105T
8, Time Range: 99 h 58 min

198

Drstribotor
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2. Timing Range:; Tmin-998min or 1sec~99%9sec
3. Temperature Control Accuracy: = + 0.3°C
4, Display Accuracy: 01T

5, Heating Time: = 10 min {from 20T to 80T )
6. Heating Parts: Heater

6.Specification DBI- V1 Dry Bath Incubator
1, Temperature Control Range: from 5C above ambient to 150C

2. Time Required For Temperature Ta Increase From 40°C To 150°C : = 30 min

3. Temperature Control Discrepancy: = £0.5T

4, Display Discrepancy: £01T

5. Homogeneity Of Block Temperature: = £ 0.5T
6. Maximum Heating Power: 2000

7. Dimension: 280 x 240 x 110 mm

8. Time Range: 99 h 58 min

BIOBASE " e -7 WP < TR PR S N 2N : Comracy +61 3 9762 2034
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BIOBASE’

Benchtop Constant—-Temperature Drying Oven Constant-Temperature Drying Oven

Features:
Features: 1. External material: excellent cold—rolled steel = ;
. . . == = BIOBASE i
1.External material: excellent cold-rolied steal with static with static coating. i

coating. 2. Stainless steel inner chambear,

2.Stainless steel inner chamber, round angle structure, 3. PID micro—compuiter intefligent temperature

adjustable shelves. controller,over—temperature protection; LED

3. Intelligent controller with PID program, dual digital display, display.

4. Double-layer glass observation window,
adjustable airtight buckle lock.

soft touch operational key, timing function and over-

temperature protection.
4. Door with wide double—layer tempered glass observation 3. No blowing, natural convection heating
window, adjustable air—tight buckle lock, and silicon rubber circulabion.
seal, which provide good seal ability and efficiently prevent
Optional:

heat loss.
1, LCD digital screen

2. Independent temperature controller

Technical Parameters:

Model BOV-T30C BOV-TTOC BOV=-T140C BOV=-TZ70C
Technical Parameters:
Capacity 30L 70L 140L 270L
- - : : : BOV-T45C BOV-VE5C BOV-V125C
Temp. Range 50~200C
| -- | Capacity 30L 45L 651 1250
Temp. Fluctuation 1T i T 3 = >
- i { Temp. Range RT+5 - 300C
Armbient Temp. RT+5-40T i |
B { Temp. Precision 04T
Timing Rangea 1-9999min i [
| ! Temp. Fluctuation =115
Shelves No. 2pcs | ; '
| | i i - Ambiant Temp. 5~-407T
 Consumption 350w | 1000w | 2000w 3000w e s T
| Power Supply | 220Vi60Hz | | Consumption 80OW 1000 W 1500 W 2500 W
Intemal Sizo(WD'HImm | 300900350 | 400°400°450 | 500'500°650 | 600%600'750 | Power Supply FvEn ” :
Package Size(W'D*Hjmm | 730°610°710 830710810 680°800*950 1070°900*1150 intornal Siza(WD*HITm .| 310°310°310 I35oeaecaes [P [
Net Weight(ig) 35 50 75 10 External Size(W*D*H)mm | 450°490°685 490530730 540540830 640630930
Gross Weight(kg) 55 80 110 150 Gross Weight(kg) 40 45 54 72
BIOBASE B S J = = Comracy +61 3 HTE2 2034
30 Distributor = w ——— 31
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BIOBASE’

Benchtop Forced Air Drying Oven

Features:

1.External matenal: excellent cool—rolled sieel with electrostatic coating.

2.Stainless steal inner chamber, round angle structure, adjustable shelves.

3.Double-layer glass observation window, adjustable airtight buckle lock.
4. Over—temperature protection.
5.0ptional RS-485 interface for software connection.

BOV-T25F/TS0FT105F/T200F

BOV-T25FITS0FIMI09FT213F

Technical Parameters:

Modeal

Capacity
| Temp. rance
| Temp. precision
.Tamp. fiuctusation
.Arnbiant temp.
| Timing range
| Shelves Mo,
| Consumpfion
| Power supply
| Internal size{W*D*H)mm

External sze(\W*D*H)Imm

Model

Capacity
Temp. range

Temp. precision

Temp. fluctuation
"mhient temp.

| Timing range
..Shehras No.

Consumphion

BIOBASE’

32
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Power supply
Internal size{W*D*H)mm

External size(W*D*H)mm

T PP AT A B PP - i ATSTRALIA : Convacs
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BOV-T25F

2501

RT+10-2560TC

+01TC

| £0.5C

| +5-40°C

| 1~8889min
\2pcs

| 500 W

| 220M/50Hz

| 300*300*270

500*450*440

Technical Parameters:

BOV-T25FII

250
.50-20(}1:
| £01C

| 1T

+5~407C

1-8998min

2pcs

B50W

220VI50Hz
300*300*280

580*500*450

BOV-T50F

S0L

0w

420350350

T10*520°620

BOV-=TSOFII

501

950w

| 420°370*350
710°560*530

+6G1 3 DTEE 2034

BOV-T105F

105L

1500 W

| 650*350*550

8405304730

BOV-T109F

11081

{1200W

| 550*360°550

| 830°610*720

BOV-T200F

| 2000 W

600*550"600

1 890*730*780

BOV-T213F

213L

1800W

| 600*550*645

880*780"820

+ Biobase Meihua Trading Co.,Ltd.
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Forced Air Drying Oven Forced Air Drying Oven

Features: Features:

1. Vertical type; Exterior material: excallent cool-rolled stesl with electrostatic coating. 1.External material: excellent cool-rolled steal, coating

2.Stainless steel inner chamber. static.

3. PID micro—computer intelligent temperature controller, over-temperature protection. 2.Stainless steel inner chamber, round angle structure,

4, Double—layer glass observation window, adjustable ajrtight buckle lock, adjustabie shelves.

Note: Model BOV-VE25F is top blowing. 3.Double—layer glass observation window, adjustable
o  wosies airtight buckle lock.

thiunah BN mouase _E 4 Over—temperature protection. i“*--_

1. Lirea LCD With function of timiig B— 5 5,0ptional RS-485 interface for software connection,

and over-temperature protection. % 1 '

2. Independent temperature confroller. ‘ :

3. Optional RS-485 interface for

software connection, w < ’

Technical Parameters:

BOV=-V3A0F BOV-V45F BOV-VE5F BOV=-V125F BOV-VZ30F BOV-VGZ5F

Technical Parameters:

Capacity 301 451 B6L 1250 2301 | 6251

| | | Model BOV-=-vV3s5F BOV=-VTOF BOV-V136F BOV-=-V225F BOV-V429F BOV-VE24F BOV-VA60F

Power supply | 220V/50Hz | 380VI50Hz _ i _ : i _ _

| i ' Capaci 35L 70L 136L 22851 4201 Ba2L \980L

Temp. range | RT+5~300°C ot : _ _ : | : |

Ternp: Tciuslion £04T "Tsmp. range | RT+10~250C (RT+10-300T is optional) , except BOV-V35F

"Tsmp. ccatiion j P Temp. precision | £0.1T

mbiﬂnt temp. . E~407T Temp. fluctuation | £0.5T

Timing range 1-8999min Ambienttemp. | +5~40T

Consumption | 800W 1200W 1600W 2300W 3000w | 5000W Timing range  1~9996min

Internal siza(W*D*H)(mm) | 310°310%310 | 350*350%350 400°360°450 500°450*550  600°500*750  660*760%1250 Shelves No. 2pcs pes Apes Bpcs

External size(W*D*H) (mm) | 450*490°685 | 490°530°730 540°540*830 6407630930 730°670*1220 890°880*1820 Consurgtion:  |E50W 1050 W 1500 W 2100 W 4000 W 4500 W 6000 W

Packing size(W*D*H) (mm) | 545%520°750 | 590°560%790 610°610°890  740*700°990 | 900*800%1300 106010801970 Powersupply | 220V/50Hz 280V/50Hz

Load per shelfishelf \48kg per shelf: 2pcs 25kgper | 25kg per shelf Internal .340*329*3213 ﬁm*asa*sm 450°550°550 | 500600750 .ea:n'fssuﬂam .awﬁmwam mo*mo*m:r |
i = Lol sheif: 2pcs | 3pos | size(W*D"H) mm | f . : | . . !

Grots weighiii) |57 |43 49 66 120 160 Sj"m“a{'w' ‘E‘.D,,H] mm 620630490 600°550'755 600°710°845 6507551045 7457501670 | 945'600"1600  1140°B00"2150

S{o]= VNS et AP P P S ATISTRALEA : Contacy +61 3 9762 2034
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BIOBASE’

Hot Air Sterilizer Benchtop Hot Air Sterilizer

Feature: = Features:

1. Exterior material: Cold-rolled steel with 1. High precision microcomputer temperature controller; Stainless steel inner chamber;
2.Time of desiccation and sterilization is obviously shortened |, forced—air convection, direct passing of dry and
hot air through heated object,

3. Over—temperature protection.

N B 4. Adjustable air outlet,timing control.
ﬂ o wun 5. Differences with drying oven:

Fan inside, no air circulation, fully sealed inside, temperature rise is very fast.

alectrostatic coating.
2.5tainless steel inner chamber,

3. PID micro—computer inteligent temperature
controller, over—temperature protection; LED

e —
4. Double-layer glass observation window,

adjustable airtight buckle lock.
5. Differences with drying oven:

HAS—-230FHAS-230FE

Fan inside, no air circulation, fully sealed inside, temperature rise is very fast.

Additional features for FE series:

1. Adjustable speed fan

2. Large LCD display screen shows the multiple data; has timing function and over temperature protection,
3. Independent temperature controller; Auto alarm for heating stop.

4, Optional RS—485 interface for software connection.

Note: model HAS—230FE has no function of speed adjustment,

Technical Parameters:

HAS-30F HAS-45F HAS-65F HAS-125F HAS-230F

Technical Parameters:

HAS-30FE

HAS-45FE HAS-G65FE HAS-125FE HAS-230FE

| Capacity .3“. :45|_ :EEL 1250 : 2300 . Model

[ | HAS-T50 HAS-T70 HAS-T105 HAS-T200
| Teme. Range |RF237800 Capacity 250 50L 0L 108L 2001
(R PEacan s Temp. Range RT+10-250°C
'Temp. Fluctuation [ ST ' . f
! Temp. Precision (03T
Arnbuant Temp. | 5~407T [ 1
i Temp. Fluctuation | £0.5T
Tmng Range {1-9999min I i
i Ambient Temp. 5407
Lmad per shelfishaif 115 kg per shelf; 2 pcs - !
: : : i : Timing Ra 1~9699mi
Consumption 800 W 1000V 1600 W 1200w 3000W bl b’ : il
F Supply 2oOVIEOHz . Load per shelffshalf 15 kg per shelf ; 2 ;.:u:s | | |
Infemal Size(W'D'Hmm  B10°10'310  360°350°950  400°360%450 500450560 | 500%450'560 |EARIBONTEON skl | S [ [ e
External Size(W'D*H)mm | 400°510°695  500°S50*735  550'550°840 636'680°015  636B80°G15 | s Stipesy [SRVON _ i _ }
F'EEHEQE SEBM*D*H ymm | B10*540*830 GE0*500*870 6706404970 TEO*TR0*070 S00*B00*1350 Internal Size{W*D*H}mm 300*301}‘2?{} 420*350*350 | 400+350*500 500350550 G00*550%600
| Gross Weight{kg) 5 |55 61 73 115 External Size(W*D*H)mm 500*450*440 710*520#520 600550755 840°530°730 890*730*780
BIOBASE" MJWIM* in AUSTRALIA : Contacy +61 3 9762 2034
36 Distributor — = — m '— -E 37
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BIOBASE’

Drying Oven/Incubator(Dual-use)
Drying Oven/Incubator(Dual-use)

Feature: Features:

1, Exterior material: Cold-rolled stesl with 1.Microprocessor temperature control, digital display.

alectrostatic coafing. 2.External material: excellent cool-rolled steel with static coating.
2, Stainless steal inner chamber. 3.5Stainless steel inner chamber, round angle structure, adjustable shelves.
3. PID micro—computer intelligent temperature 4.Double—layer glass observation window

controller, over—temperature protection; LED 5.0ver-temperature protection.

display.
4. Double-layer glass observation window,
adjustable airtight buckle lock,

BOV-D230/BOV-D230E

Additional features for E series:

1, Adjustable speed fan

2. Large LCD display screen shows the multiple data; has timing function and over temperature protection.
3. Independeant temperature controllier; Auto alarm for heating stop.

4, Optional RS-485 interface for software connection,

Technical Parameters:

Technical Parameters:
Model BOV-D30

BOV-D50 BOV=D70 BOV-D140 BOV=D240

i BOV=D30CII BOV=-D45 BOV-D&5 BOV-D125 BOV-D230 Caparily 0L 50L 7oL 140L 240L
BOV-D30E BOV-D4SE BOV-D65E BOV-D125E BOV-D230E r i : : ; :
! . ' . , ' Temp. Rangsa Incubator: RT+5 = 80T ; Dnyang Over: 80-200T
Capacity 30L 45L 651 11251 | 230L L
- ! ; - : Temp. Precisi 01T
Temp. Range Incubator; RT+5 ~ 80 ; Drying Oven; 80-250T S |
Temp. Precision Incubator: +0.5C ; Drying Oven: 1T | s Flciuaton | =05
'Temp. Fluctuation 01T Ambient Temp. +5-35C
| Ambient Temp. 5-35T _ _ _ _ Timing Range 1~89989min
5 3 | | | o il
Consumption as Drying Oven | 800W 1200W 1600 W 2800W 3000 W —— o
| Consumption as Incubator 300 W 300 W 400 W BOD W | 700W i : ' = = -
L - L r ! : Consumption 550W 850W 100w 150W 2050W
F'mmr Supply 220VI50HZ E i : ; ; i
| T T 1 T Power Supply 220:M50Hz
Internal Size(W*D*Hjmm 310%310°310 350°360*350 400°360°450  500°450*°550 | 600°5004750 ) | : ) ; .
External Size(W'DHImm  450°490°685  490°530°735  540°540°830 640°630'930 | 730°670*1220 Intemal Siza(W*D*H)mm | 300300°270 | 420'350'500 | 400°350'500  |400°550'650 | 500600*750
| Gross Weight(kg) Ie 58 60 . 5 External Sze(W*D*H)mm 509*450*440 700°500'520 600850750 | GOO7I0'BAS 65075541045
BIOBASE® mmmfmf in AUSTRALIA : Contacy +61 3 9762 2034
38 Distributor - -‘--:-:F" ——— 39
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BIOBASE’

Vacuum Drying Oven

Features:

1. Exterior material: Cold-rolled steel with electrostatic coating.

2. Stainless steel inner chamber.

3. PID micro—computer intelligent temperature controller, over—temperature protection; LED display.
4, Double—layer glass absarvation window.
5. Optional air inflating port for gas replenishing.

Technical Parameters:

BOV-T20V

BOV-T50V

BOV-Fa0V

Vacuum Drying Oven

Features:

1.Integrated design of vacuum oven with pump.

2. Auto—pumping can be achieved by setting vacuum degree as nesds.

3. Duct with air filter inside to ensure long service life of vacuum pump.
4, Digital display vacuum degres, pointer meter.

Technical Parameters:

+ Biobase Meihua Trading Co.,Ltd. ————

BOV-FI0E

Capacity

”Temp. Range

:;remp, Pracision

:-Tamp, Fluctuation
."I.l"awum Dagrea
"Cmsumpﬁun

‘Power Supply

. Intamal Size{W*D*H)mim
"E}demal Size(WD*HImm
Gross Waight{ka)

40

20L
RT+10 ~ 250°C
0AT

=5

..€133pa

: 800w

: 220V/50Hz
“Elﬂl}*mﬂ’E?D
480*480"605
-52

1400W

415*3T70%340
560*540*680
B2

20000

450*450*450
640*520*780

105

Model BOV-FS0OVE
Capacity 0L
"Tamp. Range .RT+1L'I — 250
| Temp. Precision éllﬂ:
"Ternp. Fluctuation | =10
."n.l"ac:..lmn Degraa ;{‘133[:3
"Gunsumpﬁun Hmnw
| Power Supply | 220V/50Hz
"lntarnaf Size(W*D*H}mm | 415%3707340
‘Extornal Sze(W'D'H)nm  560°540*1330
| Gross Weightikg) ;‘115

(S0 AN e o o e - in ATISTRALIA : Conracy +61 3 D762 2034

Drstriboaior

‘—%‘f

ﬁw-—-z

ww.chromalytic. net.an
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| 450*450°450
6106101350
7

41



BIOBASE’

Vacuum Drying Oven High Temperature Drying Oven

Features: 1.Internal material is mirror stainless steel .

§ Shinless stestinnar shambar 2. There is a test hole of diameter 50mm on tha laft side of the cabinet.

2 Microcomputer temperature control, high precision, digital display. 3.Optional independent temperature controlier.

3.Double-layer tempered glass observation window. Can fill inert gas in the 4. Optional RS485 interface for software connection

chamber,

4.Shortest heafing time, reducing over 50% than the traditional vacuum oven.

Technical Parameters:

Technical Parameters: Model BOV-H50F 9 BOV-H125F BOV-H216F
Model BOVW-25Y BOW-=-50V BOWV=-90Y BOW-90VA Capag[y [ 50L 'Qﬂ:l_ 1250 [ 21601
Capacity | 286 | 50L 190L |o0L _ | Temp. Range | 100-400C
Temp. Range :ﬁ;rﬂﬂ -25'.'lf - - - . _Tamp Precision Uﬁ:
i Digpiay i LED (LCD is optional) __Tamp Fluctuation _ 0.57T
| — I Ambiant Temp. +5-407T
BOV-90V/BOV-80VA | Temp. Precision oie e s
_"u"amurn Degre-e ! -::133pa{ElD‘I.F Q{ZIVA, autumahc vamum} ISraves o i 2pcs
ot T L il | Consumption 2500W 3000W | 3300w | 3500W
| Chamber Material Stainlkess steal _ Power Supply 220VIS0H 2
Timing Range 1-9999min | Internal Size(W*D*H)mm 350*350*400 450%450°450 450*500500 | 600600600
Shelves No. pc ' 2p0s External Size(W*D*H)mm 540°660°615 620745645 620*800°700 650°750°750
h\'.-_ ' 'Gum-.umpuun 500W 14000 1400w 1400w
b Power Supply 220VI50Hz ) ' _
BOV-50V/BOV-25V/ intemal Size0W*D*H)mm | 300*300°275 | 415*370°345 | 450°450°450 | 450*450°450
BOV-50VI/BOV-25VIl  External Size(W*D*H)mm  580*450*450 | 720'525'635 6155001470 6155001470 |

Large Forced Air Drying Oven

Technical Parameters:

+ Biobase Meihua Trading Co.,Ltd. ————

BOWV-25VII BOV-50VII
_ _Gapacil)f 525. EO‘L
 Temp. Range 'RT+10 ~ 200C !
Display LED (LCD is optional) | Features:
TE”‘F' Pracision 01T . 1, Exterior material: Cold-rolled steel with electrostatic coating; stainless steel inner chamber,
Bl 59'5;? 2. PID micro- fer intelligent t t troll —t ture protection; digital disp!
/AT Degree = ; micro—computer intelligent temperature controller, over—temperature protection; digital display.
Ambmnt Temp 45-407T 3.Convenient double door construction.
 Chamber Material | Coki-rolied steel sheet | Technical Parameters:
T‘mng Ranga f1_~9999m|n o
Shm‘*'ﬂﬂ Mo, ;1F"'3 529"-33 Model Internal Sizelmm) Voltage{V) Temp. Range(T ) Temp. Precision('C )} Power(KW) Blast Power{W)
Gmsmﬂphun so0W 1400w .
P Supply EEZGVIE‘QHZ | . BOV-L640OF | 800°800*1000 | . 12 | 750
Internal Size(W*D*H)mm 5309*300*2?5_ 41543707245 | BOV-L1500F = 1000*1000*1500 : 380 50 ~ 250 = i _ 12 | T80
External Size(W*DrHImm | 580"450%450 5?20*525*535 BGV-LE'DTCIF 160012001600 24 : 750

42
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BG1000A Electrolyte Analyzer

11. Exempt of routine maintenance, this greatly lightens the burden of operators; In—side software self-checking
can suggest users eliminate the malfunction in fime.

12, Advanced and reliable fluid position examination technology can save reagent.

13. Adopt built—in operating system leads to a reliable performance. Users can modify each setting to meet
different requirements

14, The guality—control inspecting function can track the accuracy of the instrument.

Technical parameters:

Test Object Linearity Repeatability(Cv) Stability
K £ 0. 3mmaolil l=1.0% £ 0.2mmolLh £0.2mmolL
Ma® £ 2.0mmolil = 1.0 % + 2.0mmolLh = 3.0mmaol/L
Features:
1. It can measure the concentrations of K+, Na+, CL-and Ca++ and PH values. i AL e At e
2. Applies ISE (lon Selection Electrode), which gives the instrument the advantages of minimum maintenance, o .
PP ( : 9 g ca 2 0.2mmoliL <20% +0.2mmolLh +0.2mmollL
easy assembly and disassembly, as well as stable and reliable measurements. _ i |
3. Working Mode: Normal mode: automatic calibration; this mode adapts to large and middle scale hospital with pH e l=1.0% +0.02h

large sample volume; Sleep functions which can save reagent,

Saving mode: 24 hours reagents consumption is only 7ml when it does not measure. Standard Ca" and Total Ca™(calculating valua)
This mode adapts to hospital with small sample volume. '

4, Each test channel can be closed separataly, So it is convenient to do emergency measurement.

5. MO0mm*&0mm LCD display, automatic screensaver, friendly interface, and easy to operate. Sample: Serum, Whole Blood, Plasma, and Diluted Urine
6, Minl thermal printer can print repeatedly at any moment. It is convenient to feed paper. And the print is very Sampla Volume: 100ul

clear. Testing Time: = 60s

7. Revising dates automatically to ensure the accuracy of data. LCD display: 110mm*65mm

8. It can savei500 test results, data will not be lost even if the power is cut off. Users can Inquire or print at any Temperature: 10T —307C , Humidity: = 85%

momeant, Power Supply: 110V220V £10%, 60/50Hz

9. The instrument is equipped with a RS232 seral port, which can be connected to computer. It may collect, Package Size(W*D*H): 380*345*435mm

manage and print measure result by relevant software, Gross Weight: 9kg

10, It has electrode—checking function. Users can do corresponding maintenance according to checking result

0]V T A P < i ATISTRALIA : Contacy +61 3 9762 2034
224 Distributor T =S - - 225
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BIOBASE’

BIOBASE Auto ELISA Reader

The product can be widely used in the fields of

hospital clinical diagnosis,immune pathology

testing, microbial antigen and antibody
detection,parasitic diseases diagnosis,
blood disease diagnosis,endocrine disorder

measure,plant diseases and insect pets

Studies and other fields,

Technical parameters:

Model name

Type
| Plate type
Light sourca
Deatector
 Wave length
Optical Filter

j-_aﬁ.bsurbanc;e range

Measurement
moda

Calculation mode

' Repeatabilty

Stabiity

| .Rem;.i_t_iun

. .Reading speed

. .th&
plate mode
Display

| Interface

| Printer

. .F‘u'l.wr sSuppty

190

BIOBASE-EL10

: Sami auto
. Any format

e
-
e

BIOBASE-EL10

BIOBASE-EL1DA

j Full auto

BIOBASE-EL10A

48~hole,96-hole microplates or bars.

Single light source,Halogen tungsten Lamp,with

an average life expectancy = 5000 hours

| USB printer interface RS232
' Buit-in
AC220VH10V +10% 50/60Hz

screan input

Pistrrbutor

——— "

' Photomuttiplier Tube ' Silicon photocel
- 400nm-700nm ' 400nm-750nm
' Standard 405,450,492,630nm ,other wavelenaths can be
optional
| 0.000-4.000Abs .
Manual single-waveleng . Single-,dual-wavelength automatic
(vertical single=optical-channsl ) maasurement
' Qualitative (S/CO, PIN. N/P. o o
Inhibitory rate, etc ) and g"rﬂf” Jops Lﬂfhﬁem
_ Cuantitative analysis
OV < £1% OV =03%
=% 0.0034bs
| 0.001Abs
= Gs/96well plate,single wavelength
5 strangthifrom weak to strong) can be set time 0-240s
adjustable
LCD and Merm } y Large—screan LCD display,touch

: (Optional)External wide-line printer

BIOBASE-EL10B Fully automatical ELISA Reader

Advanced optical system

1. B channel optical fiber system enables 5 secs' reading for 96 well plate

2. Auto position function, ensures accurate results

3. Bichromatic measurement, Multi-calculation methods include ABS, Cut—off , Linearity and Log.
4., 405nm, 450nm, 492nm, 630nm, 4 free positions

Intelligent software

1. Big LCDO, question and answer mode for program, humanity design, easy fo operate
2. PC controlled, Elisa WorkStation Function

3. Self-test enables normal condition for any operate

4, Plate shaking modes editable, enables excellent mixing, giving the reliable results

5, Multi-test Methods, gualitative and Quantitative Test

6, Critical value analysis, quantitative analysis, quality control atc

7. Large storage capacity for 28 test programs

8. Intelligent Operating software, able to communicate with PC

Specifications

1. Plate Type: 96 or 48 well plate or strips

2. Reading Speed: 5 second for 96 well plate

3. Light Source: Cold light source

4, Wavelangth Range: 340-750nm

8. Filters: 405nm, 450nm, 492nm, §30nm, 4 open posifions
6. Linearity range: £1%(0.000-2.0004bs)

7. Measure Mode: Monochromatic , Bichromatic

8. Plate shaking : Time &Speed adjustabie

9. Display: 240*1Z8LCD

10, Interface: Bi—directional LIS interface for data transfer and handling
. Power supply: ACZ2200V110W £10%,50/60Hz

12. Dimansion: 440(L)mm*305(W)mm*154(H)mm

13. Net weight: 7kg

=10l VNS N T P BT A P AN < in ATISTRALIA : Contacy +61 3 9762 2034

ww.chromalytic. net .l
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BIOBASE’

Automatical Microplate Washer BIOBASE-MW9621/9622

Features:

1. It can be adapted to the 96— and 48—-well Microplates.

2. Regulates rinse position of cleaning head according to
user reguirements.

3. Chooses fo set washing parameters for different effects.

4, External programming/downloading available through
RS5-232 ports,

Technical parameters:

Model BIOBASE-MWI621
' M'rcmmata Types 4B-welr OF—wall
Wasl'ung Autunmlu: washing 5 ways

Washmgmamwmbarﬂfmu‘upiate 1rﬂ.wperﬂma“f-12rmnrs

Amga Residue EuE perwell

| Dispensa Precision = 3% CV

I Shakrng Sways

. Mammy “100 ;:-H-'ﬂgran‘»s
| Wash Cycles 1-20

Programmable in seconds, up to 20 Programmable in seconds, up to 20

Automatical Microplate Washer BIOBASE-MW9623

Specification:

Flexible and easy to use

1. Large and high brightness LCD display, intelligen
t software, easy to operate

2. Pre—washing function to avoid tubes plugging

3. Self calibration and trouble alarm function

4, Mew protection design,no liquid spiling

5, Two groups of needles on washing head to mini
BIOBASE-MW9622

mize carmyover
A8=-well, SE=well 6. Large memory to store up to 100 programs
Automatic washing 5 ways : 7 A0different shape plates acceptabla

I ——— 8. Several washing channels for use

2ul perwell
= 3% CV

Advanced washing system and intellige
5 ways

=it nt software:
100programs

= 1. Residual volume = 2ul, ensure excellent washing
1=20

2. Flat, U or V—bottom plates and strips washing

| Soak Time g m.mm 3. Multiple modes for washing, low air bubble
- = 4, Strong washing function, bottom washing and two
| Anti-overflow Excaasﬂud automatically discha d Emassﬂ id is automatically discharged. : 5 :
E i il i Lok i : J positions aspiration make completed washing effect
5. Automatic monitoring of vacuum and pressure,
o automatic rinse cycle
Working Environment: Accessory:

1. Environment:
a) Operating Temperature: 15° Cto 30° C;
b} Relative humidity: = 809
c) Range of atmospheric pressure: 86.0kPa ~ 106.0kPa
d) Surrounding environment: Non—corrosive gases, no
mechanical vibration
and no strang magnetic field interference.,
2. Elactrical; 220+22Volts AC 50+1Hz
3.Power: = BOW

192

6. B—channel or 12 channels optional
7. Plate shaking and soaking function, time of speed
is adjustable

Power Cord, Fuse Tube, Wash Bottle, Waste
Bottle, Pass MNeedle, Silicone Tube, Cleaning

head, Manual, Warranty Card
8. 5 positions of needles are adjustable,

fit for multi—kind of plates
Parameter:

NG i e Bt P P - in ATISTRARNA : Contacy +61 3 9762 2034
Distributor T = - - -

—%‘:ww chromalytic.net. au
wmgrnamil ;o wmanles GO -l'.l'lrl:u:llIl.-l:I'l e

-;__,[:L'.|| Li...\ M.ul W [T
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Plate: 48/36—well

microplate and trips (U,V, Flat bottom)

Residual Volume: = 2ul

Dispensing volume: Adjustable from 50 to 200 ul
Wash cycles: 1-16 optional

Mode of wash: From 1 to 12, row and rank, selectable
Soak time: Up to 990 seconds adjustable

Shake time: Up to 990 seconds adjustable

Display: Large LCD

Channel: 1 washing channel, one distiled water chan
nel, one waste liquid

Memaory: up to 100 programs can be stored
Interface: RS232

Dimension: 440{L) mm = 306(W) mm = 154 (H) mm
MNet Weight: 7.5kg

Power Supply: ACZ20V £10%, 50/60Hz; AC110V £10

%, 50/60Hz

123
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BIOBASE

Deck Mounted Eye Washer

Materials: Solid thick brass

Coating: High gloss epoxy powder, resistant o chemicals, UV fading and heat.
Sprayer head: Soft rubber, softenad water spray for eye protection

Dust cap: PP, removed automatically when eye washer is operated

Switch: Automatic trigger locking for easy hand-free use

Valva: None-return valve, shut off automatically

Hose: Langth 1.4m, PVC with stainless stesl net

Max. Working pressure: 7Bar

Lo
EW-DM2 EW-DM1 EW-DM3

Removable Eye Washer

Installing: Desk &wall mounted, can be also drew out.

Body: Densely PP material. The valve can close automatically, safe seal.

Sprayer head: The eye washer head, softer water spray for eye protection; the dust shield cap can be removed
when eye wash operated.

Function:On the basis of the water pressure, the valve for flow control can be adjusted in order to adapt for the
Eyes.

Switch: Automatic trigger locking for easy hand-free use

Soft Pipe: length 1.5m, pp material Water static pressure Max. 7Bar.

EW-R1 EW-R2 EW-R3

w.chrom alj tic.net.au

S Ny
= e

Wall Mounted Eye Washer

Material: 304 stainless stesl | Epoxy coating
stainless steel

Eve washer bowl; stainless steesl / PP bowl,
water bore is made of PP{ABS shield cap),
safe green,installing convaniently.
Finish:Exquisite polished/high gloss epoxy
powder, resistant to chemical&Uy,
Sprayer head : Water bore has been
treated with; make the water more mild and
abundant.

Switch: the sign of operation Is near by the
knob, operate simply.

Wall Mounted Shower Eye Washer

Sprayer head : The fiux of spray head showerfuwasher is ample, installing conveniently, saving space.

Tube:The body of tube is made of stainless steel; make sure the products firm and high quality, be resistant to
the chemicals,

Switch: The sign of operation is near by the knob, operate simply.

S-WmMz SCM-3 SEW-WM1

s 203
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BIOBASE’

Combination Emergency Shower Eye Washer

The whole body is made of stainless steel which will be accord with the lustration grade, firm and resistant
chemical.

Eve washer is suitable for cleaning eyes, face and hands; the spray head can be used for washing the whole
body.

Switch of the spray shower is controlled by the top of the handle, the flow is steady and ample.

Height of the bowl is condign, couple water bores humanistic design, the heigh and angle design is according to
the proportion of the face.

SEW-C1 SEW-C2

Bacterial Colony Counter

The Bacterial colony counter is a digital displayer for counting the germs,

It is made of counter, pen, counting cell.

The counter is made of CMOS integrated electric, LED Nixie tubsa.

The word high is 13mm , it is clear and brightness, work in private use
pen, it is sensitive and accurate, there are two kinds of light source, and it
is adjustable.

This eqguipment could less the experimenter’ s labor intensity, increase
the efficiency and quality.

It is widely used for bacilli inspection of food, drink, medicine, biological,
make-up, health products, Water for drink, domestic sewage, and
industrial water.

It is the required equipment of all kinds' health station, environmental
monitoring centre, food hygiene, testing centre, hospital, Institute of
biological products, laboratory for the control of drugs, Commodity
Inspection bureau, the made—up factory, the laboratory of university and

scientific research institutions.

Technical Parameters:

Model Specification

BC-A , It is made of counter, pen, counfing cell; Suitable Petri Dishes: 850, 890mm
BC-24 i It is made of counter, pen, counting cell, Suitable Petri Dishes: 890mm
BC=-5l It is made of counter, pen, counting call, Suitable Petn Dishes: @90mm

| Automatic, Optical amplification 5 x 10 x, reflection and transmission illumination
BC-6 | Counter range: 1-999
i Suitabla Petri Dishes: 850, 890m

| Automatic speech to read count results

| Optical amplification 5 x 10 %, reflection and transmission illumination
| Counter range: 1-889

i Suitabla Petri Dishes: 850, 890m

BC-6A

=10l VNS N T P AT A B P AN < in ATISTRALIA : Contacy +61 3 9762 2034
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S BIOBASE

Flake Ice Maker Technical Parameters:
FimM4D FIMS0

Application et it i = =
Ice storage capacity(

It is widely used in hospitals, schools, laboratories, research institutes and so on, as well as for food preservation ! o) .15

in suparmarkets, fishing refrigeration, medical applications, chemical, food processing and other industries. |fcn stwpe bl colrmerchishdics e
Input cumrentiw) 360 380

Features External size{L"W*H) 400*543*720mm

1. Main body is high—quality staniess steal, anti-comosive and durable

2. Intemal chamber s actad with fiuorme—free foam thermal cover featuning good nsulahon effect.

i - nggoocine Technical Parameters:

3. Fluorine—free R134a compressors, safe and refable.
4, Microprocessor computer controlied.

5.1talian Haftec two—stage reducer and Korean GGM motor makes low noise, Cooling holes and blower fans top ice making capacity(kg/24h) &0 70 85

design ensune rekably | ! i
ice storage capacity(kg) 25

6. Patented technology makes hegh cooling efficency and large ice—making capacty. [

7. The screw extrusion hob—style ice—-making type makes a compact structure, realizing ice and water automatic ice shape: Smal particals of iTeguiar snow ice

Separaton. input curmentiw) 420 460 480

8. The unique float-type water tank water inflow system ensures that there is no residual water, no ice Cearance ' | B
Exdemal sire{l "W*'H) 400" 510" B26mm

rocess, no waler wasting, and makes them water and energy saving.

9. They have ice full display, water deficiency display, overcooling protection display and malfunction waming
display, etc. for shuldown protection. The stop automatically in case of ice full or walter deficiency and start
automabically when power or water supply is resumed. They have automatic reminiscence function.

10. The ice made is small shaped, amorphous granular flake chipped ice, which can infiltrate into namow spaoce,

Technical Parameters:

featuring fast cooling speed, good ice bathing effect. It is specially designed for laboratories. _m | - .m o _15]_
11. There are power switch and function indicators deployed in the front with detaied instructions. It is intuitive lce stroage capacity(kg) 40
and easy to use. Vanous salety parformance indicators have passed elecinical tests, they are safe and reliable. lce shape 'wmdm ice
Input curentiw) 520 550 680
External siza(L*"W*H) S00*5611*940mm

Technical Parameters:

Technical Parameters:

lteam Mo FiM200 FiM250

lce making capacity(kg/24h) 200 250
lca making capacity(kg/24h) 20 30 - . p=—"
| - . lce storage capacity(kg) 60

lca storaga capacity(kg) |10 : :
. . : . | lca shapa | Small particals of irregular snow ice
lce shape Small particals of iregular snow ice g : :
A : .?Bﬂ_ | 300 Input currentiw) 1040 _1101]
External size(L*W*H) 330*480*605mm  External size(L*W*H) | 680*611*1100

+ Biobase Meihua Trading Co. Lid. ————
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BIOBASE’

(Gas Generator

Technical Parameters:

Modei HGC-150 HGC-300 HGC-500 HGC-1000 HGC-2000 HGC-3000
Output Flow{mlmin) 0 =150 '0 310 'EI 510 fﬂ ~ 1020 (0.~ 2020 0 - 3050
Hydrogen Generator—Conventional | Output Pressure ( MPa ) | 0.02 ~ 0. 4MFaﬁJ 02 ~ 0. ?\‘-."IF’a {under stable prassura} : .I
‘Hydrogen Purity (%) > 99.999
"G.r:;nsurnpibn a':-wn | <80 <150 _4:290 _ <500 jﬂﬂﬂﬂ _ <1500
.Puwerauapiyi"v"} ..1104’220"!."'116%, 50/60Hz ) ” “ :
.Extemsl Sizel L*W*H ) rnm} 4207227352 458“23)*330 TEIJDMED*BIJG
Application . Water Requirement Water resistivity = 1MQJ/cm
1. Fuel gas and carmrier gas for GC (Gas Chromatography). _NBI Waight (kg ) ! <15 < 20 < 60

2. Reaction gas for ELCD (Electrolytic Conductivity Detector).
3. Reaction gas for AED (Atomic emission detactors).

Hydrogen Generator

+ Biobase Meihua Trading Co.,Ltd. ————

Features e
1. Easy to operate, safe and reliable, adding Ive only for one —
Features and Advantages time, only replenishing distilled water, switching power on to @
Features and Advantages produce gas{available for several sets of gas chromatography). ‘ =
1. Adopt the world's leading SPE/PEM technology to produce 2. Deavice for preventing backflow of lye, tr
hydrogen by electrolyzing pure water. = 3. Drum—shaped electrolysis cell, high—-grade stainless stesl
2. No longer need to use dangerous and expensive hydrogen 316L used as material for electrolysis cell.
cylinders. 4. High electrolysis efficiency, Gas purity and output flow will l !
3. High purity hydrogen (99.999%~99.8999%), stable output stay regular under continual use.
flow, safe and convenient to operate, various alarm devices (over
pressure alarm, water shortage alarm, water accumulated alarm). Technical Parameters:
4, Easy to operate, safe and reliable, generating hydrogen through
electrolyzing pure water, switching power on to produce gas HG_E[m FATORY
(available for several sets of gas chromatography). _ Output Flow (mb/rmin ) 0~3ﬂ-|:r 4t it
5. High electrolysis efficiency. Gas purity and output flow will stay =  Output Pressure ( MPa ) 'H‘*
reqular under continual use. » Over pressure Protection ( MPa ) {045
6. High reliabiiity, easy to maintain. | Hydrogen Purity (% ) }99999
7. Match with all kinds of GC. "Puwer Supply (V) 511m¢1q%_ E0/ROHz
8. No corrosion and pollution. [ Gonsumption (W) o180 | eano
External Size (L'W*H) (mm ) 420227*352 |
Net Weight ( Kg) <5 |7
21[0]= VA N T AR P P < i ATISTRALIA : Contacy +61 3 9762 2034 .
206 Discributor == -'-.-:-:r-_ E 207
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S BIOBASE

Nitrogen Generator
NHA Series Nitrogen & Hydrogen & Air Generator

Features:

1. Nitrogen generators supply Ideal ultra pure nitrogen for GC{Gas Chromatography), LC/MSI(Ligquid
Chromatograph/Mass Spectroscopy ) and Thermal Analyzer,

2. Continuously generate ullra pure nitrogen through Pressure Swing Adsorplion (PSA) technology.

3. No longer need to use inconvenient and dangerous high pressure nifrogen cylinders in laboratory.

4. Compact structure. Take up very iittle laboratory space.

Features:

1. It can replace traditional high pressure cylinders, N2, H2 and air are generated separately or together,

intermittently or continuously. The purity of gas will not decay for long time use.

2. Easy to operate, switching power on to produce gas, regular output flow, completely automatic tracking

equipmeant.

4. Generale nitrogen through world” s leading Pressure Swing Adsorption (PSA) technology, which replaces the

traditonal electrolyte separation technology.

= 4. It is safe and convenient to operate, has no comrosion toward instrument and supples gas for 24 hours.

@ 5. Generate hydrogen through world leading SPE (PEM) technology. No longer need to add lve. Without alkali
6. It' s powered by whole sealing silent air compressor. Afler purification, water, oil, dust and impurities are

. removed. Through pressure stable system, pure and sient ar is finally produced under stable pressure.

|
a8 eea-n

Technical Parameters:

Technical Parameters:

Model NG~300 NG-500
Output Flow { mimin ) 0-300 0-500 . . .
Output Pressure ( MPa ) 0-0.4 e enddct il pae 10 Lt
- Output Pressure ( MPa ) 0~0.4
Purity (%) 99.90 —— ' B
. . Three~level Purification
Power Supply(V) 101220V £10%, 50/60Hz Purity(%) 99.99 199,909 £0,0.039%
Surrounding Requkement 0-40'C , no dust and corrosive gas . . Carhisiausiill
| Consumption (W) <180 s o A !ﬂﬁﬂ
, - - Power Supply(V) [ 1104220V £10%, 50/60HZ
| External Size (L*W*H ) (mm) 460*200*760 Extarnal Size ( LW*H) (mm) 460440460

TN it e il i P P2 - in AUSTRALIA : Contacy +61 3§ 9762 2034
208 Distributor S — T - 209
- SR
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BlOBASEh + Biobase Meihua Trading Co.,Ltd. ————

Automatic Glassware Washer All cleaning racks can be removed completely, convenient to washing rack pipeline

Standard rack Flask rack

Petri dish rack Wide—mouth bottle rack Fipette rack

Main Characteristics

1. Perfect cleaning for glassware external and inner surface (top and bottom are amanged rotary spray arm with Technical parameters:

many nozzles to achieve cleaning all range angle; top nozzle and cylinder fan-shaped incision design, 360°
Cia.aﬂ"ng vessel inner Surfacﬁ1 Model BEK-LW120 BK-LW220 BK=-LW3z20 BE-LW420

2. Independent air heater with circulating fan, improve the drying efficiency, the drying temperature can be set
50-80°C, ! . : :
3. Fully stainless stesl structure (SUS204 or SUS316). Capacity 120L (22001 J20L 420L
4, PLC control system, stable and reliable performance; Double temperature control for water and air [ ' ' '

ExternalSize ( L'W*H ) 880740850 | 710°680*1750 T10*680*1800 HO0*S00*2000

Water Consumption/cycle  [10L [15L 18L 250
temperature; Automatic fault diagnosis function. . | | |
5. Electronic security door lock: double protection for water temperature and air temperature, over temperature Iniet Water Pressure 0.3-0.8(Mpa)
Eeieahon. Max Noise < 50(dBa) < 55(dBa) < 55(dBa) < 60(dBa)
Standard Washing Procesure(can be self-designed by the user) Power Supply 220V, S0HZ | 380V, 50/60HZ
Pre—-cleaning — Washing with alkaline cleaner — Washing with neutralization Rinse — Washing with hot Consumption 6 KW 47 KW '19 KW .ﬂm

water — Drying with hot air : Ll il 1 ll

Z{[0]=T N W s T A B P~ in ATISTRALIA : Concacy +61 3 DTH2 2034
222 Distributor T =S - - - 223
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+ Biobase Meihua Trading Co.,Ltd.

Heating Mantle

1.Electronic Controll Heating Mantle

HM—|

1. Cold rolling sheet stretching and spraying exterior.

Features:

Z2.Electronic tempearature regulation mode with characteristics of stepless speed adjustment, uniform
temperature, fast heating—up, and safety and durability.

3. Featured by anti—cormosion, age-resistant, durable and safe.

4, Beautifully shaped, easy to operate and effective.

Technical Parameters:

Model HM =1

'E“aﬁa““ 50 100 250 600 1000 2000 3000 4000 5000 6000 10000 20000
s : .

;““ Vi 220V/50Hz

Max Use

Temp(C) 450

Cmsumphun{‘u'lf} 80 [100 |150 | 250 |350 450 1600 700 800 800 1200 2400

| Waorking Time

| continuous
E:demal 42004160 & 260 4300 | $300 ¢ 310 $350 | #350 420 450°450
Size{mm) 200 *230 (=280 *250 *270 (=270 =320 *380
Packing Size 230*230*70 280290 330°330 | 330°330 330"330 380°380 38B0*380 450*450 500*500
L WHD*H Ymm) #2320 250 (%270 *270 *290 (%290 *340 *400
MNet !
; Z 35 4 & (5 7 i 10 21
Waight(kg) |
| Gross j
| Weight(ka) 2.5 4 5 7 T 8 |8 12 26
BIOBASE P <" -~ "7~ 7 ~ —- 7 g g o~ <
130 Prstribotor

2.Magnetic Stirring Heating Mantles

L

|

n

] HM-I

1. Cold rolling sheet stretching and spraying exterior,

Characteristics:

2.Electronic temperature regulation heating mode and maanetic stiring; with characteristics of large heating
area, fast warm—-up, high temperature evenness, accurate tem—control, time and cost saving.
3. Heating and stiming can proceed simultaneously; stepless speed adjustment.

Technical Parameters:

Model HM=II

Capacity

e 501100 | 250 500 1000 2000 3000 4000 5000 6000 10000 20000
Power .

ooy | 220V/50Hz

Max Use

Temp(C ) e

w‘:,}"‘"’”' oHon | o1 100 |80 250 | 350 450 600 700 800 900 1200 2400
Speed (rpm) | 1'.1"1400

Waorking Time | continuous

Extarnal s $260 300 #4300 | 310 | $350 | 350 | $420  450%450
Size(mm) 200 230 250 260 %210 270 *320 *380
Packing Size | i 200290 | 330%330 330°330 330°330 380%380 380380 450%450 600500
(WDH mm) | 20 2 *290) *60  |[*270  |*270 | *280 200 *340 “400
et !

Weighttay |25 4 5 7 7 g 9 12 23
Svee 2.8 4.5 6 8 8 10 10 14 28
Weight(ka) | < :

= fm ANTSTRALLA f-ﬂ.ll.-‘lﬂ +G1 3 ATHE 2031

Em-ﬂ--z 131
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BIOBASE’

3.Digital & Magnetic Stirring Heating Mantles

Features:

1. Cold rolling sheet stretching and spraying exterior.

2. Auto temperature control digital display and with stirring function,with characteristics of large heating area, fast
warm-—up,high temperature evenness, accurate tem—control, time and cost saving.

3. Heating and stirring can be used simultaneously, stepless speed adjustment.

4, Featurad by anti—corrosion, age—resistant, durable and safe.

5. Adjustable Sensor Rack with Stainless Rods.

Technical Parameters:

Model HM=lII

4.Several Rows Electronic Control Heating Mantles

Features:

HM-=1V

1. Cold rolling sheet stretching and spraying exterior.

+ Biobase Meihua Trading Co.,Ltd.

2. Electronic temperature regulation mode with characteristics of stepless spead adjustment, uniform

temperature, fast heating—up, and safety and durability.

3. Featured by anti—cormrosion, age-resistant, durable and safe.

4. Sewveral Rows type, produce as Customer inquiry, beautifully shaped, easy to operate and effectiva.

Technical Parameters:

Eﬂﬁ';'a“"-" 150100 250 500 1000 2000 3000 | 4000 5000 6000 10000 20000

Power i

S | 220V/50Hz

Max Use

Temp(c) | *°

msm““”' |80 100 150 250 | 350 | 450 600 700 | 800 400 1200 2400

Speed | 0-1400

{r.p.m)

_W"”'“'"g continuous

fime

Extarior | $220 $280 | $330 4340  $340 4350 | #350 | 4425 |500°510

size{mm) *165 220 %230 *245 *245 250 270 320 300

Packing size | 230°215 280°280 345°200 | 345*200 |345°200 300390 | 3007390  470°470 |540°540

{ WFD*H J(mm) | *195 *300 350 *350) *350 310 340 380 *420

S 25 55 6.5 75 75 85 85 9.8 21

wEighu:I{gj | - ' { u u v ' £l

Gross | |

Weiaitig):. (28 6 7 | 8 8 9.2 | 92 12 26
BIOBASE PP e e o PP ot

132 Distributor ——

Capacity [:‘j: Consumption Working Exterior Size Packing Size ity e den
~apac QNS LT ] Brior aize s B - J
rodel  LROWS o) Temp  (KW) time (W*D*H)(mm) (W*D*H)(mm) ' eight Weight
c) (Kg) (Ka)
100 10072 280"140*106 | 320*180™80 |4 5
T 250 [150%2 32060170  36000%200 |4 5
i 500 {250%2 360™180*180  (400*220*210 !4 5
1000 1350%2 420°210°200  460*250%230 |7 8
100 11004 53014060 57018090 |8 10
{ 250 1504 610*140™1086 [650™190*200 |8 10
HM-I IFRuur | 0 i { Coutinuous i i i
[ 500 { 250%4 690*180*180  |[730%220%210 (& 10
1000 {3504 8107210200  |B50*250%230 |14 16
100 00%6 820"140*160 | BG0*1BO™30 12 15
g 250 (150%6 S940"60"70 980"S0%200 |12 15
|l
HM-IV | L ! | ! !
NS 500 | 250%6 1060*180*180  100*220%210 12 15
1000 |350%6 1240%210°200  [1280%250%230 |21 24
= e ATTETFALEA =_£:_un:£ﬂ +H1 3 9TEZ 2034
= IS - 133
= Mo

-

x,

. o
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BIOBASE’

Hematology Analyzer

Automatic Hematology Analyzer mainly used to detect the parameters of the series of red blood cells and hemaoglo
bin, platelet and leukocyte in the Dlood.

It is a vitro diagnostic equipment which is applied to quantitative analysis of blood cells of clinical and laboratary.
The machine is mainly used for the quantitative measurement of the blood in the 19 parameters and 3 histograms:

1 The total amount of WBC WBC
2 The amount of Lymphocyte Ly#
3 The amount of Monocyte MO#
4 The amount of Granulocyte GR#
5 Lymphocyte percentage Ly%
6 The percentage of mononuclear cells MO%
7 Granulocyte percentage GR%
8 The total amount of red blood cells REC
9 Hemoglobin HGE
10 Hematocrit HCT
11 Mean volume of red blood cells MCW
12 Mean corpuscular hemoglobin MCH

13 Mean corpuscular hemoglobin concentration  MCHC
14 Red blood cell volume distribution width Coefficient of variation RDW-ov
15 The standard deviation of red blood cell volume distribution width RDW—=sd

16 The total amount of platelet PLT

17 Mean platelet volume MPY

18 Plateleterit PCT

19 Platelet distribution width PDW

20 White blood cell distribution histogram WEC Histogram
21 Red blood cell distribution histogram RBC Histogram
22 Platelet distribution histogram PLT Histogram

Technical parameters:

Structure and Function

[10.4=inch 640*480-TFT color LCD display, panel-type thermal printer, mask button, built-

[P0 in common sampling and diluting (store 20000 data)
| BK=6100 [ B=inch BOO*E00-TFT color LCD display, panel-type thermal printer,
| mask button, built=in common sampling and diluting (storage10,000 data)
= L e it i =
| BK-6100A | B=inch 640*480-TFT color LCD touch screen, panel-type thermal printer, buil

|in common sampling and diluting (store 20000 data)

BIOBASE <"~ "~ 7 ~ —- 7o g TR ENER L L R Comracy +61 3 HTG2 2044
186 Distributor TN T S -
e,
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BIOBASE’

Pre—processing of Bio—samples
Homogenizer

Features for HG-24 Homogenizer

1, "3D Rotating High Speed Motion" for quick disruption of those fibrous tissues and resistant cells
2. 50 Programmable memaory settings and user optional condition settings

3. A wide range of rotation speed settings from 4.0 mys to 7.0 m/s, increment 0.05 m/s

4, Brushless motor realizing no brush particle generation and no brush replacemeant

5. Easy to remove sample tube holder and easy to fix sample tubes with the tum of the central knob
6. Easy to monitor the disruption process through the clear lid

7. Simultaneously homogenize either 24x2mil / 1.5ml / 0.5ml or 6x5ml tubes
8. Disposable tubas ensure no threat of cross—contamination
9, Most samples can be processed in 35 seconds or less

Typical Samples

— Human, animal, plant cells

- Micro—organisms

- Soll and sediments

- Swabs and feces

- Drugs, polymers, lotions, etc.

Technical Specification for HG-24 Homogenizer

1. Speed Range: 4.0 m/s = 7.0 m/s (in steps of 0.05 m/s) HG-24

2. Cycle Duration: 1 = 80 s (in step of 1 5)

3. Pause Time: 0 — 2 minutes 8. Display: Organic—LED, High light and no visual angle limit
4, Acceleration: = 2s 9, NMumber of Samples: 1-24 samples (24*2ml/ 1.5ml / 0.5mi)
5. Deceleration: = 25 or 1-6 samplas (5ml tubes)

6. Programmable:50 Saved Programs 10, Running Moise: < 68db

7. Number of Cycles: 10 11. Weight: 25kg

12. Compliance: CE Compliance
13. Dimensions: 280*360*385mm (W*D*H)

Overview of the HG-24 procedure

1.Prepare lysis tube 2, Process about 30 seconds 3. Centrifuge to pellet debris 4. Transfer cleared lysate
Eampl about a minute

Buﬂ'ar - “ E DNA
l W RNA
. v Protein

EIDBASE ATt B A BT < i ATISTRALIA : Coneacy +61 3 9762 2034
194 Dlﬂ‘n.bl.rmr % — ——— m _—— E
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+ Biobase Meihua Trading Co.,Ltd.

CO; Incubator CO; Incubator

Features: Features:

1. PID controller displays temperature, Co, concentration and runtime and timing time.
2. UV Lamp which located the back of box can sterilize circulatory air and the cell in humid tray.
3. HERA high quality filter make sure the inside air guality up to Class 100.

1.Couble—layer door structure: Open outer door,
observe studio experimental results through
the inner door which is made from high intensity
4, 55304 Stainless Steel with the semicircular arcs at comers for easy cleaning. toughened glass, Temp. and humidity unaffected.

2. Independent heating system of the door, avaid

, EEE H!l inner glass connect dew phenomenon  effectively.

wa waE waw

3. Humidity is controlled by water dish natural

evaporation, displayed directly.

4. LV lamp for sterilization, more effectively prevent
cell of pollution In incubation period.

Optional accessories: 1.Printer 2.RS485 connecior 3.B0OD sockaet 4. HEPA filter

Technical Parameters:

L

Kincal

BIPX~CE0A

BJPX-CBON BJPX-C1600

GO0 i jacket) TOCNYalr facked) | 1200W(alr fackat)

Technical Parameters: Cansumption B00Wair jackst) TOOMair jnckt) ettt Xt |2 o
BJPX-CB8D BJPFX-C160 .Smmr-u .2Dwmbll ﬁn:ﬁtd]uﬂaﬂi éDWﬂm 'apwwmmn 3pmrammu
| Capacity 80L 1B0L External matertal | Cold-rollod stosl with painting
‘Gonsumption 400W(ai jacket) B00W(ar jackel bomioue | Sabmesea
_Shaivesm _Epcsfadnmtabh _ -Mm .Tn e
| External material | Cold-rolled steel with painting ! ! .
| Internal material | Stainless steal ! Lkt | Bosiei el
. DOGI' inside | nghﬁl'lﬁed Q|‘ESS Tamp. ranga Room Temp. +5 ~651T
| Thermal bamier | Folystyrene film Gontrol typa Pl confrol
‘Temp. range |RT +5~65T Tatnp. Muctuation |« t02¢
|Control type | PID conitrol [ e, ononmity |« t03¢
_Tsmp fluctuation | = 02T -me ; e Corthate
| Temp. uniformity | = 20.3T ! !
| Time sstting _ E:I Qﬂﬁﬂmns of continuous S | e
C0; consistency confrol 0-20% i et SR fe
:CngntmI way :Pmpa'hunmam CO; control way Fraportion match inframd sensor sectromagnatic valve bution control
| Stenlization type UV lamp.  ntoerilsize (cmi) a1rd05%51 50545570 140551 | 5054550 | 60%0°75
 Power supply _110!22W110% 50/60Hz : e 0 Vaoies I o e S
| External size(cm) | 56.,5*58"82 |66,4*97*69 | - i e ’ ' : -
| Intermal size (cm) |40°40°50 | 50*65*50 ! ;
Alarr  High Temp.; . il | High Tomp.; Temp. sansor broken;
Temp. sensor broker; Tamp. sensor broken; Watar shortage; CO2 concantration; CO2 cist off
Z{[e]=T AW S A B P i ATESTRALIA : Concacy +61 3 DTH2 2034
12 Distributor - m -==— - 13
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BIOBASE" + Biobase Meihua Trading Co. Ltd, —

Constant Temperature & Humidity Incubator Constant Temperature & Humidity Incubator

1. No freezing in inner chamber thanks to intelligent .
refrigeration and defrosting system. m S ST
2. Function of auto running, auto stopping and e

timing running

3. Watch timer and independent temperature safety I

device; auto alarm and auto break off when over

temperature limit to ensure experiment runs safely .
4, Function of self-diagnosis, sensor failure alarm L

and over temperature protection.

Optional accessories:

1.The inner is made of high quality mirror finish stainless steel, which is anticorrosive, 1. Printer

acid-proof and easy fo clean. 2. Supplementare oxygen, nitrogen interface

2.The height and number of the shelves in the working chamber can be adjusted freely. 3. RS485 interface for communication software
3.Double-layer door structure, when the outer door is open, the working chamber can be observed through the connection

inner glass door, and neither the temperature nor the humidity will be affected.
4. The intelligent Constant Temperature and Humidity controller adopts the advanced microcomputer te
chnology, programmable control mode, many kinds of parameters can be set (including temperature, hu

Technical parameters:

midity, time), and either continuous working mode or timed working mode can be selected. It is with exc—
ellent contral performance and anti—-jamming ability.

Model BJPX-HT70I BJPX-HT150l BJPX-HT2501I

Technical parameters: Temp. range 4-~60T

Model BJPX-HT150 BJPX-HT250 BJPX-HT350 BJPX-HT450 | £ Sontet s

Capacity 1500 2501 3501 450L Temp. stabilityfuniformily +05%C/+2C
:Tiamp, range .4 =50 _ Humidity range | 55 ~ 95%
.Tgmp' control _0,1 © Humidity stability £3% ~ £5% RH

Tamp. stabilibyuniformity 05T/ £2TC i T
| — i Consumption [ BOOW s00W

Humidity range 55~ 95% ! [ [

Ambient temp. +5~ 35T Ambient temp. 5-35T

Consumption 500W | GO . BEOW 60w Power supply 100220V £ 10%, 50/60Hz
L) TS, A0, SN _ _ Internal size (cm) 42*35°50 504075 50*50+95
Internal size {cm) 50*37*30 { 55*44.5%110 55*55*120 F0*65*120 | [ [ [
i = f i f : External size (cm) | 57*HE*102 64.5"64*127 GE*T4™147
Extarnal size (cm) 65*62*146.5 565*59.5*‘1 75:2 G8*76™186 B83*76*186 f f : .

Shelves no. ( pes ) 3 4 Sheives no. 2pcs

Mote Observation window; optional RS485 connector Mote i Observation window; optional RS485 connector

. BIOBASE < 7 =~ - 7o g~ R BN ES L T TN Conracy +61 3 D762 2034
14 Distributor T - = e - ——— 15
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+ Biobase Meihua Trading Co.,Ltd.

Mould Incubator

1.Forced convention air path in the working room.

2.Digital display programmed conftroller for temperature
and humidity. RH controlled automatically.

3.New digital display multi-phase program control system
which is precise and reliable.

4. RS5485 or RS5485/USE optional for connection to
computer for printing and data retrieve.

5.0ouble door, inner door is made of tempered glass for

easy observation, magnetic door sealing of the outer door,

Optional accessories:

1.Printer
2.R5485 connector
3.BOD socket

Technical Parameters:

Mould Incubator

1.5tainless steel inner chamber; with the semicircular arcs at comers for easy cleaning, adjustable shelves

2 Micro—computer confrol system ensures precise and reliable temperature confrol; LCD displayed at a time; UV lamp.
3.Independant humidification, sterilization and temperature limit system with function of over—temperature

alarm and auto-power—cut—off.

4.Test hole of ¢ 52mm at left side of container.

5.0ouble airtight door structure.

Optional accessory:
1.Printer

2.R5485 connector
3.Danfos Compressor

Technical Parameters:

Mode BJPX=M701 BJPX=M1501| BJPX-M250I|
BJPX-M150 BJPX-M250 BJPX-M350 BJPX-M450
Temp. \With Humidification: 10 ~ 65
|Shelves no. ( pcs) 3 3 '3 4 control range Without Humidification: 0 ~ 65T
_ Temp. _ £1
Temp.control ranga 4-607T fluctuation
Temp.fuctuation L05T Consumption 500w | BOow [ 12000y
Power supply 1101220V +10%, S0/60Hz Shelves no. ( ps ) 2
Consumption E20W SEOW 8B0W 960W Power supply 110/220V £ 10%, 50/60Hz
Intermal size {cm ) 50t 37 B0 {55 * 44,5110 [55* 55120 TO*55 %20 Internal size (cm ) 42%35*60 S0%40*75 | BOEOMS
External size { cm ) 66 * 62* 146.5 65* 69.5% 1752 | GB* TB* 186 83* 76* 185 Extemnal sizelcm) 57156120 B4*62*127 BE*TO™4T
BIOBASE’ AP AT A B P - b ATESTRALEA : Coneacy +61 3 HTH2 2034
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BIOBASE’

Climate Incubator

Features:

1.Temperature alarm system. When over limited
temperature, It will cut off heating automatically,
2.Ambient temperature revising. Guarantee
internal temperature and humidity will not affect
inside,

3.Special aiflow structure. Soft aiflow velocity,
guarantee the temperature uniformity and
accuracy.

Climate Incubator

Features:

1. Micro—computer temperate, humidity and
luminance controller with multiple storable programs

2. Temperature safety device with over temperaiure
optical and audible alarm to avoid damage of

specimen under extreme climate.

3. SUS304 Mirror stainless steel inner chamber;

4. Unique anti-leakage design improves air—
tightness of inner chamber.

» Biobase Meihua Trading Co.,Ltd.

5, Imported Danfos compressor & Original imported

4.Five levels adjusting lighting. Simulate

environment of day and night. American humidity senor, Big LCD digital controller.

i
e/
L

Optional accessories: Technical Parameters:

1.Printer 2.RS485 connector :
Modal BJPX=A2501 BJPX-A3001 BJPX-A4001 BJPX-A25011 BJPX-AZ001 BJPX-A4000

Technical Parameters: Lighting type ' 3-side lumination ' 4-side llumination
Model BJIPX-A250 BJPX-A350 BJPX-A450 | Xawme | £ ot | :ZEUL | I e
Lighting typa | F-sids Mcaimabon Tamp ranga With lighting 10-657T , without lighting 4~65T
Capacity 2501 350 4500 Temp. control 04T
Ternp. range | with lighting 10~657C , without ighting 4-65T Termp. stability 1T
TErr'Ip. control ;ﬂ.‘ﬁ: .SI'IEWES no. (Pcs) .2
| Bt alstalty el T Temp. uniformity £15C 22 £15C 127
 Temp. uniformity [£1E £2T | . ' _ " o ' '
f Humidity range 50-00%RH (just for artificial cimate incubator )
Hl..|mu:||t3|r range | £ 50-90%RH I[|ust for arhﬁual climate incubator ) : :
[ Humidity stabili + 5%-7%PH (just for artificial climate incubator
Humd}ty stabilty + B%~7%PH (just for artificial climate incubator ) . i il Ll | []J. rAriea el e ! . - -
Lighting intensity \0-12000LX | 0~20000Lx | 0-20000LX Lighting intensity (0~12000LX  0~16000LX  0~22000LX  0~15000LX  0~20000LX  0~22000LX
Illumnahun control | fuminanice six levels, relative illumination control ' llumination control | luminance six levels, relative ilumination control
ﬂmbaent temp. 5-350C Ambient temperature 5-35T
|Continues working time | No less than 180h _ _ Continues working time | No less than 180h
: Senindy i | Ul L 1 Power supply 02200 £ 10% S0/60HZ
Powear supphy 072200 £ 105, 50/60HZ - ! ; . ; : i
f i : r Consumption 1000W [ T100w 12000 000w 1100w 1200W
Iﬂtarnal size (cm) [ 58*51*83.5 55*55*120 | 70*65%120 i - ; - - - -
[ i [ Init | size BO*53*95 i 55“'53*95 59*62*110 BO*63%a5 G55*58*05 5g*62*110
External size (crm) 72*73.8"155 96°78*186 101+78*186 bttt i | | | .
Shahres No. {pcs) 3 '3 4 | External size (cm) :EQ*TD 565 ?4‘?5,5*‘165 ?B*’?Q 5*180 ﬁQ*?ﬂ 5*165 _?4"?5 565 ?3*’?9 580
N Rtdion |30 steps program temperature controller, which can set different temperature with different ray e fnction 30 steps program temperature confroller, which can set different temperature with differant ray
|radiation and temperature.(optional) radiation and tempearature.(optional)
(S0 AN e o o e - in ATISTRALIA : Conracy +61 3 D762 2034
18 Prstribuitor ———— m ,-:- -E 19
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BIOBASE" + Biobase Meihua Trading Co. Ltd, —

Biochemistry Incubator Biochemistry Incubator

Features: Features:

1.8tainless steel inner chamber, round angle structure, adjustable shelves. 1. Stainless steel inner chamber; with the
2.Microprocessor control system, LCD display. semicircular arcs at comers for easy cleaning,
3.CFC—free refrigeration and gentle breeze circulation. adjustable shelves

4 Double—layer glass observation window, 2. Micro—computer control system: LCD with

5.Function of self-diagnosis, sensor fault alarm and over—temperature protection, functions of time setting, parameter memaorizing A

and power reset recovering.
Optional accessories 3. Fluoride—free refrigeration and gentla breeze
1.Desk printer 2.R5485 interface for software connection  3.B0D sockets 4, 50mm test port circulation.

4, Test hole at left side of container.
5. Double door seal; tempered glass silicon

rubber seal inner door and magneafic rubber
seal outer door

Optional accessories:
1.Printer 2. RS485 connector 3. Supplementary oxygen, nitrogen interface

Technical parameters:

Model BJPX-B7T0I BJPX-=B150I BJPX-B25011
Technical parameters: Capaciy o o L
Model BJPX-B7T0 BJPX-B100 BJPX-B150 BJPX-B250(Z) BJPX-B350 BJPX-B450 BJPX-8B150II .
Temp. range 4-607T
(Capacity | 70L | 100L [ 150L 2500 | 3501 450L 150 ! [ '
Temp_ range 460 1T [ =8=B01T Tﬂmp. fluctustion 06T
Temp, : : { ; |
fuctuation | £ 0.5C | Temp. precision 04T
| Temp. | '
_precisiun _ﬂ'ﬂ: Shetves no. (pcs) 2
Shelves : - - 0 . |
_no,lipcs} .2 i3 4 3 | .Tlrnerange .1 G999 mins | i
hidedbdsdiv it | ol . . . . _ _ Consumption BOOW BOOW 1200W
Consumphon | 250W 350w | 450W TFOOoW s60W B0V 800w [ ' : :
L _ [ | _ | | _ Power supply 11002200 £ 108, 50/60Hz
Power supply | 110/2200 £ 1086, 50/60HZ T
Cooling agent | R134a(environment protaction type) Cooling agent R134a(environment protection type)
EE:J 45%33*45 51"28.3°50.5 5073780 55%44.5%110 B5*55*120 TOr55%120 50*37*80 Internal size {(cm) 42*35%50 50*40%75 {BO*E0*a5
P e-[crn]ll 56*63.5°70.8 61"58.5'93 66621465 | 65*69.5%175.2 |68*'76%186 8376186 BO*G2%146.5 External size (cm) S7T*56120 B4*62%127 | BEATOM4T

EIDAEE' mﬂmg'ﬂ?ﬂr* in AUISTRALIA : Conzacy +§1 3 9762 2034
20 Distributer T — W 21
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BIOBASE’

Platelet Incubator

Features:

1. Micro—controller confrols the internal temperature within

22127

2. High accuracy sensor and direct air flow system ensure

aven temperature distribution,

3. Formed in place CFC free PUF insulation ensures

temperature stability and reduced energy consumption.

4, Audio visual alarm for temperature deviation beyond £

2° Cand power failure.

5. Motion failure alarm when the agitator fails to operate.

6. Automatic agitator and UV lamp stop when door is open.

7. LED display for easy of reading,
8, UV lamp for sterilization.

Technical Parameters:

Anaerobic Incubator

Features:

1.Microchip intelligent temperature controller and overheating protection system.

2.UV disinfection light to avoid pollution,

3.Gas flow adjusted by pneumatics system,

4 Stainless steel oparation room chamber. Thick and tfransparent shockproof glass window |, operations with gloves,
5.5pecial vaccination stick sterilizer, cuvette rack and oxygen removing catalyst converter inside,

BJPX~-G-I| feature:
1.Big LCD screen controller. 2. Touch switch solenoid for gas path control,

+ Biobase Meihua Trading Co.,Ltd. ————

Model BJPX-P10 BJPX-P20

Temperature 22:2C BIPX-G- BIPX-G -
ﬂmiracr £047T Technical Parameters:
_-:::smnauan %ﬁl}tﬁcydlasfm Model (G BUEX-G Il
Amplitude 50mm Time for creating anaerobic state in s
| 5 [ sample chamber e

Trays |5 10 : k
= ; : Time for creating anaserobic state in o s
Capacity | 5~10 plasma bags 10-20 plasma bags operation chamber |
:Tem b ot [ Micro Controlier KMiGro Contiolar Tlima for maintaining anaerobic | In the casea of the oparation room to stop addiional trace gas mixtura,
[ | | circumstances | 212 hours
Display LED \LED - i j
L | | SONE R et [RT+3T ~60T
Number of agitator { Single | Bingle £ !
i T : Temperature fluctuation in incubation chamber [ £0:3C
Power supply | 110220V £10% 50/60HZ I T
E ! - Temperature balance in incubation chamber | £0A4T
[Con i 0w H180W i [
iAol . : Power supply 1107220V £10%, 50/60Hz
: | - L * I i |
"rnilaamal size (cm) | 42.7*47*46.7 | 60.7*53.5"65.7 ifernakaizs (cm) | 251g%a9 | o5e1g+ag
. External size (cm) 54*60.5%96 , 125615 External size ( cm) (19647328 [426*73*138
Package size (cm) | 62°66*105 80%72.524 Package size (cm) | 139%92*156 |139*92*156
MNet waight (kg) o8 110 Mel! Gross weight (kg) ; 240/320
BIOBASE’ I AT A B - A ATISTRAREA ¢ Comracy +61 3 HTE2 2034
22 Distributor = -—-.-:-:_F- ——— 23
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=][e]=7:\={= « Biobase Meihua Trading Co.,Ltd. ———

Constant-=Temperature Incubator Constant—Temperature Incubator

1. Intelligent temperature controller, based on microprocessor with PID parameters controlling function, and digital

display make temperature accurate and reliable. 1.Stainless steel inner container; foursquare
2. The two—layer door makes the temperature fluctuation small. The toughened—glass indoor is conveniant fo semicircle transition; flexible positioning and
observe in—incubator conditions without affecting iIn—incubator temperature. removable shelf for convenient cleaning. — =
3. The working chamber usa mirmor stanless steel and the arc roundish, easy to clean. 2.Large LCD screen, mulfiple groups of data to

be displayed at a time; function of timing and

Optional accessories: Printer over-temperature protection. '
3. Independent temperature safety device, which
auto breaiks off when over temperature imit to

[~
ensure expenment run safely. B
4. Door with wide hollow tempered glass “ &
observation window, adjustable air—tight buckie

BUPX-HIVBIPX -H48 BJPX-HZ301
BUPX-HEAIWBIPX-H1231
Optional accessories:
1. Printer 2. Optional long—distance control system 3. Multi-staged temperature controlier £.R5—485 nterface for
network connection

Technical Parameters:

Technical Parameters:

BJEX=H50 BIPX-H160 BJPX-HZT0 Capacity 30L 45L B5L 125L 230L

Capacity 30L 500 80L 160L 270L Temp. conirol RT+5-80T

Temparatura contral RT+5~65TC Temp. fluctuation 0517

Temperature fluctuation £05C i

! 1 Time ranga 1-9999mins

Time range 1~G990mins ] _ . .
Consumphon 200W 210w 280W 380W 5row Consumplion 150W 250W 500w BOOW Toow
b ihstchion o | HOR20V2100 SOONE Power supply 1107220V + 10% 50/60HZ

| 32°30* 31, *35%4 40*40*50 50* 50 * 65 BO*60" 75 ' ' '
External [B1*47* 47 | B0 1 57*58*82 666805 B85.6°83.5*118.6 ' ' ' ' '
s it i i ; i s i il f External sizelcm) 45*49*68.5 |48*63*73 54*54*83 B4*63*93.5 Ta*eT22

|Shelves no. { pcs ) (2 2 2 _;3 .3 | . | . . ,
Gross weight (kg) |45 55 70 ‘a0 106 Gross waight(kg) |37 |43 |49 B 120

CIEICTR e Bt - F =i~ in AUSTRARIA : Concacy +61 § 9762 2034
24 Dirtributor TS e S WS- £
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BIOBASE’

Lighting Incubator

Features:

1. Temperature alarm system. When over limited
temperature, It will cut off heating automatically,

2. Ambient temperature revising. Guarantee internal
temperature will not affect inside,

3. Special airflow structure. Soft airflow velocity,

Lighting Incubator

Features:

1. Micro—computer tempearate and luminance controller
with multiple storable programs

2. Temperature safety device with over temperature
optical and audible alarm to avoid damage of specimen

under extreme climate.

+ Biobase Meihua Trading Co.,Ltd. ————

guarantes the temperature uniformity and accuracy. 3. SUS304 Mirror stainless steel inner chamber;
4. Unigue anti-leakage design improves air-tightness
of inner chamber.

5. Imported Danfos compressor, Big LCD digital

4. Five levels adjusting lighting. Simulate environment
of day and night.

Optional accessories: contraller.
1.Printer 2.RS485 connector
Technical Parameters:
Technical Parameters: Model BJPX-L2501 BJPX-L3001 BJPX-L4001 BJPX-L25001 BJPX-L3001 BJPX-L4001

ighti 3-side llumination | 4=side Muminsation

Model BJPX-L250 BJPX=L350 BJPX-L450 "ng'ltmgtype ! sl ; = : | i rnma: :
|Lighting type 3-sida lumination . volume “25!1 300L 400L | 260L 300L 4000
R | 2801 3500 450L Temp. range | with lighting 10~65'C , without lighting 4~65C
| Temp. range with lighting 10~65T , without lighting 4~65C _ Temp. control _0-113

Temp. control 01T Temp. stability 1€

Temp. stability £1C 20 Termp. uniformity +1.50 2T +1.5C £20C
| Temp. uniformity | #1% | 2T _ Lighting intensity 0-120000¢ (0-16000IX | 0-220000 | 0-150001X (0-200000X | 0-220001X
[ el R |97 S00UHE, [ eeanaAD: Input powsr 1000W 11mw 1zuma.f 1000w 100w 12000
Input powsar BEOw 1650w 2100w I A [ ;
= | i L llumination control | luminance six levels, relative 1llummatrun confrol

lMumination control | iminance six levels, relative illumination control I 1
E i Electrical requiremeant 220V .50HZA10V, 60Hz

Electrical reqguiremant 2200 50HzM110V B0Hz - -
e : Ambient tamperature +H=35T
| Ambient Temp. +5-351C L |
[ : Conti waorking ti No less than 180h
| Continues working time Mo less than 180h | s dicdniian fl 5= i : : : :

intamal size (em) 58*61*83.5 BEAEE20 TO%EE20 "IntarnaF size (cm) . 50*53*95 . 55*6B*a5 . Ba*62*110 5(*53*95 55*53*95 . Bg*62*110
' Extarnal size (cm) : 79473 G55 ' Q678186 :101 7888 External size (cm) 6O*70.5465 |T74*75.6M656 | TE*VO.5%180  69*70.5%65 | T4*75.5%165 78*79.5*180
| Shelvas No. (PCS) 3 3 4 Shehves No. (PCS) 2

LT 30 steps program temperature controlier, which can set different temperatura with K Kb 30 steps program temperature controfler, which can set differant temperature with different ray

_ different ray radiation and temperature.(optional) radiation and temperature.(optional)
BIOBASE’ mmm;rmf in ATESTRALIA : Concacy +61 3 9762 20384
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BIOBASE’

Shaking Incubator

Feature:

1.Integrated with incubator and shaker to save space and cost. Tempered glass window,

2.Mirrar surface stainless steel chamber.

3.Big LCD/LED display to show temperature and shaking velocity.

4 working parameters storage function for easy operation.

5.Auto—renaw after power interruption as originally programmed,

6.Auto stop when the door is opened for sample protection, strong air spring rod for easy opening and closing.

o —

- -
BJPX-520 — -

: BJPX-S70/BJPX-S70I BJPX-S48/BJPX-S48|
Technical Parameters:

BJPX=520 BJPX=S201 BJPX=-520Il BJPX=-STO/BJPX=ST0I BJPX-S48/BJPX-S48|
Capacity 150L 70 | 300L 250L
Consumption ' 2700W 400w BOOW 550W
Rotary Spead ' 20~300rpm ' ' '
. Rotary Speed Pracision . =1rpm
."'.l"ibratiun Range . f 26mm
| Temp Control Precision | £0.1C
| Temp Stability | £04T
ET'ITIlng Range . 0~99%hours
| Power Supply 1101220V £ 10%, 50/60Hz
ShakerCapacity | 500m*9/250mi12 | 500mi*28  500mi*24/250mI*39(down layer)
‘TempControlRange | RT + 5-60C s-s0¢
Display LEDdisplay  |LCDdisplay |LED display
nternal Size(W'D'H) | 58*60*115cm  120°65*68cm 96+73*116cm '
‘Package Size(W*D*H) | 70°73*131cm  135'80*B3cm 110*88*131cm
Gross Weight 120kg 180kg  195kg 180kg
[  S7016548) series: ' '

twa layers shaking, the up layer has stainless steal univarsal spring holdar, 200 1/ min.

[S{[0]=T Tl e T N T B e ~ in AUISTRALLA : Comeacy +61 3 9762 2034
28 Distributor T = - —
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BIOBASE

Intellectual Ultrasonic Wave Cell Disrupter

Intellectual ultrasonic wave cell disrupter is a
multi—-function and multipurpose equipment
utilizing the cavitation effect of ultrasonic waves
in liquid. It is used in cell breaking of various
animals and plants, viruses, bacteria and
also can be used meanwhile in emulsification,
separaftion, homogenization, extraction,
defoaming cleaning and chemical reaction
acceleration, eftc.

This machine has already been used widely LICD L series
in the education, scientific research and
production in fields such as biochemistry,
microbiology, pharmacology, physics, zoology,

agronomy, medical science and pharmacy, etc.

UCD series

Technical Parameters:

Consumption(W) Random(®) Optional Broad Pole{®) Brokerage Capacity(ml) Duty Ratio(%)

LICD150L 150 6 2368 0.5-100 0.1-99.8
UCD250L | 250 | 6 | 2,3,8,10 | 0.5-200 | 0.1-99.8
| LICDES0L | 650 | GorB | 2,3,6,810,15 | 0.5-500 | 0.1-99.8
LUCDa00L | 800 | 10 | 2,3,6,815.20 | 0.5-600 | 0.1-99.8
| LUCcOH2000 | 1200 | 150r 20 | 10,15,20,25 | 50~1000 | 0.1-99.8
LUCD1800L | 1800 | 25 | 16,20,25 | 550~1200 | 0.1-99.8
UcDis0 | 150 | 6 | 2368 | 0.5-100 | 0.1-99.8
LUCD250 | 250 | 6 | 2,3,8,10 | 0.5-200 | 0.1-99.8
UCDe50 | 650 | Gor8 | 2,3,681015 | 0.5-500 | 0.1-92.8
| LUcDsaoo | 800 10 | 2,3,6,81520 | 0.5-600 | 0.1-99.8
ucoizoo | 1200 | 15 0r 20 | 10,15,20,25 | 50~1000 | 0.1-92.8
| ucDia00 | 1800 25 | 15,20,25 | 550~1200 | 0.1-99.8

[ZI[0]=T S T T PP e~ in ATISTRALLA : Comracy +61 3 HT62 2034
172 Distributor TR '—ﬁ-_r'_"-”" — —— !—-_.-:--:— _— -E
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BIOBASE® + Biobase Meihua Trading Co.,Ltd. —

Technical Parameters:
BKN-I/II Kjeldahl Nitrogen Analyzer (Kjeldahl Distiller) Model |
Maasure Viariety | Faodslm.lﬁ. feadstuff, grain, foods, dairy products, drink, soil, water, medicine, precipitate and
gl::hamrr.:aJ
Sample Quantity ' Salid:0.20~2.00g; Semisolid:2.00~5.00g; Liquid: 10mi~25mi
!  Automatic and manual [ N
_Workmg Mode (without titration) | Bemi-automatic
Data Storage 250 datum 1
Measure Range 0.4mgN~200mgN (mg nitrogen)
00 £1% (relative error, include digestion = 9094% {relaiive error, including digestive
Recovery Rate ' '
!pmcass] ;pmcess]
Repetition Rate Relative standard deviation< +1%
Working Hours | Distillation time: 5-15 minutes, the user can set automatically according to different samples.
Cooling Water Consumption 3L /min (> 20T .
 Power Supply | 10/220V,50/60Hz S
External Size |430°360°670mm 380*320°670mm
Net Weight |25Kg | 20Kg

BKD-C/D Series Kjeldahl Digestion Furnace

BKN-II (Automatic) BKN-| (Semi—automatic) 1, Type C digestive furnace adopts quartz infrared heating pipe.
2. Type D digestive fumace adopts infrared heating and graphite conduction,

Technical Parameters:

Features
1. Larae array LCD display, touch key, easy to operate (Only for BKN-I1).

Model BKD=-04C BrD-040 BKD-08C BED-080 BKD-12C BKD=-20C

2. Microprocessar control (BKN-II, manual & auto modes adjustable; BKN-I, manual mode). _I-Isatmgtlgﬂes |4 |4 | B 8 |_1_2 |20
3. Automatically control distill, add water,control water level and cut off water supply, Temp. Control  Digital
4. Various security protections: digestive system securty device, steam generator water TEmp Range _Rf;ﬁl:rl:r‘c N N N N N
shortage alarm, water level detection fault alarm. Temp.Accuracy | #1T
5. Instrument shell adopts specially made plastic spray steel. Working area adopts AES Heating Speed | 307 fmin
anti-corrosive board, Avoid chemical reagent corrosion and mechanical surface damage, :'m M pressure,over current,over heating protection
acid proof and alkali proof. | | "DM Time .TED-*QG' i _I i — T saTe i a:m'tﬂ = =
6. Once detected fault, controling system will power off automatically. D__TUD:SIZE ED!TmII
Consumpation  1000W 1500w 2000 | 2500w
Power Supply | 110/220W,50/60Hz
Package Size(mm) 645°405*500 6304004720 530°560°710 | 770*530°680

CIEYCSR e el B P P - in ATISTRALIA : Concacy +61 3 D762 2034
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BlOBASE‘T + Biobase Meihua Trading Co.,lLtd. ——

BKN-984 Automatic Kjeldahl Nitrogen Analyzer Functions List BKN-984 BKN110
. . 4w Variable Steam Generator Rt .
( KJ Eld ahl Dlﬂtl]ler ) ORASE _ Coollng Water Pressure Monitor ° .
| Cooling Water Temp.Monitor | .
Automatic Alkali Solution Adding . .
_ Automatic Dilute Water | . .
Features Auto Receiver Solution Adding . .
!“

1.Automatic kieldahl distiller. Tube Emptying . .
2.Manual or autoratic mode changeover free. Removable Drain Tray 1@ L.
i Safety Door & @

3.4.3 inch color screan. [ |
4 Soluti ddi ntified Tube On Position Sensor e .
; GUIGHSEIIngEfGQUﬂ ified, ) | s ReglBoBEN Sensce . .
5.Multi protection, safety doar, tube position, cooling water testing, etc. _ : Colorimetne Tifration Device 5
6.Self-trouble shoating functions for valves, pumps and sensors. - Results Calculation e
7.Tube and pipes automatic emptying . " — _ | Result And Data Storing ®
KN-984 (Automatic) Bilt-In Printer .
Trouble Shumng Seif-dﬁtachng Functions ° .

BKN-110/F Fully Automatic Kjeldahl Nitrogen Analyzer Titration While Distitation | |

Features

1.Built—in colonmetric titration device.

2.Two steam models, can adjust solutions addina's sequence.
for distillation and absorption special samples,

3, Touch screen used for operating and display,

4. Built=in printer, USE and series port for data outlet.
5.Samples’ methods can be edited and store.

6. Almost features of BKN-984 plus.

BKD-N Series Kjeldahl Digestion Furnace

Technical Parameters:

. —110/F (Fully A '
Technical Parameters: el e

BKN-984 BKN=110 BKN-110F Temp. Range RT 45 ~450C
Power Supply 10220 V £10%, 50/60Hz T
Gbnsurnpﬁun | 2000W . | Temp. Accuracy { £1C
Water Consumption 1.5LMin | Heating Method Infrared heating and high-purity graphite conduction
: Ambiant Temp. . 5~ 40C Haating Insulation Method Cearamic fiber and unigue air ductinsulation
Ambient Humidity 80% s .
Net Weight 30kg 3%g 35kg | i il e
External Size | 400*385*735mm | 455*391*730mm | 455*391*730mm _ Capacity Per Batch 20ncsibaich
Measure Range 0. img~200mg i i
| Analysis oo lE=40min. | Power Supply TO2200 £10%%6,50/60Hz
 Recovery (=99.5% . . Consumpation | 3R00W
Samplas Available Slr::Iir:I = 6g; Solid = 5g; Liquid = 20mi '
_ Liguid = 16mi | _ External Size 534*453*218Bmm
Burette Accurate f 1.0p L step 1.0u L/ step i
Reproducibility [ | £0.5% | £0.5% | i s i
2301V AN A RS B P - i AUISTRALIA : Contacy +61 3 9762 2034
126 Distributor T T - -

-%w“w .chromalytic.net.au =
e-gmmamil : sales 70 'I'..I_'-l'.-::'ll.'l.‘-l'.l'l LT e

BEKN-110F

127



BIOBASE’

BKN-983 Automatic Kjeldahl Nitrogen Analyzer(Kjeldahl Distiller)

Technical Parameters:

Measuring Range 0.1-250mgh
' Recovery Ratio | =99.5%
' Repeatability Precision | 205%
 Weight Of Measured Samples | Solid < 6g,liquid < 16ml
Distillation Speed 5-Bmin/sample
 Distilation Time ' Set it atwil
Cooling Water Consumption 1.5L/min
"Dpam.tinn . Auta/manual dual mode
' Display Mode ' Binches LCD
' Power Supply | AC 220V, 50/60Hz
. Consumpahon | 1500

BKN-983 (Automatic)

Automatic control on adding alkali and baric acid, dilution and elution

BKN-987 Series Fully Automatic Kjeldahl Nitrogen Analyzer

Automatic calibration system of titration
liguid concentration (mol)
1.0ual mode of automatic calibration method which instrument

aliminates errors and traditional direct input method,
2.Automatic calibration method which instrument eliminates

Safety protection system

1.Digestion tube vacant protection
2.Safety door vacant protection
3.Automatic water—replenishing function
of steam cylinder

4, Steam overpressure protection

+ Biobase Meihua Trading Co.,Ltd.

Technical Parameters:
Model BKN-987 BKN-987A

Adding quantitative sample dilution, alkali liquor and absorption liquid;

Working Process Automatically finishing distillation, titration, print and liquid—discharging.

 Measurement Range 0.1~240maN
- Measurement Sample Amaount Solid < &g liguid < 16ml
. Measurement Time 4~B minutes.
_ Titration Precision 2 OUlstep ['p: Sllstep
Titration Solution Concentration gr;rg:t nt-l,t[:fatm samples with 4 utratlcn concantrations of 0.1mol,0.5 mul

ngh precision plunger type ngh—preclsmn peristaltic titration

Titration System titration system sysiem

 Executive Standard _ Comply with stipulations of AOAC, EPA, DIN, ISO AND GB
Repeatability Precision +0.5%

RecoveryRatio | =09.5%

| Data Storage Effectlve storage space 2!‘3

_ _F'nﬂt Function _ 1_1_!_Jr_n_m line printer which can realize user selective print function

| Consumpation 1800w
Power Supply AE 220V,50/60Hz

Raq ulramant'ﬁf'bnullng Water Ur'pder 25T

Cooling Water Consumption  1.5Lmin (Distilation process)

BKD-B Series Kjeldahl Digestion Furnace

Technical Parameters:

BKD-20B BKD-2081

Design Temp. |RT-500C 'RT-650 T
Temp. Precision T |

. Heating Pipe . Alurminium alloy pipe (Nichrome wire) ; Graphite pipe
Input Power 1.2kw 2kw 3w 36w dkw
Power Supply | AC220V 50/60Hz |
. Heating Speed . 20 T /min
Heating Holes 4 E 12 20 20
Digestion Tube Size 250mI£0.25m | |

23[0]= VAN i A P - in AUISTRALIA : Convacy +61 3 9762 2034
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5.Leakage protection
I. .F
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BKN-987 (Fully Automatic) BKN-987A (Fully Automatic)
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Reference pictures

Laboratory Furniture (Customization Available)

What we can offer
A. Laboratory Planning, Designing, Production, Integration, Installation, Consultation & Project Management.
B. Lab Fumiture Designing, Development, Manufacturing, Installation. Commissioning & Service.

C. Storage System

0. Ventilation System/Exhaust System

E. Laboratory Specialty Gas Pipe and Gas System
F. Comprahensive Supply of Lab Accessories,

Different kinds of structure and material for biology lab furniture choices, as follows:
1. Full Steel series

2. Full Wood series

3. Steel & Wood series of C/ H shape-Frame

4, Steel & Steel series of C/ H shape—Frame

5.Stainless Steel Workstation Laboratory Furnifure

6. PP senas

CIREIXT s cr Pt -7 #2 - ' ATHSTRALIA : Concacy +61 & 9762 2024
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Biological Microscope 2.XSB-Series Laboratory Biological Microscope

-

1.X5-208 Series Laboratory Biological Microscope

“

XS-208A XS5—-2088 XS-208C XS5-208AP XS—-208BP

XSB-301A = XSB-301B V
Technical Parameters:

o Model Technical Parameters:
Specification

XS5=20BA X5-2088 X5=-208C X5-20BAP X5-208BP

Model
Sliding Binocular Head Inclined Specification ~
At 45" i) XSB-301P XSB-301B XSBE-1028 XSBE-102B X5B-301A
Sliding Trinocular Head Inclined ' ' - ' ' ' ' Compensation Free Binocular -
Viewing At 45 Head Inclined At 30°
e Compensation Free Binocular - Viewing  Compensation Free Trinocular -
| Head Inclined At 45° _ _ _ _ _ | Head Head Inclined At 30°
Gomp:ansationpire; Trinocudar ™ ™ Compensation Free Binocular! & &
SR RIS O & . . . . . | Trinocular Head Inclined At 45°
. Ball Beating Quadruple r : [
Nosepiece 3 ® ™ . ™ ™ : Ball Beating Quadruple
. {Npaepioce | | | | | _ it | Mosepiece _- _. _- _. _'
. Eyepiace . WF10X18mm d e |* |* i . Eyepiece | WF10X18mm ' ° . . @
Achromatic - = = Plan Achromatic .
Dbk AR A0X ADKISHODXS,00) |AX 0K, 40X(SNO0X(S, Oil)
Infinite Achromatic ' ' ' ' ' ' ijacine. || oiomste : . . .
A%, 10X, 40X(SHOOX(S, Oil) v * | 4%,10X,40X(S 100X(S, 0Hl) . . . _ _
| | ¥ ¥ ! ] ] ] ] ] | Achromatic
Double Layer Mechanical 10X,20X,40X(S1100X(S, 0l 5
SIBge | atage 135%140mm . v ’ » v - : - - -
 Aoby NA1.25 Condenser Se0 | s |, 5 * * *
Condenser | With s Dlaphragm * - . . - A.bbY Nﬂﬂ.ZE c‘:ﬂdﬁnsﬂf W|th Iris |
_ &Filter,Rack&Pinion Adjustable _ _ _ _ _ _ Condenser  Diaphragm &filter, Rack&Pinion | ® ° . . .
Build=in llumination,Halogen | Adjustabie
lluminaticn | Lamp&W20W, Powar Supply ® [ . e ™ e Build=in Nlumination,Halogen : - = 5
| 90~-230V _ _ _ _ _ _ Lampﬁvm,FmrSmmm
Each Set In Styrofoam, To 'Each Set In Styrofoam, To
it 9 | cartoon For Safaty . - . v Y - Package | Cartoon For Safety . | [ | ™ | ® | .
Optional:2.0,3.0 or 5.0 Megapixel, CMOS electronic eyepiece Optional:2.0,3.0 or 5.0 Megapixel, CMOS slectronic eyepiace
[Z{[0]=T NN T T T Tl P = I ATISTRALLA : Conracy +61 3 DTH2Z 2034
A e
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3.BX-Series Laboratory Biological Microscope Inverted Mic roscope

Ay

e W e

R gy —

=y o (=]
— ' — — ' £ - - Sy
BX-101A BX-1018 BX-101Bl BX-102A BX-102B BX-102C BX-103C
[ NIB-100/XDS—403
Technical Parameters: -
i Technical Parameters:
aGifi |
SReciicalion BX- BX- BX- BX~- BX- Viewing Head Trinocular Head Inclined At 30°, Interpupillary Distance 48=-75mm
1014 101B 101BI ) 0: 102C 103C
Evepiece High Point Extra Wide Field Eyepiece EW10X/22
Monocular Head Inclned At 45° L] . |
Dual Observation 45 °,~90" Inclined " Infinite Plan Objective  4X/0.1,WD18mm
| And Vertical 360° Rotable _ | _ _ _ _ _ _ 10X/0.25 WD10mm
. Sliding Binocular Head Inclined At . " 20104, WD 5 Amm
Viewing Head | 45 Objective 40X/0.6,WD2.6mm
. cgmpansatiﬂn Frea Birmu.lar . [ [ [ [ | [ | hﬁn“ﬂ F'lan Phasﬁ Objm Pmﬁm.zﬁ,wmﬂmm
Head Inclined At 30° » PH20X/0.4, WD10mm
. Sliding Free Trinocular Head . . . . . . . - . PHA0X/0,65WD0.35mm
Inclined At 45 T T CRrioN :
. | £ | | | | | | | apiacs sla
MNosepieca Ball Beating Quadruple Mosepiece |e e ™ ® ™ ™ . | E
Eveiings ' WE10X18 ' z ' = ' z [ 3 [ 2 [ . [ 5 Condenser ELWD Condenser MAD.3,LWDO72mm{Without Condenser 150mm)
| ' : ' ' ' ' | ' | Cantering Cantering Telescope (@30mm)
Objective Adromelic _ . . . . v = v - | _
A3 A0, A0S 00X (S.Oil) ey W 10X-20x, 40X Pre-Adjustable Phase Annulus Plate
[ i T i T i T T i { | 10X=20X,40X Adjustable Phase Annulus Plate
Double Layer Mechanical Stage z
Stags 116*126mm Moving Ranga . . . . . . . o A
30X50 Glass Insert
. i _ _ _ _ _ _ _ | S50 Altachable Mechanical Stage,X-Y Coaxial Control Moving Ranga 120*78mm
Abby NA1.25 condenser With Iris Audliary Stage 70*180mm
Condenser Diaphragm &Fiiter, Rack&Pinion L] ® - ® . ™ ™ @38mm Pelri Dish Holder
Adjustable @54mm Slide Glass Holder
[ Build=in llumination. H [ [ [ [ [ [ [ [ ' Forsin | Coaxial Coarse And Fine Adjustment, Vertical Objective Movemant
lumination L::np i z'a'w'a T :Lﬁ?;mv . . . . . . . 9 | Coarse Stocke 37.7mm Pet Rotation,Fine Strok 0.2mm Per Rotation
f e B f Numination Halogen Lamp BVI30W
ach n Styrofoam, To Cartoon T
Package For Safety - . v e » » Filter Diamater 45mm,Blue,Graen,And Ground Glass
) ' AN . Lnverted Fluorascent Attachment
Optional:2.0,3.0 or 5.0 Megapixel, CMOS electronic eyepiece Vidao Adapter With C Mount
Z{[0]=T NN T T T T e - I ATISTRALLA : Concacy +61 3 DTH2 2034
; 1 m =S el
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Metallurgical Microscope Fluorescence Biological Microscope

XJO-100 Y- XY-2

- Technical Parameters:
Technical Parameters:

Maodel

et Model Viswina Head Compensation Binocular Head Inclined At 45°, | Compensation Trinocular Head Inclined At 45°, |®
e XID-100  XJD-200 : ' Interpupillary Distance 55~75mm, Interpupillary Distance 55~75mm, o
; Wide Fiald WF10XM8 Eyepiaca L
Menocular Head Inclined At 45° . Eyepieca ' . '
. | | | |  P16X Eyepiece |®
Sliding Binocular Head Inclined At 45° L N : Backward Quadruple Nosapiace .
Viewing Head | ' ' ' ' ' Backward Quintuple Nosepiace ‘o
Sliding Tri lar Haad Inclined At 45° . - ; -
il bbb | | | | Achromatic Objective 10X, 20X, 40X(S), 100X (S, O | .
Compensation Free Trinocular Head Inclined At 30° . Cbisciives ' Semi~ Plan Achromatic Objective 10X, 20X, 40X(S), 100X (S, Oi) HB
——— Bail Baating Quiadruple Nossgisce . " - . Plan Achromatic Objective 10X, 20, 40X(S), 100X (S, oil) o
! ! Infinite Plan Achromatic Objective 10X, 20X, 40X(S), 100X (S, Oil) e
B _WH OX,WF12.5% | . | = | » | Stage | Double Layers Mechanical Stage:140X140, Moving Range:75X50mm L
i WEDX20mm ° Condenser | Abbe Condenser N.A.=1.25 With Iris Diaphragm And Filters |-
{ _ — _ [ i i Focusing System | Coaxial Coarse & Fine Adjiustment, Fine Division 0.002mm, Moving Range:24mm L
Metallurgical Objectives 10X, 40X, 100X(S,0il) L L L i ; e e : S ; o - [
| | ! | ! High Brightness Collector L
Objective Collector 'Kohler llumination With Iris Di lo
Infinity Metallurgical Objectives 4X,10X,20X(S),40% ° PACHISY SRCATHREICN VLS e At |
_ _ _ _ _ s isatien _ACEE‘GVH‘IGV, 6V20W, Halogen Lamp, Erighmess Adjustable. |®
Diouble Layer Mechanical Stage 24241 72mm |ACZ20VA10V, Super Light LED Lamp, Brightness Adjustable. e
Moving Range 75*50mm " Filters Grean And Blue Filters o
=hes | | | | |
Double Layer Mechanical Stage 135*140mm Moving Flusrssaet. Aecnme: — . . ,
3 " " » . L B(Elua), G{Grean) Exciting Light Fitter System, O Ordinary Light System L]
Range 70*50mm Fluorescent llumination £ ; : : : - =
i ) _ ) . . | UUttraviolet), V(Vialet) Exciting Light Filter System, O Ordinary Light System |2
- _ gauamaALCOF?rse &Fine Foms:r;g A’?_lusmt :"r'th . o - - llumination | 100W Ulira Hi-Voltage Spherical Mercury Lamp |-
i Syl s Protect Barrier Barrier To Resist The Ultra Violet Light .
| : . | | | Power Supplier  Power Supplier AC110/220V, Digital Dispiay And Timer .
R Build-in llumination,Halogen Lamp@V/20W,Power | o _ o . Fluorescent Free Objective | 10X 20X 40X 100X .
 Supply 220V _ _ _ _ Optional Parts High Resalution COMS Digital Camera 5.0MP, 9.0MP With Software o
Filter Blue,Green, Yellow . b . o MNote: ® Standard Outfit; © Optional
ZI[0]=T NN ot APl B P Pl = in AVSTRALIA : Contacy +61 3 9762 2034
A m_ catell "
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Digital Microscope

)

\/’ o
BXTv-1 BXTV-1A

Technical Parameters:

Model

Specification

BXTV-

Slhding Trinocular Head Inclined At 45 e
Compensation Free Trinocular Head

Viewing Head Inclined At 30°

JFLCD
.Nosepiac:a ‘Ball Baating Quadruple Mosepiece .
[Eyepiece  WF10*18mm .

Achromatic 4X,1 IZIX AISHO0X(S Dul]
Objective | Plan Achromatic
| AX 10X 40X(S)100X(S,0l)
Double Layer Mechanical Stage
[Enae 135*140mm *
Abby MA1.25 Condenser With Iris
Condenser | Diaphragm &Fitter Rack&Pmnion ®
| Adjustable
Build=in Bumination, Halogen -
| LampBV/20W,Power Supply 80~230V |
Each Set In Styrofoam, To Cartoon
For Safety

lluminaticn

Packagea

1/3 SONY CCD

Image Sensor

| Signal System | PALINTSC

s - Horizontal:15.625KHz
_ b S eoded | Vertical:50Hz
| Horizontal Resolution | 4B80TV/520TV

: i, F1.2 0.5LUX

Min llumination 0.01 LUX
| Power Consumed | 73mASE5SmA,

485/N Ratio 50db AGC
146

¥ o

BXTV-1C

Video Ouiput

| Backlight Compensation

Electronic Shuttla

| Camera Interface

Balance

:Gﬁn&mmﬂ

Power

BIOBASE W o e e AP ot =

—

BXTV-1D

1 BXTV-1A BXTV-1B BXTV-1C

BNC 1.0VP-P.75

| OFFION

AUTO IRIS EE

lcs

Auto

i

Prstribotor

DC 12V

e EEEm——

et
e ——— .

?_ﬁl ';ﬁ %_ﬁ i

BXTV-1D BXTV-1E

Stereo Zoom Microscope

. * = I &,u
SZM45 SZM-45T SZMT045 ST-20

Technical Parameters:

SZMAST

Viewing Head Binocular Head Inclined At 45* | Trinocular Head Inclined At 45°
. Eyepicce . Eyepiace:WF10*20mm

Objactive .ﬂ,?ﬂx%.ﬁ){ Continuous Magnification~Variable Objectives
. Magnification . TH~90X, 3.5X%-180X (Auxiliary Objectives)

Interpupilary Distance | 54=75mm

Visibility Adjustment Double Visibilities Are Adjustable
Working Distance Of .

Objectives | 100mm

umination Upside: 12V,20W  Downside: 12V, 20W

Model 5T-20 ST-40

Viewing Head Binocular Head Binocular Head
SRRSETION ‘Straight Inclined At 45°

| Eyepiece WFI0X

_Dbjecﬁw ‘13{4 E‘X 33X, 4X

Magnification /

: Int*amupmar}r Distance | 54~75mm
| Visibifity Adjustment Duul;lle Visibilities Ara Adjustable

Waorking Distance of
Objectives Eonm
Iumination Natural Light Upside: 12V,20W

| Downsice; 12V, 200

i ALTSTRALELA cuneau +G1 3 OTHE 2031
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XTL-T045

+» Biobase Meihua Trading Co.,Ltd.

Trinocular Head Inclined At 45°

ST-60

Binocula { Trinocular }
Head Inclined At 45°

WF10%20

| 0.70X~00X, 3.5%~180X
: (Auxilliary Objectives)

100mm

147
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BK-3358 Semi-automatic Microtome BK-2258 Manual Microtome

BK-3358 Semi-automatic microtome is new model. This model adopts advanced, modern histopathology Features:

research technology. It has stable performance, ergonomic concept. Main spare parts are imported from ® Ergonomical conception of devise, trouble free operation under any conditions
overseas. This model stand for advanced technology and new development direction of histopathology research, ® Good section whenever use by Standard Steel Knife or Disposable Blade

Features:

@ Advanced driving systems, functions of section, timming, fast forward, backward etc

@ LCD screen shows section and trimming thickness range, numbers of section and trimming
@ Exchange betweean section and frimming mode can be finished by controlling systems

@ Hand-whee! can be locked at any position to assure user's safety

® Large waste fray is easy to clean and unload

® Universal cassette clamp and standard specimen clamp; Emergency stop systems

Technical Parameters:
@ Section thickness range: 0.25 ~ 60um

025 ~1um increment 0.25um

1=10um increment 1pm
10 -20um  increment 2um
20 - 60um  increment Sum

® Trimming Thickness range:0.25 - 60pm

® Minimum Setting value: 0.25pm

® Ohject Feed: 28mm

® Vertical Stroke: 60mm

® Maximum Specimen Size: 50* 50mm

@ Precision: £5%

® Power Supphy: 110/2200 £10%, 50/60H=z

® Power150VA

® External Size:520*430*330mm

® (et Weight:24kg

228

® Specimen clamp positioned at 8 XY precision orientation system
@ Hand-wheeal system allow the hand—wheel locked at any position
® Specimen block can be changed easily and conveniently

@ Blade holder can be moved in horizontal or vertical direction

® Disposable blade holder and steel knife holder

® Large waste tray is easy to unload

Technical Parameter:
® Section Thickness Range:0.5 ~ 60pm
@ Sefting Value:

0.5=2um increment 0.5um

BK-3358

2=10pm increment 1um
10 - 20um increment 2um -\'I
20 ~B80um increment Sum 1
® Trimming Thickness Range: 1 —~ 60pm
@ Minimum Setting Value:0.5um
® Precision Error: £5%
® Maximum Specimen Size:60*50mm
® Ohbject Feed: 28, Vertical Stroke: 60mm
@ Speciment Return Range: 0 - 28mm

® External Size: 500*460*300mm
® Met Weight: 23.3kg

BK-2258

BK-2508 Manual Microtome

Technical Parameters:

® Section Thickness Range: 1 - 25um,1 -~ 35um
® Minimum Setting Value: 1um

® Precision: £5%

® Maximum Specimen Size: 60*40mm

@ Low Profile or High Profile Disposable blade

® Steel Knife Holder or Disposable Blade Holder
@ External Size: 450*320°320mm

@ het Weight: 19kg
=1[0]= VAN SN o P AT B P PN < i AVISTRALIA : Comtacy +61 3 9762 2034
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Mixer

Features of Vortex Mixer

- Touch and continuous operation

- Specially designed vacuum suction feet hold fo the work surface and prevent the unit from movement

- Aluminium cast base avoids unnacessary

Features of Microplate Mixer

“walking”

- Compact and universal Microplate Mixer suitable for small vessels and 96 microplate

- Wide range of accessories, easy installation and replacement

— Continuous operation

— Stepless speed regulation of motor

— DC brushless motor low running noise and long service

MX-S
adjustable speed

MX-E

134

W X—M
with microplate clamp

Mx—M
with universal top plate and a tube adapter

BIOBASE’
Prstributor

.

AR e Bl

Technical Parameters:

Shaking Movement

Orbital Diametar
Motor Input

Motor Output

Speed Range

"Sp-eed Display
Operation Type
Ambient Temp.
Ralative Humidity
Protection Type
Consumption
Power Supply
Size (W*D*H)

Waeight

Mx=5

Orbital

4mm 4.8mm
58w 12w
oW aw

0-2500rmp F000mpm

Scale !

Continuous/

.. | Touch tion
touch operation BHEDOREVS

5-40TC

P21

102200 £10%, B0/60Hz

1271130*160mm- | 134M34*TImm

3.5kg 0.8kg

= @ ATTSTRALLA : fﬂ.l-l.ﬂﬂ +HG1 F9TEZE 2034

sm-ﬂ—-s

ww.chromalytic. net,amn
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Model Mx=M

Shaking Movement
Orbital Diameter

Mz Ehaking Capacity (With
Attachments)

Motor Typea
Motor Input
Motor Output
Speed Range
Spaad Display
Ambient Temp.
Relative Humidity
Protection Type
Consumphon
Power Supply
Siza { W*D*H)

Waight

Orbital

4.5mm

0.5kg

External rotor brushless
motor

18W

fow

0-1500rpm

Scale

5-40C

P21

TO220V £ 10%, 50/60Hz

260150*80mm

3kg

135
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Electronic Temperature Regulation Resistance Furnace

Features:

1. Cold—-rolled slesl spraying extenor of anti-comosion and durability.
2. Electronic temperature regulation device with dual functional switch for stepless temperature and power
reguiafion, which can adapt to differenl haating needs.

Technical Parameters:

Standard 1-join 2-joins 4~jons 6~joins 1=join
Power Supoh(V) 220 -

Consumpiont KW) 1 2+ e e 2

Hotpiate Size(mm) | 125125 n 1554188
External Size(mm) 15::-130‘14'0 30518040 610800 S10MBOMM0 185+220°160
mﬂ §en 280'200220 | 335°215°230 660220225 050°210°225 | 280°200°220
Nt Waighi(Ka 13 3 53 22 28

| Gross Weight(Kg) |24 4 a4 124 |32

Chamber Muffle Furnace
(1) Ceramic Fiber Muffle Furnace (Ceramic Inner Chamber)

l SEEEE=
— .
) l
a

L

S ——

-

Features:

1. imported high densiy ceramic fiber.

2. PID two digital screen controller or programmable controller as requirement.

3. Controller has the funchion of timing and over—temperature profection.

4. Dual Ceramic Inner Chamber, hollow heat insulation and good ventilation ensure that outer shell is not hot and
e inner shell can cool down quickly

5. Equipped with cooling fun ensure the cooling rate up 1o 5C /min

Note: 3~5 is only for MCF series

Technical Parameters:

internal Consumption Power R ated Temp. Rising External Temp.
Size{mm) (Kw) Supply(V) Temp.(C (Emptyimin) Siza{mm) Precision( T )
MC2.5-10 25 1000 15
1 200*120%80 f 500°240%170
MC25-12 25 1200 20
MC4-10 4 1000 15
1 300*200*120 | T 600*360*210 =1
MC5-12 5 1200 20
MCa-10 8 1000 15
I 1 400%250*160 | + 380 T T20"380*270
MC10-12 10 1200 20
|MCF25-12 | 2i3ﬂ’12f.'f*ﬂl] 2 5 (1200 |20 580*360*640
| 220 | { { {
i MCF5-12 305*200"12{! 3 {1200 I 20 BBO*520°660 |1
MCF10-12 405'253*‘150 E 33[.'r {1200 20 | 950*860*1120

S1[0]= LA SN e T P PN < in ATISTRALIA : Contacy +61 3 9762 2054
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(2) Box-resistance Furnace ( Fire Brick Inner Chamber )

Features:

1. Cold—rolled steel spraying exterior; open—side door enables easy on/foff,

2. Medium—tempearature fumace adopts enclosed fire pot. The spiral electric alloy wire coil as heating component
colled on the furnace walls. It is efficient and durable.

3. High—temperature tubular resistance furnace adopts heat resistant combustion tube and takes elema as
heating component to fix on the fireport exterior.

4, High—-temperatura box resistance fumace takes elema as heating component to fix inside the firepot.

Technical Parameters:

Chamber Muffle Furnace

Economic type product

ME-10/12/13GJ series chamber muffle furnace, as
economic product, adopts traditional split type structure. Its
controller is selected with LCD Temp.controlled instrument,
more paersonalized design, easy to install and operate,

energy saving.

Technical Parameters:

ME2.5-10/2.5-12GJ ME4-10/5-12GJ MEB-10/10-12GJ ME4-13GJ
Chamber Size (mm) 200*120%80 300*200%120 400 250*160 250*160*100
"Gapadty{L} | 2 | 72 .’rE | 4
| Rated Temp.(T ) 1000 1200 “ 1300

Temp. Contral LEGD PID Temp.control

Temp.Precision(T ) o5 |

Heaating Rata = 15T Min

| Heating Elemeant Aludirome heater strip Straight silicon carbide rod
..Pmmraupmy{V} | Single-phase 220 | Three-phase 380 | Single-phasa 220
"Dunsumpﬁwl (KW ) | 2.5 | 4/5 .B.HD | 4

| External Size{mm) .460*300*4130 | 500*400*500 .Wﬁﬂﬂ*ﬁm | 500*400*500

Fundamental type product

MF-G searies chamber muffle furnace, as fundamental product,
adopts modern integrated structure. lts hearth is made of traditional
fireproofing materials, broad range of application and high cost
performance.

EIDBASE m:ﬂ'm:m* in AVSTRALIA : Contacy +61 3 9762 2034

ot Consumption Rated Temp. Power Supply Temp. Rising Intarnal External Size

il (KW) () (V) (Empty/min)  Size(mm) (mm)

‘MB25-10 |25 1220 =60 2001120°80  595*410*467
MB4-10 a 1000 1220 =80 1300°2004120 | 700500°527
MES-10 8 3&0 = 90 | 400%250%160 SH0"600°635
MB12—10 12 | 380 =100 E5EI[EI"3E'3E'J‘21‘.)(1 1007207675
MB2.5-12 25 220 =100 520[]*120*313 5095*410%464
MB5-12 7] 1200 ;220 =120 | 3002004120 T0rE00*527
MB10-12 10 1380 =120 (- 400*250%160 S10*E00%635
MEL4-13 4 0~210 = 240 250150100
MEL5-13 5 [0-210 = 240 [ 250*150*100
MELZ8-13 a8 1300 ﬂ~350 = 350 5500'2?3*“1 80 OB5*6T0ME00
MST2-13 2 [0-210 = 45 @ 30180

E i ; i 5 450%270*360
MDT25-13 |25 0-210 =45 2-022*180

212 Drstriboaior
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BIOBASE’

MF-T series chamber muffle fumace is made of new type fireproofing material-—oceramic fiber, fast rate of

Research—based type product

Temp.increase, great thermal insulation property, energy saving, environmental protection, and long service life. MR-12M7TP series chamber electric fumace, as research—based product, adopts modern integrated double—

layer furnace body structure. Its hearth is made of new type fireproofing material-——ceramic fiber, fast rate of
temp.increase, great thermal insulation property, energy saving, environmental protection, and long service life.

Technical Parameters:

MF2.5-10GT MF4=-10GT MFE-10G/T MF12-10G MF2.5-12G MF5-12G MF10=-12G
BIOAARE i *
internal Size (mm) | 200%20*80 | 300*200*120  400*250*160 500%300*200 200%20°80 | 300°200*120  400*250*160
Capacity(L) 2 7.2 16 30 2 7.2 30 T o
Rated Temp.(T) 1000 1200 .
Temp.Contral PLC control system ﬂl

Temp.Precision(’T )| £1

Heating Rate G saras = 60T Min, T series = 15T Min

Heating Elemeant Aludirome heater strip

MR-12TP serias MR—17TTP senes

380 Eingﬂ"

Power Supply(V) 220 phase 220 Single- phasea 380
' : ! T ! T ! ! ' Technical Parameters:
Consumphion(Kw) 2.5 4 8 12 25 5 (10
External Sze{mm) 590400620 650°520*670 810*570*760 930*700*860 480°400"570 580%520*620 |730*570*720 MR2.5-12TP MR5-12TP MRE-12TP MRE-12TP MR4-17TP MRE-17TP
Internal Sizeimm) | 200%120*80 300%200*120  300*200%200 | 400°300%300 |180™50™50 | 250*150"50
MH-16TP/GP Series high temperature furnace Capacity(L) 2 7.9 12 36 16 '5:6
Chamber Matarial Impaorted high thermal density ceramic fiber
Technical Parameters: - | :
Rated Temp.(T ) 1200 400-1700
Model MHE-16TP/IGP MH12-16TP/GP MH1B-16TPIGP : !
| Internal Size(mm) 30050120 400* 20060 500%200*180 Temp.Control PLC control system
moERsE Capal:itjl’(L'.l | 5.4 13 18 I
: Rated Temp.{T ) | 400°C -1600 Temp.Precision(T) | 21
Tempﬂontrcvl | PLC control system i [
{ | Temp.Brecision(T ) +1 Heating Rate | = 60T /Min
; 7 ; . A ”
J ! " b ! e A e i s Heating Elemeant | Aludirome heater strip U shaped solicon aluminum bar
Power Supply(V) Single~phase 380 | _ , .
| Hea’mg Elament U shaped solicon aluminum bar Consumption(KW) 25 4 4 8 4 8
Cmsurnnhun(KM B8 [12 18 ' ' ' ' ' ' :
! 1 - - & i | #
| Extornal Sizalmm) | 7401000950  840*1050°910 950850700 External Size(mm) | 590390640 .BQG*SE(! 660 5630*520 780 | 950* 7207920 | 59076207900 | 500*620%920
EIDBAEE mﬂm..rmﬂ' < in AUSTRALIA : Contacy +61 3 9762 2034
214 Distributor < ——— = - - 215
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Mini Compact Peristaltic Pump

Features:

1.With 42 stepper motor drive.

2.0LED/LED screen display the current motor speed, direction and
working state,

3.Mask keypad/Toggle switch and digital knob control operation.
4.External control interface.

5.Embedded design, small volume, suitable for installing in other MPP-EM series

instruments. {only for MPP-EM series).

6.304 stainless stesl housing, resist corrosion.(only for MPP-SP series)
7.Support RS485 with MODBUS protocol, convenient to connect with
FLC.

8 Low power consumption,

MPP-5SP series
Technical Parameters:

Model MPP=-EM1 MPP=5SP1 MPP-EMZ MPP-5P2
Drive | SP-MiniPump
Pump head MiniPurmp 01 MiniPump 02
 Channel 1 2
Tubing 13 4 6# % ™ |21 25
Flow rate{ mimin) | 0.0024-8.28 | 0.0112~33.88 0.0394~114.31 0.0652~190.00 A 0.005~15.01 0.018~54.63  0.0256~76.84
Flowraterange  0.0024~190mi/min !
‘Speed range 0.1=-300rpm, reversibla
‘Speed precision | 0.7rpm
Flowrate precision |0.0Mml
Mator type 42 stepper motor
Display OLED LED OLED LED !
Control method | Mask keypad [Foesnkiond bl | issickpond. (| ADIG0 StE A
SR Knob Jtaiknob |
il RS485 communication interface, MODBUS protocol
| Consumption < 15W
| Power supply | 24V DC, with power adapter
i it Environment temperatura:0-40T
_ W von Relativie humanity : < 80%
Drive size 110*120*120mm 136*113*108mm 111020*120mm | 136*113*108mm
Drivewsight 0.8k 1.98g 0.8k 198kg
IP rate (=3}
[S{[8]=T: S S i I s e < i ATIS TRALLA : Comeacy +61 3 9762 2034

Pistributor h‘ b —— - et gl — 173
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+» Biobase Meihua Trading Co.,Ltd.

Standard Peristaltic Pump

Features:

1. 3.2 LED display the current speed.

2.Mask keypad control the start/stop, speed and direction.

3.Load shedding memaory function.

4,60 test function, can set the repeat numbers for simple

dispensing.

5. The key of full fempty help you to guickly discharge the air from fubing
and fill the fluid.

B.Indicator display the external control working mode and direction,
7.Support RS232 and RS485, the pump can be connected with PC fo
reach dispensing and filling function.

8.Special for laboratory use.

DG1-DG12 MC1=MC12 YZ1515X YZ2516X SN15, SN25

Technical Parameters:

Speed Range Pump Head Tubing Size Flow Rata { mifmin)
YZ1515% 13%,14%,19%, 164, 258,17, 184 0.035~570
YZ2515% 154, 24% 0.85~435
BT1I00N  05-150pm 1D:0.43-3:47mm, '
S Wail thickness: 0.8~1.0mm L
SN25M5 14#, 16%, 25% 012~375
YZ1515x 138,148 10%, 16#,258,17#, 18# 0.035-1330
YZ2515% 15¢, 24# 0.85-1015
BT300N 0.5-330rpm ID:0.13~3.47mm,
MCITMCIS Wall thickness: 0.8~1.0mm S
SN25M5 14#, 16%, 25% 012~875
YZ1515x 138,148 10, 16#,258,17#, 18# 0.035-2280
YZ2515x 154, 244 0.85-1740
BTE0ON 0.5-600rpm ID:0.13~3.17mm,
Tt Wail thickness: 0.8~1.0mm it cad
SN25M5 14%, 168, 25¢ 0.12~1500

BIOBASE o o e = - P A o
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Technical Parameters:

Modeal

Drive BK-BT100N BK-BT300N BK-BTS0ON

Flowy rate range 0.00034~570mifmin 0.00034~1330mmin 0.00034~2280mlmin
Spead range 0.5-150rpm 0.5~-350rpm 0.5-600rpm

Speed pracision 0. mpm, reversible

Display LED

Control method Mask keypad

Start/stop control: TTL level
External control 05V, 0~10V, 4-20mA signal;
RS5232, RS485 communication interface

ACTIOV £10%, S0HzB0Hz

il il AC220V +10%, 50HzIB0Hz

Drive size 183*131"184mm 183*131*194mm 208™131*194mm
Drive weight 4.02kg 4.02kg 4.84kg
Consumption < 45W

otbgcmodion  Exormertimeashent-4re

Cutput presstre 0.3Mpa

IP rate P31

in AVISTRALIA : Contacy + 1 3 BTHE 2034
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BIOBASE’

Basic Peristaltic Pump

Features:

1, Dual CPU control, separating the drive and confrol, quick = g J
operation speed, stable work and high precise transfer, ]

2. Acceptable pump heads: YZ1515x, ¥ Z2515x, SN series, MC -

series and DG series. /
3. Digital knob control speed. Easy to operate with high control .\ ;,

precision, and long-term service life. Ensure high accuracy of ﬂ

transfer fluid.

4, High torque and low power loss, connect many pump heads
in series or install multichannel pump head for satisfying the different application situations.

5. Load-shedding memary function.

7. Choose free external control module: 0-5V, 0-10V and 4-20 mA. Three signals all can control remotealy
rotational speed of pump, and also control start and stop of pump by the switch signal,

8. RS485 communication interface with MODBLUS protocol reach external contral,

+ Biobase Meihua Trading Co.,Ltd.

DG1-DG12

MC1-MC12 YZ1515X YZ2616X

Technical Parameters:

Modeal

Flowy rate range

BPP1 BPP3

0.00034~570mifmin

(.00034--1330mlmin

SN156. SN25

BPPB

0.00034~2280ml/min

Speed pracision 0.1rpm (1-100rpm range) ; 1rpm { 100~600rpm range). Reversible.
Technical Parameters: Display LED
Control method Digital knob and toggle switch

Flow Rate { mi/min)

Speed Range Pump Head Tubing Size

Start/stop control: TTL level

YZ1516x 13% 144 10#%, 164 25¢,17#, 18% 0.07-570 ,
- f ' External control 0=5V, 0~10V, 4~20mA signal;
YZ2515x 154, 244 1.7-435 RS485 communication interface
BT100M 1~150rpm ID:0.13~3.17mm '
MC1-MC12 et 0.00067~45 ACHOV £10%, S0HZ/E0HZ
Wall thickness: 0.8~1.0 Power '
| ikl otiess ot | Supply AC220V £ 10%, 50Hz/60Hz
SN25M5 14%, 16%, 264 0.24-375 :
L] i i el 2 * .1
e Tokias e 1Sk e T A s Drive size 234+144*140mm 254+185*49mm 1254+185*149mm
YZ2515x 154, 244 1.7-1015 Drive weight 3.6kg 454kg 4.64kg
BT300M 1~350rpm ID:0.43~3.47mm, ' . ' | |
MC1~MC12 e 0.00067~45 | Consumptior % 45W
| SN25M5 \14#, 168, 25¢ 0.24~875 Ervironment temperature 0-40C
YZ1515x 13#,14%,10, 164,25%,17#, 16# 0.07~2280 RSk coitin |
- . : Relative humidity < 80%
YZ2515x 154, 244 1.7-1740
BTE00M 1~600rpm ID:0.13-3.17mm Qutput pressure 0.3Mpa
MeIme Wall thickness: 0.8~1.0mm 0.00067=45 b -
SN2515 14%, 168, 25# 0.24~1500 IP rate P31

BIOBASE QP e - PP -t R PR TS T Comvacy +61 F HTE2 2034
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Intelligent Flow Rate Peristaltic Pump

Features:

1.4.3 inch color LCD display, touch screen control,
dynamic display working status, display the flow
volume and motor speed in the same screen,
2.Intelligent calibration function, it can calibrate the flow
rate and dispensing volume, ensure the flow accuracy,
suitable for high accuracy transferming liquid.
3.0n-line micro adjust function, it can adjust the
flow rate during production progress, to avoid the
filling errors because of tubing fatigue and elasticity
decreased.

4 Accurate angle control technology, to meet high

precision metering and dispensing.

5 Fixed volume measurement function: After turn on
this function, the peristaliic pump will measure the liquid
volume automatically, it will stop automatically after the volume reaches the set value. During this process, the
flow rate can be changed. It is suitable for laboratory liguid dosing and chemical reaction process.

6.Fixed time and volume function: After turn on this function, the peristaltic pump will transfer preset volume
within preset time. It is suitable for liguid dispensing in laboratory and industrial production.

7.Timer start and stop function: Can set the pump start and stop time freely, reach automation control,
8.Load-shedding memory function, store the running parameters in time, safe and reliable.

9.Fast fluid-filled function, can wash the tubing and also fill fiuid in the tubing.

10.High torque and low power loss, it can load several pump heads or multichannel pump head, meet different
application requests.

1.3 measurement modes: fixed volume measurement, fixed time and volume, timer start and stop.

DG1-DG12 MC1-MC12 ¥ Z1515X YZ2515X SMN15. SN25

Technical Parameters:

BIOBASE JF <" -~ - 0 =~ —- A g e o~ = R EAPTIEL PN F Concacy +61 3 DTH2 2034

1?8 Pisteributor eeem——
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Model FPP1 FPP3 FPPG

Driva V1 (V3 VG

Speed range 0.1~150mpm (0.1=350mpm 0.1~600rpm

i YZ Yz MC1 SN Yz (YZ |Mci SN Yz Yz |Mct- SN

it 1515 | 2515x% | ~MC12 25M5 1515k  2515% | ~MC12 2515 | 1516x | 2515x | MC12 2515

13%, | 134, 13#,
14, ID:0.13N [14#, ID:0.13~ 144, . gg;ﬁ:
19%, 452 1 3ATmm, 148, 19#%, 158 3A7mm, 14%, 19%, ligs . [Wa " 14#,

Tubing size 163, '2 4#‘ Wall 16#, | 16#, 24#' Wall 16#, | 16%, 241; m;knasa' 164#,
258 | |thickness: 258 | 25# thickness: 25¢ |26#, 0.8~ T 258
17#, { 0.8~1.0mm | 1T#, 0.8~1.0mm 17#, 10
18# ' 18# 18% il

Flow rate 0.007 Qm? [0.000067 | 0.024 [0.007 047 |0,000067 |0.024 0,007 (047 0000067 0.024

{ mbimin) ~570 |-435 _-45 _-3?5 {=1330 [~1015 | ~45 ~875 | ~2280 | 1740 | ~45 ~1500

Flow rate ranga | 0.007~570ml/min ( 0.007=1330mbmin 0.007~2280mlimin

Speed precision | 0.01 ipm

Pl e 0.01m

precision

Back suchion 0~360°

angie

Output pressure | 0.3Mpa

Display 4.3 inch-Industrial grade=Trug color LCD screen

Control method | Touch screen and mask keypad

' 0~5V, 0~10V, 4~20mA
Passive switch signal, such as : foot padal.

External control Active switch signal: 5V, 12V, 24V for option.
RS232, RS485 support MODEUS protocol (RTU mode)

suoDl AC220V £ 10%, 50Hz/60Hz (standard),

POWSrSUPPYY | A G110V +10%, 50H2/B0Hz (optional)

Drive size 213*152*235mm

Drive waight 5.02kg

Consumption < HOW

Warking Environment temperature: 0~407T

condition Relative humidity: < 80%

P rate P31

- e e = 179
ol . - B
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BIOBASE’

Industrial Flow Rate Peristaltic Pump

Introduction :

It is the first choice for high level industrial sites, large flow rate, high
precision and intelligent control liguid transferming.

Features:

1.Imported 4.3 inch — industrial grade — true color LCD screen,

2.Serve motor drive, precise control, strong power, low vibration and low
noise,

3.BIOBASE-V-CIR circuit system, use imported chips, computing speed
fast, reliable performance, working stable.

4 BIOBASE-V-EMB operation system, embedded software design,
powerful function, friendly interface, attention to users’ experience.

5, Intelligent calibration function, can calibrate the flow rate or dispensing volume, ensure the flow rate accuracy.
Suitable for high precision transferming liguid.

6, Fixed volume measurement function: the pump will measure the liguid volume automatically, it will stop
automatically after the volume reach the set value. During the process, you can change the flow rate freely. It is
suitable for laboratory liquid dosing and chemical reaction process.

7. Fixed fime and volume: the pump will transfer fixed volume within set time. It Is suitable for liguid dispensing in
laboratory and industrial production,

A. Timer start and stop function: Can set the pump start and stop time freely, reach automation control,

9,0nline micro adjusting function: During the production process, if the tubes fatigue or abrasion, you can use the

Technical Parameters:

Model

Driva

Pump heaad
Tubing

Flow rate (mi/min)

Flowy rata range
Speed range
Speed precision

Flow rate precision

Accuracy

Back suction angle

Cutput pressure

Control method
Extemal control

External control start/stop and

IFPP12
WE-3L VE-6L VE~12L
DZ25-3L DZ25-6L YZ35
5% 248 354 36¢ 158 24¢ 356  36¢  73¢ 824

0211~ 0.385- 0.508- |06 03~ 055- 08~ (18- (123~ |20~
800 1800 | 3000 {3600 (1800 (3300 |4B00  |6000 7400 12000

0.211~3800mkmin 0.3-6000mlimin 1.23~12000mkmin
0.1~600 rpm, reversible

0.01 rpm

0.01ml

< +0.5%
0-360°
0.3Mpa

Touch screen and mask keypad

08V, 0-10V, 4-20mA,

Passive switch signal, such as : foot padal switch

+ Biobase Meihua Trading Co.,Ltd. ————

online micro adjusting function to adjust the flow rate without stop the pump. dirsction Active switch signal; SV, 12V, 24V for aption.
10. Unique accurate angle control technology, achieve high accuracy dispensing and dosing. i 1
11.Fast filling function, not only can be used for washing the tubing, but also can fill liquid to the tubing fast, __Gmmumm shislivi . fRedn e ARt NOPEUS Prelceal R T roode)
12 Automatic temperature control system, reducing the fan noise effectively. Output interface Output motor working status (Open-Collector output)
13, Power down memory function, store the running parameters in time, safe and reliable.
14, Strong anti-jamming feature, wide valtage design, suitable for complex power supply environment. Besiiar AC220V £ 10%, 50Hz/60Hz (standard),
s dadatibals . IS e e R ACH0V £10%, 50Hz/60Hz (optional)
15.Circuit board spray with three paint, anti-dust, anti-moisture, anti-static, resist corrosion.
16. 304 stainless steel housing, comply with pharmaceutical GMP certificate reguirement. ' i .
G POMEEYWERLE 4 Diiie $ize 223462*200mm 283*192*218mm 302+223*275mm
17.0225-3L, DZ25-6L and YZ35 pump head, aluminum alloy material, 304 stainless steel rollers, strong rigidity, - : :
high accuracy, reliable performance, excellent guality. __D'wa weight i i :T‘EE g i el
Consumption < BOW | < 180W < 300W
; o Environment temperature; 0~407C |
WaHRag sontition Relative humidity: < 80%
1P rata P31
21[0]= VAN AT A PP < i AUISTRALIA : Convacy +61 3 9762 2034
180 Prstributor b —— “..-:-:r,_-_: = 181
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Dispensing Peristaltic Pump

Introduction:

It is suitable for non—pollution and high precision
liguid dispensing. The filing accuracy is 0.5%—1%.

Features:

1. Impaorted 4.3 inch — industrial grade— true color
LCD screen. Dynamic display dispensing status, The
dispensing volume, dispensing time, pause time,
copy numbers and system setting also displayed in
the same screen,

2.Accurate angle control technology, high precision
filling.

3.Intelligent calibration function, it will callbrate the

filling volume before production to ensure the filling

accuracy, help you to improve the working efficiency.

4, The online calibration and online micro adjusting function, to make you convenient to calibrate or micro adjust
the filling unit during the production progress. It can avoid the filling ermors because of tubing fatigue and elasticity
decreased.

5. Real-time monitoring, dynamic display the results of the monitoring. With alarm function, ensure the safety in
production.

6. The filling system can store 60 common filing modes, save users setting time, and improve working efficiency.
7. Back suction angle (0-360° ) setting avoid liquid drop off when the pump stop working.

8.The pump can connect with foot switch to control the start /stop. It can be also controlled by the host computer
when working in filling line or receive stop signal when missing bottles.

9, Automatic temperature control system, reducing the fan noise effectively.

10. Power down memaory function, store the running parameters automatically.

11.Fast filling liquid function can be used for washing tubing, also can fast fill liquid info the tubing.

12.5Strong anti—jamming feature, wide voltage design, suitable for complex power supply environment.

DG1-DG12 MC1-MC12 YZ1515X YZ2516% SN15. SNZ5

BIOBASE JF =" — 7 - 7 =~ 7 g
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Technical Parameters:

Mocel DPP1 DPP3 DPP&
Drive Fi F3 F6
YZ Yz Mct- SN YZ YZ [MCt~ SN YZ |YZ SN
Pumphead 'jeisx 2515k MC12 | 26M5 1615k 2515x MC12 255 1515¢ | 2515x |MOT™MCIZ ogug
_ 134, 134,
ok e i 14, ID:0.13~ 144, 1D:043~
orae iy I M# 1om | At7mm (14e (198, | |&i7mm, 14,
Tubingsize S0 ok WAl e 16, R wal 166, 168, |0 |Wal 16%,
G g 258 25, thickness: | 25# | 254, thickness: | 25#
| e 78, 0.8-1.0mm 17, 0.8-1.0mm
: 18# 18# |

Flowrate{ (007 47 |0.00067 024~ 0.07~ 17~ 000067 024 007 17~ |0.00067 0.24

milfmin) -570 -435 (~45 (375 1330 (406 =45 ~875 (22B0 1740 -45 ~1500
E:;Ete | 0.00067-570mbmin | 0.00067~1330ml/min 0.00067~2280mifmin
Speed range  1~150rpm 4-350rpm 1~B00rpm
Spead ’
B | 0Arpm, reversible
Display | 4.3 inch LCD screen
Confrol
hod Touch screen and mask keypad
& Start/stop, direction control: Switch signal { 5V, 12V, 24V)

cortrol
| ACHOV£10%, 50H2I60Hz
ol |AC220V210%, 50HZI60Hz

Drivesize | 213*152°235mm
Drive weight 55.21‘.!-:9

Consumphtion | < 50W

Working Ervironment tempearature: O-40°C

condition | Relative humidity: < 80%
Outplt 14 3Mpa

pressura [

P rate IP31

= i ATISTRALLA : i__ﬂ-II'IJIl‘ +G1 F OTEE 2031
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BIOBASE’

Industrial Dispensing Peristaltic Pump

Technical Parameters:

+ Biobase Meihua Trading Co.,Ltd. ————

Modeal IDPPG IDPP12
This pump suitable for large flow volume, high efficiency and high accuracy Pump head DZ25-3L DZ25-6L YZ35
filling. Such as: filling 500m|, the efficiency is 15 bottles per minute. Accuracy Tibing 158 24d 54 a6# 154 044 264 36 | 738 g%
R e s |24~ 385~ (508~ 6~ 3- 55~ &  10- 123~ |20
[ " 1900 1800 3000 3600 1800 3300 4800 6000 7400 12000
Features: Flow range 2.11-3800mbmin 3.0~6000mbmin [12.3~12000ml/min
1.imported 4.3 inch — industrial grade - true color LCD screen, clear Speed ranga 1~600 rpm, reversible.
picture guality, more guarantee quality. Dynamic display dispensing status, i Pretision 0.00rpm
dispensing volume, dispensing time, pause time, copy numbers and system F -
salting inthe same sty "Dlspansng flow rate range mﬂ.‘I-QQQQ.Q‘QmI
2.5erve motor drive, precise control, strong power, low vibration and low noise. Flow rate precision 0.01mi
3.BIOBASE-F-CIR circuit system, use imported chips, computing speed fast, reliable performance, working Dispensing time 0.5~0909.99 s
— Pause time 0.5-9999.99 5
4. BIOBASE-F-EMB operation system with unigue accurate angle control technology, achieve high accuracy . -
dispensing and dosing. | R prae i A
Intelligent calibration function, can calibrate the flow rate or dispensing volume, ensure the flow rate accuracy. Copy numbers 1~8989, 0 means unlimited cydle.
Suitable for high precision liquid filling. Bk Btin angie | o~380"
6. Online micro adjusting function. During the production process, if the tubes fatigue or abrasion, you can use [ - ' o
the online micro adjusting function to adjust the flow rate without stop the pump. . .
7. The pump can store 60 common filling modes, save users setting time. _C‘:‘"‘m method | Touch screen and mask keypad
8. Back suction angle setting, avoid liquid drop off when the pump stop working. Passive switch signal, such as : foot pedal switch
o . . Extarnal control : : (e ;

9, External control start/stap function, it can connect with foat pedal switch. The pump also can be controlied by the Active switch signal: SV, 12V, 24V for option.
host computer whan working in filing line. Communication interface RS232, RS485. Support MODBUS communication protocol.
10 Automatic temperature control system, reducing the fan noise effectively. Oulput interf Ol i R R
1. Power down memary function, store the running parameters in time, safe and reliable. r '

. . . . o . Output pressure 0.3Mpa
12, Fast filling function, not only can be used for washing the tubing, but also can fill liquid to the tubing fast, - 4
13. Strong anti~jamming feature, wide voltage design, suitable for complex power supply environment. Panc stppiy AC220V £10%, S0Hz/60Hz (standard);

L. . : x : i : . ' ACTIOV £10%, 50Hz/B0Hz (optional)
14. Circuit board spray with three paint, anti-dust, anti-moisture, anti—static, resist corrosion, | : :
15, 304 stainless steel housing, comply with pharmaceutical GMP certificate requirement. Meantime, use seamless Drive size 223152+ 200mm 2B3%192*218mm | 302+223%275mm
welding technology, avoid accidental spilled liquid on the housing infiltrate inside, to protect the inside circuit Drive weight 5.06kg .85 113.14kg
Jone c j | < 8w | < 180w < 300w
onRsuUm < L=
16, DZ25-3L, DZ25-6L and ¥Z35 pump head, aluminum alloy material, 304 stainless steel rollers, strong rigidity, : ik il . f
high accuracy, reliable performance, excellent quality. "Wc}rﬁng condition . Environment temperature: 0-40C ; Relative humidity: < B0%S
1P rate P31

CIRETNl s e B B Pt - in AUSTRARRA : Concacy +61 3 9762 2034
184 Distributoer == _'-..-:-r,-_ E 185
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BIOBASE® + Biobase Meihua Trading Co.,Ltd, —

Pocket PH Tester
Features Technical Parameters:
1. Multi—point push—button calibration with auto—buffer recognition
[Up to 3 DDiﬂIS}. Model PH10S/F/L PH20S/F/L PH30S/FIL
2. Selectable pH buffer standards. USA or NIST| and temperatura b= - ' ' ' '
T * pH Range 0.0-14.0pH =-1.00-15.00pH =1.00-15.00pH =1.00-15.00pH
Lnits I'C or 'f)
3. Automatic Temperature Compensation provides highly accurate ik s BLL | . [ . . .
_ = 4 = = pH Accuracy +0.1pH +0.01pH +0.01pH +0.01pH
measurements over the entire pH range. ‘ u ‘
4, Hold function freezes the current displayed value for easy viewing '
; | (L.0-60.0C , 32-
and recording. Temperature Range  -—--— s \1a0° F s
5, Auto power off feature help you effective~ conserve battery life.
6. Setup menu let user to customize the pH buffer standards, ‘I
calibration points and temperature units fo meet parsonal Temp. Accuracy ——— — -l o —_—
preferences.
7. Replaceable electrode reduce maintenance and replacement
) R P Caibration Pois | 2 points Up to 3 points
costs.
8. Waterproof feature to ensure complete protection in harsh
LISA (pH4.01, 7.00,
PRI, pHBuffer Groups | ") USA (pH4.01, 7.00, 10.01) , NIST (pH4.01. 6.86, 8.18)
Application _
_ ; Temp. Compensation | ——— 0-607C . 32-140" F. Automatic | =100, 32-212'F Manual
S series testers are equipped with a standard pH electrode (Circular glass bulb] '
used to measure the pH of non—viscous, non-high temperature liguids, e.qg., tap
water, drinking water, rainwater, etc. Sensar Type ‘Standard pH electrods: Rat surface pH electrode: Long-reach pH SNC Sannect
F series testers are equipped with a fiat surface pH elecirode used to measure the pH of semisolid substances, | electrode, B~pin connector '
&.q., fruits, bread, creams, efc.
L series testers are equipped with a long-reach pH electrode used to measure tha liquids in the test tube. * ¥
o . . Powsr Requirement | = 10 13 21,6V “AAA’ Batieries
PHA40 tester is equipped with a standard BNC connectar, which can use any pH electrode with BMC plug. Baiteries
Meter Includes: Auto-Off After 8 minutes from last key prass
® Standard pH Buffers IpH4.01, 7.00, 10.01 |, Batteries and Carrying Case
® PH40 tester include a model E201-BNC standard pH electrode. Dt ASBCHO CERE R

Mat Weight 100grams

21[0]= VAT N T A P < in AUISTRALIA : Conracy +61 3 9762 2034
112 Distributor T - m-— — 113
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BIOBASE’

PH220/PH221 Portable pH/mV/C /°F Meter

Features:

1. During pH mode, multipoint push—button calibration with auto—buffer recognition,

2. Selectable pH buffer standard IUSA, DIN, NIST or User—defined.

3, Automatically calculate and display electrode slope after calibration,

4. Calibration due reminder prompts you to calibrate the meter regularly.

5. During DRP mode, 1 point offset calibration allows user adjust displayed value to known standard.,

6. Absolute or Relative m\V measuremeant provide accurate DRP measured value,

7. Automatic Temperature Compensation ensures highly accurate measurement over the entire pH range.

8. Automatic endpoint function freezes the stable measured values for easy reading

and recording data.

9. To help message as operational guide to help you understand how to use meter.

10. Setup menu lets user to customize pH buffer standards, calibration points, stability conditions of

measurement, resolution, temperature units, dataftime to meet personal preferences,

1. Expanded memory stores and recalls up to 500 readings.

12, Built—in real-time clock stamps stored data to meets GLP standards,

13, Stored data can be fransferred into personal computer via USE communication Interface.

114

Technical Parameters:

pH Range

pH Accuracy

mV Range

my Accuracy

Calibration Points

Calbration Solutions

Tempe. Rangea
Temp. Accuracy

Temp. Calibration

Temp. Compensation

Hold Function

Memory and output

Connector

Power Requiremeants

Battery Life

Dimensions

Met Weight

185(L)*88{W)*32(H)mm

=2.00-16.00pH

0.0 pH

~1999~1998mV

=1my

2 points

USA (pH4.01, 7.00, 10.01)

0-100° C,32-212° F

£1° C

Manual

0-100° C,32-212° F, Automatic or
Manual

Manual

50 data sets with Date/Tima stamping, USE
Communication Interface

BNC

1*8\/B00mA Battery

Approximately 150 hours

300

Z3[0]= VAN N i AP B~ in AUSTRALIA : Convacy +61 3 9762 2034
b —— m,-:- -E

Drsirrboator

-%f

ww.chromalytic. net.an
—

i

e=-mmail : sales O I'.III'I'JIIIIHI'I.I'II'I...I..

=2.000~20.000pH

£ 0.002pH

~1898.6-1888.8mV

0.2mv

Up to 5 points

USA(pH1.68/4.01/7.0010.0112.45), NIST
(pH1.68/4.01/5.86/9.18M2.45), DIN
(pH1.09/4.65/6.72/8.2312.75)

0-105" C,32-221° F

05" C, 209" F

0-100° C,32-212" F, Automatic or Manual

Manual or Automatic

500 data sets with Date/Time stamping, USE

| Commumication Interface

3*1.5V "AA" Batteries

170(L)*85W)*30(H)mm

+ Biobase Meihua Trading Co.,Ltd.
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+ Biobase Meihua Trading Co.,Ltd.

PH320 Portable pH/ORP/Ton/°C/°F Meter

Features:

1. Automatic endpoint function freezes the stable measured values for easy
reading and recording data.

2. Calibration due reminder prompts you fo calibrate the meter regularly.

3. Manual temperature calibration provide accurate temperature value,

4, Setup menu lets user customizes buffer standards, calibration points, stability
conditions, resolution, measurement units, date and time to meet measurement
requiremeants.

5. Reseat function can resume all settings to factory default values.

6. Expanded memary stores and recalls up to 500 readings.

7. Built—=in real-time clock stamps stored data to meet GLP standards.

B. Stored data can be transferred into computer via USB communication interface.,

Technical Parameters:

Model PH320

pH Range -Z.DDD~2'EI 000pH
\pH Accuracy £0,002pH
'Resolution 0,001, 0.01, 0.1pH, Selectable
' Calibration Points Up to 5 points

e : | USA(pH1.68/4.01/7.0010.01H2.45), NIST(pH1.68/4.01/6.86/8.1812.45), DIN

bt ks pHi, i ok 23412.75) e 2

{or Cbnioantibion Baros | 0.001~19999ppm, mg/L or moliL (Depending on measuring range of lon Selective

| Electrode)
|lon Concentration Ancuracy +0.5% Full Scale ﬂdmﬂlant}, £1% Full Scale {Dwalﬂnt}
| Calibration Paints 2 to 5 points
Calibration Solutions l} 001, 0.01, 0.1, 1, 10, 100, 1000, 10000ppm, moliL, mgﬂ.
'mV Range ' ~1999,9~1999.9mV
‘mv Auwrac-y £02mV
'Resolution 0.1, 1mV, Selectable
Temp. Range |0-105° C,32-221° F
'Tsmp Am.lracy 205" D +08° F
:Tsmp. Calibration Mam.ral
'Temp. Cunpansatm IJ 100° G, 32-212° F, Automatic or Manual
:Aum-crl’f | Manual or Automatic {1Ei 20 30 minutes arl‘tar last key pressed, EBIedabJa}l
| Hold Function Mam.ral or Automatic
:'Etabilt:.r Conditions Lowor ngh ‘Selectable
Calibration due reminder | 0to 30 days
'Reset Function EYE‘S -
' Memaory | 500 data sets with Date/Time stampmg
‘Output | USE Communication Interface
‘Connector | IBNC
' Power Requirements | 3*1.5V "AA" Batteries
Battery Life | Approximately 150 hours
| Dimensions 1TD[L'.I'*B5(W}"'3D|[H}rrm
Nat Wa|ght { 300g
BIOBASE <" 7 7 =~ - P g

116 Discribuior

.

PHY900P Portable Multi-parameter Water Quality Meter

® pH Mode:

Up to 5 points push-button calibration with auto—buffer recognition.
Selectable pH buffer standards, resolution and temperature units,
Automatically calculates and displays electrode slope that helps yvou
decide whether to replace pH electrode.

® ORP Mode:

Single point offset calibration allows user adjust displayed value to a known standard.
Absolute or Relative mV measurements provide accurate readings.

® lon Mode:

Standard BNC connector can connect many lon Selective Electrode.

2 10 5 points push—button calibration from low to high concentrations.
Selectable multiple concentration units, including ppm, ma/l, mal/L.
Direct readout ion concentration simplifies measurement process.
mYy measurement allows user to check performance of ion electrode.

® Conductivity/TDS/Salinity Mode:

Up to 5-point push—button calibration allows user to use customized calibration solufions,

Adjustable TDS factors, cell constants, temperature coefficients and normalization temperature.

Selectabla linear or pure water compensation modas,

In salinity measurement modes, selectable practical salinity (PSU) or seawater measurement standard (ppt).
@ Dissolved Oxygen Mode:

1 or 2 points auto—calibration (100% in saturated air or air-saturated water, 0% in zero oxygen solution),
Manual salinity and barometric pressure compensation,
Selectable readout in ppm, ma/L or percentage saturation,

Technical Parameters:

Model PHODOP

pH Range =2.000~20.000pH
' pH Accuracy | £0.002pH
Resolution 0,001,001, 0.1pH, Selectable
Daibratiun Pcun’es . Lp to 5 points
A mﬁ,ﬁiﬁfﬁg—gﬂﬂ NIST(pH1.68/4.01/6.86/9.18/12.45), DIN(
. lon Concentration Range .D,Dm-19999p|:wn, mail, mollL (Depending on measuring range of lon Selective Electrode)
lon Concentration Accuracy | +0,5% Full Scale (Monovalent), +1% Full Scale (Divalent)
' Calibration Points 2105 points
| Calibration Solutions 10,001, 0.01,041,1, 10, 100, 1000, 10000ppr, molL, mlL

= @ ATTSTRALLA : fﬂ.l-l.ﬂﬂ +HG1 F9TEZE 2034

sm-ﬂ—-s 117
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BIOBASE’

+ Biobase Meihua Trading Co.,Ltd.

e RAnge 199,900 S PH210 Benchtop pH/mV/°C/°F Meter
| _rn"uf' Accuracy * 0.2m\
R‘eﬁmlutiun 01, 1rn\-" 5919dable
- = Features:
_ Gunducinrrly Ranga | ﬂ~20m5r‘cm l',MaX.EUﬂI'ﬂSJ'Gm}
Conductivity Accuracy | £0.5% Full Scale 1, Large backlit LCD display shows mode indicators and help messages. )
Calibration Points Up to 5 points 2. Up to 3 points push—-button calibration with auto—bufer recognition. ("/* !
' Calibration Solutions 10uSicm, B4uSiom, 1413uSicm, 12.88mSicm, 111.8mSicm 3. Selectable pH buffer standards and temperature units. \ z !
DS Range Hﬂppt EMax zﬂppt, Depsndmg on factor setllrrg} 4, Automatically calculates and displays electrode slope after calibration. ¥
 TDS Accuracy | £1% Ful Seale 5. Automatic Temperature Compensation (ATC) ensures highly accurate — _; :
 TOS Factor (0.1-1.0 (Default 0.5) measurements over the entire pH range. =
 Salinity Range | 0~10ppt (Maix.80ppt) 6. Automatic endpoint function freezes the stable measured values for easy -
| Salinity Accuracy | #1% Full Scale reading and recording data. \\_ L
| Sainity Measurement Modes | Practical Salinity (PSU) or Seawatter Measurement Standard (ppt) 7. Manual temperature calibration provides accurate temperature value.
Rasistivity B O0~100M o . ,
E oot it o ! 8. Help message as a operational guide to help you understand how to use meter.
Resistivity Accuracy £1% Full Scale , : : . :
- e | 9, Setup menu let user customize buffer standards, calibration points, temperature units, automatic or manual
Rasolution GGD‘I 0.0, EI1 1 Automatic — i .
Termp. Gosficient 0.0-40.0%. = G old function, a‘uto off feature to maef persanal preferances,
W i Midee Cinsar or Pars Walor 10, Reset function can resume all settings to factory default values.
Call Constant K=0.1, ‘1 10, Selectable
_ Normalization Temperature _ 20° Cor2s* C Technical Parameters:
Dissolved Oxygen Range 0.00-20.00mgiL or ppm
sl 0.01,0:1mL, Selectabe
Dissolved Cwygen Accuracy £ 0.2mall (Calibration and measuremant under the conditions of same temperatura) pH Range ~1.00-15.00pH
_‘?_eE_-_S_aturs;Hu_r_l_ uf_CI}_q_fgen _ _D.D_-EI_Z!_O.U% pH Accuracy £0.01pH
| Accuracy | £2.0% mV Range ~1000-1000mV
__Salhily Correction D-Eﬂg:ﬂ. MV Accuracy +4mV
__Pressu_re Comection :'EHJ [}~112 EkPa 450~BEDmran Casbration Foi Ao Bl
Tep: oad pifs s Lt ' CalibrationSoluti | USA (pH4.01, 7.00,10,01) or NIST (oH4.01, 6.86, 9.18
_Terrp,Amtraq}_r _.-I:GE’ [ :tl]Q‘ F 2 i v ! K fi (pH )
__Temp. Calibration | Manual "Tamp. Range .D~‘1 DS Gs Aol
Temp. Compensation (0~100° C,32~212° F, Automatic or Manual; DO Made: 0~50° C,32~122° F, Automatic [ ARy iz
ﬂutoﬂcrﬁ Manual or Mmhc {10 20 3[‘.! minutes aﬂer last key pressed, Salﬂctabla} _ Termp. Calibration | Manusal
_ Hold Function | Manual or Automatic Temp: Compensakion 0=100% G, 32~212° F, Automatic or Manual
| Stability Conditions | Low or High, Selectable Auto-Off Manual or Automatic (180 minutes after last key pressed)
| Calrbraﬁun due reminder .ﬂ to 30 days Hold Function Manual or Automatic
Reeei Funcunn Yas I - [
i T Reaseat Function Yes
_ Memory and Output : 500 data sets with Date/Time stamping , USE Communication Interface E i
Connector { BNC and 6-pin connactor ! ik bt ! o
Power Requirements 9% B\ YAA" Batteries "LGD Display .Gustom Dual-Display LCD (135*75mm)
| Battery Life ' Approximately 1 B0 hours Power Requirements | DCAY, using AC adapters, 220VAGC/S50Hz
' Dimensions 170(L)*85(W)*30(H)mm  Dimensions 210(L)*205(W)*75(H)mm
Met Weight 13009 Mat Weight ‘T 2kg
2301V AN A A PP < i ATISTRALIA : Contacy +61 3 9762 2034
118 Distributor < —o -— m _—— -E 119
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BIOBASE’

PH920/PH930 Precision pH/ORP/Ion/°C/°F Meter

Technical Parameters:

+ Biobase Meihua Trading Co.,Ltd. ————

Modeal PHS20 PHO30
pH Range =2.000-20.000pH
pH Accuracy 2 0.002pH
Resolution 0.001, 0.01, 0.1pH, Selectable
mV Range -1999.9-1922.9mV 1
y ! | |
(]
; 0.001~-19998ppm, ma/ll, mol/L (Depending an
(:‘// l lon Concentration Range f ing range of lon Selective Electiode)
y o ot ace |l 1!153’;;:; S:ta}}a (Monowvalent), £1% Full
e L | |
=
Pl mV Accuracy z0:2mV /
- ; Calibration Points Up to 5 points 2 to 5 points
= _,/"/ USA(pH1.68/4.01/7.00M10.0142.45), NI
Calibration Solutions STi{pH1.68/4.01/6.86/9.1812.45), DIN{ 0.001, 0.1, 0.1, 1, 10, 100, 1000, 10000ppm
pH1.09/4.65/8.79/9.2312.75)
Temp. Range 0-105" C,32-221" F

Features:

1. During the pH mode, Up to 5 points push—button calibration with auto—buffer recognition.
2. Selectable pH buffer standards and temperatura units.
3. Automatically calculate and display electrode slope after calibration

Temp. Accuracy

Temp. Calibration

Temp. Compensation

Auto-Off

=AM G 209 F

Manual

0=-100° C,32-212° F, Autormatic or Manuall
Manual or Automatic (10, 20, 30 minutes

Manual

aftsr last key pressad. Selactable) 0~100° C,32-212" F, Automatic or Manual
4, During ORP mode, Single point offset calibration allows user adjust displayed value to a known standard. Stability Conditi Low or High, Seleciable
. [ ilivalt (R. i ings. [ '
5. Absolute or Relative millivalt (R.mV) measurement prwlda accurate ORP readings R albratinn die ramingee 0t 30 days
6. During the ion mode, 2 to 5 points push—button calibration from low to high concentrations. F i
. . o . Resat Function Yes
7. Selectable multiple concentration units, including ppm, ma/l. and mal/L. F -
) ) ) o Meamory and Output 500 data sets with Date/Time stamping, and USB Communication Interface
8, Direct readout ion concentration simplifies the elaborate measurement process, : i
A . 2 ; Connector Connechor
9, Automatic Temperature Compensation (ATC) ensures highly accurate measuraments over the entire range. K i
10. Automatic endpoint furiction freezes the stable measured values for easy reading and recording data. | LCD Dispiay | Gustom dual-display LCD (130"10mm)
11. Calibration due reminder prompts you to calibrate the meter reqularly.  Power Requirements | DCSV, using AC adapters, 220VAC/50Hz
Dimensions 210(L188(W)*80{H)mm
Met Weight 1.2kg

BIOBASE JF <"~ 7~ ~ —- 7 g < SR PR IEL P EN s Conracy +61 3 9762 2034
120 Prstributor b —— “..-:-:r,_-_: = 121
¥ - T
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BIOBASE’

+ Biobase Meihua Trading Co.,Ltd.

PHY00 Multi-parameter Water Quality Meter

® pH Mode:

Lip to 5 points push—button calibration with auto—buffer recognition.

Selectable pH buffer standards, resoiution and temperature units.

Automatically calculates and displays electrode slope that help (‘, & 3

you decide whether to replace pH electrode. / |
® ORP Mode: \

Single point offset calibration allows user adjust displayed - :

value to a known standard,
Absolute or Relative mV measurements provide accurate readings

® lon Mode:

Standard BNC connector can connect many lon Selective Electrode.

210 5 points push—hutton calibration from low fo high concentrations.

Selectable multiple concentration units, including ppm, ma/l, mol/L.

Direct readout ion concentration simplifies measurement process.

mY measuremeant allows user to check performance of ion electrode,
@ Conductivity/TDS/Salinity Mode:

Up to 5-point push—button calibration allows user to use customized calibration solutions.

Adjustable TDS factors, cell constants, temperature coefficients and normalization temperature.

Selectabla inear or pure water compensation modes.

In salinity measurement modes, selectable practical salinity (PSU) or seawater measurement standard (ppt).

@ Dissolved Oxygen Mode:

1 or 2 points auto—calibration (100% in saturated air or air-saturated water, 0% in zero oxygen solution),

Manual salinity and barometric pressure compensation.

Selectable readout in ppm, mg/L or percentage saturation.

Technical Parameters:

Model PH200

‘pH Range

|PH Accuracy

_ Resolution
_Cahbrahon Points

Calibration Solutions

:-|Di"l Concentration Range
lon Concantration A:x:urac;y
Callibration Points
Caiibration Solutions

mV Range

122

| ~2.000-20.000pH

£0.002pH

ﬂ 001, 0.01, 0.1pH, Selectable
Llp to 5 pulnts

U&A{pm B68/4.017.00M0.0112. 451 NIST{pH1 68/4.01/6.86/0.18/12. 45}, DIN(
| pH1.09/4.65/6.78/5.2312.75)

| 0.001~19958ppm, mgl'L mollL (Depending on measuring range of lon Selective Eledrude]
+0.5% Full Scale (Monovalent), £1% Full Scale (Divalent)

2105 pmnts

i'.l DD‘T ﬂ 01 01,1, ‘1(} me 1000 1ﬂﬂﬂﬂﬂpm mulJ'L mg."L

-1999 9-1999.9mV

BIOBASE P e e APt o

Prsiributor

———

_. mV Accuracy

Resolution

: Conductivity Range
Gunductivity Accuracy

Calibration Paints

. Gaibratmn thmuns
TDS Range
TDS Accuracy

TDS Factor

‘Saiinity Range

Salinity Accuracy

Sahnlty Measurament Modes
Resistivity Range

Resistivity Accuracy

"Resduﬁm

Tamparature Duarfﬁc:iam

. Carr*rpensamn h‘lodas

Cell Constant

NmmaJEatm Temparature

Dissolved Oxygen Range

:_Resduhm

Dissolved Oxygen A:::u‘acy

.%Satmhmufﬂxygan

Accuracy

' Saiinity Correction
Prassure Cormection

Temp. Rangea

Temp. Accuracy
Temp. Calibration

Temp. Compensation

ww.chromalytic. net. am

£02mV

0.1, 1mY, Selectable
0~20mS/om (Max, 200mS/em)
+0.5% Full Scale

Upmﬁpmnts

-‘1Gu54"m1 84uSicm, 1413uS/cm; 12.88mS/cm, 111.8mSicm
O~10ppt {Ma:-:. 20ppt, Depending on factar setting)

+1% Full Scale

| 0.4~1.0 (Default 0.5)
 0~10ppt (Max.80ppt)

+1% Full Scale

: Practical Salinity (PSU) or Seawater Measurament Standard (ppt)

O-100MQ

| £1% Full Scale
0.001, 0.01, 0,1, Automatic
UMUU% par C

Llnaar or Pura Waler

| K=0.1,1, 10, Selectable
20" Cor2s® C©

0.00~-20.00mg/L or ppm

0.01,0.1mglL, Selectable

:tﬂ.ZrngfL {Ganbramn and measurement under the conditions of same temperaMra}

| 0.0-200.0%

+2.0%

| 0~50g/L
60.0~112.5kPa, 450~850mmHg

0-105° C,32-221° F

:tﬂﬁ‘ G-,._.tﬂ.ﬁ‘ F

Manual

[0~100° G, 32-212° F, Automatic or Manual; DO Mode: 0-50° G, 32-122° F,Automatic |

Auto-0ff . Manual or Automatic (10, 20, 30 minutes after last key pressed, Selectabla)
. Hold Function . Mam.lal or Automatic
Stability Concitions Low or High, Selectable
. Calbration due reminder . O to 30 days
. Reset Function | Yas
"Mamury and Output . 500 data sets with Date/Time stamping, USE Communication Interface
"Gunnat:tur . EINC and 5—pin connector
Power Requirements | DCSV, using AC adapters, 220VAG/50Hz
LCD Display Gustom dual-display LCD (130*110mm)
Dimensions | 210(L)*188(W)*60(H)mm
Net Weight 1.2kg
T in AUSTRALIA : Contacy +G1 3 9762 2004
e m -:- -E 123
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BIOBASE’

TopPette—~Mechanical Pipette

Features for TopPette

® Light—weight, comfortable, ergonomic design, easy to press
@ Digital display

® Volume range from (0.1 pl to 5000 pl

® Easy to calibrate and maintain

Features for Multi-channel Pipette

® 8 and 12 channel pipettes are available for standard S6—well plate

® Dispensing head rotates ensure optimum pipetting convenience

® |ndividual pistonfiip cone assemblies allow easy repair and maintenance
® Compound material tip cone design allows visual seal vertification

® Can be used with universal style pipette tips

MicroPette Mechanical Pipette

Features for MicroPette

® Light—weight, ergonomic design, easy to press
@ Digital display

® The pipettes cover volume range of 0.1 pl to 10ml
® Easy to calibrate and maintain

® The low part is available for autoclaving

Features for Multi—-channel MicroPette

® 8 and 12 channel pipettes are available for standard S6—well plate

® Dispensing head rotates for optimum pipetting convenience

® Individual piston and tip cone assemblies allow easy repair and maintenance
® Compound material tip cone design allows visual seal verification

® Can be used with universal style pipefte tips

BIOBASE’

n MicroPette Plus Autoclavable Pipette

" I' Fully Autoclavable

The MicroPette plus pipettes can be fully autociaved and withstood steam sterlizes at 121°C, 1 atm for 20 minutes.
The pipettes can be autoclaved without special preparation. After autoclaving the pipette must be cooled down
I and left to dry over 12 hours,

It is recommended to check the performance of the pipette after each autoclaving. It is also recommended to
grease the piston and seal of the pipette after each 10 autoclaving.

TITTVIv oY Features for MicroPette Plus — ﬂ
® Fully autoclavable e r
@ |Light—weight, ergonomic design, easy to press
® Oigital display
® The pipettes cover volume range of 0.1 ul to 10m|
@ Easy to calibrate and maintain

— r Features for Multi-channel MicroPette Plus I
/
| ® 8 and 12 channel pipettes are available for standard 96-well plate

® Dispensing head rotates for optimum pipetting convenience a
@ |ndividual piston and tip cone assemblies allow easy repair and maintenance

I ® Compound material fip cone design allows visual seal verification . z
@ Can be used with universal style pipette tips \

AT A " < I ATISTRALILA : Contacy +61 3 9762 2034

216 Distributor T T e - 217
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BIOBASE’

Technical Parameters:

TopPette/MicroPetta/MicroPette Plus Mechanical Pipettes{Adjustable and Fixed Volume)

Single—channel Adjustable Volume Pipettes

Volume Range

0.1-2.5ul

0.5-10 4l

2=20ul

5-50ul

10~100

20-200 pl

50-200 pl

1001000 4l

2001000 ul

10005000 pl

2=10mi

218

Increment

0.05 pl

0.1l

0.5l

0.5ul

Tul

Tul

Tul

Sl

Sl

50 ul

0. 1mil

Tast Volume

[25u
1254

0.25¢

104l

Syl

Ml

20ul

104

2ul

5(} l
25
5l
1004

50l

104l

200 pl

1100

20ul

12004l

100 ul

50w
1000
5004

100

1000 4

500 ul

200

5000 ul

25004
1000

F0mil pl

Sl

2mi

Maxmume Permissible Systematic| Maximume Permissibie
Random Error { Inaccuracy )

Error (Inaccuracy)

250%
' 3.00%
12.00%
11.00%
1.50%
| 2.50%
0.90%
11.20%
3.00%
0.60%

0.90%

2.00%

0.80%

1.00%
| 3.00%
0.60%
0.80%
3.00%
| 0.60%
0.80%
11.00%
0.60%
0.70%

2.00%

0.60%

0.70%

0.90%

0.50%

|0.60%
0.70%

0.60%

11.20%
3.00%

0.0625 ul
10,0375
0034
0
00754
10,0254
0484
0424
0064
034
0.225u
04wl
08
0.5
03
124
08y
06
124
084
05
6w
1354
24
6l
35
184
125u
15
7l
60
60 u
60w
BIOBASE’

2.00%
| 3.00%
6.00%
' 0.80%
1.50%
1.50%
| 0.40%
1.00%
| 2.00%
0.30%
' 0.60%
2.00%
0.15%
| 0.40%
11.50%
0.15%
' 0.30%
1.00%
0.45%
0.30%
| 0.40%
0.20%
0.25%
0.70%
0.20%
0.25%
0.30%
0.15%
0.30%
' 0.30%
0.20%
0.30%
0.60%

A i il M P e =
Distributor

~——i
———

0.05
10,0375
0015
10.084
0.075 4
0.015
0.084l
01w

. ﬂ,D-‘.i ul
015
045
0
015
024
0154
03u
0.3
024
0.3u
03u
024
24
1254
074
123
1265
06
750
750
34l

. 20l
154
124

e ——

+» Biobase Meihua Trading Co.,Ltd.

B-channel Adjustable Volume Pipettes

Maximume Parmissible Systematic Ermor | Maximume Permissible Random Emor

Violume
Range
0.5-10ul

5-50ul

50-300

12—-channal Adjustable Volume Pipettes

Increment

0.1l

0.5u

Sl

Test Volums

10l

Syl
Al

504l

25l

Syl

300 yl
450 u
50l

{Inaccuracy)

1.50%
| 250%
4.00%
1.00%
1.50%
3.00%
0.70%
1.00%
1.50%

10.15u
101254
10.04ul
054l
(03754
10154
|23l
154

0.75ul

( Inaccuracy )

1.50%
| 2.50%
4.00%
0.50%
1.00%
2.00%
10.25%
0.50%
0.80%

015wl

|0.125
' 0.04 4
| 0, 25ul

0.26ul

04w
0.754l
0.754l

0.4 ul

Volume
Range

0.5-10ul

5-50ul

50-300

Fixad Volume Pipattes

Increment

01wl

0.5u

Syl

Test Volume

.1Uul

Syl
Tl

.Eﬂul

254l

_5|l|

300 pl
450 u
50 pl

Maximumea Permissible Systematic Error
{Inaccuracy)

1.50%
250%

4.00%

1.00%
1.50%
3.00%
0.70%
1.00%
1.50%

015
01254

0.04 ul

05
10.375u
0454

_ 214l

1.5

0,75

1.50%
250%
4.00%
0.50%
1.00%
2.00%
0.25%
0.50%
0.80%

Maximume Permissible Random Emmor
{ Inaccuracy )

0150
10125
004
0.25ul
0.25ul

| 0l
075l
075l

0.4l

Volume
Range
. Sul
10 ul
20ul
25l
S50 ul
. 100 pl
200 4
250 4l
5004l
1000 ul
2000 u
5000 ul

Increment

Teast Volume |

By
0

20l

254

50l

1100 4l

200 pl

260 4l
_Eﬂﬂul

000

2000 ul
5000 4

Maximume Permissible Systematic Error | Maximume Permissible Random Error

(Inaccuracy)
1.3%
0.8%
0.6%
05%
[0.5%
0.5%
0.4%
| 0.4%
0.3%
10.3%
0.3%
10.3%

in ATISTRALLA : Contact +G1 3 9762 2034

ww.chromalytic.net.an
.

T P i.'llrnnll-ﬂl'l.ll-rl..-u

10.065 4
0,084l

0.12 4

0425

0.26ul

0.5u

0.8ul

1.0ul
154

3.0ul

6.0u
15 4l

{ Inaccuracy )

1.29%
0.8%
0.5%
0:3%
0.3%
10.3%
0.2%
|0.2%
02%
0.2%
| 045%
015%

0064
| 0.08u
0wl
0,075 ul
015w
034
(0.4
(0.5
1.0ul

| 2.0
|30

7.5ul
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Semi Automated Plate Sealer

Features

1. Format different micro well plates and heat seals

2. Adjustable Sealing Temperature: 80 — 200C

3. OLED display screen, high light and no visual angle limit

4. Precise temperature, timing and pressure for consistent sealing

5, Automatic counting function

6. Compact footprint: only 7.0 inches (17.8cm) wide

Control

The P5-2 Semi Automated Plate Sealer allows optimal
settings for all types of plates and sealing material. Sealing
time and temperature can be set using the control knob

1. Sealing Temperature in 1.0° C increments
2. Sedling Time in 0.1 sec iIncremeants
3. Automatic Counting Function

Specification

1. Display: OLED

2. Adjustable sealing temperature: 80 — 2007T
3. Temperature accurate:; 1.0C

4, Sealtime: 0.55 ~ 10s, increased by 0.1 sec.
5. Input power: 300W

6. Dimension(D*W*H): 370mm*178mm*330mm
7. Weight : 9.6ka

8. Seals plate height: 9 to 48mm high

Accessories

8. Compatible Plate Materials: PP (Polypropylene)
PS (Paolystyrena)
PE (Paolyethylena)
10. Compatible Plate Types: Standard Assay Flates,
Deep-Well Plates
PCR Plates including skirted

96—well PCR plate adapter Standard plate adapter Weighted sealing flake

S0 ]S TAS S e e Pt T~ o ATISTRALIA : Contacy +61 3 9762 2054

Drstributor
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+ Biobase Meihua Trading Co.,Ltd.

RE-2010 Rotary Evaporator

Features:

1.Double sealing with Teflon and Viton makes vacuum as high as 399.9 pa.
2. High rate of evaporate and recovery,

3.Series module design and highly expandable.

4 Easy assemble and disassembly,simpke operation and easy maintenance.

Spin steaming host
Charging valve

Recyeling botle ]rjfjﬁ:
R - L

clamp

Recyeling bontle
—

Angle adjustment handle

Rotary bottle

RE 100-Pro Rotary Evaporator

Features:

1.Easy to read large digital LCD screen displays heating temperature , rotation speed and timing,

2. BL large water—oil heating bath with heating temperature range from RT to 180°C .

3.Speed range from 20 to 280 rpm,

4. Heating bath with precise temperature control and adjustable safety circuit.

5.Designed a detachable operating panel allows remote control.

6.Patented condenser (cooling surface 1500 cm?) with excellent cooling effect.

7.Motorized lift with quick—action,automatic release evaporating flask to top position in case of power failure.
8.Adjustable final position recognition to protect operator and sample against breakage.

8 Evaporating flask with an ejector,convenient fo remove.

10.Available with timer function to precise control processing.

11.Chemical-resistant double PTFE system and patented pressure spring provide excallent sealing.
12.PC can control and document all parameters via RS232 interface (USB),

Heating water bath pot

Technical Parameters:

Voltage 100-240 Vv 7
[ Frequency | 50/60 Hz i E
Handle used to lint Cﬂnsummﬂ'lr ; 1400 w
// Control panel Motor Principle | DC brushless motor =
Engine base ‘Speed Range | 20~280 rpm z
 Speed Display Leo =
[ Revarsibla E.‘nrer.tlun r.if Rotahun Yes
Technique parameters: Heating Temperafure Range |RT~180 T
 Heating Cantrol Accuracy | £1C
Model RE-2010 Heating Cutput 1300 W
Rotary Bottle L  Temperature Display LCD
Collecting Bottle L LR | Motor
| ' ' . Stroke 180 mm
Rotary Spead | 10-180 rfmin = [
il | Tlmar YEG
__Rolary ikl | L | TIITIE‘I’ Dlsplar I LGD
. Alcohol Evaporating Speed . 20 mifmin Tvoar Setting Rangs(min) ' 1~a9g
Temperature Range RT-S9/RT~189 C _ l‘._'.‘!verall Cimensions(W*D*H ) 100*420*580 mm
Consumption 15KW  Weight 5.2" kg
| ' Permissible Ambient T b (5~40 T
Elevating Stroke 100150 mm il - -
| - Permissible Relative Humidity | 80%
Vacuum Sealing Double sealing rings made of Teflon+Teflon and Teflon+Viton materials i F' T Class ace.To DIN EN-EGSEQ ;-III;-'E‘.U
Voltage/Frequericy | 220V/50Hz RS 232 Interface ' Yes
BIOBASE’ mgm;fmf in ATESTRALIA : Contacy +61 3 9762 20384
166 Distribuior b ——— m ,-:_' E 167
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BIOBASE’

ExXRE Explosion—-proof Rotary Evaporator

Technical Parameters:

MModel

Features:

1.Ex—motor

2.Ex—frequency inverter

3.Ex—auto temperature confroller

4, QHMHAD1-2005 standard

5.PTFE seal,good performance in seal,non—comosibility
6.Electronic classless speed regulation,smooth running
7.Clear display of date and controlling information,running
speead digital display

8 Handwheel lifting,stainless steal and anficorrosive bath
9.Dual-reflux,integrative standard joints for cooling coils and
around glass receiving flask

10.Valve feed pipe cover connecting tetrafluoroethylena pipe
11.5tainless steal and Al alloy structure

12.Bath quickly auto lifting,stable and durable

# Optional auto—lifted bath

Rotary Bottle

Collecting Bottle

Running Spead

| Vacuum

Evapof ating Rate{Lﬂ-lzD:i
 Temperature Range

Motor Power

Bath Power

thagefFrequencnyHz}

Sizelmm)

ExRE-1002 ExRE-2002 ExRE-5003
1oL 20 JED

L oL | 20L

(0=110 rfmin

| =0.098 Mpa i i

=6 | =10 | =18

RT-209 T - -

[120W | 120W 180W

3KW 5KW | TorBKW.

i 1050*580*1950 HO0"600*2100 13007202300

RE-2000A/2000B/2000E and RE -52A/52C/5299 Rotary Evaporator

i
1_-\.-\..; ., "'.-1:; ®,
9 .

RE-2000A

168

RE-2000E RE-524 RE-H2C RE-5299
ZI[0]=T NN ot kPl P Pl = in AUISTRALIA : Tomracy +61 3 9TE2 2004

Drsirrboator

—%. -‘_ w
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RE-52A RE-62C RE-5299

Control Panel
Glass Matenal

Shelf Matarial

Pot Material

Rotary Botte
Receiving Flask
.Cnledlng Bottla
Vacuum

F{c:lary Power
Rotary Speed(r/min)
Evaporating Rate
{LH.0)

Haating Power

Bath Temp,
Caontrol Range

Temp. Ranga
Temp.

Control Accuracy

Motor Power

Bath Power

Liﬂlng Powar
Lifting Distance
Powear Supply

External Size(mm)

Packing Size{mm)

Packing Weight
Speed Adjustable Moda |

Temp. Display Moda

SIa oL e o

Temp.Contral Mode
Sealing Way
Lift Way

Condenser

LoEINBYuoD  EuoEUng

Continuous Charging

Heating Modsl

Bath Pot Material

ﬂnt'r-splash Devica

-'UUEEWCW Euond 0

RE-2000A RE=20008
Temperatura
Temperature display :
|  speed display
| BG-17
Aluminum alloy

Teflon oompuﬁﬁa pot fully seahng haatng
1L 2d#standard size

| 1L Zd#standard siza
1L 354 ball mill mouth
' -0.098 Mpa

qow

0~199 rpm

0~180rpm
- S

15 KW

0-B9C

RT-99°C

1T

0w

1.6 KW

15W

120 mm

| 220V/50Hz2

| 660%420°830

| 630*560°540 0.19m"
26Kg

Electronic classless spead control

PT100 Sensors,Digital display

Intetligent control

Teflon seal

Huost Iift automatically

Vertical condenser 85*430mm

o
{ Ol bath 0~-400°C
| 304 stainless stesl

| Bath with a transparant cover

Em,-:--z

i

ww.chromalytic. net.an

e=-mmail : sales O I.Ilrl.l-l:lllﬂl'l anEl.

.Coaling anti-corrosive
| Pot shell material :Coating
:anhourmswa 250*365‘15ﬂmm

| Stainless steal 240*120mm

I
:ﬂ',ﬁ L 24a#standard size

:SOW
¥
:tHED rpm

KW
RT-99/RT-269 T

30W
KW

| 700°440*1005
500°460°460 0.12m’
[21Kg

CUS0 Sensors, Digital display

Four fluorine components seal

By manual

|\ertical condenser B5*460mm
28standard size

0~4007T

169



RE-201D/301/501 and RE -1002/3002/5003 Rotary Evaporator

Technical Parameters:

SIS BEIE

BIOBASE’

Model

Glass Material

Shetf Material

Pot Shall
Material{mm)

Pot Material
{mm)

Plate Sizelmm)
Rotary Bottle

Recewing Flask

Collecting Bottla

Vacuum

Rotary Powar

Rotary
Speadirimin)

Evaporating

RE'B{UHED}

Heating power

Bath Temp.

Temp. Accuracy

Maotor Power
Bath Power

Lifting power

Lifting distance
Violtags!

Freqguency(ViHz)

External
Size{mm)

Packing
Size(mm)

Packing Weight

170

RE=201D RE=301 RE-501 RE=1002 RE= 2002 RE-5003
GG-17
; Coating anti-comrostve  Pot shell matenal :Coating anti-
Stainless steel corrosive 250°365*150mm
Como Cmre 00 comy o oo re-a0
eI e CorTose Anti-comosiva Mh‘-mrioswe Anti-cormrosive
270270195 @ 200%206%240 @ 310°320v240 | 1106207700 630°534"638 | 4904307540
| . ! : ! _ Spead ;
Stainless Stainlass Stainless Stainless stesl Stainigss steal Stainlass stesl Adjustable Moda Electronic classless speed control
el o i 560320 450+250 350220 |
250*140 255470~ 280*170- ——
{ | ! ! ! ! Di Mp udaaﬂd Digital display
280*330 350*330 534*504 474*474 550*320 | i
1L 24# standard size 20 L 095 flange diameter Eﬁm K Sansors,digital display
AL 24# standard size 10 L @95 flange diameter ' '
! ! - .é;mmn:iea Intaligent control
1L 35# ball mill mouth 0.5L 24# standard size 5 | |
' ~0.098 Mpa ' % Sealing Way Four flugring components seal
i . ' ' . = LiftWay Host It by mana
30 W 40 W 40w 120 W 180 W g’ . |
0=120 rpm 0-110rpm 3
g S Vertical Vit i V|
densear condenser condansear condensar
=1 =15 =15 =6 =10 =18 A5*460mm 100*510mm 100*590mm
| | | | i
15KW | 2KW | 3KW | 5KW | 380V/50Hz
0~-400 T | .
_ Continuous :
e | Charging 194 Standard size
30 W 40W 40w 120 W 120W 180 W Vacuum DisplaY | gy vacuum form
1.5 KW 2 KW 2 KW 3 KW 5 KW Tor8 KW '
. 15 . . . i . . Anti~axplosion E’r‘;;xﬂplusiun inverter, Anfi-aexplosion motor
120 mm 180 mm
220V/50Hz S Framework Plastic or PTFE
g Lifting Mode /
700*440*885 = 660%330°970 7003351009 | 970°480*1950 | 1170°540*2200 1620%620*2470 32 | '
350*350*400 e g
1 or |
590°460°460 1000°460°450 1040°620410 | or R ao0e800r | 1150*840"660 Sy Provaniod
042 m* 021 m? 0.26 m® 1280*570*660 or bbb Balh mates a ransparent cover
0.67 m? tm? 790*730°790 Device
BIOBASE" m.arm‘rrmf in ATISTRALIA : Contacy +61 3 9762 2034

sm,-ﬂ—-z

PPisiributor -

—%:‘ww chromalytic.net.au
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RE-1002

RE-2002

Frequancy contral of motor speed

Vertical

Yertical efficiency
oo o Mieorotow
condenser
condenser Main condensear
Main condenser 130°B80
120640 Deputy cokd
Deputy cold. | 160+530
135*470
Check valve canfrol

Anti-axplosion invertar, Anfi-
explosion motor EX120W

Automatically

Double collect botties

+ Biobase Meihua Trading Co.,Ltd.

RE-5003

Vartical

efficiency

three rafiow
condenser
Main condenser
160°840

Deputy cold

160530

Anti-explosion
inverter, Anti-
explosion motor

EX180W

171
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Sample Concentration

Features:

1. High precision and wide range of temperature control
2. Blowing a large number of samples at one time

3, Blowing each sample independently

4. Amount of airflow can be adjusted

5. Easy operation; safe and reliable to use

=P Specification for SC- | Sample Concentrator

1. Temperature Range: RT.+5~150T
2. Temperature Control Discrepancy: = £0.5T (RT+5T ~150TC )
= 1T (100 - 1507 )
3, Low Nitrogen Consumption Of 230ml/min/sample
4. Time Required For Temperature To Increase From 40T to 1507 ;
= 30m minutes
5 Maximum Input Power: 200
6. Temp. Control Discrepancy: £ 01T
7. Dimensions: 280W*2400+500H

8. Net Weight: 6kg
9, All units will fit and are recommended to be used in a banch—top.

ventiated hood
10. Needles Length: 150mm

Specification For SC- || Sample Concentrator

1. Temperature Range: room temp. +5-150C

2. Temperature Conftrol Discrepancy: = 1T (RT+5T ~100C )
= +1.5T (100°C -150C )

3. Low Mitrogen Consumption Of 330ml/min/sample

4. Time Required For Temperature To Increase

from 40T to 150°C ; = 30m minutes

5 Maximum Input Power: 400W

6. Temp. Control Discrepancy: = 01T

7. Dimensions: 280W*2400*500H

8. Met Weight: 7Kg

9, All units will fit and are recommended to be used in a bench—top.

ventiated hood

sC— i 10. Needles Length: 150mm

BIOBASE <" - 77 =~ g g~ = Tl PR IEL PN T TN s Conracy +61 3 HT62 2034
200 Dittributor T — T e R - ——
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Thermo Shaker Incubator

Specification for TSI-100 Thermo Shaker

1. Temperature Setting Range: 0C ~100°C

2. Temperature Control Range: 0T ~100C

3. Timing Range: 1 min—-99h59min

4. Mixing Speed: 200rpm—~1500rpm

5, Mixing Orbit: 2mm

6. Temperature Control Accuracy: < £ 05T
7. Display Accuracy: 0.1 C

8. Heating Time: = 20min (from 20 T to100 T )
9, Cooling Time: = 25min{from ambient to ambient — 20 C ) = 15min(from 100 Tto 20 T )
10. Cooling depth:

1) The block temperatura can be descended to 0C if the ambient temperature is 20T

2) The block temperature can be descended to 47T if the ambient temperature is 25C

3} The block temperature can be descended to 10T if the ambient temperature is 30°C

11. Cooling and Heating Parts: TE Module

12, Supply Power: ACZ220V 50/60Hz or AC120V 50/60Hz
13. Dimension { L*W*H) mm: 300*220*175

14, MNet Weight: 8.5 kg

TSI-100

Features for VM-100 Multi-Tube

Vortex Mixer

1. Can handle 50 samples

2. Two modes: continuous type of work or
Programmable pulsing mode

3. Microprocessor control Technical parameters
4, LCD display, and easy to use the panel Speed Range: 500-2500rpm
5, The variable speed microprocessor control
provides consistent uniform mixing action

6. Independent LCD displays for speed and tima
allow operator to view both settings at once

VM-100

Timing Range: 1min—100h
Waorking Diameter: 3.6mm
Maximum Load: 4.5kg
Dimensions: 250*426*480 mm
Weight: 21.5kg

Specification MS—4 Microplate Shaker Power: 230V or 120V, 50/60Hz, 60W

1. Speed: 3001400 rpm/min — Standard
3001000 rom/min — Deapwell

2. Timer: 59h99min

3. Orbit: 3mm

4, Weight: kg

5. Power: 100-240V 40W

6, Dimensions: 280*270*110mm

[Z{[0] =TS W T A T e < i ATISTRALLA : Concacy +61 3 D762 2034
Distributor “ =

MS-4

‘%‘_mw.lrhmmaly{ ic.net.aw
e=-mmail : sales ﬁ-’- chromtecbh.oset. s

+ Biobase Meihua Trading Co.,lLtd. ————

Speed Accuracy: £ 10rom (at 2600rpm detection)
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BIOBASE

Shaker

Features

— LCD displays speed and timer. Spaed, time and operating mode can be viewed smultaneously

- Wide range of platforms for usa with a varely of vessals

— Multi—voitage

SK-0330-Pro/SK-L330-Pro

SK-D3308-Pro
LCD Digltal 3D Shaker, 9°
Altachment with non=slip mat

136

Technical Parameters:

Mol

Mz Shalang Capacity

(With Astachment) e e
Maolor Type Extemal rodor brushiess molor
Motor inpot 28W
Motor Outpot 159
100~-500
(Orbital) 100800 (Crbital)
Speed Range (rpm)
SK—O180-Pro/SK-L180-Pro 100350 (Linear) 100-350 (Linaar)
with fiask foang ciip and attachment ]
Speed Display LCD
Timer _‘fes
Timer Display LCD
Tming Range 1-1198min
Operation Type Timing / Confinuois oparation
® e @ . Amoent Temp. 5-40T
Relative Hurmdity BO%
Protection Type P21
RS232 Interfaca Yes
Consumgption 30w
SK-R330-Pro |
LCD Digital Rocking Shaker Power Supply 110/220V £ 10%, 50/60Hz
Attachment with non-slip mat Size (WHD) 420*370M00mm | 340°30040G

Weighl 13.5kg {1 8.1kg

(210l o S e i B PP~ in ATISTRALIA : Toncacy +61 3 9T6E2 2034

Distributor —— e —— m -:- -E

SK-0180-Pro
SK-L180-Pro

SK-0330-Pro
SK-L330-Pro

T,

—
-%f“w chromalytic.net.au
e-rmail : sales D I.llrl'.l-l:lllﬂl'l anEl.mu

« Biobase Meihua Trading Co.,Ltd.

Modal

Max. Load

{(With Piatiorm)

Molor Type

Spead Ranga

Spead Dewsplay

Timer

Timar Display

Timing Range

Oparation Typa

Ambsant Temp.

Felative Hurmadity

Protection Typa

Consumphion

Powar Supply

Size (D"W*H)

Waight

SK-D33089-Pro

DC mokor

0~-T0mpm

LCD

Yes

LCD

1-1196min

5-40C

80%

P21

40W

H0/220V £10%, 50/60Hz

SK-R330—-Pro

430*360"106mm | 410*360*200mm

| okg
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Optical System Wavelength Range Bandwidth Photo-metry Qty

Double Beam

+ Biobase Meihua Trading Co.,Ltd.

Spectrophotometer

Basic Functions:

Model

\BK-V1000 | Single Beam 325-1020nm
BK-UNI000 | Single Beam 200-1020nm
BK-V1200  SingleBeam | 325-1020nm
BK-UV1200 | Single Beam _ 200-1020nm
BK-V1600  Single Beam 320-H00nm
BK-UVIE00  Single Beam 190-1100nm
BK-V1800 SingleBeam | 320-100nm
BK-UVIB00  Single Beam 190-1100nm
BK-VI900 | Single Beam _ 180-1100nm
BK-LN1200 | Single Beam 190-1100nm
BK-S360 Single Beam 190-1100nm
BK-3380 Single Beam 190-1100nm
BK-5390 Single Beam 190-1100nm
'BK-D560  Double Beam  190-1100nm
BK-DS80 | Double Beam _ 180-1100nm
BK-DS590

| 190-1100nm

1.80m

Anm

0542,

4.5nm

1.80m

nm

0512,
_ 4 5nm

4 B

o

Mult

Kins

/1

Scanning Bio

UV/Vis Spectrophotometer

Features:

® Large LCD screen (128*64 Dots) with saving standard curve function
® |mported & Environmental Deuterium lamp, preventing from Ozone Inhalation

® Adopted high—class grating with wholly hermetic light path design, to ensure the instrument has the super low

stray light

@ Real-time monitaring the lifetime of Deuterium lamp and Tungsten lamp with advanced system

® Pre-aligned design ensures the user can change lamps conveniently

® Wavelength callbration, wavelength setting, change lamp source and dark current calibration automatically

@ With Si0, coating optical mirror, reducing the pollution from outside fully

& Optional PC Software to expand the applications to Quantitative, Multi—-Wavelength and Kinetics

@ Widely used for Organic chemistry, Inorganic chemistry, Life sciences, foods, Medicine and health, Agriculture,

Geology, Metallurgy and Environment ete. fields

Basic Functions:

1. Photometry Test Abs., Transmittance by fixed wavelength Photometry Mode Con. Test C=K*A+B
2. Quantitative WL: 546.0 WL: 546.0

a. C Mode: Establish C=K*A curve, test sample concentration T: 100.0 C: 10cC

b. F Mode: Establish A=K1*C+K0, test sample concentration A N C | F AT €

c. Display and save curve, test data (V-1200).

Technical Parameters:

Model

BE-UV1000 BK-v1000 BR-UYV1200 BK-\V1200

Optical Systam | Single Baam, Grahng 1200 fines/imm
_ ‘Wavelength Range 200-1020nm | 325-1000nm | 200-1020nm | 320-1020nm
Single call holder General cell holder 5=100mm cuvetta 100=-500ul micro cuvette i SD'E'C“EI Bandwidth K
g : :Waue_rmg_th Accuracy + 1.8nm (2nm) |41, Snm (2nm)
Y Wavealength Repeatability = 0.2nm (11D: ‘1nrn wz UVA2: 0. Bnrn UV-11; 1nm)
* u @ o  Photometric Accuracy + 0.002A (0-0.5Abs), + 0.004A (0.5-1.0Abs), * 0.4% T (0~100% T) (0.004A, 0.5)
o4 Photometric Repeatabuil}r 0,001Abs (0~0,5Abs), 0.002Abs (0.5-1 DAst, = 0.2% T (0-100% T]
Test tube holder Solid sample holder Deuterium lamp . Halogen lamp Stray Light ' = 0.1 % T @ 360nm; 220nm(0.2) = 0.05% T @ 360nm (0.2)
: Stability + 0.001A/ h @ 500nm {11D 0. ﬂ04 V12, UWE UVA1: 0, 0oz}
~ I I Nma + 0.0mA
| _ Photometric Made IT.AC,E
100mm Cel holdar Printar Water-jacketed cell holder Reflection accessory 5° Phaotometric Range o= ZDD%T -0.301-3.04
Detector ‘Silicon Photodiode
=2 & -y =
| | eypad
—n  Output Paraliel Print,USB1.0
Auto 8-cell changer Micro call holder Water-jacketed cell holder  Constant-temperature system Compartment Salid Samplg Holder, Micra Call Holder, 10-100mm Cell Holder
2301V AN A A PP < i ATISTRALIA : Contacy +61 3 9762 2034
54 Distributor TR S - - 55
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BIOBASE

UV/Vis Spectrophotometer

Features:

® Large LCD screen(480*272 Dots) with 65 thousand
true color and support U disk data saving

® imparted & Environmantal Deutenum lamp, preventing from Ozone inhalation

@ Data output: Data can be axported to U disk (USB Output)

@ Print port: instrument can connect PCL printer for printing A4 paper (USB Paort)
@ Adopted high—class grating with wholly hermetic light path design, to ensure the mstrument has the super low

stray hight

® Real-time monitaring the etime of Deuterium lamp and Tungsien lamp with advanced system

@ Pre—aligned design ensures the user can change lamps conveniently

@ With GLP self—check function, check the wavelength accuracy and Photometry accuracy, can provide test

report and power—off prolection

® Wavelength calibration, wavelength setting, change lamp source and dark cument calibration automatically

@ With S0, coating optical mirmor, reducing the pollution from outside fully

@ Optional PC Software to expand the applications to Quantitative, Multi—Wavelength and Kinetics, Spectrum

Scanning, DNA/Protein lest

Basic Functions:

1, Pholometry

2. Quanfitative Linear fit and Linear fit through zero two modes

Test Abs., Transmittance and Energy by fored wavelength

a. Cosfficient, Standard Sample input and Standard Sample read three modes to establish standard curve
b. Establish A=K1*C+KD, can search original data, graph curve, parameters settings

c. Can save 240 group curves, can test 240 data in each cunve
d. Double wavelangth, Triple waveiength test funchons

3, Kinslics Used for time course scanning or reachon ratecalculations A Alt.can search all data.
4, Muiti-Wavelength Can test Transmittance and Abs. with 8 different wavelengths at most

Technical Parameters:

< 0.20m(0.3)

£ 0,002A (0-0.54bs), + 0.004A (0.5-1.0Abs), + 0,5% T (0~100% TH0.5, 0.004)
|0.001Abs (0-0.5Abs), 0.002Abs (0.5-1.0Abs), = 0.2% T (0-100%T)

% 0.04% T @ 360nm; 220nm (0.05)

1= 0.04% T @ 360nm (0.05)

£ 0.001A/ h @ 500nm

's.-D.DD?A

tﬁm

|-¢HU 272 65 thousand true color TFT LCD

|T,AC, F

0-200% T,-0.301-3.0A

Silicon Photodiode

| Deuterium Lamp, Tungsten Lamp

Membrane Keypad

USB2.0*2 Print and data output USB1,0 Cornect PC
W B MD Call hddar, Solid Sampla Holdar. Micrn Call Holdar. 10-100mm Call Haldar

S{[0] ST N T Rt P e < i AVISTRALLA & : Comracy +61 3 HTE2 2034

Drstriboator

e

Scanning UV/Vis Spectrophotometer

Features:

@ Large LCD screen(480*272 Dots) with 65 thousand

true color and support U disk data saving

@ imported & Environmental Deuterium lamp, preventing from Ozone inhalation
@ Data output: Data can be exporied o U disk (USE Output)

@ Print port: Instrument can connect PCL printer for printing A4 paper (USB Port)
® Adopted high—class grating with wholly hermatic bight path design, to ensure the instrument has the super low
stray hght

® Real-time monionng the ietime of Deuterium lamp and Tungsten lamp with advanced system

® Pre—aligned design ensures the user can change lamps conveniantly

® With GLP seif-check function, check the wavelength accuracy and Photometry accuracy, can provide test
report and power—oiff protechon

® Wavelength calibration, wavelengih setting, change lamp source and dark curment calibration automatically

@ With S, coafing oplical mimor, reducing the poliution from outside fully

Basic Functions:

1,Photometry  Test Abs., Transmitance and Energy by fixed waveilength

2, Quantitatve Linear fit and Linsar fit through zero two modes

a.Cosfficent, Standard Sampie input and Standard Sample read three modes o establish standard curve
b. Establish A=K1*C+K0, can search onginal data, graph curve, parameters settings

c. Can save 240 group curves, can test 240 data in each curve

d. Double wavelength, Tripie wavelength test functions

3, Kinetics  Used for ime course scanning or reaction rate calculations 4 AR, can search all data.

4, Muii—Wavelength Can test Transmittance and Abs. with 8 different wavelengths at most

5, Scanning User can set the scan range from 190nm to 1100nm fo test the max. Ahs. peak value, can do
denvation,anthmetical operations to the graph.

6, Biology & methods: DNA/Proiein, UV, Lowry, BCA,CBB and Biuret

Technical Parameters:

Photometric Repeatabisty @ GM{MM},MWH.@M}, -:'D.Z%T{HDD%D

Stray Light = 0.04% T @ 360nm; 220nm (0.05)

Stability tﬂ.ﬂﬂ‘l.ﬁ.f‘h (@ 500nm (0.0008) N N N _
Basaline Flatness 00024 e !
Nose ~ 0.0005Abs@ 500nm - - |
Display | 480 *272 65 thousand true color TFT LCD

Photometric Mode TAGE B B I
Pholometric Range 0-200% T,-0.301-3. 0A

Datactor Sﬁmﬂpﬁm -

Light Source | Dauterium Lamp, Tungsten Lamp |
nput _ Membrane Keypad |
Iﬂuh:j.n't | LISB2.0%2 Print and dutam!put USB1. EIDmmdPC ;
Comnartmant Ontinnal & Aiitn Call holdar, Solld Sample Holdar, Micro Call ‘Holder, 10-100mm Cell Holder |

——— - 3

Wthmmalylit ntl.au

e-rmail ; sales @@ rllrnl'.l.lll.-c L
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BIOBASE

Scanning UV/Vis Spectrophotometer

Features:

® Large LCD screen(480*800) with

65 thousand true color and support U disk data saving

@ iImported & Environmental Deuterium lamp,
preventing from Ozone inhalation

@ Data outpul: Data can be exported to U disk (USB Output)

@ Print port: instrument can connect PCL printer for printing A4 paper (USB
Port)

@ Adopted high—class grating with wholly hermetic light path design, to ensure the instrument has the super low
stray hght

@ Real-time monitoring the lifetime of Deuterium lamp and Tunagsten lamp with advanced system

@ Pre—aligned design ensuras the user can change lamps conveniently

@ With GLP seif-check function, check the wavelength accuracy and Pholomeiry accuracy, can provide test
report and power—off protection

® Wavelength calibration, wavelength satting, change lamp source and dark current calibration automatically

@ With Silly coating optical mirmor, reducing the poliution from outside fully

Basic Functions:

1, Photometry Test Abs., Transmittance and Energy by fixed wavelength

2. Quanttatve  Linear fit and Linear fit through zero two modes

a.Coefficent, Standard Sample input and Standard Sample read fhree modes o estabish standard curve
b. Establish A=K1*C+K0D, can search onginal data, graph curve, parameters setiings

c. Can save 240 group curves, can test 240 data in each curve

d . Double wavelength, Triple wavelength test functions

3, Kinelics Used for time course scanning or reaction rate calkculations A AR, can search all data,

4, Muli-Wavelength Can test Transméttance and Abs. with 8 different wavelengths at most

5, Scanning User can set the scan range from 180nm 1o 1100nm fo test the max. Abs. peak valua, can do
derivation, arthmetical operations to the graph.

B, Biology DNA/Protein,( Optional: UV, Lowry,BCA CBB and Biuret)

Technical Parameters:

Double Beam Scanning UV/Vis Spectrophotometer

Features:

® Large LCD screen{480*800) with 65 thousand mmmlnrmdsuppmutjﬂhdatasawrg
® Imported & Environmental Deuterium lamp, preventing from Ozone inhalation ;
@ Data output: Data can be exported to U disk (USB Output)

® Print port: Instrument can connect PCL printer for printing A4 paper (USB Port)
@ Adopled high—class grating with whaolly hermetic light path design, to ensure
the instrument has the super low stray light

@ Real-time monitoring the lifetime of Deuterium lamp and Tungsten lamp with advanced system

@ Pre—aligned design ensures the user can change lamps convenently

® With GLP seif-check funchon, check the wavelength accuracy and

Photomelry accuracy, can provide test report and power—off protection

@ Wavelaength calibration, wavelength setting, change lamp source and dark cument calibration automatically
® With Si0, coating optical mimor, reducing the poliution from outside fully

Basic Functions:

1, Photometry Test Abs., Transmittance and Energy by fixed wavelength

2. Quantitative Linear fit and Linear fit through zero two modes

a.Cosfiicient, Standand Sampie nput and Standard Sample read three modes 1o establish standard curve
b. Estabiish A=KT*'C+K0, can ssarch onginal data, graph curve, parameters settings

c. Can save 240 group curves, can test 240 data in each curve

d. Double wavelengih, Triple wavelength test funchions.

3, Kinstics Uised for time course scanning or reaction rate calculations A AR, can search all data

4, Muit—Wavelength Can test Transmittance and Abs. with B different wavelengths at most

5, Scanning User can set the scan range from 180nm to 1100nm to test the max. Abs. peak value, can do
dervalion, arthmeslical operations o the graph.

G, Biology & methods: DNA/Proten, UV, Lowry, BCA,CBB and Biurat

Technical Parameters:

« Biobase Melhua Trading Co.,Ltd. ————

BK~-S5360 BK-5380 w_ﬁlm 180m - om M' 1' z' 4.5—‘11
 Single Beam, Grating 1200 ines/mm ‘Wavelength Accuracy £ 0.3nm .
‘Wavelength Rangs |180~1100nm . ‘Wavelength Repeatability = 0.2nm
Spectral Bandwidth {180m 1hvn S8 12258, Som Photometric Accuracy = 0.002A (0-0.54bs), + 0.004A (0.5-1.04bs), + 0.3% T (0-100% T) (0.3, 0.003)
e it 2 O3 Photometric Repeatabiity  0.001Abs (0~0.54bs), 0.002Abs (0.5-1.0Abs), < 0.2% T (0-100% T)
Wavelength Repeatability e uu'" o s6), + 0.004A (0.5-1.0Abs),  0.3% T (0-100% T) (0.3, 0.003) Stray Light = 0.03 T @ 360nm; zzoumn 04)
'Photometric Repaatablity  0.001Abs (0~0.5Abs), 0.002Abs (0.5-1.0Abs), = 0.1% T (0-100% T) Stability £ umrhum
Stray Light % 0,04% T @ 360nm; 220nm (0.05) Baseline Flatness = 0.0005A
Stability £ 0.001A/ h @ 500nm (0.0008) , Noise + 0.0002Abs
‘Baseline Flatness £ 0.0015A | Display 85 thousand true color 7 inch TFT LCD(480 *800)
Nose 4+ 0.0004Abs | Photometric Mode T,ACE
Display 65 thousand true color 7 inch TFT LCD(480 *B00) Tbomaloa bt
Photometric Mode T,ACE Photometric Range 0-200% T,-0.301-3.0A -
Photometric Range 0-200% T,~0.301-3.0A Detector SHicon Photodioda
Detector Slicon Phatodioa Light Source Deuterium Lam, Tungstan Lamp
Light Source Deuterium Lamp, Tungsten Lamp e
Input. Mermbrane Keypad Input Membrane Keypad
Output USB2,0*2 Print and data output USE1.0 Connect PC Output UEEEFF?_&H and data nutwt UEEH 0 Connact PC
Compartment Optional 8 Auto Cell holder, Solid Sample Holder, Micro Cell Holder, 10-100mm Call Holder Compartmert Optional 8 Auto Call holder, Solid Sampla Holder, Micro Cell Holder, 10~100mm Cel Holder
58 =110 =Vl N SR P < i ATISTRALIA : Contacy +61 5 9762 2034 59
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BIOBASE’

Functions and Applications

Photometric:

Set the factor K, The direct calculation of K*A results. Measurement data can be saved.

A0, 0t 0. OO A

00,0 um 100, 0 %1

Kinetics:

Test the sample changes in a period, get A Aff,

display the spectrum curve.

+» Biobase Meihua Trading Co.,Ltd.

Multiple Wavelength Application:

Meutral filter 109% measurement

PARAM Now. DATA KaDATA PARAM 5000 0 nm 0. 001 A
_ ABS 1 0.051  0.0512 ABS T A AN/t NOTICE No. i T NOTICE
A :-0.000 K : 1.0000 2 Obdze 0SRS | e o00.0.0m 00 0. 968 - 635.0 7.8 ZERO
<5 10 0.812  0.0156 1-2 546. 0 10. 1 BLANK
20 0.702  0.0110 1-3 440. 0 9.9 START
K*A: 0.0001 30 0.593  0.0151 s
40 0.442  0.0089
50 0.353  0.0055
1/1 1/1
Quantitative:
Test total nitrogan by double wavelength method: BIO: Save:

Double wavelength test method & A=MAT-NAZ, can calculate the linear of inputted concentration C and 4 A,

Application: Test method of total nitrogen in water quality monitoring: & A=A220-2A275

GTY CURVE A-Kl=C+K0

o

'Y SAMPLE

220, 0 nm 0.001 A

DMNA/Protein test, test the sample’ s protein and

DA concentration.

Measurement data, scanning patterns are
preserved at the host and disk U

= PARAM No. ¢ A PARAM i
i Wii: 220.0 1 0.0000 0.000 RECORD No WL A NOTICE NAME TIME NOTICE
g e WL2: 275.0 9 0.1200 0.005 LINEAR 1 320.0 0. 000 ZERD SAMPLE 13-2-12 14:00 ==
M :1.0000 2 0.2000 0.018 EHL{T:;;E%' 280.0  0.217 BLANK SEL POS
= N :2. 0000 1 0. 4000 0.041 FLZ :‘ETE' 0 260.0 0. 310 SAVE
; & 3479, Abs RATIO  1.429 START
- K1:0. 1723 5 1.2000 0.185 M 1. 0000 ; : RECORD NAME
= K0:-0. 121 6 2.0000 0.383 N :2.0000 DNA  CONC 11.723 - CLEAR
= R :0.9815 72,8000 0.441 SAUDEi PROT. CONC  102.02 et
0 C 3 1/1
Spectrum: e
Application for hexavalent chromium: The colored = PROCESS One Key Upgrade:
o0 - 5
matter reacted from hexavalent chromium agueous ¢ ;m ER Plug the USB with upgrade program, switch on 1. SYSTEM UPDATE
solution and diphenylcar —bazide. One key for 3:1)511 and go to upgrade menu, press no. key 1, the 2. RUN APPLICATION
looking for the peak in spectrum function, looking i ﬁ u instrument will be upgraded automatically.
in data sheet, as well.The position of absorption o PEAK
peak as picture 540nm.By marking the curve and § . e
guantitative to test the sample concentration. 350 WL 800 INDEX

Z{[0]=T NSNS ot A Tkl B P~ in AUSTRALIA : Contacy +61 3 9762 2034
: T =
60 Distributor —_—_ e = I s . . 61
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BIOBASE

PC—-Control Software

Holmium solution spectra
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Baseline 190-1100nm

i i
e ™
The guantitative setting
S | —
Fitting Methods Cone.Uint
Method:  |First-ordes fitting =|  Cons.Unit Lg/ml =
Calibration Methods Wavelength ta.
e WiNo.
S
sampte No. [ 4 =]
12 Coafficents Wavedength
Ko= | 1.0000 )
B WL 1= 600.0 nm 1.0000
K3 = u.ﬂ.b{‘? WL2= 6.0 | nm -LI:II:IE_».-
2= (oo W3- [ 5450 | nm|-1.000]
[Lox | [ .conce |
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PC-Control Software

+ Biobase Meihua Trading Co.,Ltd. ————

The stability of kinetic measurement Kinetics setting
——— N 1} Krtics Ogpan =
iHlNar dad FEBF R Il dduned TJEdEvErd® i
——m e OO S 0RRT Wiarheregih Sabug lﬂm!’w Pk ialey Setup -
= =1 i e W0 mm £ AbssrbancelAbs) ::':m'::
Besdh V.
i = & Tranemittacal %1} e e R
b SedeTes: 008 wE "';I"""‘*‘;“w £ Diaplay vabey Detad
Scale Bottom P05 mT { Dsplary Setun;
a4 3 Eisoluy Data Table
- =_ Tt Satup X dwction} = mﬁ =
- Start Tima: [ 5 Pring Spedtnn Curve . |
- Endfeme; a0 ® ¥ Print Peakyabes Data paak cotr
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Protein [DNA measurement Protein IDNA setting

i — p— . p—— op— —
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Multi wavelength setting

I e R R
= e — =

Copip =(Abs,, ~Abs,,, , JxF1-(Abs,, ,-Abs,,, . JxF2
%m%j lb“lm.. z""'b‘w. “}xFa-{Ahs“ 1™ utm.}xF"'

Analysis Mode Wavelenpth Sehup

& Mode 1 WL i 3600 | nm
1 Mode 2 WL 50,0 | nm
O Custom Moda

Ref. WL 3200 [nm

Parameter Setup
Fi= | &35
Fa=| 36
Fa= | 1552
Fd= | 7573

o« | [ cance |

T T STI AT A B~ . AVSTRALIA : Contacy +61 3 9762 2034
: Co

W.':rhmmal};l'hﬁﬁ“i;l:au'_ e
—

e=-rmail i sales (3 chromtech. et s
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BIOBASE’

StepMate Stepper

Features:

- Light—weight and ergonomic design

— One—hand operation

- Factory calibrated

— Volume range of 1 ul to 5m

— With durable tip insertion lever

— With seven sizes of disposable, polypropylene syringes from 0.5ml to 50m|

, v Select the Dispensing Volume

Tegmomng Vimme

— Find the required dispensing volume

S Bt i

- Use the adjusting whesel to set the required volume

‘ - Select and inserting suitable tips
E\ — Corfirm the maximum dispensing steps

Technical Parameters:

Dial setting 1 2 3 4 LT

Number of Steps 48 |23 |15 1 8

Syringe Volume(m) | Sample Volume(u) | | A% P%
0,08 1 2 3 4 s (+25 |<50
050 10 20 P 40 I +08 =07
1,25 25 50 = 100 e 108 <05
2,50 50 100 == 200 o 108 | <04
15,00 100 200 lsso 400 |geo  |204 |<03
12,50 250 500 = 4000 4psg  +03 =03
25,00 500 1000 400 2000  segn +02 =03
50,00 1000 2000  ag0p 4000  |spe 202 | =02

Mote: The first and last dispensing liguid should be discarded or back into container vessel,

BIOBASE I e e - P AP o
220 Pistrrbutor e — -

-%-f

DispensMate Bottle-Top Dispenser

Features:

— Excellent chemical resistance

- Fully autoclavable at 1217

— Four ranges of bottle—top dispenser cover a volume range from 0.5ml
to 50m|

— Easy to clean and maintain

- The optional fliexible discharge tube with safety handle permits fast
and precise dispensing

—Made of PTFE. FEP. BSG. PP

- Vapor pressure Max. 500mbar, viscosity max. 500mm?/s,temperature
max. 40°C , density max. 2.2g/cm®

— DispensMate plus is supplied with $40, GL32, GL38, GL25, GL28
sized adapters

Technical Parameters:

Volume Range Graduation

(mi) {mi)

0.5-5 04 0.5 25 0.1 5

1.0-10 0.2 0.5 50 0.1 |10
2.5-25 0.5 0.5 125 0.1 25
5.0-50 1.0 0.5 | 250 0.1 |50

A = Accuracy; CV = Coefficient of vanation

= in AISTRALIA : Comtacy +6G1 3 9762 2034

R
-

ww.chromalytic.net,aun
.

L
e-mmmamil ; sales 0 chrnantech . aet.an

+ Biobase Meihua Trading Co.,Ltd.
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Accessories:

| 340, Adapter, 45M40mm

GL32, Adapter, 45/32mm

GL38, Adapter, 45/38Bmm

GL25, Adapter, 3225mm

GL28, Adapter, 32/28mm

Reagent Bottie (Brown, 1L)

Filling tube {m)

Discharge tube {m)

221



BIOBASE’

Hotplate Magnetic Stirrer

Features of BS-2H/3H

— Die—casting and stretching roof cover; fabrication
processed exterior fo prevent leaking.

— Heating and stirming can proceed simultaneously,

— Enclosed heating plate with characteristics of flame
protection, fast warm-up and durahility.

— Heating power and stirring speed is steplassly adjusted.

Features of BS-4H/4HC

- Stretched shell and cover prevent leaking.

— Heating and stirring can procead simultaneously.

— Enclosed hat plate with flame protection, fast warm—up
and durability.

— Heating Power and stiming speed is steplessly adjusted.
— Max, Temp. to 380 degree, max. Speead to 1600 r.p.m.

— With the adjustable PT100 sensor rack and Stainless
Steel Rods,

Technical Parameters:

Moded
| Work Plate Size [ 120120mm (170*170mm
Wurk Flate Material alurmmrn |
"Max, Stirming Capacity 2L EL
: a:paed Ranges . 100~2000rpm |
"Hﬂﬁiil‘?lg Temp. 3BI}°C
:-Gunsumpﬁurn ‘1&UW S00W
: Power Supply . ﬁmvma%, 50/60Hz
"Exta'r‘ua] Size (W*D*H) Ezﬂﬂ'ﬂzﬂ*‘athwn 25(}"13{)"“1 20mm
:-F'ad{ing Size (W'D*H) EEEﬂBE*TQUrrm 280°210*150mm
:.NetWajgm |‘1 Skg 221{9
Gross Waight 3I<g é3.4kg
154

BS—4H/M4HC

350 £10%

[ 300* 210* 126mm

| 400* 240° 220mm

BIOBASE'

Hotplate Magnetic Stirrer

MYP11-2

&

MYP11-2A

"

+ Biobase Meihua Trading Co.,Ltd. ————

o
s .

HO1-1A

SHO5-3G

Technical Parameters:

Model

MYP11=2 MYP11=2A

AR R A B PN < i AVISTRALIA : Concacy +61 3 9762 2034
Distributor

‘g%—:

Wark Plate Size #145mm
"Work Plate Matarial mﬁduminum alloy
Max. Stiring Capacity | 10L
. Motor Type "Brus’rﬂass DC motor
Motor Output 15w
| BpeedRanga 50~1500rpm
Digital Display ' Speed, temperature, time
Control Button | Knob + Button |
e . |
'Heating Temp.Rangs | RT=3207C
' Safaty Tem. 350
[ Fermp, Precision  105C
-Tim'ng Range .1"9999!THH “r 250min
' Power Supply | 220V, 50/60Hz
' Size (WD*H) 280160*90mm
. Weight “2 Tkg

= - ——— -

ww.chromalytic. net,amn

e-mmail : sales 0% -I'..Il'l:llll.‘HI'l aneEl. L

Stainless steel

280*175*145mm | 330*190*130mm

XB5-25

#145mm
| Alurninum alloy
5L

10w

! ' Speed
Knob

Conductive thermometers

| 250*160*135mm
3.9k
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BIOBASE’

Hotplate Magnetic Stirrer

MS7-H550-Pro  MS7-HL50-5

Technical Parameters:

MS—H-Pro+

MST7-H550-Pro MS7T-H550-S

Waork Plate Size [184*184mm
Wﬂm Plate Material | Glass ceramic
| Mae. Stirring Capacity 20L

NIGloE Ve | :xi.rhlass DC
| Mator Input | 18W
| Motor Output | 10w
.Spe-ad Range ;1DD~1500rpm
.-Spead Display .LCD
Spaad Display Pracision . =1rpm
| Heating Cutput | 1000W

Haating Temp. Ranges [ ﬁ;ﬂﬁ?;

Control Temp: Precision : :1:35%53m

Safety Temp.  580°C

Tamp. Display LCD

Display Temp. Precision | £0.1°C

External Temp. Sensor | PT1000
"Ma:n'.. Magnetic Bar 80mm
"Warning Temp. 50°C
"T‘ming Range /
| RS232 Interface | Yes

Protection Type | 1IP21

156

10L
' Shaded pole
_ motor

15W

1.50W
0-1500rpm

Scale

!

RT~850°C,
incremeant 5

10°C

LED

£1°C

MS-H-Pro+ MS-H-Prot

| P135mm

200

Brushless DC motor
18w

10w

100~1500rpm

Lo

+irpm

| S00W

|RT~340°C, increment 1

+1(<100°C), £1%(>100°C)

1360°C
'LCD

| £01C

f 1-5898min

Yes

| 1Pa2
' BIOBASGE P o e e

MS=H=-5

| Stainless steel with ceramic coated

DC motor

0~1500mpm

Scale

RT-340°C

350°C

Scale

Drstrrbuitor

MS-H280—Pro

ME-HZ280-Pro

a
Brushless DG
motor

5w

3w

| 100~1500rpm
: LED

RT-280°C,
increment 1

+1(<100°C)
£1%(>100°C)

{(320°C
.LED
.:H"G
.F"T1DDD
IEEImn‘I
:50'0

..f

;,

P21

'_*:l" -

‘—%—f

Ambient Temp.

Relative Humidity

Consumption

Power Supply

Size (WD*H)

Weight

5-40°C

B0%
1050W 1030W
TO220V £10%, S0/60HZ

2153601 12mm

5.3kg 4.5kg

Magnetic Stirrer

MS—PB

Model MS=5 MS-PA
Work Plate Size ®135mm

Work Plato Material | Srioo StEOLWIN | oy,
. Ma. Stirring Capacity .24.‘.!. 3L

Motor Type ;r;t?ass i DC motor
Motor Input oW W
Mutor Output | oW | 3w
.-Spsed Range .ﬂ~1590rpm :100~‘15{‘.I‘D|'pm
.-Spsad Display | Scale | LED
.-Max. Magnatic Bar .Bllnm S0mm
:.;ﬂmbianf Temp. | 54000 |
.-Rﬂialive Humidity .Bﬂ%
.-F‘rotactiun Typa | P42

Consumption | 0w | 15W

Power Supply | 220V £ 109, SﬂféﬂHz
.-Size (W*D*H) .159"% :150*260*&{]nm
Weagm .E,Bkg .1,8kg

= i ATTSTRALLA : -__ﬂ-IlIJIl.;‘_ +B1 3 9762 20534

sm-ﬂ--z

ww.chromalytic. net. an
——

e=gwnail ; s les GO chrnmtecih . met.ann

[ 160*280*85mm

|2.8kg

Technical Parameters:

+ Biobase Meihua Trading Co.,Ltd.

515W

180*260*80mm

1.8kg

M5-PB

| 0~1500rpm
;E‘rcaha

oW
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BIOBASE" + Biobase Meihua Trading Co. Ltd, —

Magnetic Stirrer Multi—Position Magnetic Stirrer

<+ - - — ; 3
r- o s i ¥ )
S ‘ - o) i m o, ’ 3 [ E: - i
;@ o [ v e St E Y [T - —
f -V - -V -y’ - -‘l-' - ‘ m?
=t
™2 FRE B9+ 85-1A 85-2A MS-M-S10 MS-H-S10 84-1(4 positions)
r % T" [ 2N & [ ; L 8 ,__..E"——__‘__ - == EIE
e 3 . o - '*Q ?. i _"_.‘
- o T
a0-1 a0-1B - HO1=1D
84—1(6 positions
524G &P )
Technical Parameters: Technical Parameters:
Model ag-2 HO3-A ; 51 A 5 90— ot 961 MS=-M=510 MS=H=-510 B4-1(4 positions) 524G B4-1(6 positions)
Work Plate Size 180*450mm $145mm
WORMG FIBte. | o b ciag) ' : '
Material | Work Flate Material | Stainless steel with silicone Film | Stainless steel | Aluminum alloy | Stainless steel
. Stirri . _ Max. Stirring Capacity | 0.4L*10 0.4L*10 1.5L%4 3L*4 1.50%6 3L*6
gaa:azgrm"g 0L 2 aL 5L 20L 501 . b A _ _ : : :
1l | Motor Type | Brushless DC motor | DC miotor: | Brushless DC motor
Motor Type | Brushless DC motor | Speed Range 0~1100rpm ' 0-1500rpm
Speed Range | 0~2000rpm 0~1500rpm  0~2000rpm  60~2000rpm  Control §3cale | Knob  Bution | Kinob
P ' I I T : I [ ' [ Heating Output ¥ A70W / 4*600W ¥ 6*360W
Digital Display |/ | Spaed / / | / |Speed |/ | Speed : L ! ! ! ! !
L | Heating Temp. Range  / RT-120°C |/ RT-150°C / RT-150°C
i e | | | | _ Safety Temp. " a0c 350°C 0 1350°C
Consumption [ 15W AW aw 10w 400 100w Ambient Temp. 5~40°C
Power Supply | 220V, 50/60Hz Nttt 2k
E : . Power Supply {220V, S0/B0Hz
Size (WD*H) 2,1251% i :*213;10 Loinfih ﬂg*m ff‘l‘gﬂ“"‘ﬁ iﬁ“m -::1::-5*4013 o 182°562 290%280 380°380 | 420°300 1005230
ik [ B i i i [Fitetnm . *65mm *80mm “t4mm *80mm “30mm
Weight ' 4.2kg ‘3.7kg 1.2kg 2kg ' 3.2kg 6.5k 110.5kg 10 7kg Waight | 3.2kg 5.8kg 12.2kg 18.2kg 21.1kg
BIOBASE"' mmm:mﬂ ~ in ATISTRALIA : Conracy +61 3 9762 2034
158 Distributor -_— -—-..-:-T- -=— - 159

.
www. chromalytic. net. am
“S_—
e-mnail : sales 0 I'.lll'l'.l-llllﬂl'l..l'll‘l...li



BIOBASE’

Overhead Stirrer

DS40-5/020-5
LED Owerhead Stirmer

0S40-5/ 020-5
with universal plate stand

0S40-Fro/0520—-Pro
LCD Overhead Stirrer,

0S40-Pro/ 0S20-Pro
with universal plate stand

Electric Stirrer
Features of MYP2011 series

— Brushless DC motor drive penetration type stirring shaft
MCU closed-ioop control,
— Constant and stable rotational speed.

Features of D series
— Brushless DC motor drive.

— Digital display rotation speed,

Technical Parameters:

Technical Parameters:

— Digital display and speed setting, rotary encoder operation,

MYP2011

1!‘

D2010W  D201awW  D2025W

+ Biobase Meihua Trading Co.,Ltd.

Model MYP2011 MYP2011 MY P2011
0540~Pro HOEE -50 -100 -150
Manx. Stirring Capacity | 40L 20L A0L L20L 2
= : - : : Max. Stirring _ .
Motor Input 120W B0W 120W L BOW Capacily 20L | 50L 1000
Motor Output 100W S0W 100W 50W ' :
i { ! { . Motor Type Brushless DC motor
Spead Range 0~2200rpm 50-2200mm | : s
SDEHﬁ Display .LED .LGD . Motor TE!-I"QUE EUﬂmNM 450rmiN.M ﬁUﬁnNM
__Spaed Display Precision _f _ £ 3rpm = Jrpm Speed Range 60~1500/60~-2000mm
Spesd Display . Stirring Rod .
Fluctuation SSEn Length 350mm
Mz, Torque B0MNem 40Mem B0MNem t40MNem =
| o = 3 M = 3 FES St|mn!; Rod PTFE | Sesiniess steel
Torgue Display f LCD Material {
Overload Protection LED flicker, motor automatic stop ' Pole Length ' 200
Motor Protaction LED flicker, motor automatic stop i i
[ . T ; T T Chuck Range
Mae. Viscosity 50000mPas 10000mPas 50000mPas 10000mPas Diamater $ 1.5-13mm
Chuck Range Diameater | 0.5~10mm i T
I [ Digital Display  |LCD
Protection Type P42 == .
Ambient Temp, 5-407T Confrol Knob
Relafive Humidity 80% 0 80% Consumption  50W 100W 150w
R5232 Intarface f Yes Yes [ [ i i
& - i T i i Powsar Supply 220, 50/60Hz
Consumphion 130w | TOW 130w | Tow f !
Power SUDD|}' 1Tvz20M "_'10%, S0/E0Hz Size (W*D*H) ARO*E2*210mm (main bﬂd}f}
Size (W*H*D) 83%220*186mm ! [ ; <
Weight 2.8kg 2.6kg 2.8kg 2.6kg Weight 12kg 12.3kg 12.5kg
=10 TN S et AP P P A0 - S ATISTRALEA : Contacy +61 3 9762 2034
160 Distributor < ——— = - .
B

——

.,

www. chromalyvtic.net.an
. ——
e-mmmail : sales T I'.'llrl'.l-l'lllﬂl'l.l'll‘l...li

1NM

250W

12.6kg

[18L | S0L

[ A0w

100L 200L

200mNM  450mNM B00MNM  ANM

I PTFE Stainkess steal
& 1.5~10mm #1.5~13mm
LED
_ 100W 1500

[ 380*93*160mm (main | 380*83*"180mm (main
body)

B.kg

bady)

(121kg | 12.5kg 13k
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BIOBASE’

Storage Safety Cabinet
Introduction:

According to international practice, there are four colors of common used materials storage safety cabinet fo
store various hazardous materials.

Genarally, the yellow cabinets are used for storing flammahle materials,

the red for combustible materials, the blue for weak corrosive matenals (Sfrongly corosive materials can only be
stored in PP (polypropylene) material storage cabinet, such as sulfuric acid, nitric acid, hydrofiuoric acid and other
strongly corrosive materials), and the white are used for storing the toxic materials,

The color is for distinguishing different type materials In storage and convenient using., The common effect of the
each type safety cabinet is for fire prevention, heat insulation and secure storage,

Advantages:

* OSHA standards. Static grounding conduction ports are designed on the cabinet body for convenient
connection with static grounding wire.

+ Double—layer fire—resistant steel structure, insulation layer is located between two steel plates.
+ Storage sink to collect waste liguid.

+ Professional and normative warning label,

* Equipped with dual vents.

+ Thres linkage type doar lock, two keys.

+ Unique spill-proof type shelf, adjustable height of shalf is Gcm

+ Mora than 50 times of door opening and closing tests will be done for each safety

cabinet before delvery from factory

+ The locking bar of each safety cabinet is connected by 5cm connecting rod,

* External epoxy paint, waterproof, dustproof, corrosion proof, anti—-fire and anti-stafic.
* OEM service is available

Technical Parameters:

BK-12-CS BK=-30-CS BK-45-CS BK-60-CS BK-B0-CS
Capacity |4 galion (15L) | 12galion (45L) | 30gallon (113L) | 45gallon (170L) | 60gailon (226L) | 90galion (340L) |
Selective colors | Yeliow, blue, md___me {not available for PP matenal cabinet)
| Steel plate | Thickness over 1.0cm
: tnsu1at+|::n layer Tl'mr._lmaa-sg 33;:111 B B B B
Storage container | Height 50cm ! | | |
'Door Single | single Double ' Double ' Double ' Double
Matenal. "C:}Id-rdmd steel 'W]H"I epoxy pamt F'F' : . :
I31191f [ 1 K 12 [2 T2

[External size (H *W?D) | 56*43*43cm | 89°59*46cm  112109%40cm | 165°109*46cm  165°86'86cm | 165%109*BScm |
Package size (H*W"D) | 76'58'58cm  109'74°61cm |132"124*55cm  185%124%61cm | 18501*101cm  185*124*101cm
N, | 30KG BOKG 100KG |138KG 165KG 190KG :
GW. A0KG | 75KG 120KG 169KG | 190KG. 225KG

Red cabinets
for combustible materials:

Yellow cabinets
for flammabhle materials:

White cabinets
for the toxic materials:

Blue cabinets
for weak corrosive materials:

PP (polypropylene) storage cabinet
for strong corrosive materials:

— -

EIDBAEE MWIM* in AUSTRALIA : Convacy +61 3 9762 2034

226 Distribuior

%‘:

- -'--:-Sﬁ"-" L=
ww.chromalytic. net. s

e-rmail : sales U I'..Irl:llll.‘HI'l anEl.mu

+ Biobase Meihua Trading Co.,Ltd. ————
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Ultrasonic Cleaner

Single Frequency Type

Features:

- Digital display, easy operation for time and temperature

- Temperature control range: 0—~80°C

- Time setting range: 1~-30 min & 1-480min

- Fully microprocessor controlled and programmable

- Reliable Industrial-Grade Transducer

- High capacity and quality stainless steel tank
- Stainless steel basket and lid

Technical Parameters:

UC-08A
UC-10A
UC-20A
-s0n
UC-40A
UGC-50A
UC-60A
UC-T70A
UC-80A
UC—100A
UC-55
UC-10S
UC-208
uc-208Il
UC-30S
UC-30sll
UC-508
UC-60S
UC-708

BIOBASE’

External Size

L*W*H(mm)

1807170140
180170*180
| 270%170*210
330*180°270
1330%270*270
330%270*320
360330270
| 360*330*320
1550°330°270

55[}*33{}*3212}

208*102*210
| 320*174*280
| 320*174*340
410350380
3202647240
640350400
8404107400
|840*410%400
| 840*410°410

Disirrbuior

>

Tank Size
L*W*H (mm)

150°140*65
150*140*100

2407135100

300150150
300*240"150

300*240°200

330*300*150
330300200

500*300*150

500*300*200
150°140*100

300*150*100

: 300*150*150
300150180
30024050

300*240*180

500%300*180

500*300*180

| 500*300*180

Capacity

(L)

AT A

+ Biobase Meihua Trading Co.,Ltd. ———

g:z;zgg; Ultrasonic Heating Time _
(KHz) Power (W) Power (W) Range{min)
60 50
80 50
1120 100
w o
240 250
40 i e 130
1360 400
420 600
480 600
Coa—
50 200
1100 600
200 600
| w0
80 300 600 1~480
| w0 40
1500 800
500 800
500 800

= i ATES TR ALEA Cnnlnﬂ +B 1 3 OTEE 20504

sm'--z

ww.chromalytic. net,an =
—

e-mmail ; sales @O tllrﬂl:llmi.nrl..n
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BIOBASE’

Double Adjustable Frequencies Type

Features:

- Digital display, easy operation for time and temperatura

- Temperature control range: 0-80°C

- Time setting range: 1-480 min
- Fully microprocessor controlled and programmable

- Reliable Industrial—-Grade Transducer

- Over—-voltage and over—current protection

+ Low—level water protection

- High capacity and quality stainless steel tank

- Stainless steel basket and lid

Technical Parameters:

UC-30SDG
| LUC-50SD
"UE—BDST
| UC-70ST
| LUC-108D
"U C-10SDil
"UE—EGSD
| UC-20SDll
| LIC-30SD

UC-30SDill

110

External Size

L*W*H({mm)

840*350°400
| 840%410%400
| 8104107400
| 840*410*410
| 260160280
| 340*250*330
| 320M174°340

410*260°380

320%264*340

410*350*380

Tank Size

L*W*H {(mm)

300*240*180

| 500*300%180
| 500*300%180
| 500*300*180
“ 2301407100
| 2301407130
| 300*150*150

300*150*180

300%240*150

300*240*180

Adjustable
Capacity Ultrasonic
(L) Frequency

{(KHz)

13

27
a7

27

10

13
BIOBASE' P~ 7 ~ - 7o g
Prstriboaitor :

e
——"

Ultrasonic
Power (W)

300

300

Heating
Power
(W)

1800
;mn
.404:1
:40{:1

400

400

400

Temp
Range

()

1 0~80

B e

Three Adjustable Frequencies Type

Features:

- Digital display, easy operation for time and temperature

- Temperature control range: 0-80°C

- Time setting range: 1-480 min

- Fully microprocessor controlled and programmable

- Reliable Industrial—Grade Transducer

- Over-valtage and over—current protection

- Low-level water protection

- High capacity and guality stainless steel tank

Technical Parameters:

Model

uc-10sT
| UC-10sTH
"UG-EUST
UC-20sTiIl
| UC-308T
| UC-305TI
| uc-508TIl
uc-6osTIl
| uc-70STIl

UC-100ST

LC-100STH
{motorized)

UC-200ST

LIC=2005T1
{motonzed)

External Size Tank Size

L*W*H(mm)

260*160*280

| 340*250%330
| 320*174*340
| 410*260*380
| 320*264*340
| 640*350*400

840*410*400

810%410%400

840*410%410

1260*540*800

1260*540%800

1560*740*200

1560# 740500

L*W*H (mm)

| 230*140*100
| 230*140*130

| 300*150*150

: 300*150*180

: 300*240*150
| 300*240*180
| 500*300*180
| 500*300*180
: 500*300*180
| 600*300*400
| B00*300*400

| B00*500*400

| BO0*500*400

i

.,

Capacity AdjustableUNlrasonic Ultrasonic
Power (W)

(L) Frequancy{KHz)

10

13

27 45 180 100

27

T2

160

160

= in ALISTRALLA : Contact +6G1 3 9762 20534

ww.chromalytic.net,aun
==y

e-gmnamil ; sales 00 chraamatecih . auet.an

{100

{100

| 700

(1000

11000

Heating

Temp

+ Biobase Meihua Trading Co.,Ltd.

Power(W) Range(TT )

400

400
400

400

400

4000

0-80

111



BIOBASE" + Biobase Meihua Trading Co. Ltd, —

BDV-S and BDV-N Series Digital Viscometers

BDV-N series digital viscometer
D ® Measurement is more larger than BDWV-5S series.
® Rotating speed is improved to non-polar shift.
SHAE '. ® RTD temperature probe can timaly monitor the tamperature of the sample.
: ® Optional software: Data Collecting,Analysis and Plot Software

Technical parameters

Model BDV-15 BDV-85 BDV-55 BDV-BS SNB-1N v BDV-3MN BDW-4MN

Measura ! !
BDV-15 BDV-95 Range 10~ 1= - i 1= 06 ~ 6~ 150 ~
e 8 100,000 6,000,000 100,000 | 2,000,000 600,000 6,000,000 80,000,000 10,000,000
01,0.3,08, 03,08,
Rotation Speed | 6,12,30,60 15,3,6,12, 6123060 153,6, 1~60 01-999 01-999 01-200
30, 60 112, 30, 60
Number of | N L, | 4 types
Soinde |4 typas(L1 ~ L4) 4 types(L1 ~ L4) | (21.27.28.20)
rierl ol +5% +3% +1%
. | (Newtonian  (Newtanian  (Newtonian
Acedracy Fluid) Fluid) Fluid)
B RV S Repeatabilty £0,5% (Newlonian Fluid)
Power Supply | Spacial power adapter (100 ~ 240V ,50/60Hz)
Features: ' ' ' '
BDV-S series digital viscometer Optional LO
. iy Spindle
® It adapts 16 bit MCU as central control circuit. Measure Range 1 ~ 100 1~ 600 1-100 [1-2000 1-600 |0.6-~6,000 6~60,000 3~ 60,000
@ |t features as follows: gearless driving, LCD., {mPa.s)

@ Optional accessories: Printer and RTD temperature probe.

23[0]= VAN i A P - in AUISTRALIA : Convacy +61 3 9762 2034
162 Distributer T = e s E—-m—— —-——— 163

By,
—%j“w chromalytic.net, au
e-mmmail : sales T I.llru-l:llll l'l..l'll‘l...li



BIOBASE" + Biobase Meihua Trading Co. Ltd, —

BDYV Series Viscometers BKU-1 Digital Viscometer

BDV Series

Features

@ |t adapts 16 bit MCU as central contral circuit and is driven by high resolution step motor,

@ RTD temperature probe can timely monitor the temperature of the sample.

@ LCD can display all information,

@ Optional software: DV Program Control Download Software & Data Collecting, Analysis and Plot Software

BKLU saries
Features

Technical Parameters ® BKL senes viscometer is specially applied to sample like paint, coating, etc.
@ |t adapts 16 bit MCU as central control circuit and is driven by high resolution step motor.

Series BDV—1 BDV-2 , ,
: @ |t can recycling show the units of KLU, gm, and cP.
Mokl BDV-14 BOV-1B | BDV=1C BDV-2A |BDV-2B BOV-2C
' : ' : ' ' ' Technical parameters:
{‘:nap?: U 12-6M 80~-40M B40-320M  6-6M  40~40M 320~320M P
Rotation Speed fﬂ.1~99,9 non-polar shift 0:1-200 non—-polar shift
Numiber of Spindle 4 (L1-L4) 6{R2-R7) | B(RZ~RT) 4{L1-L4) G{R2-RT) B{R2~RT)
- - - - - - - - |40~141KU
Measurement Accuracy | £1% [ Newtonian Fluid ) Measure Range | 32-1088gm
e | . | 27~-5274cP*
SREHIRN £05% (Newtonian Fluid ) _ _
| | ; Measurement Accuracy | £1% (Newtonian Fluid)
Power Supply | Special power adapter (100 ~ 240V 50/60Hz) ! |
o plional L0 Spind i T T .Repealabﬂlty | £ 0.5%(Newtonian Fluid)
:.-'le:sur}e Range 0.6~6000 6-60000  50-500000  0.3-6000  3-60000 25~500000 Rotation Speed 200rpm
mEa.s } I
OptionalR1 Spindle Power Supply | Special power adapter (100 = 240V S0/60Hz)
Measured Range — 20~100000 [ 160~800000 —— 10100000 | BO~800000
(mPa - 5) , , _ Note: cP is for reference, not for calibration.
Z{[0]=T NN S Ak B i ATISTRALLA : Comracy +61 3 HTE2 2084
164 Distributor TR —_—— 165
e e — i

e hremalyllcneta
——
E-rmnail : sales (0 chromnstec bhomet s



BIOBASE’

Thermostatic Water Bath

Features:

1. It adopts new design structure, which could avoid the leakage of steam.

2. There are pointer type temperature controller and intellectual type temperature controller for selecting. The
intellectual temperature controller has high lightness digital display and touch operating button, which is easy to
operate. It has high precision on controlling the tempearature.

3, Stainless steal chamber and upper cover,

Technical Parameters:

Model SY¥-1L1H S¥Y=-1L2H S¥Y-1L4H SY=-1L6H sSY-2L4H SY=2LaH SY-2L8H
| Power Supsly 220VH0V; 50/60Hz
\Consumption(W) | 400 500 1000 1500 1000 1500 2000

‘Temp. Precision(T) | £0.5
| Temp. Range{T ) Room Te.+5 ~ 100T
| Temp. Sensitivite(T )| = %1

| Display Error(T ) =125

'Chamber Size [ ' I I ' M |
16.8*16.8"12 |32.5"16.8"12 B53M6.8%2 04546.8M2 32532542 48°32542 63.5°32.5412

{em)iW*D*H) I | 5 1 . I | .

m‘“’s?‘zﬂ 355'24M9  51°24"19 822449  113*24*215 | 51.5'38"10 |67*38*19  B2.5'38%19

[P B 405°32*235 (555%32°235 |B7*32*235 117*32*235 55%48°235 | 7248*235 B7%48°235

(em(W*D*H) | :

Nat Waight(Kg) 35 45 7 9 7 8 95

Gross Weight(Kg) 4 5 8 10 8 9.5 11

Transparent Water Bath

Features:

1.Adopt new design structure, effectvely prevent leakage of steam.
2. Intelligent temperature control, digital display with high brightness, high precision tamperature confrol,
3.All made of transparent acrylic sheet, can clearly see objects that are heated,

Technical Parameters:

Maodel

Capacity 8L
..Pumrerauﬂply 220V50Hz
"Gnnsumpﬁu't{"ﬁﬂ B:I.'.'rl.'.‘rW
| Temp. Fluchuation(C ) 0.5
| Temp.Range(T ) RT+5 = 100
| Temp. Sensitivity(T ) 1
"Dhamber Size ({ mm)(W*D*H) 280%220*150
"F'ackhg Size{mm)(W*D*H) 456*350*2?9
-Net Weight{Kg) 35
"E‘umss Weight{kg) 5

CEEICE o s Pt -7 e - in AUSTRALIA : Concacs +61 3 9762 2014

148 Distribuior
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+ Biobase Meihua Trading Co.,Ltd.

BIOBASE’

Constant-temperature Water Tank

Features:

1, Cold-rolled sheet spraying extarior; stainless steel inner chamber and roof cover.

2. Choice of pointer type temperature confroller or intelligent temperature controller with PID program, digital tube
display, and light touching operation key; and with function of fiming and over-temperature protection.

3. Functions of temperature setting, heat preservation, digital display and accurate temperature control.

L=

Technical Parameters:

WT=424 WT-42B WT=-60A
Power Supply(V) 220VH10V, 50/60Hz
| Consumption(W) 500£10% 1000£10% 750.£10% 200010%
:;rernp, Fluctuation(T ) .‘1 . - .
"'I'Brnp. Range(T ) .RT+E =100
Chamber Size(cm) (W'D*H) | 42*1814 4241814 |60+30%20 60%30+20
Product Sizefem) (W'D'H)  57+23%27 753536
"F'aci-:ing Siza(om) (W'D'H) | 65'30%31.5 65%30°31.5 84°41%35 84°41+35
Net Weight (Kg) 8 85 17 18
Gross Weight (Kg) 95 10 19 20
Motes:

1. A refers to constant temperature water tank.
2. B refers to fri-purpose slectro—thermal constant - temperature water tank.

Thermostatic Shaking Water Bath

Features:
1. Cover is made of high—transparency matenals for direct observation of the samples inside.

2. Shaker uses stepless speed regulation
3. A fan Is installed inside the working chamber to force convection within the chamber. This promaotes a betiter

heat mixture and temperature uniformity within the chamber,

Technical Parameters:

Model SWB-A SWB-B SWB-C
Vibration Amplitude 30cm 24cm ' 30cm
| External Size(L*W*H){cm) | 71%46*43 | 70%46°45 .?1*45*43
Internal Size(L*W*H){cm) | 46*39*15 | BO*41417 46*39*15
| Package size(L*W*H)(cm) | B2*64*51 235*54*59 ;32*54*51
| Consumption | 1550w 1300w | 1550w
| Vibration Frequency(r/min) | 50~280 | 50~220 .50-230
A Sdsion hailn Teta Rotation, Oscilating back and forth, Oscillating back and forth,

| Timing Timing

Temp. Range RT+3L -1007T
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TB-1 Super Thermostatic Water Bath

Low Temprature Thermostatic Water Bath
Features:

Features: @ |nner and outer casing is made from stainless steel plates.

® Temperature is raised or lowered indirectly by passing preheated or precooked water through the tank. ® Temperate is confrolled using a glass mercury thermometer.

® High insulation is achieved with polyurathane foam stuffing between the inner and outer casing. ® Control circuitry Uses silicon-based components and

® Microprocessor controller with self-adjustment of tank displayed temperature and temperature. contactiess switches.

Technical parameters

Model

‘Temp Range RT+5T ~ 95
| Temp Fluctuation £01T

Girculation Pump Flow Rate > 10L/min |
st fé‘i;",‘:u s 220v,50/60HZ:800W

Internal Size 400*280*180mm

 Eternal Size 5A0*355%460mm

 Package Size B50*455*560mm

' Net Weight/Gross Weight 15.5/30Kg

TB-2 Super Thermostatic Oil Bath

Features:

@ |nner casing Is made of stainless steel plates.

® Data control and display uses microprocessor controller
and digital display.

Technical parameters:
Technical parameters:

| Power Supply 220V £10%. 50/60Hz

Temperature Confrol Range -0 ~ 99T |-20 - 89T | [Temp Rangs RT+5T ~ 200
Temperatura Uniformity +0.5C | Temp Fluctuation o b |
Temperature Fluctuation £0.5C Internal Size 450*280*300mm

Heating Consumption 1000W Exiomal Size |

| - |  Package Size 675*485*705mm

Cooling Consumption 260W PO | Circulation Pump Flow Rate > 10L/min

Internal Size- | 300*260*220mm  Net Weight/Gross Weight 23138kg
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Electric—heating Water Distiller Performance and characteristic:

When lack water, will automatically stop heating, when the retum water reach the normal level, then continue heating.

Other parameters are the same as WD series.

Technical parameters:

Model Power supply Consumption Water discharge Package size{W*D*H)
WD-AS 220V/50Hz 4.5kw =5Lh 1 350%340*780mm

| WD-A10 | 380V/50Hz .?,5kw | = 10Lh | 420*380*B00mm

| WD-A20 380V/50Hz .15I{w | = 20Lh S10*360*800mm

Performance and characteristic: WD-5

1.All of products are mads from stainless steel.

2.Condenser is made of seamless stainless—steel pipes and so with very good cooling effects & great capacity of water
Liadssise Re—distilled Tower Steam Water Distiller

3.The cooled water refurning to the vaporizing drum can save energy and water,

4.Drain valve can push the water in container, prevent bilge.

Performance and characteristic:
5.mmergence alectric heating tube made from copper, heat efficiency is better.

1.Fully stainless steel structure,

Technical parameters: 2.Low=level water cut—off, automatic water supply system.
A.Immersion heater ensuras a high effective thermal.
Power supply Consumption Water discharge Package size(W*D"H) i

_ _ 4.Condensed water and high temperature steam are used to save sourca.,
_WD_E _EEDWEDHZ _4'5{"" : = 5Lh _ 350*260"780mm 5.Seamless condenser pipas, good cooling effects and graat water output.
Wwo-10 280V/S0HZ 7. Blow =10LMh 420*300*900mm . ] ! ; :
| ! | | | &.Percolation, pushing ammonia, dividing water and steam during.
WD=20 3B0V/50HZ 15kw =20LMh 510*360"B00mm

Technical parameters:

Pressure

Automatical Electric-heating Model Water ofsteam  CoOlngwaler Steam  Rafioofwater ..o ool
- " discharge A prassurs consumption consumption

Water Distiller ol
WD-T50 [ = 50LM 0.4MPa 0.2MPa 8 i = 1:1.14 T10*6T0*1450mm
WD-T100 = 100LM 0.4MPa 0.2MPa =11 =144 TI0*730*1650mm
WD-T200 | =200Lh 0.4MPa 0.2MPa B =111 Q30*B870*1400mm
WD=T400 | = 400LM 0.4MPa 0.2MPa 8 i = 1:1.14 { 1130%1030*1650mm

WD-A5 WD-A10 WD-A20 WD-Te00 = 600LM 0.aMPa 0.2MPa =] = 1114
BIOBASE" mﬂmg'm.ﬁ? < in AUSTRALIA : Contacy +61 3 9762 2034
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Automatic Electric Double-distilled Water Distiller Quartz Sub-Boiling High—purified Water Distiller

Specifications:

1.Quartz & S steel, hi-power, large capacity
2.High temperature resistant
2.Good comosion resistant

3.Good light transmittance
4 Thermal radiation heating

The Quartz sub-boiling high—purified water distiller increases water level  controls. When the water level of di

Performance and characteristic: stiiling flask is lower to a certain extent.lt can cut off power automatically fo avoid distiller buming,so as fo longer

Machine made of high quality stainless stesl. Twin fowers, reasonable structure. Condensing coil structure, the sarvice life.It is steady in quality,setting and using, which are popular with  users.It is made of 99.98% quartz tu

cooling effect is good, large volume of water. Dry automatic cut off the heating power, water to be added back be. This type of quartz glass instrument utilizes quartz glass characteristic :such as high purity steady chamical

to arrive at the job level and confinue heating. Initial steaming and re—distilled water control were set. Copper properties well corrosion-resisting(can resist all mineral acids and organic  acids except hydrofluoric acid and p

immearsion electric heating pipe, high efficiency, long service life, yrophasphoric acid with the temperature of above 300).

Technical Parameters:
Technical Parameters:

Model Technical data Package size(W*D"H)

: : _ . WD-QA iQuarlz sub-baoiling Water yield: 400-500mih Dimension:68*42*68CM
Water discharge Power supply Consumption Package size(W*'D*H) high~- purified distiller | Heating power:1000W, 220V/50Hz Waight:14KG
! ! ’ : ' = | WD-0B | Quartz sub-bailing Water yield: 800-1000mih Dimension; 73*42*7T3CM
|WD-ADS |=5Lh 380 V/S0Hz | 10 kw | 420%720°860mm ! high~ purified distiller Heating power:2000W,220V/50Hz Weight:16KG
. _wn-nnm : =10LMh l 380 VI50Hz . 17 baowr | 480 750*1000mm | ' Water vield: 2000mih e, "
WD=AD20 = 20U 380 VIB0Hz 39 low B60*870200mm WD-QC | Quartz water distiller Distilation mode: single distilation e oa
- : : : : ! Heating power:1800W,220V/50Hz b
Water yield: 1500ml% : "
- Erraly : Sp— Dirnension: 73*56°T3CM
WwD-Q0D [ Quartz water distiller Distillation mode: Double distillation Weight-16KG

_ | Heating power:1800W>2, 220V/50Hz
21[0]= VRN T R P P < n ATISTRALIA : Convacy +61 3 9762 2034

52 Distributor T B 53

e, et b
—%‘_"wvﬂrh romalytic.net. aun
e=gwnail ; sales GO clhrnamtechh . aet.ann



BIOBASE’

SCSJ-1 Water Purifier (RO/DI water)

Features:

CE Standard
& Filtration system
Automatic RO membrane flush

Filtration Velocity: 15L/H

Technical parameters:

Model SCSJ=l
Procass fiow PF+AC+RO+DI
Water supply Tap water: TDS<200ppm, 5-45T, 1.0 ~ 3.5Kalem2

Purification system

Purification indax

| Output(25C )

"Water outlet (hand switch)
: Watker guality monitoring

| .Extemal size (W*D*H)

Weight

44

Pre-treatment 10" ' PP filter*1+10" * Activated carbonx 2
RO reverse osmosis [ 100GPD RO membirane % 1
Post position purification Deion purification column= 2

® Soluble organic matter; Rejection rate>89%  (mobacular weight>100)
® FParticle: Rejection rate>29%

® Microbe: Rejection rate>99%

® Salt rejection rate: near 1005

® TDS (fotal solids solubility): RO water:5-10 ppm + ;

® Resistivity: 7.0-10.0 MO -cm;

® Conductivity: 0.143-0100 usfom:

® PMparticulate matter ) (>0.22um): <t/ml;

® Microbe/Germ: <1 CFLV/mi

15LIH
2: RO water; DIl water

TDS (total solids solubilitywater quality testing pen

384*380*502mm

12-20kg
' BIOBASE W o e S T PP o o

Prstriboaitor

———

SCSJ-II/SCSJ-III

Water Purifier (RO/DI water)

Technical parameters:

Model

Flow procedura

Application

Feed water requirement

Pretreatment unit

Purification system | RD uriit

Eubsaquent Linit
Desahnahon rate%

Pure water

cuality DS
. Resistivity
Conductivity

| Output(25°C) |

| Flow rate

| Pure watar cutlet

Control systam

Water quality monitor

. Pumrsuppiy

Dimension and weight

"Standard configuration

100GPD RO membrana =1

" Lotevatony
wdtef Furificatian 5y item | m: ‘o

SCSsJ=1N

PF+AC+RO+DI PF+AC+RO+DI

& Buffer disposing ® Physical and chemical analysis

® Fine chemistry industry ® GC/HPLC
& Inlat water for Ultra pure water machine

® Asaptic drinking water

Tap water: TDS<200ppm,5-45" C1.0-4.0Kgffcm2

{if nlet TDS>200ppm,exira pretreatmeant is recommended)

Special spun fiber fither x 1+Spacial active carbon block fitkar » 1+Special active
carbon block filtar =1

100GPD RC membrane = 2

Mixed bed resin cartridge <2 Mixad bed resin carfridge = 3

l*l»aa\rlg.-r 100+

RO water:5-10 ppm*

15-18.2M0.cm

0.067-0.055 p slcm

15 litersfhour® 30 liters/hour®

_ 2 Liters/min{with pressure tank)

RO watar, deionized water

Automatic electronic pressure sensor controling, RO membrane auto flushing,

+ Biobase Meihua Trading Co.,Ltd.

automatic stop without water, automatic stop when water tank full, automatic cutting

off water when pump stopping, guaranteeing 24 hours’ worlk.
TDS test pen +on-line resistivity monitor

AC10-220V,50/60Hz, 48W plus model: 72W

WAD*H: 22*41%42cmH2-14kg

Main body(including:1 set cartridge)+4.0 gallon water tank+TDS pentaccessory box |
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SCSJ-IV/SCSJ-V Water Purifier (RO/DI water)

Technical parameters:

m RO water quality TDS( Total dissolved solid) of RO waterippm}<TDS of inlet water » 5%
Output(25* C) 63 litersfhour* (125 liters/hour*
BIOBASE : : :
- Pure water outlet | 22RO water, deionized water
= ! |
v | ® Super-large LCD display, display the system
| running state and various parameaters intuitively,
® Automatic microcomputer controlling system,
multi-menu operating, animation moda display.
. & Fault is detected automatically, automatic diagnosis.
& Watar guality over standard alarm, no water
alarm, consumables end alarm function.
W S ® Consumables residual life shows, inform the user
to replace consumables timely.
& 3-way on-line sensor, detecting the guality of feed
Technical para meters: water, RO water and DI water's quality timely.
SCS-1V ® Unigue design of consumables, easy for replacement,
Flowprocedura  PF+AC+RO+AC+DI+TF ® High-strength stainless steel shell, beautiful appearance.
i f { Features and functions
| @ ware washing ® Agricultural expe @ General biological expa ® Aguatic products ® Fipaline with NSF authorization to assure high
Hfeeding @ Inlet water for Ultra pure water machine @ Inlet water for sterilizer/T&H quality ultrapura water
Application chamber @ Buffer disposing ® Aseptic drinking water ® Physical and chemical [ ) . )
‘analysis ® Fine chamistry industry ® Inlet water for Ultra pure water machine ® GC/ ® New easy-inserting adaptor to make convenience
| HPLC @ Pharmacy research @ Madicine examining of cartridge maintaining and replacing.
: A ' ® Different tanks to meat every needs and assura
¥ < t L 1.0=4,
.Tap water: TDS<200ppm,5-45° C,1.0-4.0Kgffcm2 . s .
Feed walter requirements (if inlet TDS>200ppm,extra pretreatment is recommendead) '

® RO membrane, manufactured by DOW or CSM, to assure RO membrane's long
time and high quality of pure water.

(20" spun fiber filter * 1+20" granular active carbon filter = 1+20" active carbon block

Pretreatment unit

Hfittar x4
iyl RO unit 400 GPD RO membrane x1 | 400 GPD RO membrane x 2
| system - - ! - @ Ultra pure polishing resin cartridge with DOW's
s i 110" granular active carbon filter x 1+12L mixed bed resin cariridge x 140.2 u m terminal polishing resin, to assure the top-level watar
S s | fiber =1 quality of ultrapure water,
_ Resistivity >10MQ.cm @ 0.2 um PES terminal filter, to assure the quality absolutely axenic.
Conductivity 20,1 uslem '
o . | Power supply ACTI0-220V,50/60Hz 120W | AC110-220V,50/60Hz ,240W
Deionized water .
coiaity Heawvy metal <0.1ppb [ i ;
' ' Dimeansion and weight L*W*H ; 65*47"110cm/T0kg
Particle{>0.22um) | <1 CFU/mi _ |
I Bacleria . <A | Standard configuration Main body(including:1 set cartridge)+11gallon tank+ accessory box
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Ultra—-pure grade Water purifier High quality Accessories

'm-ﬁm -.a- 15M0 cm ( 25T Ambient)

TOC(RO water) 110 pob - |
Bactera < 1C0FUm - i
= ST - o
wesgnt 20Kg 40Kg S0Kg T0Kg ]
LCO Display | Power Process indicaion State indication ]
e e - i | ;
' Auto water-lavel control | .
| Auto restart Visualfaudio alarm Visuallaudio afarm Visuallaudio afarm
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