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NEW Thermoplastic Elastomer Products « Luers And TPE tubing are
complimentary products manufactured from similar TPE resins. One advantage
of using materials from the same resin family is that qualification processes
are generally simplified. The products shown at left meet USP Class VI
requirements and are compatible with gamma, EtO and autoclave sterilization
methods.

NEW Flexelene™ 66E-95E - Flexelene E represents a range of Shore A
hardness blends from 66 to 95. This TPE tubing is autoclavable, but tem-
perature resistance decreases proportionally with lower Shore hardness.
Because extractables and leachables are very low, it is suitable for use in
neonatal medical applications. Blend options offered with Flexelene™ E open
up a range of custom extrusion possibilities.

Flexelene™ 135 C Bioprocess and Medical Tubing * A tubing engineered
to meet the regulatory standards for bioprocess and biologicals manufactur-
| ing. It exhibits low extractables « low protein binding » and low gas perme-
ability characteristics. Flexelene™ 135C meets the requirements of USP Class
VI, ISO 10993-4 and ISO 10993-5. 135C is also suitable for use in peristaltic
pump and medical device applications.

CVU Colored Locking Luers « Made from durable clear CrystalVu™ resin,
a safer, Bisphenol-A free alternative to polycarbonate. This product is available
in rotating and locking nut configurations. Colored luers offer a means to
differentiate input vs. output lines and to color code delivery tubes.

Autoclavable Stainless Steel Clamps « Made by Oetiker, the recognized
leader in clamp technology. Eldon James now offers an expanded range of
sizes and is one of the largest North American distributors for Oetiker's

quality line of products.

NEW Thermoformed Tubing ¢ Cut-to-length, formed tubing based upon a
customer's design specifications can reduce assembly and connector costs.
Thermoforming produces tighter bends and reduces space requirements
enabling clean more compact designs.
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Natural Materials Quick Reference

( Antimicrobial (Protected) (AG) |

| Lot Traceable | | RoHS Compliant |

Antimicrobial protected Ag fittings are available in Nylon, Kynar®, Polypropylene
and HDPE. These fittings incorporate natural silver ion protection to guard against
microbial colonization and biofilm formation on their surfaces. Kynar® Ag fittings
(AGNK) are autoclavable.

] Animal Derivative Free \

( Natural Kynar® (NK) )

USP CLASS VI | Lot Traceable | [RoHS Compliant ]

Temperature Range -80 °F to 226 °F « Pressure 260 psi @ 70 °F. NK material
can be autoclaved to 285 °F (140 °C) and meets USP Class VI requirements.
Generally, chemically resistant to: most acids, salts, weak bases, halogenated
solvents, alcohols, nuclear and UV radiation, oxidants, ozone and deionized water.

| Animal Derivative Free |

USP CLASS VI | Lot Traceable | [ RoHS Compliant |

CrystaVu™(polyolefin): A clear transparent alternative to polycarbonate containing
no Bisphenol-A (BPA) - will not deform at temperatures to 180 °C (356 °F).
Autoclavable - enhanced characteristics compared with polycarbonate include:
superior chemical resistance; no crazing with multiple autoclave cycles plus
gamma and EtO Sterilization compatibility - USP Class VI, EU 2002/72/EC.

(High Density Polyethylene (HDPE)‘

| Lot Traceable | | RoHS Compliant |

HDPE complies with FDA 21 CFR 177.1520 when used unmodified for the man-
ufacture of food contact articles. HDPE has various applications for use in medi-
cal products and devices. It has excellent resistance to chemicals, but exhibits
lower thermal resistance than other materials. It is a softer material than nylon
or polypropylene and much softer than Kynar®.

] RoHS Compliant \

Temperature Range -50 °F to 275 °F (135 °C) « Pressure 125 psi @ 70 °F

6/6 Nylons exhibit good tensile strength, moderate stiffness and high impact
resistance. They're resistant to fuels, lubricants and many chemicals, but vulner-
able to attack by phenols, strong acids and oxidizing agents. MN White Medical
Nylon is made from the same resin as Natural Nylon, but has an FDA compliant
white colorant added.

| Lot Traceable |

| Animal Derivative Free |

ADF Polypropylene (PP)

USP CLASS VI | Lot Traceable | [ RoHS Compliant |

A polypropylene formulated for biomedical and bioprocess applications. Tempera-
ture Range -9 °F to 150°F (66 °C) « Pressure 125 psi @ 70 °F.

Meets FDA requirements 21 CFR 177.1520(a)(3)(i) and (c)3.1a. PP material
has a Drug Master File listing. It is radiation stable and is resistant to solvents,
chemicals, water and other inorganic environments. It resists most strong
mineral acids and bases; however, it is subject to attack by oxidizing agents.

Lot Traceability Material Certificates are available for products made from resins listed on this page.
Please request certificates at the time an order is placed.
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Industrial & Automotive Materials Quick Reference

| RoHS Compliant || Lot Traceable |
Automotive Approvals Temperature Range -50 °F to 275 °F (135 °C) « Pressure 150 psi @ 70 °F

Made from 6/6 nylon - exhibits strength, moderate stiffness, high service temper-
ature, high impact resistance and tensile strength. Resistant to fuels, lubricants
and many chemicals, but vulnerable to attack by phenols, strong acids

and oxidizing agents. Used in fuel line, vacuum systems and general purpose
Black Nylon (BN) applications: automotive industry approvals.

[ RoHS Compliant || Lot Traceable |

Automotive Approvals Temperature Range -50 °F to 275 °F (135 °C) « Pressure 150 psi @ 70 °F
Heat Deflection Temperature - ASTM D64: 475 °F (246 °C) @ 264 psi

GFBN is a standard material used in automotive and marine under-the-hood,
heater and coolant applications. GFBN's enhanced impact resistance results
from inclusion of uniformly dispersed glass fibers that add strength to the resin:
(CIEELRHIITON=IET QNI CIIR(CIZ=INN | automotive industry approvals.

— =

| RoHS Compliant || Lot Traceable |

Fittings produced with 316L alloy perform well in high temperature, harsh physi-
cal environments. 316L molybdenum bearing stainless steel has excellent impact
and chemical resistance, but is less resistant than other types of stainless steel
to highly oxidizing acids, such as nitric acid. The material has wide application in
pharmaceutical and dairy processing and is used extensively in brewery, bever-
Stainless Steel (SS) age and bioprocess industries.

!

[ RoHS Compliant | Temperature Range -9 °F to 150 °F (66 °C) « Pressure 125 psi @ 70 °F

White Polypropylene has the same physical and chemical resistance properties
as Natural Polypropylene, but is less expensive. WP fittings contain recycled run-
L__ P-- ner material produced during virgin material, Natural Polypropylene production
- runs. White Polypropylene fittings are manufactured to the same tolerances and
quality standards as our Natural Polypropylene fittings - WP is not a USP Class
VI material and is not lot traceable.

W s

)

White Polypropylene (WP)

e’/

| RoHS Compliant | Temperature Range -50 °F to 275 °F (135 °C) * Pressure 125 psi @ 70 °F

WN fittings contain recycled runner material produced during virgin material,
Natural Nylon production runs. White Nylon fittings are manufactured to the same
tolerances and quality standards as our Natural Nylon fittings. Lot traceability cer-
tificates are not available for White Nylon.

White Nylon has the same chemical and physical properties as Natural Nylon.

—

White Nylon (WN)

N’

| RoHS Compliant | Temperature Range -80 °F to 226 °F (108 °C) » Pressure 260 psi @ 70 °F

Gray PVDF fittings exhibit the same physical and chemical resistance properties
as Natural Kynar®. PVDF fittings contain recycled runner material produced dur-
ing virgin material, Natural Kynar® production runs. For applications that do not
require lot traceability or a material that meets USP Class VI requirements, PVDF
Gray Kynar (PVDF) ] fittings represent an excellent value.

—

DISCLAIMER

Data presented for properties of materials, pressure, temperature and chemical resistance is for reference only. Customer
applications and conditions of use are beyond our control; therefore, it is imperative that customers test these plastic fittings in
their specific application to determine suitability. All information is provided without implied or expressed warranty or guarantee,
and none of the information provided constitutes a recommendation or endorsement of any kind.
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3rd Party Certified
ISO Class 8 Cleanrooms
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PP - Port Plates - Ribbed Base

RoHS Compliant

Ribbed base prevents suction
blockage and increases rigidity

[ > USP Class VI

Flow Restricted

Base Plate Part Number > E8402 > 50/50 ‘ >  NKF

PP 8-4
PP 10-4
PP 12-4

1/2" 1.3/4"
5/8" 1.3/4"
3/4" 1.3/4"

Ribbed
Ribbed
Ribbed

>
>
>

E8402
E8402
E8402

Bioreactor Bag Ports

Base Plate Part Number | > E8402 > 50/50 ‘ NKF

> 50/50 > NKF
> 50/50 > NKF
> 50/50 > NKF

I E8402

I 50/50: E8402 / 955i LDPE Blend I NKF Kynar-Flex®

Port Plates and Port Discs are designed for ultrasonic welding to bags
of like material - Use NKF (Natural Kynar-Flex) with Kynar® bags

and 50/50 or E8402 with polyethylene bag materials.

PD - Port Discs- Flat Plate / Mini-Domes

RoHS Compliant

1/8"
5/32"
3/16"

1/4"
5/16"

3/8"

1/2"

5/8"

3/4"

q"

Mini-Dome protrusions inhibit suction blockage >
* Flexible 2 1/4" disc base

21/4"
21/4"
21/4"
21/4"
21/4"
21/4"
21/4"
21/4"
21/4"
21/4"

G IR ONT 755 +61(0)3 9762 2034
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Disc
Disc
Disc
Disc
Disc
Disc
Disc
Disc
Disc
Disc

PD 2
PD 25
PD 3
PD 4
PD 5
PD 6
PD 8
PD 10
PD 12
PD 16

Website NEW : www.chromalytic.net.au E-mail :

> USP Class VI

P

E8402
E8402
E8402
E8402
E8402
E8402
E8402
E8402
E8402
E8402

v v VvV VvV VvV VvV VvV VvV
v.v Vv VvV VvV VvV VvV VvV

www.chr

1/8" 1 3/4" Ribbed PP 2 > E8402 > 50/50 >
5/32" 1 3/4" Ribbed PP 2.5 >  E8402 > 50/50 >  NKF
3/16" 1 3/4" Ribbed PP 3 > EB8402 > 50/50 > NKF
1/4" 1 3/4" Ribbed PP 4 > E8402 > 50/50 > NKF
5/16" 1 3/4" Ribbed PP 5 > EB8402 > 50/50 > NKF
3/8" 1 3/4" Ribbed PP 6 > E8402 > 50/50 >  NKF
1/2" 2 1/4" Ribbed PP 8 > E8402 > 50/50 >
5/8" 2 1/4" Ribbed PP 10 >  EB8402 > 50/50 > NKF
| 3/4" 2 1/4" Ribbed PP 12 >  EB8402 > 50/50 > NKF
1" 2 1/4" Ribbed PP 16 >  EB8402 > 50/50 >  NKF

< Flow restricted Port Plates
left, have 1/4" flow restric-
tion at the base

>
50/50 >
50/50 > NKF
50/50 > NKF
50/50 > NKF
50/50 > NKF
50/50 > NKF
50/50 > NKF
50/50 > NKF
50/50 > NKF
50/50 > NKF

y f.au
in AUSTRALIA
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Bioreactor Bag Ports

PND - Port Di - Flat PI
RoHS Complietlnt 5C8 at Plate Flexible, smooth 2 1/4" >

flat disc base

[ > USP Class VI

1/8" 2 1/4" Disc PND 2 > E8402 > 50/50 >
5/32" 2 1/4" Disc PND 2.5 > E8402 > 50/50 > NKF
3/16" 2 1/4" Disc PND 3 > E8402 > 50/50 > NKF
1/4" 2 1/4" Disc PND 4 > E8402 > 50/50 > NKF
5/16" 2 1/4" Disc PND 5 > E8402 > 50/50 > NKF
3/8" 2 1/4" Disc PND 6 > E8402 > 50/50 > NKF
1/2" 2 1/4" Disc PND 8 > E8402 > 50/50 > NKF
5/8" 2 1/4" Disc PND 10 > E8402 > 50/50 > NKF
3/4" 2 1/4" Disc PND 12 > E8402 > 50/50 > NKF
1" 2 1/4" Disc PND 16 > E8402 > 50/50 > NKF
I E8402 I 50/50: E8402 / 955i LDPE Blend I NKF Kynar-Flex®

38-400 1" Bottle Cap Thread

Wide 1" opening suitable for high
viscosity liquids and powders PD 38-400 - 1" Threaded Ports
RoHS Compliant

> USP Class VI

38-400 2 1/4" Disc PD 38-400 D> EB8402 > 50/50 > NKF

Designed for Sample Port and
Dip Tube Applications

PDO - Opposing Barb Ports

RoHS Compliant .
[ > USPClass VI | Quality System

1/4" 2 1/4" Disc PDO 4 > E8402 > 50/50 > NKF

3/8" 2 1/4" Disc PDO 6 > E8402 > 50/50 > NKF

1/2" 2 1/4" Disc PDO 8 > E8402 > 50/50 > NKF
I E8402 I 50/50: E8402 / 955i LDPE Blend I NKF Kynar-Flex®

Port Plates and Discs are designed for ultrasonic welding to bags of like material - Use NKF (Natural Kynar-
Flex) with Kynar® bags and 50/50 or E8402 with polyethylene bag materials.

G FHARONT 75 = +61(0)3 9762 2034 Aust
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TPE Materials

Thermoplastic Elastomers
For Bioprocess and Medical Applications

Animal Derivative Free

\
 Ultra-low
extractables / leachables

* No phthalate plasticizers
or DEHP additives

* Sterilize with E-beam, EtO
or gamma to 45 kGy

e Thermoplastic Elastomer
no PV

« [ atex free

NEW Thermoplastic Elastomer Products - Luers And TPE tubing are complimentary products
manufactured from advanced TPE resins. Using materials from the same resin family generally

facilitates the qualification process.

Products manufactured from TPE resins meet USP Class VI requirements and are compatible with

gamma, EtO and autoclave sterilization methods.

TPE tubing durometers range from (soft)
Shore A 54 to Shore A 95. Higher durom-
eter tubing resists collapse in high vacuum
applications.

Autoclavable to 121 °C or 135 °C
depending on tubing type and Shore
hardness.

Large Bore Luers (pictured), eliminate the flow restriction inherent in the male side luer design.

Standard male luers restrict the flow to barbs larger than 5/32" -

* Brittle temp. -88° F

\_ J

Peristaltic Pump Compatible - TPE tub-
ing is a silicone-free, durable, economical
choice for peristaltic pump applications.

TPE Luers are autoclavable and suitable for
use in neonatal applications due to ultra-low
extractables characteristics.

Large Bore Luers do not.

QROMEJ 5 +61(0)3 9762 2034
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CrystalVu ™ Material

USP Class VI Polycarbonate Alternative
With No Bisphenol-A Additives

(

e Transparent hard plastic
* Superior chemical resistance

* Sterilize with E-beam, EtO,
gamma or autoclave

* Polyolefin material
* BPA free
 Autoclavable to 135 °C

« FDA 21 CFR 177.1520 (a)
(3) (11)
L J

LMSLN - Stationary Lock
LMRLN - Rotating Lock

see pages 10-11

/AD
ADF USP Class VI, Autoclavable Luers
, = Soft-Touch ergonomic design enables easy
Animal Derivative Free connections with gloved hands

The colored luers shown above are available with either a stationary nut, which rotates with the luer
barb body, or a rotating nut which rotates independently from the barb body. In the LMRLN (indepen-
dently rotating version), the nut is free to rotate until the luer seals. This prevents twisting of tube

lines and facilitates making a secure connection.

Colored luers offer a means to differentiate input vs. output lines or color code delivery tubes.
LMSLN and LMRLN luers are also available in nylon and animal-derivative-free polypropylene.

Q@OM—EI Iy i +61(0)3 9762 2034 | AustralianBlstiibutors
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Certified Laboratory Testing

These Fittings / luers are Certified Laboratory Tested. Our luers are tested for dimensional
and performance requirements according to ISO 594-1 and 594-2 standards. This testing includes
dimensional checks, as well as tests on the security of the assembled fittings for leakage under
pressure and vacuum conditions. Test results are available upon request.

o)
o
3
®
Q
o
L

Precision engineered for smooth
positive sealing

Male Luer Female Luer

Soft-Touch Luers

Standard Sizes 1/16" - 1/4" Barb
| > USPClass VI |

Hose Barb Part Number > > >
> > > MK | b owu
1/16" LF-1 > PP MN NN > > NK > CVU
LM-1.5 > PP MN NN | D > NK | > CVU
3/32" Female LF-1.5 > PP MN NN > > NK > CVU
e | Mae | w2 | eoe | own | oW o > MK | b ow
1/8" Female LF-2 > PP MN NN > > NK [ > CVU
582 | Male | LM25 > PP MN NN | D > NK | > CVU
5/32" Female LF-2.5 > PP MN NN > > NK > CVU
s | M@l | s | s oee | wn | o > NK | > ow
3/16" Female LF-3 > PP MN NN > > NK [ > CVU
e | Mae | w4 | ooee | own | ow o > MK | b ow
1/4" Female LF-4 > PP MN NN > > NK [ > CVU

Luer Materials

TPE- Thermoplastic Elastomer « A semi-transparent, autoclavable material that is stable to 135 °C. TPE luers
are made from the same class of material as our TPE tubing and exhibit ultra-low extractables and low
oxygen permeability. USP Class VI, ISO 1993-5 (non cytotoxic), ISO 1993-4 (non hemolytic) and BPA free.

CVU - CrystalVu™(polyolefin) « A clear transparent polycarbonate alternative containing no Bisphenol-A (BPA).
Enhanced characteristics compared with polycarbonate include: superior chemical resistance; no
crazing with multiple autoclave cycles; gamma and EtO compatibility. USP Class VI, EU 2002/72/EC.

PP - Polypropylene « A random copolymer that can be gamma sterilized. PP is a USP Class VI material that
contains no animal derivatives and features a robust regulatory package - temp. range -9 °F to 150 °F.

NK - Natural Kynar® - Medical grade (polyvinylidene fluoride PVDF) USP class VI « autoclavable to 140 °C.
Kynar's physical characteristics actually improve under gamma sterilization, but a slight color shift
is possible. Color: off-white translucent - working temp. range -80 °F to 226 °F.

MN - Medical Nylon - Our 6/6 Natural Nylon with an FDA approved white colorant can be gamma sterilized,
but may show a moderate color shift with higher doses: rated as very good with autoclave sterilization;
however, material may swell slightly due to moisture absorption - temp. range -50 °F to 275 °F.

NN - Natural Nylon - This material has the same characteristics as Medical Nylon, but is a semi-translucent
very pale yellow to white - temp. range -50

o o
F 10275 F'| Animal Derivative Free Materials - TPE CVU PP NK |

W RO 75 = s510)3 97622034 442
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Soft-Touch Luers

Male Ag Luer Female Ag Luer
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Ag Luers
Antimicrobial (protected)

Precision engineered standard luer threads

Hose Barb Style Part Number PPAG MNAG CVUAG

1/16" m LM-1 PPAG MNAG special order

1/16" Female LF-1 PPAG MNAG special order

3/32" m LM-1.5 PPAG MNAG special order

3/32" Female LF-1.5 PPAG MNAG special order

1/8" Female LF-2 PPAG MNAG special order

5/32" m LM-2.5 PPAG MNAG special order

5/32" Female LF-2.5 PPAG MNAG special order

3/16" m LM-3 PPAG MNAG special order

3/16" Female LF-3 PPAG MNAG special order

1/4" Female LF-4 PPAG MNAG special order

| Animal Derivative Free PP, NK, CVU |

Large Bore Luer M

Large Bore Luer F

Large Bore Luers

Large Bore Luers - higher flow rates than
standard luers |

> USP Class VI |

Hose Barb Style Part Number > >
316" Female LBF-3 > PP MN NN > TPE > NK | > CVU
i | Male | LBM4 > PP | MN NN | > TPE | > NK | > CWU
1/4" Female LBF-4 > PP MN NN > TPE > NK | > CVU
546 | Male | LBMS5 > PP | MN NN | > TPE | > NK | > CWU
5/16" Female LBF-5 > PP MN NN > TPE > NK | > CVU
Large Bore Caps - See
Page 21
Kynar® NK Medical White Nylon MN CrystalVu™ CVU
I Animal Derivative Free Polypropylene PP I Natural Nylon NN I Thermoplastic Elastomer TPE

QOMa S5 T +61(0)3 97622034 | Australl
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Large Bore Luers
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Large Bore Ag Luer M Large Bore Ag Luer F

Large Bore Ag Luers
Antimicrobial (protected)
Higher flow rates than standard luers

Hose Barb Style Part Number

m LBM-3 PPAG MNAG special order
3/16" Female LBF-3 PPAG MNAG special order
m LBM-4 PPAG MNAG special order
1/4" Female LBF-4 PPAG MNAG special order
m LBM-5 PPAG MNAG special order
Female LBF-5 PPAG MNAG special order

Luers - Male Slip
RoHS Compliant

Slip Luer
[ > USPClass VI_]

Hose Barb Part Number > > > >
1/16" Male Slip LMS-1 > PP MN NN > TPE > NK [ > CVU
3/32" Male Slip LMS-1.5 > PP MN NN > TPE > NK [ > CVU

1/8" Male Slip LMS-2 > PP MN NN > TPE > NK [ > CVU
5/32" Male Slip LMS-2.5 > PP MN NN > TPE > NK [ > CVU
3/16" Male Slip LMS-3 > PP MN NN > TPE > NK [ D> CVU
1/4" Male Slip LMS-4 > PP MN NN > TPE > NK [ > CVU
Fors Gomplam P 505001
o . Quality System
Antimicrobial (protected)

Hose Barb Style Part Number PPAG MNAG CVUAG
1/16" Male Slip LMS-1 PPAG MNAG special order
3/32" Male Slip LMS-1.5 PPAG MNAG special order

1/8" Male Slip LMS-2 PPAG MNAG special order
5/32" Male Slip LMS-2.5 PPAG MNAG special order
3/16" Male Slip LMS-3 PPAG MNAG special order

1/4" Male Slip LMS-4 PPAG MNAG special order

@ OOV = 7 5w +61(0)3 9762 2034 Australi
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Nut and body are locked and
rotate as a single unit

Lo,

Pictured In CrystalVu™ Material

Luers - Stationary Lock

LMSLN Non-rotating Nut Assembly 2 ! 4
RoHS Compliant ’*‘ﬁ:ﬁ !ﬁ —
[ > USPClass VI_] Violet (V) Orange (O)

Hose Barb Style Part Number > PP MN > cw
1/16" Male LMSLN-1 (PP, MN,CVU) - * Nut Color > PP MN > CvU
3/32" Male LMSLN-1.5 (PP, MN,CVU) - * Nut Color > PP MN > CvU
1/8" Male LMSLN-2 (PP, MN,CVU) - * Nut Color > PP MN > CvU
5/32" Male LMSLN-2.5 (PP, MN,CVU) - * Nut Color > PP MN > CvU
3/16" Male LMSLN-3 (PP, MN,CVU) - * Nut Color > PP MN > CvU
1/4" Male LMSLN-4 (PP, MN,CVU) - * Nut Color > PP MN > CcwU

*__ Please specify the nut's color code letter at the end of the part number - Nut options on following page.

Nut and body rotate indpendently
while connection is being made

Pictured In CrystalVu™ Material B '

Rotating Lock Luers
Luers - Rotating Lock - -
LMRLN Rotating Nut Assembly - Prevents Tube Twisting
RoHS Compliant

[ > _USP Class VI_] Yellow (Y)

Hose Barb S Part Number >
1/16" Male LMRLN-1 (PP, MN,CVU) - * Nut Color > PP MN > CVU
3/32" Male LMRLN-1.5 (PP, MN,CVU) - * Nut Color > PP MN > CvU
1/8" Male LMRLN-2 (PP, MN,CVU) - * Nut Color > PP MN > CVU
5/32" Male LMRLN-2.5 (PP, MN,CVU) - * Nut Color > PP MN > CvU
3/16" Male LMRLN-3 (PP, MN,CVU) - * Nut Color > PP MN > CVU
1/4" Male LMRLN-4 (PP, MN,CVU) - * Nut Color > PP MN > CVU

*__ Please specify the nut's color code letter at the end of the part number - Nut options on following page.

Luers - Rotating Lock

LMRL
RoHS Compliant

Luer Body Component Only

[ > USPClass VI |

Hose Barb Style Part Number > Ccw
1/16" Male LMRL-1 > PP MN > CvU
3/32" Male LMRL-1.5 > PP MN > CwU
1/8" Male LMRL-2 > PP MN > CvU
5/32" Male LMRL-2.5 > PP MN > CwU
3/16" Male LMRL-3 > PP MN > CvU
1/4" Male LMRL-4 > PP MN > CwU

* Use with Snap Lock Nuts or nut color options on the following page.
QROME 7y 461(0)3 9762 2034 AUST
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Luer - Snap Lock Colors os)

RoHS Compliant g'

D

[ > USPClass VI_] %

Q

Thread Size Color Part Number > PP NN > cw w
Luer Thread Standard B Berry LSLR > PP NN > CvU
Luer Thread Standard R Rose LSLR > PP NN > CVU
Luer Thread Standard Y Yellow LSLR > PP NN > CVU
Luer Thread Standard L Lime LSLR > PP NN > CVU
Luer Thread Standard V Violet LSLR > PP NN > CVU
Luer Thread Standard O Orange LSLR > PP NN > CvU

BERRY ROSE YELLOW LIME VIOLET ORANGE

*Also Available in Nylon opaque Colorsl

| CVU CrystalVu™ and PP Polypropylene - Colors vary with material opacity

Snap Lock Nut colors pictured in CrystalVu™ material

Luer - Snap Lock Nuts (Natural)
RoHS Compliant [ > USP Class VI |

Use with Rotating Lock Luer Body on the preceding page and Luer Locking and Rotating Plugs on the following page
Thread Size Part Number > PP MN > cw
Luer Thread Standard LSLR > PP MN > CVU

Luer - Snap Lock Nuts  Antimicrobial (protected)

Thread Size Part Number MNAG CVUAG
Luer Thread Standard LSLR PPAG MNAG special order

Luer Locking Plug Plugs:CapSaEiesstig

LMSLN-P . '
RoHS Compliant Non-rotating Nut Assembly
[ > USPClass VI | color options above
Size Style Part Number > PP NN > cw
Standard Locking Plug LMSLN-P - (PP, MN,CVU) - * Nut Color > PP NN > CVvU

*__ Please specify the nut's color code letter at the end of the part number - Nut options on following page.

Luer Rotating Plug Rotating Nut Assembly
LMRLN-P Nut and plug body rotate independently
RoHS Compliant
[ > USPClass VI ] color options above
Size Style Part Number > PP NN > cw
Standard Rotating Plug LMRLN-P - (PP, MN,CVU) - * Nut Color > PP NN > CVU

Qkomalytic +61(0)3 9762 2034 [ w
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Luer Locking Plug

Plugs-Caps-Accessories
LMSL-P* RoHS Compliant . : .

[ > USPClass VI | Normally used with Snap Lock Nuts on preceding page

Biomedical

Size Style Part Number > PP MN NN > TPE > cw
Standard Locking Plug LMSL-P > PP MN NN > TPE > CVU

Luer Locking Plug Antimicrobial (protected)
Size Style Part Number PPAG CVUAG
Standard AG Locking Plug LMSL-P PPAG MNAG special order

Luer Rotating Plug LMRL-P*
RoHS Compliant

[ > USPClass VI | Normally used with Snap Lock Nuts on preceding page
Size Style Part Number > PP MN NN > TPE > cw
Standard Rotating Plug LMRL-P > PP MN NN > TPE > CVU

Luer Rotating Plug Antimicrobial (protected)
Size Style Part Number PPAG MNAG CVUAG
Standard AG Rotating Plug LMRL-P PPAG MNAG special order

Luer Female Plug LF-P
RoHS Compliant

[ > USP Class VI |

Size Style Part Number > PP MN NN > TPE > cw
Standard Female Plug LF-P > PP MN NN > TPE > CVU

Luer Female Plug Antimicrobial (protected)

Size Style Part Number PPAG MNAG CVUAG
Standard AG Female Plug LF-P PPAG MNAG special order

Luer Male Plug LM-P S0 “goo!

RoHS Compliant Quality System

[ > USP Class VI |

Size Style Part Number > PP MN > TPE > cw
Standard Male Plug LM-P > PP MN NN > TPE > CVU

Luer Male Plug Antimicrobial (protected)
Size Style Part Number PPAG MNAG CVUAG
Standard AG Male Plug LM-P PPAG MNAG special order

Luer Slip Plug M LMS-P
RoHS Compliant

[ > USPClass VI |

Size Style Part Number > PP MN NN > TPE > cw
Standard Slip Plug LMS-P > PP MN NN > TPE > CVU

Continued —>
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Luer Slip Plug M Antimicrobial (protected)

Size
Standard

Style Part Number
AG Slip Plug LMS-P

MNAG

CVUAG

special order

Large Bore Plug F LBLF-P

RoHS Compliant

[ > USPClass VI |

Size

Large Bore

Style Part Number > PP
Female Plug LBLF-P > PP

Plugs-Caps-Accessories

> TPE

MN NN > TPE

> cw
> CvU

Large Bore PI

ug F  Antimicrobial (protected)

Size Style Part Number PPAG CVUAG
Large Bore AG Female Plug LBLF-P PPAG MNAG special order
Large Bore Plug M LBLF-M
RoHS Compliant
[ > USPClass VI |

Size Style Part Number > PP MN > TPE > cw
Large Bore Male Plug LBLM-P > PP MN NN > TPE > CVU
Large Bore Plug M Antimicrobial (protected)

Size Style Part Number PPAG CVUAG
Large Bore AG Male Plug LBLM-P PPAG MNAG special order
Luer Coupler LF-C
RoHS Compliant

[ > USPClass VI ]

Thread Style Part Number > PP MN > TPE > Ccw
Luer Thread Female Coupler LF-C > PP MN NN > TPE > CvU
Luer Coupler  Antimicrobial (protected)

Thread Style Part Number PPAG MNAG CVUAG
Luer Thread AG Female Coupler LF-C PPAG MNAG special order
Luer Slip Elbow LSL \S0O_ 9001
RoHS Compliant Quality System

[ > USPClass VI ]

Size Style Part Number D MN > TPE > cw

Standard Slip Elbow LSL > PP MN NN > TPE > CcvU
Luer Slip Elbow  Antimicrobial (protected)

Size Style Part Number PPAG CVUAG

Standard AG Slip Elbow LSL PPAG MNAG special order

@o&’alytic +61(0)3 9762 2034 W
- m— , :

ECK o fccy eyt

Website NEW : www.chromalytic.net.au E-mail : info@ch

h.net.au Tel: 03 9762 2034 ... in AUSTRALIA

[eoipaiolg




©
O
S
@
(S
§el
m

Oxygen Thread

Diameter Index Safety System
Swivel Disconnects™

3 Straight Female 90° Female Elbow
' RoHS Compliant RoHS Compliant

[ > USPClass VI |

Thread F - Barb  Part Number NN Thread F - Barb  Part Number NN

9/16"-18 « 1/4" SAF9-4 NN > CVU 9/16"-18 + 1/4" SL90F9-4 NN > CvU
9/16"-18  3/8" SAF9-6 NN > CVU 9/16"-18 « 3/8" SL90F9-6 NN > CvU
Straight Male 90° Male Elbow
RoHS Compliant RoHS Compliant

[ > USPClass VI |

Thread M - Barb Part Number NN Thread M - Barb  Part Number
9/16"-18 « 1/4" SAM9-4 NN > CVU 9/16"-18 3/16" LAM9-3 NN > CVvU
9/16"-18 « 3/8" SAM9-6 NN > CVU

A reliable disconnect system with no springs, gaskets or O-rings.
Single material, ball-seat construction is easy to qualify

Shown with color clip

| > USPClass VI |

Plug Male/Female NPT Conversion
RoHS Compliant RoHS Compliant

Thread F - Thread M  Number

Thread 1 - Thread 2 Number
9/16"-18 F « 9/16"-18 M | SUP9 NN > CVU 9/16"-18 « 1/4"-18 NPT | SN9-4 NN > CVU

CrystalVu™ (CVU) is a transparent autoclavable material meeting USP Class VI requirements.

Berry (B) Violet (V) Clear (N) Rose(R) Orange (O) Lime (L) Yellow (Y)

- =
@ CVU Colors

Nylon Colors

m

Color Code Clips fit SAM9, LAM9,
SUP9 and SN9 above - colors
match swivel nuts on following page Q Q Q \\ Q Q Q
Material: Colored Nylon Blue Yellow Black Orange White Green Red Purple

*Note: Swivel Disconnects™ are not manufactured in the cleanroom environment

G FIRONT 75 = s510)3 97622034 A
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Oxygen Thread

Diameter Index Safety System
Swivel Disconnects™

Straight Swivel Straight Swivel

9/16"-18 Nut « 1/4" Barb

9/16"-18 Nut » 3/8" Barb

NZ{I&E:Z’ RN Pglf'ly I;S#IX NUf‘C/?g'Of NZty légﬁr Part Number pgr‘t( ’;Sf’:',lx Nu?gglor
Natural SAF9-4 NN NN Clear CVUN Natural SAF9-6 NN NN Clear CVUN
Black SAF9-4 NN BN - = Black SAF9-6 NN BN - -
Purple SAF9-4 NN PN Violet CvVu Vv Purple SAF9-6 NN PN Violet Cvu Vv
Red SAF9-4 NN RN Rose CVUR Red SAF9-6 NN RN Rose CVUR
Orange SAF9-4 NN ON Orange CvUo Orange SAF9-6 NN ON Orange CVUO
Yellow SAF9-4 NN YN Yellow Ccvuy Yellow SAF9-6 NN YN Yellow CVUY
Green SAF9-4 NN GN Lime Cvu L Green SAF9-6 NN GN Lime Cvu L
Blue SAF9-4 NN BLN Berry cvuB Blue SAF9-6 NN BLN Berry CcvuB
White SAF9-4 NN WN — - White SAF9-6 NN WN - -

90° Swivel Elbows
9/16"-18 Nut « 1/4" Barb

90° Swivel Elbows
9/16"-18 Nut + 3/8" Barb

N’lvn“(légﬁr Part Number pgrr légf’\fllx Nutcgglor Nz:’légzr Part Number pﬂ l;sf’;!lx Nu?gglor
Natural SL90F9-4 NN NN Clear CVUN Natural SL90F9-6 NN NN Clear CVUN
Black SL90F9-4 NN BN - - Black SL90F9-6 NN BN - -
Purple SL90F9-4 NN PN Violet CVu Vv Purple SL90F9-6 NN PN Violet CVuU Vv
Red SL90F9-4 NN RN Rose CVUR Red SL90F9-6 NN RN Rose CVUR
Orange SL90F9-4 NN ON Orange Cvu O Orange SL90F9-6 NN ON Orange CVU O
Yellow SL90F9-4 NN YN Yellow CVuY Yellow SL90F9-6 NN YN Yellow CVUY
Green SL90F9-4 NN GN Lime Cvu L Green SL90F9-6 NN GN Lime Cvu L
Blue SL90F9-4 NN BLN Berry Cvu B Blue SL90F9-6 NN BLN Berry CVuU B
White SL90F9-4 NN WN - - White SL90F9-6 NN WN - -
Plug - Male/Female Colors ‘
9/16"-18 Nut  9/16"-18 Male Thread \
lellrl&gﬁr Part Number p;vrr l;gf’)‘llx Nufgglor N’ZI l&gﬁr Fart Number pgrr l;gf’l\;x Nu(t:gglor
Black SUP9 NN BN - - Yellow SUP9 NN YN Yellow CcvuY
Purple SUP9 NN PN Violet CVu Vv Green SUP9 NN GN Lime CVU L
Red SUP9 NN RN Rose CVUR Blue SUP9 NN BLN Berry cvuB
Orange SUP9 NN ON Orange CVU O White SUP9 NN WN - —

Austs
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Natural Materials

With the exception of Medical Nylon (white), the fittings listed in this section are made from virgin resin
materials with no additives or colorants. Medical Nylon consists of virgin nylon resin with a white

pigment additive that is FDA listed (21 CFR 178.3297).

A4

Autoclavable Materials: Materials in this section that are autoclavable to 135 °C (275 °F)
include: NK Natural Kynar®, NN Natural Nylon and MN Medical Nylon. Autoclavable materials
listed in other parts of this catalog include TPE and CVU CrystalVu™

Animal Derivative Free Components: To serve pharmaceutical, biotech and medical markets,
Eldon James offers fittings that are free of animal derivative components. NK Natural Kynar®
and PP Polypropylene are listed in this section. Other ADF materials are listed in the biomedical
section of this catalog: CVU Crystal Vu™ and TPE

***ﬂg—

NK - Natural Kynar HDPE HD Polyethylene NN Natura/ Nylon MN - Medical Nylon

USP
Class VI

Cleanroom Production: A large number of the items listed in the Natural Materials
Section are available as cleanroom.

These products, designated by the addition of -QC to the product suffix, are manufactured
and double packaged in an ISO class 8 environment. Please contact Customer Support for
information, availability and pricing on specific cleanroom manufactured products.

USP Class VI: PP Polypropylene, NP Polypropylene and Kynar® meet USP Class VI
requirements. In addition, these materials have a history of qualification in medical device,
pharmaceutical and bioprocess applications. Medical Nylon, HDPE and Natural Nylon are not
USP Class VI materials, but are frequently used when USP Class VI is not a requirement. TPE
and CrystalVu™ materials, listed in the biomedical section, are also USP Class VI materials.

Partnership Manufacturing: from a history of working with other manu facturers and
designers to facilitate speed-to-market. The company shares its expertise and manufacturing
experience with organizations that are interested in developing relationships beneficial to
both parties. In addition; molding or extrusion, based on a customer's requirements, is often
possible when quantity requirements are sufficient to offset tooling costs.

Custom Assembly: Offer of a state-of-the-art, technical assembly services. Please
contact Customer Support for information about custom fabrication capabilities and lead

times.

QEOM e o 5w +61(0)3 9762 2034 Australian Distributors
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Adapters - Miniature Adapters
RoHS Compliant :

10-32 UNF ¢« 10-32 Taper ¢ 1/4-28 UNF « 1/16" NPT
5 mm Metric « 6 mm Metric

Animal Derivative Free Animal Derivative Free

Thread - Barb Part Number

10-32 UNF « 1/16" | A1032-1-200

B PRV I STk A A1032-1.5-200
10-32 UNF « 1/8" | A1032-2-200
A1032-2.5-200
10-32 Taper » 1/16" | A1032T-1 -200
LR ET TR A A1032T-1.5-200
10-32 Taper » 1/8" | A1032T-2-200
LR ET T RETR 7 A1032T-2.5-200
1/4-28 UNF « 1/16" | A1428-1-200

[> USP Class VI

VIV IV IV|VIV|VIV|VIV|VIV|V|IV |V &V
VIV IV IV|VIV|IVIV|IVIV|VIV|V|IVI|IV VY

A Rk rl A1428-1.5-200 NK PP MN NN HDPE
| 1/4-28 UNF - 1/8" | A1428-2-200 NK PP MN NN HDPE
A1428-2.5-200 NK PP MN NN HDPE

1/4-28 UNF » 3/16" | A1428-3-200 NK PP MN NN HDPE

1/16" NPT - 3/16" [ NPCR0) NK PP MN NN HDPE
1/16" NPT « 1/4" | A1-4-200 NK PP MN NN HDPE

5 mm - 6 mm Metric Threads
6 mm « 3/32" A6M-1.5-200 > NK > PP MN NN HDPE
Gl e A6M-2-200 > NK > PP MN NN HDPE
6 mm - 3/16" A6M-3-200 > NK > PP MN NN HDPE

1/8" to 1" Adapters - Following Page

Clamp
Tubing

/ Anti-Rotation Device

|Clamp Placement Single Barb Fittings

Large Radius of Barb

Kynar® NK White Medical Nylon MN Natural Nylon MN
Animal Derivative Free Polypropylene PP High Density Polyethylene HDPE
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Adapters - 1/8"to 1" NPT
RoHS Compliant

\SO 9000 | Natural Materials |

Quality System

[> USPClass VI | Animal Derivative Fr

Thread - Barb ‘ Part Number

Adapters

Natural Materials

1/8" NPT « 1/8" A2-2
1/8" NPT . 5/32" A2-2.5
1/8" NPT « 3/16" A2-3
1/8" NPT - 1/4" A2-4
1/8" NPT « 5/16" A2-5
1/8" NPT . 3/8" A2-6
1/4" NPT « 1/8" A4-2
1/4" NPT . 5/32" A4-2.5
1/4" NPT « 3/16" A4-3
1/4" NPT - 1/4" A4-4
1/4" NPT . 3/8" A4-6
1/4" NPT « 1/2" A4-8
3/8" NPT - 1/4" A6-4
3/8" NPT « 5/16" A6-5
3/8" NPT - 3/8" A6-6
3/8" NPT « 1/2" A6-8
1/2" NPT - 1/4" A8-4
1/2" NPT « 5/16" A8-5
1/2" NPT - 3/8" A8-6
1/2" NPT « 1/2" A8-8
1/2" NPT . 5/8" A8-10
1/2" NPT « 3/4" A8-12
3/4" NPT - 1/4" A12-4
3/4" NPT « 3/8" A12-6
3/4" NPT - 1/2" A12-8
3/4" NPT - 3/4" A12-12
3/4" NPT « 1" A12-16
1" NPT - 1" A16-16

VIVIV|VIVIVIVIVI|IV|IV|V|IVI|V|VIV|VIV|VIV|V|IVIV|IVIVI|V|IV|V|VI|IV|V Y
VIVIVI|VIVIVIVIV|IV|IV|V|IVI|IV|VIV|VIV|IVIVIVIVIV|IVIV|V|IV|V|IVIV|V IV

Kynar® NK White Medical Nylon MN Natural Nylon MN
Animal Derivative Free Polypropylene PP High Density Polyethylene HDPE
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Barb (1)

Adapters

Miniature Bulkhead
RoHS Compliant

[> USP Class VI

Bulkhead Adapters

Barb - Barb

1 > Part Number

10-32 UNF Thread (No Flange)

1/16" - 1/16" BH 1032 1-1-200 > NK > PP MN NN HDPE
3/32" . 3/32" BH 1032 1.5-1.5-200 > NK > PP MN NN HDPE
1/4-28 UNF Thread (No Flange)

1/8" - 1/8" BH 1428 2-2 > NK | > PP | MN NN HDPE

Barb (1)

Adapters - Miniature

Bulkhead
RoHS Compliant

[> USP Class VI ]

Bulkhead Adapters

Barb - Barb

1 > Part Number > NK > PP

1/4" NPSM Straight Thread (With Flange)
BH 4S 3-3-200 >N | > oPe | MN | NN | HDPE

3/16" - 3/16"

Standard size Bulkhead Adapters page 21

Barb (1

90° Bulkhead - Miniature 90° Bulkhead
RoHS Compliant . :

[> USP Class VI ]

Barb - Barb

1 > Part Number > NK > PP

1/4-28 UNF Thread (No Flange)
VST BHL 142822200 | > NK | > PP | MN | NN | HDPE

Barb (1) 90° Bulkhead - Miniature
RoHS Compliant

[> USP Class VI ]

Animal Derivative Free

Barb - Barb

1 > Part Number

5/16-24 UNF Thread (With Flange)

s|euale [einieN

5/32" - 5/32" BHL 51624 2.5-2.5-200 | > NK | > PP | MN | NN | HDPE

@o&’a 7y 461(0)3 9762 2034 AUS
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Bulkhead Standard
Adapters - Bulkhead . ' Barbid),

Standard o)
RoHS Compliant ' 900

Quality System hﬂ‘rb )

‘ Part Number > NK > PP

[> USP Class VI ]

Barb - Barb
1 2

1/4" NPSM Straight Thread (With Flange)

LB BH 4S 4-4 > NK > PP NN HDPE

BH 4S 5-4 > NK > PP NN HDPE

AR AU BH 4S 5-5 > NK > PP NN HDPE

BH 4S 6-4 > NK > PP NN HDPE

AR U BH 4S 6-5 > NK > PP NN HDPE

3/8"+3/8" | BH4S6-6 > NK > PP NN HDPE
Bulkhead & Panel Mount - Nuts o g

Thread Spec. ‘ Part Number Black Nylon Natural Nylon

10-32 UNF Thread HEX1032 HEX1032 BN HEX1032 NN

1/4-28 UNF Thread HEX1428 HEX1428 BN HEX1428 NN

5/16-24 UNF Thread HEX51624 HEX51624 BN HEX51624 NN

1/8" NPSF Straight Thread HEX1827 HEX1827 BN HEX1827 NN
1/4" NPSF Straight Thread G102-150 G102-150-78 G102-150-18

Bulkhead - Color Code Clips

Part Number ‘SCR BLN‘ SCR YN ‘ SCR BN ‘ SCR OR ‘ SCR WN ‘ SCR GN ‘ SCR RN ‘ SCRPN

Standard Bulkhead Clip Rings
Fit Standard Size Bulkheads Only & KX

Material: Colored Nylon Blue Yellow Black Orange White Green Red Purple

Bulkhead & Panel Mount - Miniature - Color Code Mounting Rings

Color (10-32) & (1/4-28) Threads

FCR BLPP
FCR YPP

| )
FCR BPP -
FCR OPP

FCR

FCR WPP C
FCR GPP

i

FCR RPP colored polypropylene
FCR PPP

QROMaIyti-—: +61(0)3 9762 2034 Australk
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Adapter Panel Mount

Miniature

Panel Mount
RoHS Compliant ' '

[> USP Class VI

sjeualepy [einieN

1/4-28 UNF Thread (No Flange)

1/4-28 UNF » 1/16" | PM 1428-1-200 > NK > PP MN NN HDPE
RN AR Ll PM 1428-1.5-200 > NK > PP MN NN HDPE
| 1/4-28 UNF - 1/8" | PM 1428-2-200 > NK > PP MN NN HDPE
A Rk Pl PM 1428-2.5-200 > NK > PP MN NN HDPE
1/4-28 UNF + 3/16" | PM 1428-3-200 > NK > PP MN NN HDPE

Adapter Panel Mounts

Standard Size
RoHS Compliant

Panel Mount Standard

| Natural Materials |

[> USP Class VI l

1/4" NPSM Straight Thread (With Flange)
1/4" NPSM - 5/32" PM 4S-2.5 > NK > PP NN HDPE
PM 4S-3 > NK > PP NN HDPE
1/4" NPSM - 1/4" PM 4S-4 > NK > PP NN HDPE
PM 4S-5 > NK > PP NN HDPE
1/4" NPSM - 3/8" PM 4S-6 > NK > PP NN HDPE
1/4" NPSM - 1/2" PM 4S-8 > NK > PP NN HDPE

Kynar® NK White Medical Nylon MN Natural Nylon MN
I Animal Derivative Free Polypropylene PP I High Density Polyethylene HDPE H

QROMaIyti-—: +61(0)3 9762 2034 Australk
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Couplers - Straight
RoHS Compliant

| Natural Materials |

[> USP Class VI

Natural Materials

Barb Size ‘ Part Number
1/16" C0-1-200

3/32" C0-1.5-200
5/32" C0-2.5-200
1/4" C0-4

3/8" C0-6

172"
5/8"

Co0-8
CO0-10
C0-12

VIVIV|IVIV V|V IVIV|V|IV|V BV
VIVIV|IVIV V|V IVIV|V|IV|IV Y

NK BRE NN HDPE

Reducers

Couplers - Reduction
RoHS Compliant

| Natural Materials |

>
)
=
=
Al
O
D

[> USP Class VI

Barb Sizes ‘ Part Number

3/32" « 1/16" C1.5-1-200

1/8" - 1/16" C2-1-200
1/8" « 3/32" C2-1.5-200
5/32" - 1/16" C2.5-1

5/32" - 1/8" | C2.52

3/16" « 1/16" C3-1-200
3/16" « 5/32" C3-2.5-200
1/4" - 3/32" C4-1.5-200
1/4" - 5/32" C4-2.5
5/16" « 5/32" C5-2.5

5/16" « 1/4"
3/8" - 1/8"
3/8" « 1/4"
3/8" « 5/16"

C5-4
C6-2
C6-2.5
C6-4
C6-5

VIVI|IVIV|IV|V|V|IVIVI|V|IVIVIV|IV|IVIVIVI|V |V &V
VIVI|V IV IV |V|V|IVIVI|V|VIVIV|IV|IVIVIV|V|IV ;Y

QROMaIyti-—: +61(0)3 9762 2034 Australk

ECH »orooyryus | -
Website NEW : www.chromalytic.net.au E-mail : info@ h.net.au Tel: 03 9762 2034 . . . in AUSTRALIA




Couplers - Reduction
RoHS Compliant (continued)

[> USP Class VI ]

Barb Sizes

1/2" « 1/4" C8-4

Animal Derivative Free

‘ Part Number

Reducers

1/2" « 5/16" C8-5
5/8" « 1/4" C10-4
5/8" « 3/8" C10-6
3/4" - 3/8" C12-6
3/4" « 5/8" C12-10
1" « 5/8" C16-10

1"« 3/4"

C16-12

VIVI|VI|IV|IVIV|V|VIVIV|V|IV|V &V
VIV IV IV |IVIV|V|IVIVIV| VIV |V $EY

Cross Fittings - X's
RoHS Compliant

[> USP Class VI

|

Barb Size
1/16"

1/8"

3/16"

1/4"

3/8"

1/2"

Part Number > >
X0-1-200 > NK > PP NN HDPE
X0-2-200 > NK > PP NN HDPE
X0-3-200 > NK > PP NN HDPE
X0-4 > NK > PP NN HDPE
X0-6-200 > NK > PP NN HDPE
X0-8-200 > NK > PP NN HDPE

@o&’a 5w +61(0)3 9762 2034

Website NEW : www.chromalytic.net.au E-mail : info@ch
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Elbows - Equal
RoHS Compliant

[> USP Class VI ]

0
o
=
()
P}
(1]
=
©
—
=}
=
]
Z

Animal D
Barb Size ‘ Part Number > >
1/16" L0-1-200 > >
3/32" L0-1.5-200 > NK > PP NN HDPE
L0-2-200 > NK > PP NN HDPE
L0-2.5 > NK > PP NN HDPE
3/16" L0-3 > NK > PP NN HDPE

Elbows - Equal
RoHS Compliant (continued)

[> USP Class VI ]

Barb Size ‘ Part Number > >
5/16" LO-5 > NK >
1/2" LO-8 > NK >
3/4" LO-12 > NK >

LO-16 > NK >

Elbows - Miniature Reduction
RoHS Compliant

[> USP Class VI ]

Barb Sizes ‘ Part Number > >
3/32" « 1/16" RL1.5-1-200 > NK > PP NN HDPE
1/8" « 1/16" RL2-1-200 > NK > PP NN HDPE
1/8" « 3/32" RL2-1.5-200 > NK > PP NN HDPE

Barb B Pa pe > > PP DP
: : RL3-2-200 > NK > PP MN NN HDPE
1/4" - 1/8" RL4-2-200 > NK > PP MN NN HDPE

Kynar® NK White Medical Nylon MN Natural Nylon MN
Animal Derivative Free Polypropylene PP High Density Polyethylene HDPE

@oﬂ'alytic +61(0)3 9762 2034 Australl;
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Elbows - Reduction
RoHS Compliant

Reduction EIbows

| Natural Materials | \\SO g0t
Quality System

s[euslep [ednieN

[> USP Class VI

imal Deraiive £ o Dervatve

Barb Sizes ‘ Part Number > >

5/16" « 1/4" RL5-4 > NK > PP NN HDPE
3/8" « 1/4" RL6-4 > NK > PP NN HDPE
1/2" « 1/4" RL8-4 > NK > PP NN HDPE
1/2" - 3/8" RL8-6 > NK > PP NN HDPE

Elbows

Threaded Miniature
RoHS Compliant

Elbows-Threaded

10-32 UNF + 10-32 Taper « 1/4-28 UNF « 1/16" NPT

Animal Derivative Free Animal Derivative Free

[> USP Class VI ]

Thread - Barb ‘ Part Number > >
10-32 UNF « 1/16" L1032-1-200 > NK > PP NN HDPE
10-32 UNF - 3/32" L1032-1.5-200 > NK > PP NN HDPE
10-32 UNF - 1/8" L1032-2-200 > NK > PP NN HDPE
10-32 Taper - 1/8" L1032T-2 -200 > NK > PP NN HDPE
1/4-28 UNF « 1/8" L1428-2-200 > NK > PP NN HDPE
Kynar® NK White Medical Nylon MN Natural Nylon MN
Animal Derivative Free Polypropylene PP High Density Polyethylene HDPE

QROMaIyti-—: +61(0)3 9762 2034 Australk
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Elbows - Threaded

1/8" to 1" NPT
RoHS Compliant

ElIbows-Threaded

| Natural Materials |

0
8
=
()
P}
(1]
=
©
—
>
=
]
Z

[> USP Class VI |

il Derivative £ | e

Thread - Barb ‘ Part Number > NK > PP NN HDPE
 1/8"NPT-1/16" | L2-1-200 > NK > PP NN HDPE
ARl L2-1.5-200 > NK > PP NN HDPE
 1B"NPT-18" |L22 > NK > PP NN HDPE
SR L2-2.5 > NK > PP NN HDPE
 1/8"NPT-3/16" | L23 > NK > PP NN HDPE
1/8" NPT - 1/4"  [JEI > NK > PP NN HDPE
 1/8'NPT-5/16" |L25 > NK > PP NN HDPE
1/8" NPT - 38" [JEX3 > NK > PP NN HDPE
. 14NPT-18" | L4-2 > NK > PP NN HDPE
SR L4-2.5 > NK > PP NN HDPE
 14"NPT-3/16" | L4-3 > NK > PP NN HDPE
1/4" NPT - 1/4" I > NK > PP NN HDPE
 14"NPT-5/16" |L45 > NK > PP NN HDPE
1/4" NPT - 3/8" |3 > NK > PP NN HDPE
 14"NPT-1/2" 148 > NK > PP NN HDPE
3/8" NPT - 1/4" I > NK > PP NN HDPE
 38"NPT-5/16" |L65 > NK > PP NN HDPE
3/8" NPT - 3/8" N3 > NK > PP NN HDPE
3/8" NPT+ 1/2" | L6-8 > NK > PP NN HDPE

> USPClassvi | Animal Derivative Free Animal Derivative Free
Thread - Barb ‘ Part Number > NK > PP NN HDPE
 1/2'NPT-1/4" | L84 > NK > PP NN HDPE
1/2" NPT - 3/8" [ > NK > PP NN HDPE
1/2" NPT « 1/2" | L8-8 > NK > PP NN HDPE
1/2" NPT - 5/8" R > NK > PP NN HDPE
 1/2'NPT-3/4" |L8-12 > NK > PP NN HDPE
3/4" NPT - 1/4" R > NK > PP NN HDPE
. 34"NPT-3/8" |L126 > NK > PP NN HDPE
3/4" NPT - 12" REXS > NK > PP NN HDPE
. 3/4"NPT-5/8" |L12-10 > NK > PP NN HDPE
3/4" NPT - 3/4" RERE > NK > PP NN HDPE
3/4" NPT+ 1" | L12-16 > NK > PP NN HDPE
L a L16-12 > NK > PP NN HDPE
1"NPT+1" | L16-16 > NK > PP NN HDPE

G FIR O 5= 61013 9762 203 At
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Garden Hose Adapter Garden Hose Thread
RoHS Compliant . .

[> USPClass VI | | Natural Materials |

>

| 3/4"GH-1/4" | A12GH-4 n/a > PP NN HDPE
3/4"GH - 38" NP n/a > PP NN HDPE

| 34"GH-1/2" | A12GH-8 na > PP NN HDPE
3/4"GH - 58" IXPIAEL n/a > PP NN HDPE

| 3/4"GH-3/4" | A12GH-12 na > PP NN HDPE
SIETIT At2GH-16 n/a > PP NN HDPE

Nipples - UNF & NPT Pipe Nipples
RoHS Compliant - .

| Natural Materials |

Animal Derivative Free

[> USP Class VI ]

Thread Size ‘ Part Number > >
1/4" NPT QN > NK > PP NN HDPE
N6 > NK > PP NN HDPE
1/2" NPT R\t > NK > PP NN HDPE
N12 > NK > PP NN HDPE
> NK > PP NN HDPE

Nipples
Reduction & Conversion

Conversion Nipples

RoHS Compliant

| Natural Materials |

Animal Derivative Free [AmmaLDeLuanie_EmL

Thread « Thread ‘ Part Number

[> USP Class VI ]

1/4" NPT « 1/8" NPT | RN4-2

3/8" NPT - 1/8" NPT iR

3/8" NPT « 1/4" NPT | RN6-4

1/2" NPT « 1/8" NPT [Eal\ts3

1/2" NPT « 1/4" NPT | RN8-4

1/2" NPT - 3/8" NPT [Qal\tsEG

VIV |IVIVI|IVIV |V BV
VIV IVIVIVIV |V Y

1" NPT « 3/4" NPT | RN16-12

QROMaIyti-—: +61(0)3 9762 2034 Australk
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Insert Plugs

Plugs - Insert
RoHS Compliant

[> USPClass VI | | Natural Materials |

Animal Derivative Free KAmmaLDenlalnLe_ELGL

Barb Size ‘ Part Number

1/16" P0-1-200

3/32" P0-1.5-200

VIVIVIVI|V|VIV|V I
VIVIVIV|IV|IVIV|V IV

5/32" P0-2.5-200
1/4" P0-4
1/2" P0-8

Plugs - Threaded

Metric, UNF & NPT
RoHS Compliant

Threaded Plugs

[> USP Class VI ]

Thread Size Part Number

10-32 UNF
1/4-28 UNF
1/8" NPT
1/4" NPT
3/8" NPT
1/2" NPT
3/4" NPT
1" NPT

P1032-200
P1428-200
P2

P4

P6

P8

P12

P16

VIV IV IV IV |V |V |V BV

VI VIV |V IV IVI|VIV IV

@oﬂ'alytic +61(0)3 9762 2034 Australl;
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Tees - Equal Barb
RoHS Compliant

[> USP Class VI

Natural Materials |

s|euale [einieN

Barb Size ‘ Part Number > >
1/16" TO-1-200 > NK > PP NN HDPE
3/32" T0-1.5-200 > NK > PP NN HDPE
T0-2-200 > NK > PP NN HDPE

Tees - Equal Barb
RoHS Compliant

| Natural Materials |

[> USP Class VI ]

imal Derivat imal Derivat

Barb Size ‘ Part Number > >
3/16" TO-3 > >

5/16" TO-5 > >

1/2" TO-8 > >

3/4" TO-12 > >

TO-16 > >

Kynar® NK White Medical Nylon MN Natural Nylon MN
I Animal Derivative Free Polypropylene PP I High Density Polyethylene HDPE H

@oﬂ'alytic +61(0)3 9762 2034 Australl;
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Natural Materials

RoHS Compliant

Tees - Miniature Reduction

Tee Reductions

| Natural Materials

[> USP Class VI

Animal Derivative Free

(2) Run - (1) Leg ‘ Part Number > >
RT1-1.5-200 > >
116" + 1/8" RT1-2-200 > >
1/8" + 1/16" | RT2-1-200 > >
1/8" « 3/32" RT2-1.5-200 > >
1/8" + 5/32" | RT2-2.5-200 > >
1/8" + 3/16" RT2-3-200 > >
1/8" + 1/4" | RT2-4-200 > >
5/32" « 3/8" RT2.5-6 > >
3/16" - 3/32" RT3-1.5 > >
3/16" « 5/32" RT3-2.5 > >
RT4-1.5-200 > >
1/4" + 1/8" RT4-2-200 > >
1/4" + 3/16" | RT4-3-200 > >
Tees - Reduction Tee Reductions
Standard Size _ _
RoHS Compliant
| Natural Materials |
[> USP Class VI ] , o . .
QAnJmaJ_IlemLamLe;ELeewA /M@eﬂialmejm

(2) Run - (1) Leg ‘ Part Number

1/4" « 3/8" | RT4-6

e RT4-10 NK PP NN HDPE
3/8" + 5/32" | RT6-2.5 NK PP NN HDPE

QROMaIyti-—: +61(0)3 9762 2034 Australk
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Tees - Reduction

Standard (continued)

Tee Reductions
RoHS Compliant : .

[> USP Class VI ]

s[euslep [ednieN

Animal Derivative Free

(2) Run - (1) Leg ‘ Part Number > >
1/2" - 1/4" QRUEE > >

1/2" - 3/8" NRUEES) > >

LT RO T RT10-6 > >

KIZ S JPA RT12-8 > >

3/4" < 5/8" | RT12-10 > >
LRV RT16-10 > >

Tees - Threaded

1/8" to 1" NPT
RoHS Compliant

Tees-Threaded

[> USP Class VI ]

Thread - Barbs ‘ Part Number

1/8" NPT « 1/8" | T2-2
1/8" NPT - 5/32"  WEEZKS
1/8" NPT « 3/16" | T2-3
LVE ) 1 O VU T2-4
1/8" NPT « 5/16" | T2-5
1/8" NPT - 3/8" WP
1/4" NPT « 1/8" | T4-2
1/4" NPT - 5/32" WES2HS
1/4" NPT « 3/16" | T4-3
1/4" NPT - 1/4" QS
1/4" NPT « 5/16" | T4-5
1/4" NPT - 3/8" RNEESE]
1/4" NPT « 1/2" | T4-8
3/8" NPT - 1/4" QIR
3/8" NPT « 5/16" | T6-5
3/8" NPT - 3/8" WIES)
3/8" NPT« 1/2" | T6-8

VIVIV IV |VIV|VIVI|VIV|VIVIV|IVIVI|V |V %

VIVIVIVI|VI|IVI|VI|IVIVIV|IVIV IV |IV|V|V|V Y

QROMaIyti-—: +61(0)3 9762 2034 Australk
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Tees - Threaded ' :
1/8"to 1" NPT (continued) Tees-Threaded

RoHS Compliant

Natural Materials

[> USP Class VI ]

Animal Derivative Fr

Thread - Barbs ‘ Part Number > >
1/2" NPT « 1/4" | T8-4 > >
1/2" NPT - 3/8" REES > >
1/2" NPT « 1/2" | T8-8 > >
1/2" NPT - 5/8" REE > >
1/2" NPT « 3/4" | T8-12 > >
3/4" NPT - 1/4" RRPE > >
3/4" NPT - 1/2" RREPE:] > >
RIS\ o N T2 A T12-12 > >

3/4" NPT « 1" | T12-16 > >
1" NPT - 3/4" RRGEP > >
1"NPT«1" | T16-16 > >

Y-Connectors

RoHS Compliant .Y Connectors

[> USP Class VI

Size ‘ Part Number > >
118" YO > > PP NN HDPE
3/32" Y0-1.5 > > PP NN HDPE
18 Yoo > > PP NN HDPE
5/32" Y0-2.5 > > PP NN HDPE
. 316" Y03 > > PP NN HDPE
1/4" Y0-4 > > PP NN HDPE
. 516" | Y05 > > PP NN HDPE
3/8" Y0-6 > > PP NN HDPE
12 |Yos > > PP NN HDPE
5/8" Y0-10 > > PP NN HDPE
s Y012 > > PP NN HDPE
1" Y0-16 > > PP NN HDPE

Y-Reductions on following page
Kynar® NK White Medical Nylon MN Natural Nylon MN
Animal Derivative Free Polypropylene PP High Density Polyethylene HDPE

QROMaIyti-—: +61(0)3 9762 2034 Australk
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Y-Reductions Y Reductions
RoHS Compliant _ .

[> USP Class VI ]

Animal Derivative Free

(2) Barbs - (1) Barb ‘ Part Number

1/8" « 1/4"

RY2-4

3/16" « 5/16" RY3-5
1/4" « 3/8" RY4-6
3/8" - 1/2" RY6-8

1/2" « 5/8"

5/8" « 3/4"
3/4" « 1"

RY8-10
RY10-12
RY12-16

VIV IV |V |VIV |V I
VIV IV IV |VIV|V Y

\SO goot
Quality System Natural Materials Fitting Kits - See Pages: 73-78

Eldon James offers a selected range of commonly speci-
fied fittings sizes arranged in 27 different kits. The kits
are available Black Nylon, as well as in the following
Natural Materials: Polypropylene, Polyethylene (white
HDPE) and Natural Kynar®.

Clamping Solutions - See Pages: 69-7/I fla 'la ﬁa (VR

Eldon James stocks one of the largest assortments of clamp sizes in the USA. In addition, a
variety of special purpose sizes and styles are available as special order items.

Clamp

Tubing

|Clamp Placement | |
Large Radius of Barb

Kynar® NK White Medical Nylon MN Natural Nylon MN
Animal Derivative Free Polypropylene PP High Density Polyethylene HDPE

Anti-Rotation Device
il <~ It

Single Barb Fittings

W RO 75 = s510)3 97622034 442
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Natural Materials

Adapters
BSPT RoHS Compliant

35

[> USPClass VI | S 2

== British Threaded - BSPT Fittings

il Derivative £

Thread - Barb ‘ Part Number > NK > PP

1/8" BSPT » 1/8" | A2B-2 > NK > PP NN HDPE

1/8" BSPT . 5/32" A2B-2.5 > NK > PP NN HDPE
1/8" BSPT « 1/4" A2B-4 > NK > PP NN HDPE

1/8" BSPT -« 5/16" A2B-5 > NK > PP NN HDPE
A2B-6 > NK > PP NN HDPE
1/4" BSPT - 1/8" A4B-2 > NK > PP NN HDPE

1/4" BSPT - 5/32" A4B-2.5 > NK > PP NN HDPE
1/4" BSPT - 3/16" A4B-3 > NK > PP NN HDPE
1/4" BSPT « 1/4" A4B-4 > NK > PP NN HDPE

1/4" BSPT - 5/16" A4B-5 > NK > PP NN HDPE
A4B-6 > NK > PP NN HDPE
1/4" BSPT - 1/2" A4B-8 > NK > PP NN HDPE

3/8" BSPT - 1/4" A6B-4 > NK > PP NN HDPE

3/8" BSPT - 5/16" A6B-5 > NK > PP NN HDPE
ABB-6 > NK > PP NN HDPE
3/8" BSPT - 1/2" A6B-8 > NK > PP NN HDPE

Plugs
BSPT RoHS Compliant

[> USP Class VI | S L

= British Threaded - BSPT Fittings

il Derivative £

Thread Size ‘ Part Number

1/8" BSPT | P2B

Animal Derivative Free

1/4" BSPT =]

NK PP

NN HDPE

3/8" BSPT | P6B

NK PP

NN HDPE

Threads / Inch

Approximate Thread Pitch

Length of Useful Threads

1/8" BSPT 28 .0357 Inches .250 Inches
1/4" BSPT 19 .0526 Inches .380 Inches
3/8" BSPT 19 .0526 Inches .390 Inches

BSPT - British Standard Pipe Thread Tapered

BSPT threads are based on the Whitworth thread form, which is designed to provide a pressure-tight fit through mating of the
threads. This is accomplished by cutting the threads on a taper. Because they are tapered, the thread can only screw into the
companion female thread a certain distance before it jams. The standard specifies this distance as a length based on hand-
tight engagement; however, a convenient rule-of-thumb for plastic threads is: finger-tight plus 1/2 to 1 turn with a wrench. Do
not over-tighten plastic threads - stress on the fitting can result in its failure.
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Elbows - Threaded
BSPT RoHS Compliant

ﬁ-
A

[> USP Class VI ]

N

# British Threaded - BSPT Fittings

Thread - Barb ‘ Part Number

1/8" BSPT - 1/8" L2B-2
1/8" BSPT . 5/32" L2B-2.5
1/8" BSPT « 1/4" L2B-4

1/8" BSPT - 5/16" L2B-5
1/4" BSPT - 1/8" L4B-2
1/4" BSPT - 5/32" L4B-2.5

1/4" BSPT - 3/16" L4B-3

1/4" BSPT « 1/4" L4B-4

1/4" BSPT - 5/16" L4B-5

1/4" BSPT .« 1/2" L4B-8
3/8" BSPT - 1/4" L6B-4

3/8" BSPT - 5/16" L6B-5

3/8" BSPT - 1/2" L6B-8

VIVIVIVI|IVIV|V|IVIV|VIV|VIV|VIV|V BV
VIVIVIVIVIV|IV|IVIV|IVIV|IVIV|IVIV|IV IV

Tees - Threaded
BSPT RoHS Compliant

B

[> USP Class VI

&= British Threaded - BSPT Fit

tings

-

il Derivative

Thread - Barbs ‘ Part Number > >
. 1/8"BSPT-582" |T2B-25 > NK > PP NN HDPE
1/8" BSPT - 1/4" R > NK > PP NN HDPE
. 1/8"BSPT-3/8" |T2B6 > NK > PP NN HDPE
AR T4B-2.5 > NK > PP NN HDPE
| 1/4"BSPT-3/6" | T4B-3 > NK > PP NN HDPE
1/4" BSPT - 1/4" [REIT) > NK > PP NN HDPE
| 1/4"BSPT-516" | T4B5 > NK > PP NN HDPE
1/4" BSPT - 3/8" RN > NK > PP NN HDPE
. 1/4"BSPT-1/2" | T4B-8 > NK > PP NN HDPE
3/8" BSPT - 1/4" R > NK > PP NN HDPE
3/8" BSPT + 5/16" | T6B-5 > NK > PP NN HDPE
3/8" BSPT - 3/8" RN > NK > PP NN HDPE
3/8" BSPT» 1/2" | T6B-8 > NK > PP NN HDPE

@o&’a 5w +61(0)3 9762 2034
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Adapters

Schedule 80 Schedule 80 Fittings
RoHS Compliant d : .

[> USPClass VI | | Natural Materials |

Thread - Barb ‘ Part Number > >
1/4" NPT - 3/8" A4-6 S80 > >
3/8" NPT - 1/4" A6-4 S80 > >
3/8" NPT - 1/2" A6-8 S80 > >
1/2" NPT - 3/8" A8-6 S80 > >
3/4" NPT - 1/4" A12-4 S80 > >
3/4" NPT - 1/2" A12-8 S80 > >
3/4" NPT « 3/4" A12-12 S80 > >

1" NPT - 1" A16-16 S80 > >

Plugs - Schedule 80
RoHS Compliant

|
|

Thread ‘ Part Number > >
1/4" NPT P4 S80 > NK > PP
3/8" NPT P6 S80 > NK > PP
1/2" NPT P8 S80 > NK > PP
3/4" NPT P12 S80 > NK > PP
Nipples - Schedule 80 —Animal Derivative Free Animal Derivative Free
RoHS Compliant
Thread ‘ Part Number > >
1/4" NPT N4 S80 > >
3/8" NPT N6 S80 > NK > PP
1/2" NPT N8 S80 > NK > PP
3/4" NPT N12 S80 > NK > PP
Thicker Wall

Standard Adapter
Schedule 80 Adapter

Schedule 80 fittings are more robust than fittings with a standard wall thickness, making
them more suitable for applications using higher pressure.

G FIRONT 75 < ss103 97622034 Australian
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Tubing « Clamps

Antimicrobial Protected
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Tubing * Clamps * Fittings Kits

Flexelene™ Peristaltic Pump Tubing * Flexelene™ 135C, 121C and
Flexelene™ 66E are designed for use in peristaltic pump applications.
These products are manufactured from a thermoplastic elastomer material that is
very durable. Initial testing results with 135C tubing confirm that the peristaltic
life cycle exceeds 500 hours.

Flexelene™ Antimicrobial Protected Tubing * Flexelene™ FXAG, CFXAG,
MFXAG and SFXAG are extruded with an inner liner that releases silver ions
to protect against colonization by pathogenic bacteria. Silver ions also inhibit
the growth of biofilm forming molds, fungi, and algae.

Handy Clamps * An economical, easy method for securing tubing to fittings.
Handy Clamps are made from a tough nylon material that can withstand tem-
peratures to 135 °C. No specialized tools are necessary for securing or removing
Handy Clamps.

Heat Forming * Eldon James offers heat formed coils, shaped tubing and fused
multi-tube ribbons as secondary process options. Contact Customer Support
for more information regarding heat forming capabilities.

Laser Etching & Colors « Cleanroom manufactured tubing is laser etched
with size and material code information. Custom laser etching is optional and
is subject to lead time and minimum run, quantity requirements. Flexelene™
CFX and FX tubing products are available in a variety of colors and sizes.
Size information on colored tubing is printed, not laser etched. Non-printed
or non-etched tubing is available as a custom run option.

Environmental Stewardship: Eldon James biomedical tubing meets
European REACH and RoHS requirements and will not emit toxic chemicals
if incinerated. No toxic plasticizers, DEHP or phthalates are used as ad-
ditives in the manufacture of this tubing. In addition, the tubing is free from
PVC, Bisphenol-A and animal derivative components.

L 3
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Medical - Biotech « Life Sciences Flexelene ™ Tubing Selection Guide

Shore Temp. Temp. Cleanroom Antimicrobial Heat

Sterilize Welding

Range °C | Range °F | Production Protected Regulatory

Flexelene™ A

Sealing

Autoclave, EtO USP Class VI

68 o R v Gamma: v v ISO 10993-4
-50 °C -58 °F <45 kGy ISO 10993-5
57°C = 135°F EtO, E-beam USP Class VI
8 57.c | 70°F v gag”;%y v Y EC 200272EC
57 °C 135 °F E-beam, EtO FDA Compliant
58 -57 °C -70 °F v v v v Materials 4
C
52°C | 125°F £ beam g.
<73 -40 °C -40 °F v th%)azrr;_)n;\éy v v USP Class VI i
52°C = 125°F o
<73 40 °C 40 °F v E-beam v v v %
©
° ° Autoclave, EtO USP Class VI 7]
66 121 OC 250 OF v Gamma: v v ISO 10993-4
-50 °C -58 °F <45 kGy ISO 10993-5
° ° Autoclave, EtO USP Class VI
95 185 OC 275 OF v Gamma: v ISO 10993-4
-50 °C -58 °F <45 kGy ISO 10993-5

** Stock cleanroom manufactured tubing is laser etched with tubing number and size. Customer specified etching is
available, or tubing may be special ordered with no etching - minimum order quantities may apply for custom etching
or no logo tubing.

Peristaltic Pump Tubing

Heat
Sealing

Flexelene™ SO Autoclave °c | Cleanroom Sterilize Welding

Range Production Regulatory

121 oC \/ Autoclave ‘/ \/ USP Class VI
54-68 135 °C ISO 10993-4
1210 Gamma, EtO ISO 10993-5

** The above Flexelene™ tubing products are suitable for peristaltic pump applications and exhibit exceptional durability
under those conditions. Please refer to pages 44-48 for additional specifications.

General Purpose * Pneumatics » Robotics ¢ Fluid Handling

Heat
Sealing

Antimicrobial
Protected

Shore Temp.

Temp. Cleanroom
™
Flexelene A | Range °C

Range °F | Production sl

Welding Regulatory

170 °F E-beam USP Class VI
86 o o Gamma: NSF 51 Certified
-40 °C -40 °F to 25 kGy Raw Materials
76 °C 170 °F FDA Compliant
86 -40 °C -40 °F 4 E-beam v Materials
o o E-beam USP Class VI
86 76 OC 170 OF Gamma: NSF 51 Certified
-40 °C -40 °F to 25 kGy Raw Materials
76 °C 170 °F E-beam FDA Compliant
86 -40 °C -40 °F 4 4 Materials

Flexelene™ tubing contains no phthalates or DEHP.

Polyurethane Tubing- see pages: 61
Autoclavable Products

** Disclaimer: Operating temperature for tubing is pressure dependent. The ranges stated here are for reference. Please
test the tubing based on your specific application before determining its suitability.
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| USP Class VI |
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when incinerated
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Biomedical Tubing®:

[ No DEHP or Phthalate Plasticizers | | NoPVC |

Flexelene™ 135C - A bioprocess and medical grade tubing that meets USP
Class VI requirements as well as cytotoxicity, ISO 10993-5 and hemolysis,
ISO 10993-4 requirements. The heat-sealable and thermally weldable TPE
polymer is autoclavable to 135 °C and has the durability required for use
in peristaltic pumps. Low gas permeability « withstands EtO sterilization and
gamma sterilization to 45 kGy * Shore A 68. Page 49

Flexelene™ MFX - A medical grade tubing that meets USP Class VI re-
quirements and is suitable for sterilization by E-beam, EtO and Gamma
(tested to 25 kGy). MFX tubing is non-cytotoxic, non-allergenic and ultra-low
in extractables * Very soft and pliable « Shore A 58. Temp. -66 °C to +57 °C.
Page 54

NEW Flexelene™ 66E-95E + Available in a range of Shore A hardness blends
from 66 to 95. 66E to 95E thermoplastic elastomer tubing is autoclavable, but
temperature resistance decreases proportionally with lower Shore hardness.
Because extractables and leachables are very low, it is suitable for use in
neonatal medical applications. The blend variables offered with Flexelene™ E
open a wide range of custom extrusion options. Pages 52-53

Flexelene™ SFX « An economical, flexible polyolefin, biomedical and phar-
maceutical tubing featuring low extractables. Shore A is < 73. SFX is suitable
for applications in thermal environments below +52 °C. (125 °F). It exhibits
excellent heat-sealing properties and meets USP Class VI requirements.
Page 56

Environmental Stewardship: Above listed Eldon James biomedical tub-
ing meets European REACH and RoHS requirements and will not emit toxic
chemicals if incinerated. No toxic plasticizers, DEHP or phthalates are used
as additives in the manufacture of this tubing. In addition, the tubing is free
from PVC, Bisphenol-A and meets animal derivative guidelines.

QROM-H Iy i +61(0)3 9762 2034 | AustralianBlstiibutors
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Biomedical Tubing

Flexelene 135C
Cleanroom Manufactured . _ "

Flexelene™ 135C
RoHS Compliant

Autoclavable - USP Class VI

Biomedical « Pharmaceutical « Bioprocess Tubing

* Ultra-low e Gamma resistance to 45 kGy
extractables / leachables * Withstands multiple autoclave cycles

* 1ISO 10993-5 - non-cytotoxic « Low gas and oxygen permeability
* ISO 10993-4 - non'hemO/yﬁC « No DEHP additives

Tube Number OD Nominal Standard Roll

FLXC .5-1.5
FLXC 1-2 1/16" .0625" : 1/32"
FLXC 1.5-2.5 3/32" . 5/32" . 1/32"
FLXC 2-3
FLXC 2-4
FLXC 3-4 3/16" : 1/32"
FLXC 3-5 3/16" 5/16" . 1/16"
FLXC 4-6
FLXC 4-8
FLXC 5-7 5/16" : 7/16" g 1/16"
FLXC 6-8 . . 1/16"
FLXC 6-10
FLXC 8-10
FLXC 8-12
FLXC 10-14
FLXC 12-16 . 1.010"

FLXC 16-20 1" 1.010" 11/4" 1.260" 1/8" 50 ft.

| Temp. Range: -50 °C to 135 °C (-58 °F to +275 °F) « Shore A 68 hardness | | No halogens or phthalates |

| Brittle temp. -88 °F | | Thermally weldable | |Animal Derivative Free| | Autoclave, gamma and EtO sterilization |

| Permeability 2260 - Barrier Oo (CC/MIL/100 | No /ATM/Day)| | Low protein binding| | Non-pyrogenic material |

Cleanroom Manufactured | Peristaltic Pump Compatible

135 °C

\SO goot
Quality System

QROME 7y 461(0)3 9762 2034 AUST
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Biomedical Tubin
g E\N
Cleanroom Manufactured

Flexelene™ 121C
RoHS Compliant

Flexelene 121C

Autoclavable - USP Class VI

Soft - Shore A 54 Tubing
Biomedical - Pharmaceutical « Bioprocess

« Ultra-low « Gamma resistance to 45 kGy
extractables / leachables . Autoclavable to 121 °C

* 1ISO 10993-5 - non-cytotoxic « Low gas and oxygen permeability
¢ ISO 10993-4 - non-hemolytic « No DEHP additives

Tube Number OD Nominal Wall Standard Roll

SFLXC 1-2 116" .0625" 1/8" 125" 1/32" 50 ft.
SFLXC 2-3 1/8" 125" 3/16" .187" 1/32" 50 ft.
SFLXC 3-4 3/16" .187" 1/4" .250" 1/32" 50 ft.
SFLXC 4-6 1/4" .265" 3/8" .390" 1/16" 50 ft.
SFLXC 5-7 5/16" 323" 7/16" .448" 1/16" 50 ft.
SFLXC 6-10 3/8" 385" 5/8" 635" 1/8" 50 ft.
SFLXC 8-12 1/2" .510" 3/4" .760" 1/8" 50 ft.
SFLXC 12-16 3/4" .760" 1.010" 1/8" 50 ft.
SFLXC 16-20 11/4"
| Temp. Range: -50 °C to 121 °C (-58 °F to +250 °F) « Shore A 54 hardness | | No halogens or phthalates |

| Brittle temp. -88 °F | Thermally weldable | |Animal Derivative Free| | Autoclave, gamma and EtO sterilization |

| Peristaltic Pump Compatible | | Low protein binding| | Non-pyrogenic material |

Cleanroom Manufactured Peristaltic Pump Compatible \SO_ 9001
Quality System

millimeter sizes available on request

QROM& e +61(0)3 9762 2034
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Bioprocess Tubing

Cleanroom Manufactured

KFlex Low Extractables Biomedical Tubing
RoHS Compliant Biomedical « Pharmaceutical « Bioprocess

we

Flexible Tubing Product With a Kynar Flowpath

 Low extractables / leachables liner component
* Kynar liner meets USP Class VI requirements
 More flexible than tubing extruded from 100% Kynar

« Animal derivative free Kynar® liner

Tube Number OD Nominal Wall Standard Roll
KFLEX .5-1.5 1/32" 0312 3/32" 1/32"
KFLEX 1-2 116" .0625" 1/8" 125" 1/32" 50 ft.

KFLEX 1.5-2.5 3/32" 0937" 5/32" 1/32"
KFLEX 2-3 1/8" 125" 3/16" 187" 1/32" 50 .

KFLEX 170-4 11/64" 170" 174" 250" 13/32" 50 ft.

KFLEX 3-5 3/16" 187" 5/16" 312" 1/16" 50 .

KFLEX 5-7 5/16" 323" 716" 448" 1/16" 50 ft.

KFLEX 8-10 172" 510" 5/8" 635" 1/16" 50 ft.

KFLEX 10-14 5/8" 635" 7/8" 885" 1/8" 50 .

KFLEX 12-16 . 1.010"

 Low gas and oxygen permeability High Temp. Range: 80 °C (176 °F) « Shore A 85 hardness
* No DEHP additives
« Chemical resistant Kynar liner

- Sterilize using E-beam

\SO gpot

Cleanroom Manufactured Quality System

millimeter sizes available on request
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Biomedical Tubing

Flexelene™ 66E
RoHS Compliant

Cleanroom Manufactured

Wall Roll Size

FLX66E 51.5 | 1/32"
FLX66E 1-2 1/16" .0625" : 1/32"
FLX66E 1.5-2.5 ‘ 3/32" .0937"
FLX66E 2-3 3/16" : 1/32"
. FLX66E 2-4
Animal Der/vazt/ve 'Free FUX66E 34 316" : A
Neonatal Applications FLX66E 3-5 3/16" 516" | . 116"
’ g%gg?aml;les / leachables FLXGGE 4-6 - L
. Meets 1SO 109934 - FLX66E 5-7 5/16" 7/16" . 1/16"
ISO 10993-5 e
« Sterilization: E-beam, EtO, FLXG6E 8-10
gamma to 45 kGy or FLX66E 8-12
autoclave (121 °C) FLX66E 10-14 ‘
» Thermoplastic Elastomer FLX66E 12-16 1" 1.010"
no PVC or phthalates FLXG6E 1620 1" | 1.010" 114"  1.260" 18" | 50ft

* Latex & halogen free | Temp. Range: - 50 °C to +121 °C ( -58 °F to + 250 °F) = Shore A 66 hardness

« Low protein binding

Flexelene™ 75E
RoHS Compliant

Cleanroom Manufactured USP Class VI « Biomedical * Bioprocess 121 °C
Tube Number ID OD Nominal Wall Roll Size

FLX75E.5-1.5 | 1/32" | .0312" & 3/32" = .093" | 1/32" | 50ft

FLX75E 1-2 116"  .0625" 18" 125"  1/32" 50 ft.

FLX75E 1.5-25 = 3/32" | .0937" 532" | 156" | 1/32" | 50ft.

FLX75E 2-3 18" 125" 316" 187" 1/32" 50 ft.

o FLX75E2-4 18" | .125"  1/4" | 250" | 1/16" | 50ft.

Animal Derivative Free FLX75E 3-4 316" 187" 14" 250"  1/32" 50 ft.

Neonatal Applications FLX75E3-5 | 8/6" | 187" | 56" | 312" | 146" | 50ft

- Ultra-low FLX75E 4-6 14" 265" 38"  .300"  1/16" 50 ft.

extractables / leachables FLX7SE5-7 | 516" | 323" | 746" | 448" | 116" | 50ft

* Meets ISO 10993-4 - FLX75E 6- " " 1/2" 10" 1/16" 50 ft

et o 5E 6-8 38" 385 / 510 116 .

Steriivation: E-beam. EiO FLX75E8-10 | 1/2" | 510" 58 | 635" | 116" | 50ft

e otlerilization. £-oeam, f " " " " "

gamma to 45 kGy or FLX75E 8-12 12" 510" 34" 760 1/8 50 ft.

autoclave (121 °C) FLX75E 10-14 | 58" | 635" = 7/8" | .885" | 1/8" | 50ft.

 Thermoplastic Elastomer FLx7sE 1216 RGO R 50 ft.

no PVC or phthalates FLX75E 1620 | 1" | 1.010"  11/4" | 1.260" 118" | 50ft
* Latex & halogen free | Temp. Range: - 50 °C to +121 °C ( -58 °F to + 250 °F) + Shore A 75 hardness

« Low protein binding

millimeter sizes available on request
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Biomedical Tubing

Flexelene™ 84E
RoHS Compliant

Cleanroom Manufactured

Animal Derivative Free
Neonatal Applications

e Ultra-low
extractables / leachables

* Meets ISO 10993-4 -
1ISO 10993-5

« Sterilization: E-beam, EtO,
gamma to 45 kGy or
autoclave (135 °C)

» Thermoplastic Elastomer
no PVC or phthalates

e Latex & halogen free
* Low protein binding

Flexelene™ 95E
RoHS Compliant

Cleanroom Manufactured

Animal Derivative Free
Neonatal Applications

e Ultra-low
extractables / leachables

* Meets ISO 10993-4
ISO 10993-5

« Sterilization: E-beam, EtO,
gamma to 45 kGy or
autoclave (135 °C)

» Thermoplastic Elastomer
no PVC or phthalates

e Latex & halogen free
« Low protein binding

Tube Number ID OD Nominal Wall Roll Size
FLX84E 515 | 1/32" | .0312" | 3/32" = 093" = 1/32" | 50ft
FLX84E 1-2 116"  .0625"  1/8" 125"  1/32" 50 ft.
FLX84E 1.5-25 | 3/32" = .0937" | 532"  .156" = 1/32" | 50ft.
FLX84E 2-3 18" 125" 316" 187" 1/32" 50 ft.
FLX84E2-4 | 1/8" | .125" | 1/4" | 250" 1/16" | 50ft
FLX84E 3-4 316" 187" 14" 250" 1/32" 50 ft.
FLX84E35 | 3M6"  .187" | 516" = 312" = 1/16" | 50ft.
FLX84E 4-6 14" 265" 38" 300"  1/16" 50 ft.
FLX84E5-7 | 516" | .323" | 7/16" | .448" | 1/16" | 50ft
FLX84E 6-8 38" 385"  1/2" 510"  1/16" 50 ft.
FLX84E 810 | 1/2" | 510" | 58 | 635"  1/16" | 50ft.
FLX84E 8-12 12" 510" 34" 760" 1/8" 50 ft.
FLX84E 10-14 | 58" | 635" | 7/8" | 885" = 158" | 50ft

FLX84E 12-16 3/4" .760" 1" 1.010" 1/8" 50 ft.

FLX84E 16-20 | 1" | 1.010" | 11/4"  1.260"

118" | 50ft

Temp. Range: - 50 °C to +135 °C ( -58 °F to + 275 °F) « Shore A 84 hardness

USP Class VI « Biomedical * Bioprocess

135°C

Tube Number ID OD Nominal Wall Roll Size

FLX95E 515 | 1/32" | .0312" = 3/32" & .093" | 1/32" | 50ft
FLX95E 1-2 116"  .0625"  1/8"  .125"  1/32" 50 ft.
FLX95E 1525 & 3/32" | .0937" | 532" | .156"  1/32" | 50ft
FLX95E 2-3 18" 125" 316" 187"  1/32" 50 ft.
FLX95E2-4 18" | .125" = 1/4" | 250" | 1/16" | 5Oft
FLX95E 3-4 316" 187"  1/4" 250"  1/32" 50 ft.
FLX95E35 | 3/6" | .187" 516" = .312" | 1/16" | 50ft
FLX95E 4-6 14" 265" 38" 300"  1/16" 50 ft.
FLX95E 57 | 5M6" | 323"  7/16" | 448" | 1/16" | 50ft
FLX95E 6-8 38"  .385"  1/2" 510"  1/16" 50 ft.
FLX95E 810  1/2" | 510" = 58 | 635" | 1/16" |  50ft.
FLX95E 8-12 12" 510" 34" 760" 1/8" 50 ft.
FLX95E 1014 | 58" | .635" | 7/8" | .885" = 1/8" | 50ft
Fixesk 12-16  [EEC SR RS 50 ft.
FLX95E 1620 1" | 1.010" = 11/4"  1.260" 18" | 50ft

| Temp. Range: - 50 °C to +135 °C ( -58 °F to + 275 °F) « Shore A 95 hardness

G FIRONT - 75 = +51(0)3 9762 2034
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Flexelene™ MFX
RoHS Compliant

Cleanroom Manufactured

Animal Derivative Free

e Ultra-low

Flexelene MFX
' ' ' E-beam, gamma and
USP Class VI « Biomedical Tubing | EtO sterilization

Tube Number ID OD Nominal Wall Roll Size
MFX 1-2 116" .0625" 1/8" 125" 1/32" 50 ft.
MFX 2-4 1/8" 125" 1/4" .250" 1/16" 50 ft.

MFX 3-5 3/16" 187" 5/16" 312" 1/16" 50 ft.

exiractables / leachables | MFX 48

N rotoxi MFX 5-7 5/16" .323" 7/16" 448" 1/16" 50 ft.
- Non-cytotoxic
» Non-allergenic MFX 8-10 12" 510" 58"  .760" 1/8" 50 ft.
 No phthalate plasticizers, MFX 10-14 5/8" .635" 7/8" .885" 1/8" 50 ft.
* Meets USP <87> MFX 16-20 1" 1.010" 11/4" 1.260" 1/8" 50 ft.
USP <88> « USP <661>
| Temp. Range: -57 °C to +57 °C « Shore A 58 hardness | Gamma - tested
e Latex free to 25 kGy
Recyclable

Flexelene™ MFX73M

RoHS Compliant

Cleanroom Manufactured

Flexelene MFX73M

' E-beam, gamma and
USP Class VI « Biomedical Tubing | EtO sterilization

Tube Number ID OD Nominal Wall Roll Size
MFX73M 1-2 1/16" .0625" 1/8" .125" 1/32" 50 ft.
MFX73M 2-4 1/8" 125" 1/4" .250" 1/16" 50 ft.
P —
nim r T
imai ervative rree MFX73M 3-5 316" 187" 516" 312" 116" 50 ft.
Yt o v | aw v e | ve | son
extractables / leachables MFX73M 4-6 1/16 50 ft.
N otoxi MFX73M 5-7 5/16" .323" 716" 448" 1/16" 50 ft.
« Non-cytotoxic
» Non-allergenic MFX73M 8-10 | T e 178" 50 ft.
« No phthalate plasticizers, MFX73M 10-14 5/8" 635" 7/8" .885" 1/8" 50 ft.
* Meets USP <87>, MFX73M 16-20 1" 1.010" 11/4"  1.260" 1/8" 50 ft.
USP <88> « USP <661>
| Temp. Range: -57 °C to +57 °C < Shore A 73 hardness | Gamma - tested
* Latex free to 25 kGy
Recyclable

millimeter sizes available on request

G FIRONT 75 = so103 97622034 Australian
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Flexelene™ MFX82M
RoHS Compliant

Cleanroom Manufactured

Animal Derivative Free

e Ultra-low
extractables / leachables

« Non-cytotoxic
* Non-allergenic
* Heat-sealable

* No phthalate plasticizers,
or DEHP additives

* Meets USP <87>
USP <88> « USP <661>

[ atex free

Flexelene™ MFX92R
RoHS Compliant

Cleanroom Manufactured

Animal Derivative Free

e Ultra-low
extractables / leachables

 Non-cytotoxic
 Non-allergenic
* Heat-sealable

* No phthalate plasticizers,
or DEHP additives

* Meets USP <87>
USP <88> « USP <661>

[ atex free

G FIRONT 75 = +610)3 9762 2034

Website NEW : www.chromalytic.net.au E-mail :

Flexelene MFX82M
' ' E-beam, gamma and
EtO sterilization

USP Class VI - Biomedical Tubing

Tube Number ID OD Nominal Wall Roll Size
MFX82M 1-2 1/16" .0625" 1/8" 125" 1/32" 50 ft.
MFX82M 2-4 1/8" 125" 1/4" .250" 116" 50 ft.
MFX82M 3-5 3/16" 187" 5/16" 312" 1/16" 50 ft.
MFX82M 5-7 5/16" .323" 7/16" .448" 116" 50 ft.
MFX82M 8-10 1/2" 510" 5/8" .635" 1/8" 50 ft.
MFX82M 10-14 5/8" .635" 7/8" .885" 1/8" 50 ft.
MFX82M 16-20 1" 1.010" 11/4" 1.260" 1/8" 50 ft.

Gamma - tested

| Temp. Range: -57 °C to +62 °C < Shore A 82 hardness
to 25 kGy

Recyclable

Flexelene MFX82M

E-beam, gamma and
EtO sterilization

USP Class VI - Biomedical Tubing

Tube Number ID OD Nominal Wall Roll Size
MFX92R 1-2 1/16" .0625" 1/8" .125" 1/32" 50 ft.
MFX92R 2-4 1/8" 125" 1/4" .250" 116" 50 ft.
MFX92R 3-5 3/16" 187" 5/16" 312" 116" 50 ft.
MFX82M 5-7 5/16" .323" 7/16" .448" 1/16" 50 ft.
MFX92R 8-10 1/2" .510" 5/8" .635" 1/8" 50 ft.
MFX92R 10-14 5/8" .635" 7/8" .885" 1/8" 50 ft.
MFX92R 12-16 1" 1.010" 11/4" 1.260" 1/8" 50 ft.

| Gamma - tested

| Temp. Range: -57 °C to +62 °C « Shore A 92 hardness
to 25 kGy

Recyclable
millimeter sizes available on request

Australian
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Biomedical Tubing

Cleanroom Manufactured

Flexelene™ SFX
RoHS Compliant

Flexelene SFX

USP Class VI Biomedical Tubing Quality System

Tube Number ID OD Nominal Wall Roll Size
SFX .5-1.5 132" 0312 | 3/32" | 093" 132" | 100ft
SFX 1-2 116"  .0625"  1/8" 125"  1/32" 100 ft.
SFX15-25 | 332" | .0937" 532" 156" 132" | 100ft
SFX 2-3 18" 125"  3/16" 187"  1/32" 100 ft.
SFX 2-4 g 25" | 14" 250" | 146" | 100t
e Transparent SFX 3-4 3/16" .187" 1/4" .250" 1/32" 100 ft.
. Heat-sealable SFX 3-5 36" 187" | 516" | 312" | 146" | 100ft
. Ultralow SFX 4-6 14" 265" 38"  .390" 116" 100 ft.
extractables / leachables SFX 57 5ME" | 323" | 7/16" | 448" | 16" | 100ft
 No phthalate plasticizers SFX 6-8 38" 385" 172" 510"  1/16" 100 ft.
or DEHP additives SFX 8-10 12" 510" | 5/8" | 635" 146" | 100ft
« Sterilize with E-beam or SFX 8-12 1/2" .510" 3/4" .760" 1/8" 100 ft.
gamma to 25 kGy SFX10-14 58" | 635" | 7/8" | 85" 18" | 100ft
- Latex free SFX 12-16 34" 760" 1" 1.010"  1/8" 100 ft.

| Temp. Range: -40 °C to 52 °C (-40 °F to + 125 °F) » Shore A < 73 hardness

Antimicrobial Protected Tubing

Cleanroom Manufactured

Flexelene™ SFXAG
RoHS Compliant Antimicrobial Protected Biomedical Tubing

\SO gpot
Quality System

Tube Number ID OD Nominal Wall Roll Size

SFXAG .5-1.5 132" 0312 | 3/32" | 093" | 1/32" | 100t

SFXAG 1-2 116" .0625" 158" 125"  1/32" 100 ft.

SFXAG 1525 | 382 | 0937 582" | .156" | 1/32" | 100ft

SFXAG 2-4 18" 125" 14" 250"  1/16" 100 ft.

SFXAG 170-4 Cti/e4r | 70 | 4" | 250" | 375" | 100

- Transparent SFXAG 3-4 3t6" 187" 14" 250" 1/32" 100 ft.
- Heat-sealable SFXAG 3-5 36 | 187 | 516" | 312 116" | 100
 No phthalate plasticizers SFXAG 4-6 14" 265" 38" 390" 116" 100 ft.
or DEHP additives SFXAG 57 56 | 323" | 716" | 448" | 116" | 100

. Sterilize with E-beam SFXAG 6-8 38" 385" 12" 510" 1/16" 100 ft.
« Inner wall antimicrobial SFXAG 8-10 12| 510" | 58" | 635" | 116" | 100
protected SFXAG 8-12 12" 510" 34" 760"  1/8" 100 ft.
. Latex free SFXAG 10-14 58" | 635" | 7/8" | 885"  1/8" | 100ft
SFXAG 12-16 34" 760" 1" 1.010"  1/8" 100 ft.

| Temp. Range: -40 °C to 52 °C (-40 °F to 125 °F) « Shore A < 73 hardness |

Qkomalytic +61(0)3 9762 2034 Australi

ECH nofooy ryww | "™ <l
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Polyolefin Elastomer Tubing

Flexelene FX

) _ USP Class VI
Flexelene™ FX \SO 9001 - - ISO 10993-4
RoHS Compliant Quality System USP Class VI Tubing ISO 10993-5
Tube Number ID OD Nominal Wall Roll Size
FX .5-1.5 N 1/32" 3/32" 1/32" 100 ft.
FX 1-2 N 116" 1/8" 1/32" 100 ft.
FX 2-3 N 1/8" 3/16" 1/32" 100 ft. 5
>
- UV stable FX 3-4 N 3/16" 1/4" 1/32" 100 ft. o
_ " " " Q_)
. Suitable for use with FX 3-5 N 3/16 5/16 116 100 ft. =
deionized water FX 4-6 N 1/4" 3/8" 116" 100 ft. 3
« No phthalate plasticizers FX5-7N 5/16" 1/16" 100 ft.
or DEHP additives FX 6-8 N 3/8" 1/2" 116" 100 ft.
- Ultra-low extractables / FX 8-10 N 1/16" 100 ft.
leachables FX 8-12 N 1/2" 3/4" 1/8" 100 ft.
or gamma 25 kGy FX 10-14 N 5/8" 7/8" 1/8" 100 ft.
hemolytic FX 12-16 N 3/4" 1" 1/8" 100 ft.

FX16-20 N 1" 11/4" 1/8" 100 ft.

QROME 7y 461(0)3 9762 2034 AUST

ECH »orooyryus | -
Website NEW : www.chromalytic.net.au E-mail : info@ h.net.au Tel: 03 9762 2034 . . . in AUSTRALIA
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Thermoforming

Cut to length formed tubing based upon a customer's design specifications can reduce assembly
and connector costs. Thermoforming can produce tight bends with reduced space requirements
leading to cleaner more compact designs.

Medical Device < Automation  Robotics
 Custom shapes based on your requirements

e Thermoforming process leaves no residues

e Ideal for circuit board mounted components
 Design easy-to-trace color-coded flowpaths

e Cut assembly time and cost

Flexelene™ FX, CFX and TPU tubing formulations exhibit physical characteristics that are ideal
for thermoforming. Thermoforming generally requires tubing in a higher durometer range to
maintain fixed bend geometries. Other Flexelene™ formulations can also be used for thermoform
designs - Please contact Customer Support for more information and design options.

Flexelene™ CFX

RoHS Compliant . ' USP Class VI
oD Si For Push-on Fitti Flexelene CFX ISO 10993-4
izes - For Push-on Fittings ISO 10993-5
Tube Number *OD * ID Nominal Wall Roll Size
CFX 2.5MM-4MM 4 mm 2.5 mm 1/34" 100 ft.
CFX 4MM-6MM
CFX 2-4 N 1/4" 125" 1/16" 100 ft.
CFX 170-4 N
CFX 3-4 N 1/4" 187" 1/32" 100 ft.
FX 3-5N
. UV stable CFX35
CFX 4-6 N 3/8" .265" 1/16" 100 ft.
 Suitable for use with
deionized water Clrter bl
o CFX 6-8 N 1/2" .385" 1/16" 100 ft.
* No phthalate plasticizers CFX 8-10 N

or DEHP additives
« Ultra-low extractables / Temp. Range: -40 °C to 76 °C (-40 °F to 170 °F) < Shore A 86 hardness

leachables

« Sterilize with E-beam » Non-cytotoxic =
or gamma to 25 kGy  Non-hemolytic
Additional FX and CFX tubing specifications on page 55 Push-on Style Fitting With CFX Tubing

@a”—**f}’f"; +61(0)3 9762 2034 AMJ‘M”JJ:DJS(J‘I’MOH
I ?ECH”""’"’,‘IY Py Led www.chromtech.net.au
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Polyolefin Elastomer

Colored Tubing

blue black m orange | violet green

Standard colored tubing sizes . G
_ _ . _ FX2-3
Sizes not shqwn in thg grid are avail- Fx2.4 CFX2-4
able as special order items - Please
call for minimum order requirements. FX3-5 CFX3-5
FX4-6 CFX 4-6
Flexelene™ FX - Colors FX6-8 CFX 6-8

RoHS Compliant

___*add appropriate color code suffix when ordering R, X, W etc.

_|
c
o
=
Q
og
O
)
=
o
17

Tube Number ID OD Nominal Wall Standard Roll
FX.515 * /82 382 1/32" 100 ft.
FX1-2_* 1/16" 1/8" 1/32" 100 ft.
FX1525 * | 332 582 | 1/32" | 100 ft.
FX2-3_* 1/8" 3/16" 1/32" 100 ft.
FX2-4 _* 1/8" 14" 116" 100 ft.
- UV stable FX3-4__* 3/16" 1/4" 1/32" 100 ft.
. Suitable for use with FX3-5 3/16" 516" 116" | 100 ft.
deionized water FX4-6_ * 1/4" 3/8" 116" 100 ft.
* No phthalate plasticizers FX57_* 5/16" 7/16" ‘ 1/16" ‘ 100 ft.
or DEHP additives FX6-8_* 3/8" 1/2" 116" 100 ft.
. Low extractables / FX 8-10__* | 1/2" 58 116" 100 ft.
leachables FX 812 _* 172" 3/4" 1/8" 100 ft.
Additional Specifications - FX1012_* | 5/8" -2 R V1A 100 ft.
page 55 FX 10-14__* 5/8" 7/8" 1/8" 100 ft.
FX12-14_* 3/4" T’ 1" 100 ft.
FX 12-16 _* 3/4" 1" 1/8" 100 ft.
FX1620 _* | 1" a1’ 100 ft.

| Temp. Range: -40 °C to 76 °C (-40 °F to 170 °F) < Shore A 86 hardness

Flexelene™ CFX - Colors
RoHS Compliant OD Sizes - For Push-on Fittings

Tube Number *OD* ID Nominal Wall Standard Roll

CFX 2.5MM-4MM | . 25mm | 1/34" 100 ft.
CFX24_* 1/16"
CFX 170-4__* 1/25"
CFX3-4_* 1/32"
CFX 4MM-6MM__* 3/75"
e UV stable CFX3-5_*
- Suitable for use with CFX4-6__" 1/16"
deionized water CFX5-7_* 1/16"
« No phthalate plasticizers CFX6-8__* 1/16"
or DEHP additives CFX 8-10__*
* Low extractables / | Temp. Range: -40 °C to 76 °C (-40 °F to 170 °F) « Shore A 86 hardness

leachables

Additional FX and CFX tubing specifications on page 60

Qkomalytic +61(0)3 9762 2034  Australi
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Tubing Specifications - FX, CFX, FXAG, CFXAG

Working PSI | Burst PSI Bend
Part Numbers ID oD Wall @70g°F @ 20 °F | Radius In.
FX 18 1/32" | .0312" | .093" & 3/32" 1/32" 160 500 1/16"
FX, FXAG 1-2 1/16" | .0625" | .125" 1/8" 1/32" 110 420 5/32"
FX, FXAG IES5:245 3/32" | .0937" & .156" | 5/32" 1/32" 86 260 3/16"
FX, FXAG 2-3 1/8" 125" 187" 3/16" 1/32" 73 220 1/4"
FX, FXAG CFX, CFXAG 24 1/8" 125" | 250" 1/4" 1/16" 150 450 1/4"
" CEX, CFXAG 170-4 11/65" | 170" | .250" 1/4" 1/25" n/a n/a n/a
g' FX, FXAG CFX, CFXAG 3-4 3/16" 187" | .250" 1/4" 1/32" n/a n/a n/a
8 FX, FXAG CFX, CFXAG 3-5 3/16" 187" | 312" | 5/16 1/16" 96 320 172"
) FX, FXAG 4-6 1/4" .265" | .390" 3/8" 1/16" 73 220 1"
8 CFX, CFXAG 4-6 1/4" .265" | .375" 3/8" 1/16" 73 220 1"
E FX, FXAG Br7/ 5/16" .323" 448" | 7/16" 1/16" 66 200 112"
CFX, CFXAG 5-7 5/16" 323" | 438" | 7/16" 1/16" 66 200 11/2"
FX, FXAG 6-8 3/8" .385" | .510" 1/2" 1/16" 53 160 1.3/4"
CFX, CFXAG 6-8 3/8" .385" | .500" 1/2" 1/16" 53 160 13/4"
FX, FXAG 8-10 12" 510" .635 5/8" 1/16" 48 145 21/2"
CFEX, CFXAG 8-10 1/2" 510" | .625" 5/8" 1/16" 48 145 21/2"
FX, FXAG 8-12 12" 510" .760" 3/4" 1/8" 80 240 11/2"
FX, FXAG 10-12 5/8" .635" | .760" 3/4" 1/16" 40 120 4"
FX, FXAG 10-14 5/8" .635" | .885" 7/8" 1/8" n/a n/a n/a
FX, FXAG 12-14 3/4" .760" | .885" 7/8" 1/16" 30 90 8"
FX, FXAG 12-16 3/4" .760" | 1.010" 1" 1/8" 33 100 8"
FX, FXAG 16-20 1" 1.010" | 1.260" @ 1 1/4" 1/8" 45 135 8"

Burst pressures are approximately 3 times the maximum working pressure. Higher temperatures will reduce the available work-
ing pressure. Results are based on tests at our facility under controlled conditions; therefore, Eldon James Corp. makes no war-
ranty or claim as to the performance of its Flexelene™ products in a specific application. It is strongly recommended that appli-

cation-specific testing be done, particularly in situations where pressures approach the listed working PSI.

Tubing Specifications - MFX

Wall Working PSI Bend
Thickness @70 °F Radius in.
MFX .5-2 1/32" .0312" 125" 1/8" 3/64" =30 psi 1/8"
MFX 1-2 1/16" .0625" .125" 1/8" 1/32" <30 psi 1/8"
MFX 1.5-2.5 3/32" .0937" .156" 5/32" 1/32" =30 psi 5/32"
MFEX 2-4 1/8" 125" .250" 1/4" 1/16" <30 psi 3/16"
MFX 3-4 3/16" 187" .250" 1/4" 1/32" =30 psi 3/8"
MFX 3-5 3/16" 187" 312" 5/16" 1/16" <30 psi 1/2"
MFX 4-6 1/4" .265" .390" 3/8" 1/16" =30 psi 5/8"
MFX 5-7 5/16" .323" 448" 7/16" 1/16" <30 psi 1"
MFEX 6-8 3/8" .385" 510" 1/2" 1/16" =30 psi 11/4"
MFX 8-10 1/2" 510" .635" 5/8" 1/16" <30 psi n/a
MFX 10-12 5/8" .635" .760" 3/4" 1/16" =30 psi n/a
MFEX 12-14 3/4" .760" .885" 7/8" 1/16" <30 psi n/a
(EROM—-——: 35 +61(0)3 97622034 | AustinlionBistributors
e wiww.chromtech et su

— ECH sy

h.net.au Tel: 03 9762 2034 ... in AUSTRALIA

Website NEW : vwww.chromalytic.net.au E-mail : info@®




61

TPU

Thermoplastic Polyurethane Polyurethane Tubing
RoHS Compliant b -

Transparent Ether Formula

» Hardness, Shore A 85 » Max operating temperature 175 °F
» UV stable - good for outdoor use * Resistance to, impact, abrasion and
» Excellent resistance to weathering repeated flexing

and fungus * Exhibits excellent hydrolytic stability

and low temperature properties

Wall
Thickness
1/32"
1/32"

Tube Number Standard Roll

TPU 1-2 N 1/16"
TPU 2-3 N
TPU 2-4 N
TPU 35N
TPU 4-6 N
TPU 5-7 N
TPU 6-8 N

TPU 8-10 N 1/16"
TPU 8-12 N

TPU 10-14 N

TPU 12-16 N 3/4" | 1" | 1/g" | 100 ft.

TPU 16-20 N 1" 11/4" 1/8" 100 ft.

3/16"

1/16"

| Operating Temp: to 80 °C (175 °F) « Shore A 85 hardness FDA 21CFR 177.2600 - food contact

TPU Colors
RoHS Compliant \\\Q\N

» Excellent material for thermoformed tubes
* Available in sizes listed above - 2000' minimum order
» Same material as transparent ether formula above

See Rotating Lock Luers - page10 and CryatalVu™ Swivel Disconnects - page 14 for color-matched connectors.

Yellow — » Hardness, Shore A 85
m + UV stable - good for outdoor use
w » Max operating temperature 175 °F
m * Max operating temperature 80 °C

G FIRONT - 75 = +51(0)3 9762 2034 Austr,
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Antimicrobial Protected Products

Silver lon Protection Inhibits Biofilm

Flexelene™ FXAG Tubing

Applications:

« Antimicrobial protected products inhibit colonization by pathogenic bacteria and the formation
of biofilms. They can be useful in limiting risks associated with Hospital Acquired Infection (HAIs)

* Cooling systems for lasers that use miniature components and heat exchangers benefit from the

use of antimicrobial protected products since biofilm accumulation in these sensitive devices reduces
efficiency and can lead to clogging.

 Antimicrobial protected products are frequently used in water, food and beverage delivery systems.
Retention of residual nutrients and back flush potential in these appliances make them particularly
susceptible to bacterial colonization.

» Spray and mist systems that use small orifice nozzles risk clogging when biological films form

within the system. Antimicrobial protected components offer an effective solution for inhibiting
formation of these films.

Silver ions, in the quantities released by Eldon James antimicrobial products, have an extremely low toxicity.
They are considered safe for the environment and there is no evidence that their use leads to production
of resistant organisms.

e

Fittings are antimicrobial protected on all
surfaces - tubing is protected by an inner
co-extruded liner.

(@OM = Sy T +61(0)3 97622034 | Australian Distributors
; _-—~:’Ecﬁtrolo < Py Lot wiww.chrontechet. s
Website NEW : www.chromalytic.net.au E-mail : inf h.net.au Tel: 03 9762 2034 ... in AUSTRALIA
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Antimicrobial Protected Polyolefin Elastomer

Flexelene™ FXAG

Flexelene FXAG

Tube Number ID OD Nominal Wall Roll Size

FXAG .5-1.5 R 3/32" 132 | 100 ft

FXAG 1-2 1/16" 1/8" 1/32" 100 ft.

FXAG 1.5-2.5 8@ 5B2 182 100ft

FXAG 2-3 1/8" 3/16" 1/32" 100 ft.

FXAG/CFXAG 2-4 18" 4 1M | 100ft

. Abrasion resistant FXAG/CFXAG 3-4 3/16" 1/4" 1/32" 100 ft.
+ No phthalate plasticizers FXAG/CFXAG3-5 | 316" | 516" | 1/16" | 100t
or DEHP additives FXAG 4-6 1/4" 3/8" 1/16" 100 ft.

« Inner wall antimicrobial FXAG 5-7 . 516" 716" 116" | 100ft
protected FXAG 6-8 3/8" 1/2" 116" 100 ft.
« Polyolefin elastomer FXAG 8-10 | 1/2" | 5/8" 146" 100ft
Additional Specifications - FXAG 812 - o L L
page 55 FXAG 10-12 .58 34 116" 100ft
FXAG 10-14 5/8" 7/8" 1/8" 100 ft.

FXAG 12-14 347’8 e 100ft

FXAG 12-16 3/4" 1" 1/8" 100 ft.

Temp. Range: -40 °C to 76 °C (-40 °F to +170 °F) « Shore A 86 hardness

Eldon James developed its AG tubing products to offer protection against microbial colonization. Algae, molds,
bacteria and fungi often form a biofilm layer on inner tubing walls, presenting health risks and causing undesirable
tastes and odors. Portions of this biofilm may eventually break away, clogging filters or lodging in sensitive
systems. Eldon James Flexelene AG Silver tubing releases natural silver ions, which are effective in preventing
biofilm formation. Silver disrupts respiration and other metabolic functions of microbes and inhibits their growth.

Flexelene™ CFXAG
RoHS Compliant

OD Sizes - For Push-on Fittings

Tube Number *OD * ID Nominal Wall Roll Size
CFXAG 2.5MM-4MM
CFXAG 4MM-6MM 1/25"
CFXAG 2-4
CFXAG 170-4 1/25"
CFXAG 3-4
* Abrasion resistant CFXAG 3-5 1/16"
* Inner wall antimicrobial CFXAG 4-6
protected CFEXAG 5-7
* Polyolefin elastomer CFXAG 6-8
Additional Specifications - CFXAG 8-10 1/16"
page 55

G FIRONT - 75 = +51(0)3 9762 2034
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Eldon James AG Fittings are silver ion protected to inhibit colonization
by microbial pathogens. Silver's multiple modes of action minimize risk
for development of resistant strains and make it an effective antimicro-
bial agent for a broad spectrum of bacteria.

Antimicrobial Protected

Adapters
Antimicrobial Protected Connectors
RoHS Compliant

P8199]01d [BICOIIWNUY

el Dertvative

Thread - Barb ‘ Part Number

1/8" NPT » 1/8" A2-2 AGNK AGNP AGPP AGNN AGHDPE

1/4" NPT - 1/4" A4-4 AGNK AGNP AGPP AGNN AGHDPE
A6-6 AGNK AGNP AGPP AGNN AGHDPE
1/2" NPT « 1/2" A8-8 AGNK AGNP AGPP AGNN AGHDPE
A12-12 AGNK AGNP AGPP AGNN AGHDPE

1" NPT - 1" A16-16 AGNK AGNP AGPP AGNN AGHDPE

Couplers
Antimicrobial Protected
RoHS Compliant

il Dertvative £

Size ‘ Part Number AGHDPE

C0-1-200 AGNK AGNP AGPP AGNN AGHDPE
C0-2-200 AGNK AGNP AGPP AGNN AGHDPE
C0-3-200 AGNK AGNP AGPP AGNN AGHDPE
C0-4 AGNK AGNP AGPP AGNN AGHDPE
C0-5 AGNK AGNP AGPP AGNN AGHDPE
C0-6 AGNK AGNP AGPP AGNN AGHDPE
C0-8 AGNK AGNP AGPP AGNN AGHDPE
C0-10 AGNK AGNP AGPP AGNN AGHDPE
Co0-12 AGNK AGNP AGPP AGNN AGHDPE
C0-16 AGNK AGNP AGPP AGNN AGHDPE

Additional antimicrobial (protected) AG fitting sizes are available - quantity order minimums may apply

Ag Kynar® AGNK Ag Polypropylene AGNP Ag Nylon AGNN
Ag Animal Derivative Free Polypropylene AGPP Ag High Density Polyethylene AGHDPE
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Couplers-Reduction

Antimicrobial Protected
RoHS Compliant

Size
1/8" « 1/16"
1/4" « 1/8"
3/8" « 1/4"
1/2" « 1/4"
5/8" « 1/2"
3/4" - 1/2"
1"« 1/2"

Antimicrobial Protected.

Part Number

AGHDPE

C2-1-200 AGNK AGNP AGPP AGNN AGHDPE
C4-2 AGNK AGNP AGPP AGNN AGHDPE
C6-4 AGNK AGNP AGPP AGNN AGHDPE
C8-4 AGNK AGNP AGPP AGNN AGHDPE
C10-8 AGNK AGNP AGPP AGNN AGHDPE
C12-8 AGNK AGNP AGPP AGNN AGHDPE
C16-8 AGNK AGNP AGPP AGNN AGHDPE

Additional antimicrobial (protected) AG fitting sizes are available - quantity order minimums may apply

Elbows

Antimicrobial Protected
RoHS Compliant

Size

3/16"

5/16"

1/2"

3/4"

‘ Part Number

AGHDPE

L0-2-200 AGNK AGNP AGPP AGNN AGHDPE
L0-3 AGNK AGNP AGPP AGNN AGHDPE
LO-4 AGNK AGNP AGPP AGNN AGHDPE
LO-5 AGNK AGNP AGPP AGNN AGHDPE
LO-6 AGNK AGNP AGPP AGNN AGHDPE
LO-8 AGNK AGNP AGPP AGNN AGHDPE
L0-10 AGNK AGNP AGPP AGNN AGHDPE
LO-12 AGNK AGNP AGPP AGNN AGHDPE
LO-16 AGNK AGNP AGPP AGNN AGHDPE

Elbows-Threaded - 1/8"-1" NPT

Antimicrobial Protected
RoHS Compliant

Thread - Barb

‘ Part Number

AGHDPE

L2-2 AGNK AGNP AGPP AGNN AGHDPE
1/4" NPT - 1/4" L4-4 AGNK AGNP AGPP AGNN AGHDPE

L6-6 AGNK AGNP AGPP AGNN AGHDPE
1/2" NPT - 1/2" L8-8 AGNK AGNP AGPP AGNN AGHDPE
L12-12 AGNK AGNP AGPP AGNN AGHDPE
1" NPT - 1" L16-16 AGNK AGNP AGPP AGNN AGHDPE
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Tees
Antimicrobial Protected
RoHS Compliant

‘ Part Number

Antimicrobial Protected.

AGHDPE

T0-2-200 AGNK AGNP AGPP AGNN AGHDPE
T0-3 AGNK AGNP AGPP AGNN AGHDPE
TO-4 AGNK AGNP AGPP AGNN AGHDPE
T0-5 AGNK AGNP AGPP AGNN AGHDPE
T0-6 AGNK AGNP AGPP AGNN AGHDPE
TO-8 AGNK AGNP AGPP AGNN AGHDPE
T0-10 AGNK AGNP AGPP AGNN AGHDPE
TO-12 AGNK AGNP AGPP AGNN AGHDPE
T0-16 AGNK AGNP AGPP AGNN AGHDPE

Tees-Threaded
Antimicrobial Protected
1/8"-1" NPT RoHS Compliant

Thread - Barb ‘ Part Number

1/8" NPT « 1/8" T2-2

il Dervative

AGHDPE

1/4" NPT - 1/4"

3/8" NPT - 3/8"

1/2" NPT - 1/2"

3/4" NPT - 3/4"

1" NPT - 1"

AGNK AGNP AGPP AGNN AGHDPE
T4-4 AGNK AGNP AGPP AGNN AGHDPE
T6-6 AGNK AGNP AGPP AGNN AGHDPE
T8-8 AGNK AGNP AGPP AGNN AGHDPE
T12-12 AGNK AGNP AGPP AGNN AGHDPE
T16-16 AGNK AGNP AGPP AGNN AGHDPE

Y-Connectors

Antimicrobial Protected
RoHS Compliant

Size Part Number

1/8"

AGHDPE

3/16"

1/4"

3/8"

1/2"

Y0-2 AGNK AGNP AGPP AGNN AGHDPE
Y0-3 AGNK AGNP AGPP AGNN AGHDPE
Y0-4 AGNK AGNP AGPP AGNN AGHDPE
Y0-6 AGNK AGNP AGPP AGNN AGHDPE
Y0-8 AGNK AGNP AGPP AGNN AGHDPE

Ag Kynar® AGNK
Ag Animal Derivative Free Polypropylene AGPP

H Ag Polypropylene AGNP

Ag Nylon AGNN
Ag High Density Polyethylene AGHDPE
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Handy Clamps

Tough 6/6 Nylon
Temperature Resistant to
150 °C

Part ‘ Min. Diameter ‘7‘ Max. Diameter ‘7‘ 3 Teeth ‘ Sets of ‘ Fits Flexelene™ FX
Number ‘ inches ‘ mm ‘ inches ‘ mm ‘ Engaged ‘ Teeth ‘ and FXAG Tubing

HC-A .220" 5.6 .268" 6.8 0.256" 8 FX 2-4*
HC-AA .256" 6.5 319" 8.1 0.311" 8 FX 3-5*

HC-B 311 7.9 .378" 9.6 0.362" 8 -
HC-BB .362" 9.2 425" 10.8 0.406" 9 FX 4-6*

HC-C 402" 10.2 484" 12.3 0.465" 9 FX 4-6*

HC-D 472" 12.0 .528" 14.5 0.543" $ FX 6-8*

HC-F 591" 15.0 701" 17.8 0.673" 11 FX 8-10*

HC-G .665" 16.9 .783" 19.9 0.752" 11 FX 8-12*

HC-H 713" 18.1 .843" 214 0.811" 11 FX 10-12*

HC-J .799" 20.3 .933" 23.7 0.906" 11 FX 12-14*

HC-K .874" 222 1.016" 25.8 0.980" 11 FX 12-16*

HC-N 1.134" 28.8 1.299" 33.0 1.268" 11 FX 16-20*

HC-P 1.260" 32.0 1.402" 35.6 1.370" 11 -

HC-Q 1.350" 34.3 1.524" 38.7 1.492" 12 =

HC-R 1.496" 38.0 1.654" 42.0 1.614" 12 -

HC-S 1.579" 40.1 1.776" 45.1 1.740" 12 =

* Size tests were made using Eldon James "single barb fittings". The space behind a single barb allows for
more compression of the tubing than is allowed by a multiple barb. With a multiple barb fitting, the clamp sits
on top of the barb flanges and a larger clamp may be required - If in doubt about size, please ask for samples.

Clip size is molded
on each clamp

o)

Set Teeth Remove

Tighten

Size Selection Guideline:

With the hose in place on the fitting, select a Handy Clamp that provides a snug fit with one to three
teeth engaged. When fully tightened this will produce a strong and reliable closure.

Sizes to 6" diameter - call for availability Reusable - no special tools required to install

QROM == Sy 5 +61(0)3 97622034 | AustinlisnBistiibutors
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wan  O€tiker Stepless Ear Clamps

i Tongue-in-Groove
[l —nerock + Radial Compression 360° - no steps or gaps on inner circumference
‘#\mamp Width * Ear design provides spring action during vibration and thermocycling conditions

» Chromium-nickel stainless steel has a high strength-to-weight ratio
* Excellent corrosion resistance in both aqueous and atmospheric environments
Oetiker Stepless Ear Clamps are made of UNS S30400 or DIN 1.4301 stainless steel.

Thickness

Eldon James Flexelene™

Clamping Range Tubing Range - Size Test ** 10 L
Part Number . Bags | Bag
Band mm inches Eldon James Nominal | (1000) | (100)

mm closed * open | closed * open | Tubing Number Tubing OD

. 16702487 | 5 53-65mm | .209-.256 - - - . .
5 7.0-87mm  .276-.343 -1 - - o | o
. 16700988 | 5 | 88-105mm | .347-.413 MFX = 4-6 3/8" . s
5  96-11.3mm  .378-.445 FX, FXAG = 4-6 3/8" o | o
. 16700992 | 7 | 9.8-123mm | .386-.484 FX, FXAG | 57 7/16" . o
7 | 108-133mm | .425-.524 - - - o | o
. 16700997 | 7 | 11.5-140mm | .453-.551 | FX,FXAG,MFX | 6-8 1/2" o | o
7 | 120-145mm | .472- 571 -1 - - « | o
16701005 | 7 | 132-157mm | .520-.618 - - — . °
7 | 145-17.0mm | .571-.669 - | - - o | o
16701015 | 7 | 153-185mm | .602-.728 FX, FXAG | 8-10 5/8" . o
7 | 166-19.8mm  .654-.780 FX, FXAG = 812 34" « | o
16701029 | 7 | 17.8-21.0mm | .701-.827 FX | 1012 | 3/4" o | o
7 | 209-241mm  .823-.949 -1 - - o | o
. 16701072 | 7 | 22.4-256mm | .882-1.008 FX | 1214 | 7/8" o | o
7 | 239-27.1mm | .941-1.067 - - - e | o
16701103 | 7 | 25.4-286mm | 1.000-1.126 - - - . o
7 | 26.9-30.1mm | 1.059-1.185 - - - « | o
. 16701203 | 7 | 29.9-33.1mm | 1.117-1.303 - - - . o
7 | 314-346mm  1.236-1.362 FX 1620 114" | o
16701245 | 7 | 32.9-36.1mm | 1.295-1.421 -] - - . .
7 | 37.8-41.0mm  1.488-1.614 - | - - o | o

SELECTING THE CORRECT SIZE : Select the nominal size nearest to, but always larger than the outside diameter of the
material to be clamped. The outside diameter should be determined with connection fully assembled. Note: multiple
barb fittings may require the use of a larger clamp size than single barb fittings - to consider the clamp closed - the
ear width should be reduced by at least 40% when pinched.

Part Number -
: 14100083

Part Number

14100082
Standard Jaw Pincers Dual Purpose Side Jaw Pincers
For closing all regular Oetiker Stepless Clamps Designed for working in tight areas with pliers held parallel to

the hose - can also be used from the front like regular pincers
QROM—E”V 5w +61(0)3 9762 2034 Australian Distributors
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Stainless Steel Tubing Clamps

Worm Drive Clamps

Oetiker .
Part Number Clamping Range 5 Bags 1 Bag < Bag
mm inches (250 pieces) | (50 pieces) | (1-50 pieces)

17700167 | 10-16mm 39 - 623

[ ] ‘ [ ] ‘ [ ]
~ e 12 - 20 mm 472 - 787 Please call - quantities limited
17700169 | 12-22mm 472 - 866 o . . g
\- 16-27mm 630 1.063 . . . 2
. 17700172 | 20-32mm | .787 - 1.260 . . . @
25-40mm | .984-1575 . . . O
17700176 | 32-50mm | 1.260 - 1.969 o . . =

Band size 9.0 mm x.60 mm - Please call for quotes on larger band sizes and clamp diameters.

1/4" Hex-Head Screw Clamps
Clamping Range

Part Number , 100 units Each
mm inches
62606 7.97 - 22.2 mm 5/16 - 7/8 . .
r &> 12.7 - 25.4 mm 1/2 - 1 . .
= 62M12 . 158-31.7mm 5/8-11/4 . .
- 62M16 15.8 - 38.1 mm 5/8-11/2 . .

300 Series stainless steel band and housing. Zinc-plated, yellow chromate, carbon steel screw.

Tiny, tough, precision engineered ¢ Seal with only 10 inch-pounds of screw torque ¢ One-piece
housing * No spot welds ¢ Easy to install in confined areas

1T 8RR Oetiker ﬂa G Rue 1T

More Options

154 Medical Clamps - 2.5 mm - 10 mm 153 Mini Clamps - 2.9 mm - 11 mm

——
=%
-
-
-5
Autoclavable Mini Clamp 1-Ear Clamps 2-Ear Clamps

Pincer - for clamps up to 11.8 mm

Self-Tensioning Clamps R VS8 Professional Tubing Cutter
for vibrating equipment w / replaceable Swiss steel blades
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GFBN - Glass-Filled

Black Nylon

Fittings Kits
Maintenance * Design * Quick Prototype

PVDF - Gray Kynar

BN - Black Nylon

Automotive & Biofuels Kits

NP - Natural Polypropylene HDPE - High Density Polyethylene

NK - Natural Kynar

/]

General Purpose Kits

BN - Black Nylon
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Luers and Swivel Disconnets™

M1 5 (175 M3 L “
— EEe o ‘__“_.:u— —_——— ‘—H—ﬂ._"
ot s | e | |
\_ ¥ b W bart S3Y bt VI bal 14" harty J
( LM Luet Plugs h A eme pmasy LBM-8 (male]
Luers Mini 310 Kit - | | —
Standard and Large Bore Luers e | o e | T | teestenay | s o
i | i e | 185 tons / /
EJK 310 Kit Polypropylene Crystal Vu™ i | '-.'-:““‘ «:;, vy A
. - -—f Y I
98 fittings . EJKB310PP | EJK310CVU | R e e s e ey
Animal Derivative Free Conponenets ADF Polypropylene or CrystalVu™
ADE) |- E w [y - Py
S s @J 5 .
Luers Large 312 Kit with . @ | & >
Colored Rotating Lock Luers : ¥ _ ’i/h 3
EJK 312 Kit Polypropylene Crystal Vvu™ CrystalVu™ (illustrated) or ADF Polypropylene
113fitings | EJK312PP | EJK312CVU |
Animal Derivative Free Conponenets
SAFS4 SAFG4 BAFD4 SCR SAMDS mﬂ'
s & Ry MQ {
t‘\‘:“ l-..\";x t'::““ ““ \‘\ v =

2 W88 Lt ] W ;:pm bt ] ot
BLOFR8 SLOOFE-8 SLOOFD-4 SNO-4 N4 L
314 Swivel Disconnects™ Kit in Crystal Vu™ weowen | woen | wews | wteen | wees [ i

or Natural Nylon CrystalVu™ or Nylon (lllustrated)

EJK 314 Kit Natural Nylon Crystal Vu™

assorted fittings | EJK314NN | EJK314CVU |

QROM = g = +61(0)3 9762 2034 Australian Distributors
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Fittings Kits
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Black Nylon « Polypropylene « Natural Kynar® « High Density Polyethylene

AR R e r N TT rrrrfr
sy EALT Lo
TSNS F SF TTTY T
EJK137 Kit « Barbed EJK139 Kit « Barbed EJK201 Kit « Barbed )
Couplers, Reducers & Plugs Kit Elbows & Tees Kit Elbows, Tees & Ys

For = T T 3 ’ ~

FEESARE | | ) == — = -

~E T /o = SR N

r l' A, H__W | ..... e —— = o | WP, .ﬂt .

EJK140 Kit * Threaded EJK141 Kit - Barbed EJK200 Adapter Kit
Elbows & Tees Kit Couplers & Reducers Kit

EJK 137 Kit Black Nylon |  Polypropylene | Natural Kynar® | HDPE

36 fittings - 2 per size EJK 137 BN EJK 137 PP EJK 137 NK EJK 137 HDPE
EJK 139 Kit Black Nylon ‘ Polypropylene ‘ Natural Kynar® ‘ HDPE

22 fittings - 2 per size EJK 139 BN EJK 139 PP EJK 139 NK EJK 139 HDPE
EJK 201 Kit Black Nylon Polypropylene ‘ Natural Kynar® ‘ HDPE

36 fittings - 2 per size EJK 201 BN EJK 201 PP EJK 201 NK EJK 201 HDPE
EJK 140 Kit Black Nylon ‘ Polypropylene ‘ Natural Kynar® ‘ HDPE

42 fittings - 2 per size EJK 140 BN EJK 140 PP EJK 140 NK EJK 140 HDPE
EJK 141 Kit Black Nylon ‘ Polypropylene ‘ Natural Kynar® ‘ HDPE

34 fittings - 2 per size EJK 141 BN EJK 141 PP EJK 141 NK EJK 141 HDPE
EJK 200 Kit Black Nylon | Polypropylene | Natural Kynar® | HDPE

48 fittings - 2 per size EJK 200 BN EJK 200 PP EJK 200 NK EJK 200 HDPE

BN = Black Nylon PP = Polypropylene
NK = Natural Kynar HDPE = High Density Polyethylene

(@OM == Sy 5 +61(0)3 9762 2034 | Austnlian Bistributors
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Black Nylon « Polypropylene < Natural Kynar® « High Density Polyethylene

GW http://eldonjames.com

Kit contents details can be found at
eldonjames.com
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EIbE\;JvKZ'CI)'Z Kit,:“Thlfeagfegl EJK138 Kit * Adapter Kit =I= EJK203 Kit
ows, 1ees, Nippies ug British Standard Pipe Threads
EJK 202 Kit Black Nylon Polypropylene | Natural Kynar® | HDPE

36 fittings - 2 per size EJK 202 BN EJK 202 PP EJK 202 NK EJK 202 HDPE
EJK 138 Kit Black Nylon Polypropylene ‘ Natural Kynar® ‘ HDPE

44 fittings - 2 per size EJK 138 BN EJK 138 PP EJK 138 NK EJK 138 HDPE
EJK 203 Kit Black Nylon | Polypropylene | Natural Kynar® | HDPE

48 fittings - 2 per size EJK 203 BN EJK 203 PP EJK 203 NK EJK 203 HDPE

PP Polypropylene - USP Class VI material - resistant to solvents and many
chemicals - use at temperatures < 150 °F and pressures < 122 psi @ 70 °F

NK Natural Kynar - USP Class VI, food grade material - chemical resistant,
autoclavable - use at temperatures < 226 °F and pressures < 260 psi @ 70 °F

HDPE Natural High Density Polyethylene - Low temperature, low pressure, food
grade material - pure white color. HDPE is a softer material than nylon or Kynar®.

BN Black Nylon - Utility material with good strength and impact resistance - use
at temperatures < 275 °F and pressures < 150 psi @ 70 °F
Please read properties of materials disclaimer on page 4

QROM = S35 +61(0)3 9762 2034 | AustinlisgBistributors
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Fittings Kits
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EJK148 Large Biofuels Kit

Automotive Marine and Biofuels Kits

Biofuels Kits

EJK147 Small
Biofuels Kit

Biofuels kits contain fittings made from Kynar®, which is

resistant to the organic acids present in most biofuels.

The fittings are compatible with E-85 ethanol and other

flex-fuels, as well as, biodiesel and algae produced fuels.
They are molded from a highly durable PVDF material

(Polyvinylidene Fluoride) that has a working temperature
range of -80 °F to +226 ° F.

Kit configurations and fittings sizes are the same as
those shown in the fuel line and cooling system kit illus-
trations below.

Automotive & Marine Kits

. — |
,.E!"“‘:—'—" —n Cooling System
Heater Hose Kit
EJK 145

Fuel Line Kit
#EJK 146

| Fuel Line Kit - EJK 146 |

CO-1.58N CO-2BN C0-2 58BN CO-3BMN C21.5BN YO-ZBN
30 18" 1D 5327 1D 316" 1D 18" x WE2° 1D 118" 1D

L0-1.56M LO-2BN LO-2.5B8N LO-38N C2.5-2BM YO-36MN
30 e &2 10 316D B3 x 18710 16" ID

TO-1.58N TO-2BN TO-2.568N TO-38MN C4-38M YO-4BN
¥ o 187 1D 831D e o e 14710 141D

36 Black Nylon Fittings (2 each)

Automotive Kit - EJK 145 |

TO-10GFBN CO-10GFBN C1ZA0GEBN CO-12GFEN LOA2GFEN TO-12GFEN C10.8GFBN Lo-10GFEN Lo-3GFEN Lo6GFEN LE-4GFBN
910, LD 24" =887 L0 LD T LD, 4T LD

/

COEGFEN COAGFBN
AE LD 147 LD,

CH-E0FBN CO-BOFBN Te-BGFEN
X V8D, . W,
Te-LGFBH TO-4GFBN
A% LD.

Frrr

S8 x 121D, 58710, e 4810, 14T LD,

Features: 36 Eldon James single barb premium
Glass-Filled Black Nylon fittings - 1/4", 3/8", 1/2",
5/8" & 3/4" hose IDs

36 Glass-filled Black Nylon Fittings (2 each)

QROM-H Iy +61(0)3 97622034 | Australian Bistributors
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Automotive - Stainless Steel N\
Industrial « Utility
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Transportation & Automotive Fittings

Industrial & utility fittings 160 5001
— Quality System

Biofuels Compatible Fittings Kits:
Kynar® Fittings - resistant to ethanol and
organic acids found in biofuels.

Oetiker Stainless Steel Clamps - An expanded range of sizes and con-
figurations are now available.

New Marine Fittings: produced with specially engineered thread molds that
compensate for swelling due to Nylon's hygroscopic property (its ability of to attract water mole-

cules from the surrounding environment).

BN -Temperature Range -50 °F to 275 °F ¢ Pressure 150 psi @ 70 °F
> High impact resistance and tensile strength - Resistant to fuels and lubricants
> Commonly used in fuel line, vacuum system and general purpose applications
BN - Black Nylon > Automotive industry approved material
GFBN -Temperature Range -50 °F to 275 °F ¢ Pressure 150 psi @ 70 °F

> Heat Deflection Temperature - ASTM D64: 475 °F (246 °C) @ 264 psi
> GFBN exhibits enhanced impact resistance resulting from the inclusion of glass
fibers « Commonly used in under-the-hood, heater and coolant applications.

GFBN - Glass-Filled Black Nylon - a1omotive industry approved material -
Please read disclaimer on page 4

Automotive Approvals:
Eldon James part numbers shown in the Automotive Fittings Section that have a BN suffix

are molded from materials that have the following approvals:

Automotive Approvals:
Eldon James part numbers with the GFBN suffix are molded from

materials that have the following approvals:

Australian Distributors
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Stainless Steel Fittings

Pharmaceutical - Automotive « Industrial - Dairy « Beverage

odern design combined with state-of-the-art metallurgy has enabled Eldon James to offer MIM (Metal Injec-

tion Molded) fittings in seamless configurations impossible to produce with welded fabrication. In addition,
our molybdenum bearing, austenitic 316L stainless products are far more resistant to pitting and corrosion than
those built using welded 304 stainless steel construction.

SS Adapters 316 L fittings are designed to withstand extreme conditions
316L Stainless Steel Heat ¢« Corrosion * Impact

Size ’ Part Number 316L Stainless
1/4" NPT - 1/4" [Y¥ ss 6.35 mm
1/4" NPT » 5/16" | A4-5 SS 7.94 mm
RoHS Compliant
SS Couplers Size ’ Part Number 316L Stainless
316L Stainless Steel 3.18 mm
kA C0-2.5 SS 3.97 mm
C0-3 ss 4.76 mm
ZEN CO-4 SS 6.35 mm
Co-5 ss 7.94 mm
O Co-6 ss 9.50 mm 2
C0-8 ss 12.7 mm 2
RoHS Compliant S Co-10 ss 15.9 mm &
Co-12 SS 19.0 mm %

SS Couplers - Reduction
316L Stainless Steel

Metric Hose ID

Size ’ Part Number 316L Stainless

3.18 mm « 2.38 mm

A el C2.5-1.5 SS 3.97 mm + 2.38 mm

C4-2 SS 6.35 mm « 3.18 mm

R C2-2.5 SS 6.35 mm * 3.97 mm

_ C4-3 ss 6.35 mm + 4.76 mm

RoHS Compliant 516"+ 1/4" o ss 7.94 mm « 6.35 mm
C8-4 SS 12.7 mm « 6.35 mm

VR I C12-8 SS 19.0 mm + 12.7 mm

316L Stainless Steel range of products is manufactured to meet the chemical and mechanical property
specifications of ASTM A240 and ASME SA-240

* Metric (mm) sizes shown are measured at the approximate midway point on the barb's taper. The barb's
dimension will be slightly larger at the maximum circumference and slightly smaller the barb's insert point.

QROMaIyti-—: +61(0)3 9762 2034 Australi
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Stainless Steel Fittings

SS Elbows
316L Stainless Steel

Size ‘ Part Number 316L Stainless

Metric Hose ID

3.18 mm

5/32" L0-2.5 SS 3.97 mm

L0-3 Ss 4.76 mm

1/4" LO-4 SS 6.35 mm

LO-5 Ss 7.94 mm

3/8" LO-6 SS 9.50 mm

RoHS Compliant L0-8 ss 12.7 mm
5/8" LO-10 SS 15.9 mm

LO-12 SS 19.0 mm

SS Elbow - Reduction
316L Stainless Steel

Part Number 316L Stainless Metric Hose ID

3/8" + 5/16" | RL6-5 SS 9.50 mm ¢ 7.94 mm

316 L fittings are designed to withstand extreme conditions
Heat « Corrosion * Impact

RoHS Compliant

5 SS Tees Size ‘ Part Number 316L Stainless
& 316L Stainless Steel 18" | To2 ss 3.18 mm
a T0-25 Ss 3.97 mm
.% 3/16" | T0-3 SS 4.76 mm
n TO-4 SS 6.35 mm
TO-5 SS 7.94 mm
TO-6 SS 9.50 mm
RoHS Compliant T0-8 SS 12.7 mm
TO-10 SS 15.9 mm
TO-12 SS 19.0 mm

SS Tee - Reduction
316L Stainless Steel

Part Number 316L Stainless

Metric Hose ID

3.18 mm ¢ 7.94 mm
RT6-5 SS 9.50 mm ¢ 7.94 mm
RT8-5 SS 12.7 mm ¢ 7.94 mm
RT10-5 SS 15.9 mm ¢ 7.94 mm
RT10-6 SS 15.9 mm « 9.50 mm

1/8" « 5/16"
3/8" « 5/16"
1/2" « 5/16"
5/8" « 5/16"
5/8" « 3/8"

RoHS Compliant

W RO 75 = s510)3 97622034 442

ECK o foos i _PCISR—-—__ |
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SS Y-Connectors
316L Stainless Steel

RoHS Compliant

Steel Fittings

Stainless

Part Number 316L Stainless

Metric Hose ID

5/32" 3.97 mm
7A [ YO0-3 SS 4.76 mm
5/16" | Y0-5 SS 7.94 mm
Y0-6 SS 9.50 mm
YO0-8 SS 12.7 mm

316L Stainless steel - Chemical Compatibility

83

Acetic Acid A Hydrofluoric Acid B
Acetone A Isopropyl Alcohol B
Air A Methyl Ethyl Ketone (MEK) A
Ammonia A Methanol A
Benzene B Oxygen A
Carbon Dioxide A Ozone A
Chlorine Water C Steam A
Ethanol A Sulfuric Acid B
Ethylene Glycol A Toluene A
Gasoline, Unleaded A Trichloroethylene B
Hydrochloric Acid D Water, Fresh A

A = Excellent (No Effect) B = Good (Minor Effect) C = Fair (Moderate Effect) D = Poor (Severe Effect)

NOTE:These stainless steel fittings have been developed for use with specialty tubing and hose. Applications using
rigid, high durometer, thick walled tubing or hose may require a smaller fitting; therefore, individual part sampling
is recommended prior to placing a quantity order.
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They maintain stock for most sizes of stainless steel fittings; however, due to the complex multi-stage process
involved in producing metal injected fittings, the production lead time for large quantity orders is a
minimum of 6-8 weeks.

SS Barb Specifications

Hose ID Size Metric Equivalent  Thru Hole ID  Barb Diameter Hose ID Size Metric Equivalent  Thru Hole ID  Barb Diameter
3/32" 2.38 mm .066" 152" 5/16" 7.94 mm 217" 372"

1/8" 3.18 mm .082" .180" 3/8" 9.50 mm 312" 498"
5/32" 3.97 mm .100" .215" 172" 12.7 mm .400" .619"
3/16" 4.76 mm 27" .260" 5/8" 15.9 mm 495" 743"

1/4" 6.35 mm 167" .314" 3/4" 19.0 mm .667" .956"

Data presented for properties of materials and chemical resistance is for reference only. Customer applications and
conditions of use are beyond our control; therefore, it is imperative that customers test thes Plstic Fittings products
in their specific application to determine suitability. All information is provided without implied or expressed warranty
or guarantee, None of the information provided constitutes a recommendation or endorsement of any kind.

QROM:: Sy 461(0)3 97622038 AUSH
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Automotive Materials
Excellent Tensile Strength
Automotive Approvals

Adapters - Miniature
RoHS Compliant

Adapters
10-32 UNF + 10-32 Taper « 1/4-28 UNF = 1/16" NPT 5mm +6 mm

Thread - Barb Part Number BN Thread - Barb Part Number

10-32 UNF - 3/32" | A1032-1.5-200 BN Metric Threads

10-32 UNF - 1/8" A1032-2 -200 BN 6 mm - 3/32" A6M-1.5-200 BN
A1032-2.5-200 BN ABM-2-200 BN
10-32 Taper - 3/32" A1032T-1.5 BN 6 mm « 3/16" A6M-3-200 BN
10-32 Taper « 1/8" A1032T-2 BN
10-32 Taper - 5/32" A1032T-2.5 BN
1/4-28 UNF . 1/8" A1428-2 BN Quality System

1/4-28 UNF « 5/32" | A1428-2.5 BN
1/4-28 UNF - 3/16" A1428-3-200 BN 1/16" barb size Black Nylon Adapters are listed in the
Industrial Fittings Section

1/16" NPT - 3/16" | A1-3-200 BN
AL A ROS TEREE A1-4-200 BN

Marine Fittings - see

Adapters 1/8"-1" NPT page 89
RoHS Compliant

@ d - Barb Pa be B d - Barb =F be B
E P 3 A2-2 BN 8" NP 8 A2-2 GFBN
% 1/8" NPT » 5/32" A2-2.5 BN 1/8" NPT « 5/32" A2-2.5 GFBN
= P 6 A2-3 BN S P 6 A2-3 GFBN
1/8" NPT « 1/4" A2-4 BN 1/8" NPT « 1/4" A2-4 GFBN
P 6 A2-5 BN S P 6 A2-5 GFBN
1/8" NPT - 3/8" | A2-6 BN 1/8" NPT « 3/8" | A2-6 GFBN
4" NP 8 A4-2 BN 4" NP : A4-2 GFBN
1/4" NPT » 5/32" A4-25 BN 1/4" NPT « 5/32" A4-2.5 GFBN
4 B 6 A4-3 BN 4 B 6 A4-3 GFBN
1/4" NPT « 1/4" | A4-4 BN 1/4" NPT « 1/4" | Ad-4 GFBN
4 B 6 A4-5 BN 4 B 6 A4-5 GFBN
1/4" NPT - 3/8" A4-6 BN 1/4" NPT - 3/8" A4-6 GFBN
4 P A4-8 BN 4 P A4-8 GFBN
3/8" NPT « 1/4" A6-4 BN 3/8" NPT « 1/4" A6-4 GFBN
p 5 AB-5 BN 38" NP 6 AB-5 GFBN
3/8" NPT « 3/8" | A6-6 BN 3/8" NPT « 3/8" | A6-6 GFBN
P AB-8 BN 8" NP AB-8 GFBN

I Black Nylon BN I Glass-Filled Black Nylon GFBN ‘

QROM-E: Sy +61(0)3 9762 2034 AUS
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Continued

Adapters 1/8"-1" NPT
RoHS Compliant

Thread - Barb ’ Part Number

Adapters

Thread - Barb ’ Part Number

Bulkhead Adapters \
Adapters | - e

Miniature Bulkhead Standard Size Bulkheads page 75 Barb (2))
RoHS Compliant

Barb - Barb
1 2

10-32 UNF Thread (No Flange)

’ Part Number BN

Barb - Barb
1 2

3/32" - 3/32" BH 1032 1.5-1.5-200 ‘ BN

’ Part Number

1/4" NPSM Straight Thread (With Flange)

1/2" NPT = 1/4" | A8-4 1/2" NPT - 1/4" | A8-4 GFBN
1/2" NPT - 516" [ BN 1/2" NPT - 516" [N GFBN
1/2" NPT+ 3/8" | A8-6 BN 1/2" NPT+ 3/8" | A8-6 GFBN
12" NPT - 172" [ERS BN 12" NPT - 172" R GFBN
1/2" NPT+ 5/8" | A8-10 BN 1/2" NPT+ 5/8" | A8-10 GFBN
1/2" NPT - 314" [IERP BN 1/2" NPT - 34" [[ERP GFBN
3/4" NPT« 1/4" | A12-4 BN 3/4" NPT« 1/4" | A12-4 GFBN
34" NPT - 38" [INPR BN 34" NPT - 38" [INPRS GFBN
3/4" NPT« 1/2" | A12-8 BN 3/4" NPT+ 1/2" | A12-8 GFBN
S A A12-10 BN 34" NPT - 58" [[NPRL) GFBN
3/4" NPT » 3/4" | A12-12 BN 3/4" NPT - 3/4" | A12-12 GFBN
34" NPT- 1" [INPRE BN S A RRE A12-16 GFBN
1"NPT+1" | A16-16 BN 1"NPT+1" | A16-16 GFBN

No Flange With Flange

Barb (2

3/16" « 3/16"

1/4-28 UNF Thread (No Flange)

BH 4S 3-3-200

BN

1/8" < 1/8" BH 1428 2-2-200 ‘ BN

1/4" « 3/32" ‘ BH 4S 4-1.5

BN

90° Bulkheads

90° Bulkhead - Miniature

RoHS Compliant No Flange

g = ’ Part Number

1/4-28 UNF Thread (No Flange)

Industrial Fittings Section

Barb (2

Barb - Barb ’

With Flange

Part Number

1/16" barb size Black Nylon Adapters are listed in the

ﬂ ﬁ

Barb (2

5/16-24 UNF Thread (With Flange)

1/8"+1/8" | BHL 1428 2-2200 | BN

5/32" - 5/32" | BHL516242.5-25-200 | BN

*1/16" barb size Black Nylon 90° Bulkheads are listed in the Industrial Fittings Section

G IR ONT 755 +61(0)3 9762 2034
B, = s A
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Adapters - Bulkhead

Standard :
RoHS Compiiant

Barb - Barb
1 2

Part Number

1/4" NPSM Straight Thread (With Flange)
1/4" « 1/4" BH 4S 4-4 o
5/16" » 1/4" | BH 4S 5-4 BN
5/16" - 5/16" BH 4S 5-5 BN
3/8" « 1/4" ‘ BH 4S 6-4 BN
3/8" - 5/16" BH 4S 6-5 BN

3/8" « 3/8" ‘ BH 4S 6-6 BN
Bulkhead & Panel Mount - Nuts m
Thread Spec. ’ Part Number Black Nylon Natural Nylon
10-32 UNF Thread ‘ HEX1032 HEX1032 BN HEX1032 NN
1/4-28 UNF Thread HEX1428 HEX1428 BN HEX1428 NN
5/16-24 UNF Thread ‘ HEX51624 HEX51624 BN HEX51624 NN
1/8" NPSF Straight Thread HEX1827 HEX1827 BN HEX1827 NN
1/4" NPSF Straight Thread ‘ G102-150 G102-150-78 G102-150-18

. Black Nylon BN . Glass-Filled Black Nylon GFBN

o
=
=
o
(S
o
2
=
<

Adapter Panel Mount

Miniature
RoHS Compliant

Panel Mounts

g =

No Flange Standard larger sizes on following page

With Flange

Thread - Barb ’ Part Number

1/4-28 UNF Thread (No Flange)

1/4-28 UNF - 1/16" | PM 1428-1-200 BN
RN < PM 1428-1.5-200 BN Panel Mount & Bulkhead

1/4-28 UNF  1/8" | PM 1428-2-200 BN Color Code Mounting Rings

1/4'28 UNF . 5/32" PM 1428-25'200 BN | | L\ See page 22
1/4-28 UNF « 3/16" ‘ PM 1428-3-200 BN
*1/16" barb size Black Nylon Panel Mounts are listed in the Industrial Fittings Section Large barb 1/4" NPSM sizes—>

Q@OMEJ F e +61(0)3 9762 2034 ~ Australian Mi' butors
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Adapter Panel Mounts

Standard Size
RoHS Compliant

Panel Mounts

<Miniature sizes

Thread - Barb Part Number

Thread - Barb Part Number

1/4" NPSM Straight Thread (With Flange)
1/4" NPSM - 5/32" PM 4S-2.5 BN
1/4" NPSM » 316" | PM 4S-3 BN

1/4" NPSM Straight Thread (With Flange)
1/4" NPSM - 532"  [[EIPERE GFBN
1/4" NPSM + 3/16" | PM 4S-3 GFBN
1/4" NPSM - 14" IIYRER BN TS RRVE PM 4S-4 GFBN
1/4" NPSM « 5/16" | PM 4S-5 BN 1/4" NPSM + 5/16" | PM 4S-5 GFBN

1/4" NPSM - 3/8" PM 4S-6 BN 1/4" NPSM - 3/8" PM 4S-6 GFBN
1/4" NPSM « 1/2" ‘ PM 4S-8 BN 1/4" NPSM - 1/2" PM 4S-8 GFBN

BN -Temperature Range -50 °F to 275 °F ¢ Pressure 150 psi @ 70 °F

> High impact resistance and tensile strength - Resistant to fuels and lubricants
> Commonly used in fuel line, vacuum system and general purpose applications
> Automotive industry approved material

GFBN -Temperature Range -50 °F to 275 °F « Pressure 150 psi @ 70 °F
> Heat Deflection Temperature - ASTM D64: 475 °F (246 °C) @ 264 psi
> GFBN exhibits enhanced impact resistance resulting from the inclusion of glass
fibers « Commonly used in under-the-hood, heater and coolant applications.
GFBN - Glass-Filled Black Nylon > Automotive industry approved material

BN - Black Nylon

| Please read disclaimer on page 7.

**1/16" barb size Black Nylon Couplers are listed in the Industrial Fittings Section

Couplers - Straight

>
=
o
3
2
RoHS Compliant &

Barb Size ’ Part Number Barb Size ’ Part Number
' C0-1-200* | C0-1-200
3/32" C0-1.5-200 BN 3/32" C0-1.5-200 n/a
| C0-2-200 BN | C0-2-200 wa
5/32" C0-2.5 BN 5/32" C0-2.5 GFBN
3/16" | co-3 BN 3/16" | Co-3 GFBN
C0-4 BN C0-4 GFBN
5/16" | Co5 BN | co-5 GFBN
C0-6 BN C0-6 GFBN
‘ C0-8 BN ‘ C0-8 GFBN
C0-10 BN C0-10 GFBN
‘ Co-12 BN ‘ Co-12 GFBN
C0-16 BN C0-16 GFBN

**1/16" barb size Black Nylon Couplers are listed in the Industrial Fittings Section

Q@OMEJ F e +61(0)3 9762 2034 ~ Australian Mi' butors
,; ECFS o dercrypey tea www.chromtech.net.au
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Couplers - Reduction

RoHS Compliant

Barb Sizes

3/32" « 1/16"
1/8" « 1/16"
1/8"  3/32"
5/32" « 3/32"
5/32" « 1/8"
3/16" « 1/16"
3/16" - 3/32"
3/16" « 1/8"
3/16" « 5/32"
1/4" « 116"
1/4" - 3/32"
1/4" « 1/8"
1/4" « 5/32"
1/4" « 3/16"
5/16" « 5/32"
5/16" « 1/4"
3/8" « 1/8"
3/8" « 5/32"
3/8" « 1/4"
3/8" + 5/16"
172"« 1/4"
1/2" « 5/16"
1/2" - 3/8"
5/8" « 1/4"
5/8" « 5/16"
5/8" « 3/8"
5/8" « 1/2"
3/4" « 3/8"
3/4" « 1/2"
3/4" « 5/8"
1. 1/2"
1"« 5/8"
1"« 3/4"

Reducers

‘ Part Number Barb Sizes ‘ Part Number
C1.5-1-200* 3/32" « 1/16" C1.5-1-200
' C2-1-200* = 1/8" + 1/16" | C2-1-200 n/a
C2-1.5-200 BN 1/8"  3/32" C2-1.5-200 n/a
C2.5-1.5-200 BN C2.5-1.5-200 n/a
C2.5-2 BN 5/32" « 1/8" C2.52 GFBN
C3-1-200* - 3/16" « 1/16" C3-1-200 n/a
©3-1.5-200 BN Rk - C3-1.5-200 na
©3-2.5-200 BN R 7 C3-2.5-200 na
C4-1-200* = 1/4" « 116" C4-1-200 n/a
C4-1.5-200 BN 1/4" .« 3/32" C4-1.5-200 na
C4-2.5 BN 1/4" .« 5/32" C4-25 GFBN
C5-2.5 BN 5/16" « 5/32" C5-25 GFBN
C5-4 BN 5/16" « 1/4" C5-4 GFBN
c6-2 BN 3/8" « 1/8" C6-2 GFBN
C6-2.5 BN C6-2.5 GFBN
C6-4 BN 3/8" « 1/4" C6-4 GFBN
C6-5 BN 3/8" + 5/16" C6-5 GFBN
C8-4 BN 1/2" « 1/4" C8-4 GFBN
c8-5 BN 1/2" « 5/16" C8-5 GFBN
c8-6 BN 1/2" . 3/8" C8-6 GFBN
c10-5 BN 5/8" « 5/16" c10-5 GFBN
C10-6 BN 5/8" « 3/8" c10-6 GFBN
c10-8 BN 5/8" « 1/2" c10-8 GFBN
c12-8 BN 3/4" « 1/2" ci12-8 GFBN
C12-10 BN 3/4" « 5/8" C12-10 GFBN
c16-8 BN 1" . 172" C16-8 GFBN
C16-10 BN C16-10 GFBN
C16-12 BN 1" . 3/4" C16-12 GFBN

l Black Nylon BN

. Glass-Filled Black Nylon GFBN

QROMaIyti-—: +61(0)3 9762 2034 Australi
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Cross Fittings - X's
RoHS Compliant

Barb Size ’ Part Number Barb Size ’ Part Number

X0-1-200* BN X0-1-200* GFBN
1/8" X0-2-200 BN 1/8" X0-2-200 GFEN
X0-3-200 BN X0-3-200 GFEN
1/4" X0-4 BN 1/4" X0-4 GDBN
X0-6-200 BN X0-6-200 GFEN
1/2" X0-8-200 BN 172" X0-8-200 GFEN

**1/16" barb size Black Nylon Crosses are listed in the Industrial Fittings Section

Elbows ¥S9_ 900t

RoHS Compliant ~ Quality System %

Barb Size ‘ Part Number BN Barb Size ’ Part Number

LO-1-200* BN** LO-1-200
3/32" L0-1.5-200 BN L0-1.5-200

L0-2-200 BN 1/8" L0-2-200 GFEN
5/32" L0-2.5 BN L0-2.5 GFBN

L0-3 BN 3/16" L0-3 GFEN
1/4" LO-4 BN Lo-4 GFBN

LO-5 BN 5/16" L5 GFEN
3/8" L0-6 BN LO-6 GFBN

L0-8 BN 1/2" L0-8 GFEN
5/8" LO-10 BN LO-10 GFBN

L0-12 BN 3/4" L0-12 GFBN

**1/16" barb size Black Nylon Elbows are listed in the Industrial Fittings Section

Elbows - Miniature Reduction Reduction ElIbows
RoHS Compliant -

Barb Sizes Part Number Barb Sizes Part Number

3/32" « 1/16"

1/8" < 1/16"
1/8" « 3/32"

RL1.5-1-200 BN 3/16" - 1/8" RL3-2-200
RL2-1-200 BN 1/4" « 1/8" | RL4-2-200 BN
RL2-1.5-200 BN

*1/16" barb size Black Nylon Reduction Elbows are listed in the Industrial Fittings Section

I Black Nylon BN I Glass-Filled Black Nylon GFBN ‘

QEOM e o 5w +61(0)3 9762 2034 Australian Distributors
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Reduction EIbows

Elbows - Reduction

RoHS Compliant

Barb Sizes

’ Part Number

516"+ 1/4" | RL5-4 516"+ 1/4" | RL5-4 GFBN
3/8" - 1/4" LIGES BN RL6-4 Cifzl

1/2" « 1/4" ‘ RLS-4 BN m RL8-4 GFBN
12" - 38" JREE BN 12" - 3/8" LI GFBN

Automotive Materials
Excellent Tensile Strength
Automotive Approvals

Elbows - Miniature

Threaded

RoHS Compliant 10-32 UNF « 10-32 Taper * 1/4-28 UNF « 1/16" NPT

Thread - Barb ‘ Part Number

10-32 UNF + 3/32" | L1032-1.5-200 BN \SO 9000
R PYVYRE VS 1 1032-2-200 BN Quality System
10-32 Taper + 1/8" | L1032T-2-200 BN

1/4-28 UNF - 1/8"  [[REEEEEN) BN Metric Threads

*1/16" barb size Black Nylon Threaded Elbows are listed in the Industrial Fittings Section

Elbows - Threaded

g 1/8" to 1" NPT Elbows-Threaded
g RoHS Compliant ' ' .
Qe
<
Thread - Barb ‘ Part Number Thread - Barb ’ Part Number
1/8" NPT - 1/16" | L2-1-200* 1/8" NPT - 1/16" | L2-1-200
1/8" NPT - 3/32"  JIEARENN BN 1/8" NPT - 3/32"  JIARENN] na
1/8" NPT « 1/8" ‘ L2-2 BN 1/8" NPT « 1/8" ‘ L2-2 GFBN
1/8" NPT - 5/32" IR BN 1/8" NPT - 5/32" JIEX GFBN
1/8" NPT « 3/16" \ L2-3 BN 1/8" NPT - 3/16" \ L2-3 GFBN
1/8" NPT - 1/4" N2 BN 1/8" NPT - 1/4" JEA GFBN
1/8" NPT  5/16" \ L2-5 BN 1/8" NPT - 5/16" \ L2-5 GFBN
1/8" NPT - 3/8" NIX;] BN 1/8" NPT - 3/8" NIX;] GFBN

**1/16" barb size Black Nylon Threaded Elbows are listed in the Industrial Fittings Section

. Black Nylon BN . Glass-Filled Black Nylon GFBN ‘

QDME: I35 +61(0)3 97622034 | Austinlisnistiibutors
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Elbows - Threaded

1/8" to 1" NPT (continued)
RoHS Compliant

ElIbows-Threaded

Thread - Barb ’ Part Number BN Thread - Barb ’ Part Number

1/4" NPT+ 1/8" | L4-2 BN
AR L4-2.5 BN
1/4" NPT » 3/16" | L4-3 BN
1/4" NPT - 14" [P BN
1/4" NPT » 5/16" | L4-5 BN 1/4" NPT + 5/16" | L4-5 GFBN
1/4" NPT - 3/8" IS BN 1/4" NPT - 3/8" IS GFBN
1/4" NPT+ 1/2" | L4-8 BN 1/4" NPT « 1/2" | L4-8 GFBN
3/8" NPT - 1/4" [ BN 3/8" NPT - 1/4" I GFBN
3/8" NPT + 5/16" | L65 BN 3/8" NPT + 516" | L6-5 GFBN
3/8" NPT - 3/8" [N BN 3/8" NPT - 3/8" N3 GFBN
3/8" NPT+ 1/2" | L6-8 BN 3/8" NPT+ 1/2" | L68 GFBN
1/2" NPT - 14" I BN 1/2" NPT - 1/4" B GFBN
1/2" NPT + 3/8" | L8-6 BN L8-6 GFEN
1/2" NPT - 172" R BN 1/2" NPT - 172" JERS GFBN
1/2" NPT + 5/8" | L8-10 BN 1/2" NPT » 5/8" | L8-10 GFBN
1/2" NPT - 34" TRE BN 1/2" NPT - 34" LD GFBN
3/4" NPT « 1/4" | L12-4 BN 3/4" NPT+ 1/4" | L12-4 GFBN
3/4" NPT - 3/8" RN BN 3/4" NPT - 3/8" [IREX GFBN
3/4" NPT+ 1/2" | L12-8 BN L12-8 GFBN
3/4" NPT - 5/8" [RPRL BN 3/4" NPT - 58" |[IREXD) GFBN
3/4" NPT « 3/4" | L1212 BN 3/4" NPT » 3/4" | L12-12 GFBN
3/4"NPT-1" [RERL BN 3/4" NPT -1" [RPR[L GFBN
1" NPT+ 3/4" | L16-12 BN 1"NPT « 3/4" | L16-12 GFBN
1"NPT-1" [JRLRE BN 1"NPT-1" | RLRE GFBN

1/4" NPT » 1/8"
1/4" NPT - 5/32"

1/4" NPT » 3/16"

1/4" NPT - 1/4"

L4-2
L4-2.5 GFBN
L4-3 GFBN
L4-4 GFBN

>
C
=
o
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o
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Marine Fittings - see page 89

Garden Hose Adapter Garden Hose Thread
RoHS Compliant g :

Size ’ Part Number

Thread - Barb ’ Part Number BN

3/4" GH « 1/4" | A12GH-4 BN 3/4" GH - 5/8" | A12GH-10 BN
kIl T A A12GH-6 BN Il T A12GH-12 BN
‘ 3/4" GH « 1/2" ‘ A12GH-8 BN 3/4"GH+1" | A12GH-16 BN

I Black Nylon BN I ‘

Q@OM—EI &y +61(0)3 9762 2034 ‘"“’W
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Nipples - UNF & NPT
RoHS Compliant

Pipe Nipples

Thread Size ’ Part Number Thread Size ‘ Part Number
1/8" NPT | N2 1/8" NPT | N2
1/4" NPT W\Z BN 1/4" NPT W\Z GFBN
3/8" NPT | N6 BN 3/8" NPT | N6 GFEN
12" NPT [[{E} BN 12" NPT [ GFBN
3/4" NPT | N12 BN 3/4" NPT | N12 GFBN
1" NPT JNE BN 1" NPT B GFBN

Nipples

Reduction & Conversion
RoHS Compliant

Conversion Nipples

Thread - Thread ‘ Part Number

1/4" NPT + 1/8" NPT | RN4-2 1/4" NPT + 1/8" | RN4-2 GFBN

3/8" NPT - 1/8" NPT [ % BN 3/8" NPT - 1/8" NPT [N GFBN

3/8" NPT + 1/4" NPT | RN6-4 BN 3/8" NPT + 1/4" NPT | RN6-4 GFBN

1/2" NPT - 1/8" NPT [l BN 1/2" NPT - 1/8" NPT |G GFBN
o 1/2" NPT + 1/4" NPT | RN8-4 BN 1/2" NPT + 1/4" NPT | RN8-4 GFBN
= 1/2" NPT - 3/8" NPT [0S BN 1/2" NPT - 3/8"  [EIERS GFBN
E 1"NPT + 3/4" NPT | RN16-12 BN 1"NPT + 3/4" NPT | RN16-12 GFBN
=

Panel Mount Plug

Plug - Straight Thread
RoHS Compliant

Thread - Style ’ Part Number
1/4" NPSM - Straight | PMP4S BN
. Black Nylon BN . Glass-Filled Black Nylon GFBN

Q@ CP I == 735 +61(0)3 97622034 | Austialian Blstributors
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Plugs - Insert Insert Plugs
RoHS Compliant : .

Barb Size ‘ Part Number Barb Size Part Number

3/32" P0-1.5-200 BN 1/4" P0-4 BN
5/32" P0-2.5-200 BN 1/2" P0-8 BN

*1/16" barb size Black Nylon Insert Plugs are listed in the Industrial Fittings Section

Plugs - Threaded

NPT & UNF
RoHS Compliant

Threaded Plugs

Thread Size ‘ Part Number Thread Size ‘ Part Number

10-32 UNF P1032-200 10-32 UNF P1032-200
1/4-28 UNF P1428-200 BN 1/4-28 UNF P1428-200 GFBN
1/16" NPT P1 BN 1/8" NPT P2 GFBN
1/8" NPT P2 BN 1/4" NPT P4 GFBN
1/4" NPT P4 BN 3/8" NPT P6 GFBN
3/8" NPT P6 BN 1/2" NPT P8 GFBN
1/2" NPT P8 BN 3/4" NPT P12 GFBN
3/4" NPT P12 BN 1" NPT P16 GFBN
1" NPT P16 BN
>
=1
o
3
o
=
(0]
RoHS Compliant "
**1/16" barb size Black Nylon Tees are listed in the Industrial Fittings Section
Barb Size ‘ Part Number Barb Size ‘ Part Number GFBN
1/16" TO-1-200* 1/16" T0-1-200 n/a
3/32" T0-1.5-200 BN 3/32" T0-1.5-200 n/a
1/8" T0-2-200 BN T0-2-200 n/a
T0-2.5 BN 5/32" TO-2.5 GFBN
3/16" TO-3 BN 3/16" TO-3 GFBN
TO-4 BN 1/4" TO-4 GFBN
5/16" TO-5 BN 5/16" TO-5 GFBN
TO0-6 BN 3/8" TO-6 GFBN
TO-10 BN 5/8" TO-10 GFBN
3/4" TO-12 BN TO-12 GFBN
TO-16 BN 1" TO-16 GFBN

Q@OM—H S g $61(0)3 9762 2034 ‘““’_'W
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Tees - Asymmetric
RoHS Compliant

Barbs (A) - Barb (B)

1/4" « 3/32"

Asymmetric Tees

Tees - Miniature Reduction

RoHS Compliant

1/16" « 3/32"

(2) Run - (1) Leg ’ Part Number

1/16" « 1/8"

1/8" < 1/16"

1/8" « 3/32"

1/8" « 5/32"

1/8" - 3/16"

a
Part Number [ A #
\
LRT4-1.5-200
*1/16" barb size Black Nylon Asymmetric Tees are listed in the Industrial Fittings Section
Tee Reductions i
(2) Run - (1) Leg ‘ Part Number
RT1-1.5-200 LTkPAT A RT2.5-6
RT1-2-200 BN 1/4" « 3/32" | RT4-1.5-200 BN
RT2-1-200 BN LR TERSS RT4-2-200 BN
RT2-1.5-200 BN 1/4" - 3/16" | RT4-3-200 BN
RT2-2.5-200 BN
RT2-3-200 BN
RT2-4-200 BN

1/8" « 1/4"

*1/16" barb size BN Miniature Reduction Tees are listed in the Industrial Fittings Section

ECRTTY

Quality System

Tees - Reduction

Standard
RoHS Compliant

(2) Run - (1) Leg ’ Part Number BN (2) Run - (1) Leg ‘ Part Number GFBN
W OLTERES RT4-10 BN W OLTERES RT4-10 GFBN
RT6-2.5 BN RT6-2.5 GFBN
<IN VA RT6-4 BN 3/8" « 1/4" NUE GFBN
L/ZARNTA [ RT8-5 BN L/PARRTA [ RT8-5 GFBN
5/8" « 5/16" NEUNIES BN 5/8" « 5/16" NEUNIES GFBN
KIC T RT12-6 BN RIC KT RT12-6 GFBN
3/4"« 1/2" | RT12-8 BN 3/4"«1/2" | RT12-8 GFBN
KIC N RT12-10 BN RIC N RT12-10 GFBN
1"« 5/8" | RT16-10 BN 1"« 5/8" | RT16-10 GFBN

Q@OME: I35 +61(0)3 97622034 | AustinlisnBiatributors
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Tees - Threaded S0 A
1/8" to 1" NPT 900 **1/16" barb size Black Nylon Threaded Tees are
RoHS Compliant Quality System listed in the Industrial Fittings Section

Thread - Barbs ’ Part Number Thread - Barbs ’ Part Number

1/8" NPT - 1/8" | T2-2 BN 1/8" NPT « 1/8" | T2-2

1/8" NPT - 5/32"  HPEE~ES BN 1/8" NPT « 5/32"  WPEE~ZXS GFBN

1/8" NPT « 3/16" | T2-3 BN 1/8" NPT « 3/16" | T2-3 GFBN

1/8" NPT - 1/4" QPR BN LVE ) 1 O VU T2-4 GFBN

1/8" NPT « 5/16" | T2-5 BN 1/8" NPT « 5/16" | T2-5 GFBN

1/8" NPT - 3/8" WA BN 1/8" NPT - 3/8" WG] GFBN

1/4" NPT - 1/8" | T4-2 BN 1/4" NPT « 1/8" | T4-2 GFBN

1/4" NPT - 5/32" NSRS BN 1/4" NPT - 5/32" WSS GFBN

1/4" NPT » 3/16" T4-3 BN 1/4" NPT - 3/16" T4-3 GFBN

1/4" NPT - 1/4" Qg2 BN 1/4" NPT - 1/4" RE*A GFBN

1/4" NPT « 5/16" T4-5 BN 1/4" NPT « 5/16" T4-5 GFBN

1/4" NPT - 3/8" HNE=SS] BN 1/4" NPT - 3/8" NESS] GFBN

1/4" NPT « 1/2" T4-8 BN 1/4" NPT - 1/2" T4-8 GFBN

3/8" NPT - 1/4" R BN 3/8" NPT - 1/4"  RIEZ: GFBN

3/8" NPT « 5/16" | T6-5 BN 3/8" NPT « 5/16" | T6-5 GFBN

3/8" NPT - 3/8" NIES] BN 3/8" NPT - 3/8" NI GFBN
3/8" NPT« 1/2" | T6-8 BN 3/8" NPT« 1/2" | T6-8 GFBN

Tees - Threaded Tees-Threaded

1/8"to 1" NPT
RoHS Compliant

>
C
=
o
3
o
=P
<
D

Thread - Barbs ’ Part Number GFBN

Thread - Barbs ’ Part Number

1/2" NPT « 1/4"

1/2" NPT - 1/4" | T8-4 GFBN

1/2" NPT - 3/8" HEES] BN 1/2" NPT - 3/8" NEES] GFBN
1/2" NPT« 1/2" | T8-8 BN 1/2" NPT - 1/2" | T8-8 GFBN

T8-10 BN 12" NPT - 58" QLRI GFBN

T8-12 BN 1/2" NPT « 3/4" | T8-12 GFBN

T12-4 BN 3/4" NPT - 1/4"  REPA GFBN

T12-6 BN 3/4" NPT - 3/8" | T12-6 GFBN

T12-8 BN 3/4" NPT - 1/2" REPE GFEN
T12-10 BN T12-10 GFBN
T12-12 BN 3/4" NPT - 3/4" RRPER GFEN
T12-16 BN 3/4"NPT+1" | T12-16 GFEN
T16-12 BN 1" NPT - 34" BRLRE GFEN
T16-16 BN 1"NPT+1" | T16-16 GFEN

1/2" NPT - 5/8"

1/2" NPT « 3/4"

3/4" NPT - 1/4"

3/4" NPT - 3/8"

3/4" NPT - 1/2"
3/4" NPT - 3/4"
3/4" NPT « 1"
1" NPT - 3/4"
1"NPT + 1"

QROM-E: Sy +61(0)3 9762 2034 AUS
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'S0 “goot Y Connectors
Y-Connectors @ ; /
RoHS Compliant Quality System

Size ’ Part Number Size ’ Part Number

3/32" Y0-1.5 BN 3/32" Y0-1.5 n/a
1/8" Y0-2 BN Y0-2 GFBN
3/16" Y0-3 BN 3/16" Y0-3 GFBN
3/8" Y0-6 BN 3/8" Y0-6 GFBN
1/2" Y0-8 BN Y0-8 GFBN
5/8" Y0-10 BN 5/8" Y0-10 GFBN

**1/16" barb size Black Nylon Ys are listed in the Industrial Fittings Section

Y sizes for up to 1" hose ID - see page 37

Y-Reduction / Reduct:ons

RoHS Compliant

(2) Barbs - (1) Barb ‘ Part Number (2) Barbs - (1) Barb Part Number

| 1/4" « 3/8" | RY4-6 1/4" + 3/8"
*Additional Y Reduction sizes are available in the Natural Materials section - page 38

QEOM e o 5w +61(0)3 9762 2034 Australian Distributors
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Adapters - BSPT
RoHS Compliant

Adapters

S LA

zah= British Threaded - BSPT Fittings

Thread - Barb ‘ Part Number Thread - Barb ’ Part Number

1/8" NPT - 532" [[VERN) BN 1/8" NPT - 5/32" [P0 GFEN

1/8" NPT - 516" [0S BN 1/8" NPT - 5/16" [P GFEN

1/4" NPT - 18" [YEE BN W RR ] A4B-2 GFBN
A4B-2.5 BN A4B-2.5 GFEN
1/4" NPT - 3/16" [N BN 1/4" NPT - 316" [V GFEN

1/4" NPT - 516" [N BN 1/4" NPT - 5/16" [V GFEN

1/4" NPT - 12 JYEE BN 14" NPT - 172" YR GFEN

3/8" NPT - 516" [oh BN 3/8" NPT - 516" o GFEN

3/8" NPT - 3/8" | AGB-6 BN 3/8" NPT+ 3/8" | A6B-6 GFEN

38" NPT - 12" YL BN 3/8" NPT - 12" R GFEN

2

Y
A

Elbows - BSPT
RoHS Compliant

SN
:ﬂ British Threaded - BSPT Fittings

aAllowoINy

Thread - Barb ‘ Part Number BN Thread - Barb Part Number

1/8" BSPT - 1/8" | L2B-2 BN
1/8" BSPT - 5/32" [N BN 1/8" BSPT - 5/32" [ RN3 GFBN
L2B-4 BN 1/8" BSPT » 1/4" | L2B-4 GFBN
1/8" BSPT - 5/16" -0 BN 1/8" BSPT - 5/16" N5 GFBN
1/4" BSPT - 1/8" -3 BN 1/4" BSPT - 1/8" I3 GFEN
1/4" BSPT - 316" K BN 1/4" BSPT - 3/16" JII-K GFBN
L4B-4 BN 1/4" BSPT « 1/4" | L4B-4 GFEN
1/4" BSPT - 5/16" 005 BN 1/4" BSPT - 516" N5 GFBN
1/4" BSPT - 1/2" NS BN 1/4" BSPT - 1/2" [JIINS GFBN
L6B-4 BN 3/8" BSPT « 1/4" | L6B-4 GFBN
3/8" BSPT - 516" [0S BN 3/8" BSPT - 5/16" N3 :h: GFBN
3/8" BSPT - 1/2" LR BN 3/8" BSPT - 1/2" [N GFBN

QROM:: Sy 461(0)3 97622038 AUSH
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Tees - Threaded
BSPT RoHS Compliant

AN

= British Threaded - BSPT Fittings

Thread - Barbs ’ Part Number Thread - Barbs ‘ Part Number

1/8" BSPT - 5/32" | T2B-2.5 1/8" BSPT - 5/32" | T2B-2.5 GFEN
1/8" BSPT - 1/4"  RED) BN 1/8" BSPT - 1/4"  REED GFBN
1/8" BSPT - 3/8" | T2B-6 BN 1/8" BSPT - 3/8" | T2B-6 GFBN
1/4" BSPT - 532" QIERN BN 1/4" BSPT - 5/32" QU GFBN
1/4" BSPT - 3/16" | T4B-3 BN 1/4" BSPT - 3/16" | T4B-3 GFBN
1/4" BSPT - 1/4" QP10 BN 1/4" BSPT - 1/4" QP GFBN
1/4" BSPT - 5/16" | T4B-5 BN 1/4" BSPT - 5/16" | T4B-5 GFBN
1/4" BSPT - 38" [P BN 1/4" BSPT - 38" QPR GFBN
1/4" BSPT - 1/2" | T4B-8 BN 1/4" BSPT - 1/2" | T4B-8 GFEN
38" BSPT - 1/4"  QIER: BN 38" BSPT - 1/4"  QIER: GFBN
3/8" BSPT + 516" | T6B-5 BN 3/8" BSPT + 5/16" | T6B-5 GFBN
3/8" BSPT - 3/8" RS BN 3/8" BSPT - 3/8"  IERS GFBN
3/8" BSPT + 1/2' | T6B-8 BN 3/8" BSPT + 1/2' | T6B-8 GFBN
% % Plugs

BSPT RoHS Compliant slm
Z o

= British Threaded - BSPT Fittings

o
=
©
S
o
e
5
<C

Thread Size Thread Size ‘ Part Number

1/8" BSPT 1/8' BSPT | P2B
1/4" BSPT 2L BN 1/4" BSPT JI2k: GFBN
3/8" BSPT | P6B BN 3/8" BSPT | P6B GFBN

Approximate Thread Pitch Length of Useful Threads
1/8" BSPT 28 .0357 Inches .250 Inches
1/4" BSPT 19 .0526 Inches .380 Inches
3/8" BSPT 19 .0526 Inches .390 Inches

BSPT - British Standard Pipe Thread Tapered

BSPT threads are based on the Whitworth thread form, which is designed to provide a pressure-tight fit through mating of
the threads. This is accomplished by cutting the threads on a taper. Because they are tapered, the thread can only screw

into the companion female thread a certain distance before it jams. The standard specifies this distance as a length based
on hand-tight engagement; however, a convenient rule-of-thumb for plastic threads is: finger-tight plus 1/2 to 1 turn with a

wrench. Do not over-tighten plastic threads - stress on the fitting can result in its failure.

Automotive Industry Approved Materials: BN Excellent Tensile Strength «+ GFBN High Impact Resistance

. Black Nylon BN . Glass-Filled Black Nylon GFBN ‘
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Marine Fittings

Marine fittings are made from the same grade of impact resistant Glass-Filled Black Nylon as our auto-
motive fittings on the preceding pages; however, special thread molds are used to compensate for nylon
threads' tendency to swell in wet conditions. For marine applications requiring non-threaded, barbed
fittings, standard automotive fittings may be used.

Adapters 3/4" NPT

Marine Adapters
RoHS Compliant .

Thread - Barb Part Number

3/4" NPT - 3/8" A12-6 GFBN-ALU GFBN
3/4" NPT « 1/2" A12-8 GFBN-ALU GFBN
3/4" NPT - 5/8" A12-10 GFBN-ALU GFBN

3/4" NPT - 1" A12-16 GFBN-ALU GFBN

Elbows 1/4" NPT Marine ElIbows
RoHS Compliant : g

Thread - Barb Part Number

1/4" NPT . 5/32" L4-2.5 GFBN-ALU GFBN %
1/4" NPT - 5/16" L4-5 GFBN-ALU GFBN
1/4" NPT - 1/2" L4-8 GFBN-ALU GFBN

Tees 1/4" NPT

Marine Tees
RoHS Compliant _

Thread - Barb Part Number

1/4" NPT . 5/32" T4-2.5 GFBN-ALU GFBN
1/4" NPT « 1/4" T4-4 GFBN-ALU GFBN
1/4" NPT - 5/16" T4-5 GFBN-ALU GFBN
1/4" NPT » 3/8" T4-6 GFBN-ALU GFBN
1/4" NPT - 1/2" T4-8 GFBN-ALU GFBN

Q@OM—H S g $61(0)3 9762 2034 ‘““’_'W
*; ECH v Forcr 3 pey tea www.chromtech.net.au

Website NEW : www.chromalytic.net.au E-mail : @ net.au Tel: 03 9762 2034 . .. in AUSTRALIA




A EIRON oo < i g
ECK v fccs pyLa :

Website NEW : Iytic.net.au E-mail : info@ch h.net.au Tel: 03 9762 2034 . .. in AUSTRALIA




101

Industrial & Utility Materials

Temperature Range -80 °F to 226 °F (108 °C)
Pressure 260 psi @ 70 °F

Gray PVDF (Kynar) fittings withstand exposure to adverse conditions and exhibit
[ Gray Kynar (PVDF) ] excellent thermal stability to 150 °C or higher when not under pressure. They
are resistant to a very wide range of chemicals, as well as, organic acids gen-
erated in the production of biofuels. Kynar is compatible with technologies that
consume or produce ethanol and biodiesel. It is stronger than many other
plastic materials including: nylon, polypropylene and polyethylene. PVDFE
fittings are sold in 100 unit multiples only.

Gray PVDF Biofuels Kits - Large and small biofuels kits contain an assort-
ment of common configurations and barb sizes. See page 69

Biofuels Kit

i Temperature Range -9 °F to 150 °F (66 °C)
p— L ’_- Pressure 125 psi @ 70 °F

White Polypropylene fittings offer a low cost alternative when compared with
[ White Polypropylene (WP) ] other materials. The bright white material has a wide range of uses where
pressures and temperatures are moderate. Due to its bright white color, the
fittings present a clean appearance. WP fittings are sold in 100 unit multiples

only.

' Temperature Range -50 °F to 275 °F (135 °C)
— L. P‘- Pressure 125 psi @ 70 °F

White Nylon offers good tensile strength and good thermal stability at tem-
[ White Nylon (WN) ] peratures to 135° C. Nylon is one of the most widely used plastic materi-

als due to its durability and relatively low cost. It is an excellent choice for
handling a variety of fluids. It also has wide application in moderate pressure
pneumatic applications.

Temperature Range -50 °F to 275 °F (135 °C)
* Pressure 150 psi @ 70 °F
Black Nylon is one of the most widely used industrial and utility materials.
Black Nylon (BN) Most black nylon fittings are made from the same ultra-tough nylon as our
automotive fittings; however, some miniature sizes are molded from the same
material as Natural Nylon with a black colorant added. Nylon fittings are fre-
quently used in automotive vacuum and fuel line applications, as well as for
general fluid handling. Nylon has good chemical resistance, but please check
compatibility before determining its suitability for your application. Black Nylon

fittings are available in kits - see pages 67-69
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[ Material lot traceability certificates are available for Black Nylon fittings ]
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Industrial Materials

Adapters
Adapters phil) :
Miniatur
RoHSa gjor?]p“am 1032 UNF « 10-32 Taper » 1/4-28 UNF » 1/16" NPT

Thread - Barb Part Number

10-32 UNF « 1/16" ‘ A1032-1-200 PVDF WP WN BN
(2R V][R TR AN A1032-1.5-200 PVDF WP WN BN
10-32 UNF - 1/8" ‘ A1032-2-200 PVDF WP WN BN
[ 7RV | SRNTR VAN A1032-2.5-200 PVDF WP WN BN
10-32 Taper < 1/16" ‘ A1032T-1-200 PVDF wp WN BN
[P ET IO A A1032T-1.5-200 PVDF WP WN BN
10-32 Taper « 1/8" ‘ A1032T-2-200 PVDF wp WN BN
(PR ET IR AN A1032T-2.5-200 PVDF WP WN BN
1/4-28 UNF - 1/16" ‘ A1428-1-200 PVDF WP WN BN
1/4-28 UNF - 3/32" WNEZERRE20) PVDF WP WN BN
1/4-28 UNF « 1/8" ‘ A1428-2-200 PVDF WP WN BN
V2P AU [ SRR A A1428-2.5-200 PVDF WP WN BN
1/4-28 UNF - 3/16" ‘ A1428-3-200 PVDF WP WN BN
1/16" NPT - 3/16"  WL\EeEZ0) PVDF WP WN BN
1/16" NPT « 1/4" ‘ A1-4-200 PVDF WP WN BN

5 mm « 6 mm Metric Threads
6 mm - 3/32" | ABM-1.5-200 PVDF wp WN BN
le:. A6M-2-200 PVDF WP WN BN
6 mm « 3/16 A6M-3-200 PVDF wp WN BN

>
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PVDF and WP sold in units of 100 or 500 pieces

Adapters - 1/8" to 1" NPT
. \SO gp0t
RoHS Compliant NPT Adapters @
Quality System

Thread - Barb ‘ Part Number
1/8" NPT 1/8" | A2-2 R wp | WN BN
l Gray Kynar® PVDF . White Polypropylene WP . White Nylon WN I Black Nylon BN
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Adapters - 1/8" to 1" NPT Adapters

RoHS Compliant

PVDF and WP sold in units of 100 or 500 pieces
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Thread - Barb ‘ Part Number PVDF wp
| 1/8" NPT 532" | A2-2.5 PVDF wp WN BN
1/8" NPT - 3/16"  WaVEX] PVDF WP WN BN
| 1/8" NPT » 1/4" | A2-4 PVDF wp WN BN
1/8" NPT - 5/16"  WEVES PVDF WP WN BN
| 1/8' NPT+ 38" | A2:6 PVDF wp WN BN
1/4" NPT - 1/8" [0 PVDF wp wN BN
1/4" NPT - 5/32" | A4-2.5 PVDF we WN BN
1/4" NPT - 3/16" VR PVDF wp wN BN
| 1/4" NPT « 1/4" | Ad-4 PVDF we WN BN
1/4" NPT - 5/16" VRS PVDF wp WN BN
| 1/4" NPT + 3/8" | A4-6 PVDF wp WN BN
1/4" NPT - 1/2" VRS PVDF wp WN BN
| 3/8" NPT+ 1/4" | A6-4 PVDF wp WN BN
3/8" NPT - 516" RS PVDF wp WN BN
| 3/8" NPT 3/8" | A6-6 PVDF wp WN BN
38" NPT - 172" R PVDF wp WN BN
| 1/2" NPT « 1/4" | A8-4 PVDF wp WN BN
1/2" NPT - 5/16"  WRES PVDF WP WN BN
| 1/2' NPT+ 3/8" | A8-6 PVDF wp WN BN
A8-8 PVDF WP WN BN
| 1/2' NPT+ 58" | A8-10 PVDF wp WN BN
1/2" NPT - 3/4"  JERP PVDF wp WN BN
| 3/4" NPT+ 1/4" | A12-4 PVDF wp WN BN
A12-6 PVDF WP WN BN
| 3/4" NPT+ 1/2" | A12-8 PVDF wp WN BN
3/4" NPT - 58"  [LNPRLl PVDF wp WN BN
| 3/4" NPT - 3/4" | A12-12 PVDF wp WN BN
A12-16 PVDF WP WN BN
| 1"NPT+1" | A16-16 PVDF wp WN BN

Adapters

Miniature Bulkhead
RoHS Compliant

Barb - Barb

Part Number PVDF

1 p3

Bulkhead Adapters

10-32 UNF Thread (No Flange)

Barb (1)

1/16" - 1/16" BH 1032 1-1-200 special order

special order WN

BN

3/32"+ 3/32" | BH 1032 1.5-1.5-200 special order

special order WN

BN

Q@ EPIVT - & 5 w5 +61(0)3 9762 2034 Australian Distributors
- ——: ECH vor Farcr 3 pey Lea www.chromfech.net.au
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Adapters

Miniature Bulkhead
RoHS Compliant

Bulkhead Adapters

PVDF and WP sold in units of 100 or 500 pieces

Part Number PVDF wpP

Barb - Barb
1 2

1/4-28 UNF Thread (No Flange)
1/8" - 1/8" BH 1428 2-2-200 ‘ special order ‘ special order ‘ WN ‘ BN

Barb (1)

Bulkhead Adapters

Adapters

Miniature Bulkhead

RoHS Compliant PVDF and WP sold in units of 100 or 500 pieces Barb @)

Part Number PVDF wpP

Barb - Barb
1 2

1/4" Straight NPSM Thread (With Flange)

3/16" - 3/16" BH 4S 3-3-200 ‘ special order ‘ special order ‘ WN ‘ BN

Standard size Bulkhead Adapters page 95

Barb (1)

2 90° Bulkhead - Miniature 90° Bulkhead

% RoHS Compliant : .

B Barb (2)
g Barb - Barb

z ard = Bar Part Number PVDF

) 1 P

2

1/4-28 UNF Thread (No Flange)
1/8" « 1/8" BHL 1428 2-2-200 ‘ special order ‘ special order ‘ WN ‘ BN

Barb (1)

90° Bulkhead - Miniature
RoHS Compliant

Birb : Bgrb Part Number PVDF
5/16-24 UNF Thread (With Flange)
5/32" « 5/32" ‘ BHL 51624 2.5-2.5-200 ‘ special order ‘ special order ‘ WN BN

Special Order - non-inventory items may restricted to higher minimum quantity requirements

. Gray Kynar® PVDF B white Polypropylene wp [ white Nylon wN [} B'ack Nyion BN ‘

( H& OM e g 5w +61(0)3 9762 2034 A“’WJ‘:?*—"- Distributors
,_————"“ ECFS o dercrypey tea www.chromtech.net.au
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Adapters - Bulkhead

Standard
RoHS Compliant

Barb (1)

Bulkhead Standard

Keyway feature prevents rotation when used in a keyed hole Barb (2)
Barb - Barb

1 2 Part Number PVDF wp

1/4" NPSM Straight Thread (With Flange)

WSRRIZ BH 4S 4-4 PVDF wp WN BN
| 516"+ 1/4" | BH 4S 5-4 PVDF wp WN BN

ARG R BH 4S 5-5 PVDF wP WN BN
| 3/8" - 1/4" | BH 4S 6-4 PVDF wp WN BN

TG DR BH 4S 6-5 PVDF wP WN BN
3/8"+ 3/8" | BH 4S 66 PVDF wp WN BN

Oetiker clamps and pincers page 63-65
One of the largest selections of clamps in the USA

MR

=3
o
C
3
o
G
Bulkhead & Panel Mount - Nuts c
E
Thread Spec. ‘ Part Number BN
| 10-32 UNF Thread | HEX1032 HEX1032 BN HEX1032 NN
X R HEX1428 HEX1428 BN HEX1428 NN
| 5/16-24 UNF Thread | HEX51624 HEX51624 BN HEX51624 NN
1/8" NPSF Straight Thread  Jal=.QL:7¥4 HEX1827 BN HEX1827 NN
| 1/4" NPSF Straight Thread | G102-150 G102-150-78 G102-150-18
. Gray Kynar® PVDF I White Polypropylene WP l White Nylon WN l Black Nylon BN

Q@ EPIVT - & 5 w5 +61(0)3 9762 2034 Australian Distributors
- ——: ECH vor Farcr 3 pey Lea www.chromfech.net.au
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Bulkhead - Color Code Clips

Part Number

Standard Bulkhead Clip Rings
Fit Standard Size Bulkheads Only

‘SCR BLN‘ SCR YN ‘ SCR BN ‘ SCR OR ‘ SCR WN ‘ SCR GN ‘ SCR RN ‘ SCRPN

Material: Colored Nylon

Miniature Panel Mount and Bulkhead Mounting Rings - Page 22

Adapter Panel Mount

Miniature
RoHS Compliant

Thread - Barb ‘

Blue Yellow Black Orange

Panel Mount

Part Number PVDF

| 1/4-28 UNF Thread (No Flange)
‘ 1/4-28 UNF « 1/16" ‘ PM 1428-1-200 PVDF special order WN BN
1/4-28 UNF . 3/32" PM 1428-1.5-200 PVDF special order WN BN
‘ 1/4-28 UNF « 1/8" ‘ PM 1428-2-200 PVDF special order WN BN
1/4-28 UNF . 5/32" PM 1428-2.5-200 PVDF special order WN BN
1/4-28 UNF « 3/16" ‘ PM 1428-3-200 PVDF special order WN BN
Continued —>
/ N

Tubing

>
=
E
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)
S
=
@

>
©
=

/ Anti-Rotation Device

TYVVTPIvYY

Clamp Placement Single Barb Fittings

M AAAAALLAAL

Large Radius of Barb
Eldon James 'Single Barb' fittings allow tubing to be compressed behind the barb. This cre-

ates a seal that is far more secure than what can be achieved using fittings with multiple barb
configurations (sawtooth design).

Q@OM—F: g +61(0)3 9762 2034
& __; ECHI10109ym Lad www.chromtech.net.au
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Adapter Panel Mounts Panel Mount

Standard Size
RoHS Compliant

Standard Size

Thread - Barb ‘ Part Number PVDF wpP

‘ 1/4" NPSM Straight Thread (With Flange)
1/4" NPSM . 5/32" PM 4S-2.5 PVDF WP WN BN
| 1/4" NPSM + 3/16" | PM 4S-3 PVDF wp WN BN
1/4" NPSM . 1/4" PM 4S-4 PVDF WP WN BN
| 1/4" NPSM + 5/16" | PM 4S-5 PVDF WP WN BN
1/4" NPSM . 3/8" PM 4S-6 PVDF WP WN BN
| 1/4" NPSM + 1/2" | PM 458 PVDF WP WN BN
. Gray Kynar® PVDF . White Polypropylene WP . White Nylon WN I Black Nylon BN

Handy Clamps - offer the most economical
clamping solution available.

* No special tools required
e Easily removed and reusable
e Strong, lightweight nylon material

Page 59
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Couplers - Straight
RoHS Compliant

PVDF and WP sold in units of 100 or 500 pieces

Couplers

Barb Size ‘ Part Number PVDF wP
| 1/16" ' C0-1-200 PVDF special order WN BN
C0-1.5-200 PVDF special order WN BN
| 1/8" ' C0-2-200 PVDF special order WN BN
C0-2.5 PVDF special order WN BN
‘ 3/16" ‘ CO0-3 PVDF special order WN BN
C0-4 PVDF special order WN BN
‘ 5/16" ‘ CO0-5 PVDF special order WN BN
C0-6 PVDF special order WN BN
‘ 1/2" ‘ CO0-8 PVDF special order WN BN
C0-10 PVDF special order WN BN
‘ 3/4" ‘ Co0-12 PVDF special order WN BN
— C0-16 PVDF special order WN BN
Couplers - Reduction Reducers

RoHS Compliant

PVDF and WP sold in units of 100 or 500 pieces

Barb Sizes ‘ Part Number PVDF wP

3/32" + 1/16" | C1.5-1-200 PVDF special order WN BN
1/8" - 1/16" C2-1-200 PVDF special order WN BN
1/8" « 3/32" ‘ C2-1.5-200 PVDF special order WN BN
C2.5-1.5-200 PVDF special order WN BN
5/32" + 1/8" c25-2 PVDF special order WN BN
5/16" - 5/32" C5-2.5 PVDF special order WN BN
3/16" « 1/16" C3-1-200 PVDF special order WN BN
m C3-2 PVDF special order WN BN
3/16" « 5/32" ‘ C3-2.5-200 PVDF special order WN BN
1/4" « 1/16" C4-1-200 PVDF special order WN BN
| 1/4" - 3/32" | C4-1.5-200 PVDF special order WN BN
C4-2 PVDF special order WN BN
‘ 1/4" « 5/32" ‘ C4-2.5 PVDF special order WN BN
C4-3 PVDF special order WN BN
‘ 5/16" « 5/32" ‘ C5-2.5 PVDF special order WN BN
5/16" « 1/4" C5-4 PVDF special order WN BN
‘ 3/8" + 1/8" ‘ C6-2 PVDF special order WN BN
C6-2.5 PVDF special order WN BN
‘ 3/8" « 1/4" ‘ Co6-4 PVDF special order WN BN
3/8" « 5/16" C6-5 PVDF special order WN BN

l Gray Kynar® PVDF |l White Polypropylene WP Jlf White Nylon wN B Biack Nyion BN \

Q@OM—HIV =i 6103 97622034 | AuctalianBistnbutors
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Couplers - Reduction
RoHS Compliant (continued)

Reducers

Barb Sizes Part Number
| 12"+ 1/4" | C8-4 PVDF wp WN BN
C8-5 PVDF WP WN BN
| 1/2'-3/8" | C86 PVDF wp wN BN
| 58"+5/16" | C10-5 PVDF wp WN BN

5/8" « 3/8" c10-6 PVDF WP WN BN
| 58"-1/2" | C10-8 PVDF wp WN BN
C12-6 PVDF WP WN BN
| 34"+ 1/2" | C12-8 PVDF WP WN BN

3/4" - 5/8" C12-10 PVDF WP WN BN
| 1"« 1/2" | C16-8 PVDF wp WN BN

1" . 5/8" C16-10 PVDF WP WN BN
1"« 3/4" ‘ C16-12 PVDF WP WN BN

Cross Fittings - X's
RoHS Compliant

PVDF and WP sold in units of 100 or 500 pieces

Barb Size ‘ Part Number PVDF wP §-
| 1/16" ' X0-1-200 PVDF wp WN BN =
1/8" X0-2-200 PVDF WP WN BN @
3/16" | X0-3-200 PVDF wp WN BN =
1/4" X0-4 PVDF WP WN BN <
| 3/8" | X0-6-200 PVDF wp WN BN
1/2" X0-8-200 PVDF WP WN BN

Elbows - Equal
RoHS Compliant

Barb Size ‘ Part Number PVDF wpP BN

‘ 1/16" ‘ L0-1-200 PVDF WP WN BN
3/32" L0-1.5-200 PVDF WP WN BN

1/8" ‘ L0-2-200 PVDF WP WN BN

5/32" L0-2.5 PVDF WP WN BN

| 3/16" |L0-3 PVDF wp WN BN

Continued —>
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Elbows - Equal
RoHS Compliant (continued)

Barb Size ‘ Part Number PVDF wP WN BN

| 1/4" | L0-4 PVDF WP WN BN
5/16" LO-5 PVDF WP WN BN

| 3/8" 'L0-6 PVDF wp wN BN
1/2" LO-8 PVDF WP WN BN

| 5/8" | L0-10 PVDF wp wN BN
3/4" LO-12 PVDF WP WN BN

‘ 1" ‘ LO-16 PVDF WP WN BN

Reduction EIbows
Elbows - Miniature Reduction ¢
RoHS Compliant

E Barb Sizes ‘ Part Number PVDF
5
® 3/32" « 1/16" ‘ RL1.5-1-200 PVDF WP WN BN
© VAR TR RL2-1-200 PVDF WP WN BN
£ 1/8" - 3/32" | RL2-1.5-200 PVDF wp WN BN
=
Barb Sizes ‘ Part Number PVDF WP WN BN
3/16" « 1/8" ‘RL3-2-200 PVDF special order WN BN
1/4" « 1/8" QJIN:E] PVDF special order WN BN

Special Order - non-inventory items may be restricted to higher minimum quantity requirements

PVDF and WP sold in units of 100 or 500 pieces

. Gray Kynar® PVDF I White Polypropylene WP l White Nylon WN l Black Nylon BN

QROM_H L3 xS +610)3 9762 2035 | Austrmliamistibutors

& ? Ec”nologym Leat www.chromtech.net.au
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Elbows - Reduction
RoHS Compliant

Reduction EIbows

(Continued) . , .
PVDF and WP sold in units of 100 or 500 pieces

Barb Sizes ‘ Part Number PVDF wP

516"+ 1/4" | RL5-4 PVDF WP WN BN
3/8" « 1/4" RL6-4 PVDF WP WN BN
1/2" « 1/4" ‘ RL8-4 PVDF WP WN BN
1/2" - 3/8" RL8-6 PVDF WP WN BN

Elbows

Threaded Miniature
RoHS Compliant

10-32 UNF « 10-32 Taper « 1/4-28 UNF « 1/16" NPT

Elbows-Threaded

Thread - Barb ‘ Part Number PVDF wpP
10-32 UNF - 1/16" ‘ L1032-1-200 PVDF WP WN BN
10-32 UNF . 3/32" L1032-1.5-200 PVDF WP WN BN
‘ 10-32 UNF « 1/8" ‘ L1032-2-200 PVDF WP WN BN
10-32 Taper - 1/8" L1032T-2-200 PVDF WP WN BN
‘ 1/4-28 UNF - 1/8" ‘ L1428-2-200 PVDF WP WN BN
Q@OM—H L3 w5 +61(0)3 9762 2034 | Ausimion@ieibutors
,_————"“ ECFS o dercrypey tea www.chromtech.net.au
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Elbows - Threaded

1/8" to 1" NPT
RoHS Compliant

Elbows-Threaded

PVDF and WP sold in units of 100 or 500 pieces

Thread - Barb ‘ Part Number PVDF wp WN BN
| 1/8" NPT + 1/16" | L2-1-200 PVDF wp WN BN
1/8" NPT . 3/32" L2-1.5-200 PVDF WP WN BN
| 1/8" NPT+ 1/8" | L2-2 PVDF wp WN BN
L2-2.5 PVDF WP WN BN
| 1/8" NPT - 3/16" | L2-3 PVDF wp WN BN
1/8" NPT - 1/4" L2-4 PVDF WP WN BN
| 1/8" NPT - 5/16" | L2-5 PVDF wp WN BN
L2-6 PVDF WP WN BN
| 1/4" NPT+ 1/8" | L4-2 PVDF WP WN BN
L4-2.5 PVDF WP WN BN
| 1/4" NPT - 3/16" | L4-3 PVDF WP WN BN
L4-4 PVDF WP WN BN
| 1/4" NPT - 5/16" | L4-5 PVDF WP WN BN
1/4" NPT - 3/8" L4-6 PVDF WP WN BN
| 1/4" NPT+ 1/2" | L4-8 PVDF WP WN BN
L6-4 PVDF WP WN BN
| 3/8" NPT + 516" | L6-5 PVDF wp WN BN
L6-6 PVDF WP WN BN
| 3/8" NPT+ 1/2" | L6-8 PVDF wp WN BN
g 1/2" NPT - 1/4" L8-4 PVDF WP WN BN
: | 1/2" NPT - 3/8" | L8-6 PVDF wp WN BN
= 1/2" NPT - 1/2" L8-8 PVDF WP WN BN
= | 1/2" NPT - 5/8" | L8-10 PVDF wp WN BN
é L8-12 PVDF WP WN BN
a | 3/4" NPT« 1/4" | L12-4 PVDF wp WN BN
3/4" NPT - 3/8" L12-6 PVDF WP WN BN
| 3/4" NPT« 1/2" | L12-8 PVDF wp WN BN
3/4" NPT - 5/8" L12-10 PVDF WP WN BN
| 3/4" NPT+ 3/4" | L12-12 PVDF wp WN BN
L12-16 PVDF WP WN BN
| 1"NPT + 3/4" | L16-12 PVDF WP WN BN
1" NPT - 1" L16-16 PVDF WP WN BN
. Gray Kynar® PVDF . White Polypropylene WP . White Nylon WN I Black Nylon BN

( H& OM e g 5w +61(0)3 9762 2034 A“’WJ‘:?*—"- Distributors
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Website NEW : www.chromalytic.net.au E-mail : net.au Tel: 03 9762 2034 . .. in AUSTRALIA




Garden Hose

Garden Hose Adapter
RoHS Compliant

Thread - Barb ‘ Part Number PVDF

3/4" GH » 1/4" | A12GH-4 nia

AN RS A12GH-6 na nia WN BN

3/4"GH - 1/2" | A12GH-8 na nia WN BN

Rz cl, BRI A12GH-10 n/a n/a WN BN

3/4" GH » 3/4" | A12GH-12 na nia WN BN
KIZac], KR A12GH-16 n/a n/a WN BN

Pipe Nipples
Nipples - UNF & NPT , 2 2
RoHS Compliant

Thread Size Part Number
1/8" NPT | N2 PVDF WP WN BN
1/4" NPT R\ZS PVDF WP WN BN
3/8" NPT | N6 PVDF wp WN BN
1/2" NPT R\G] PVDF WP WN BN
3/4" NPT | N12 PVDF wp WN BN
1" NPT N16 PVDF WP WN BN

113

Tubing

/ Anti-Rotation Device

|Clamp Placement

Single Barb Fittings

M AAAAALLAAL LAAAALALAA,;

Large Radius of Barb

Torque Spec. for Plastic Threads: finger tight plus 1/2 to 1 turn with a wrench

Q@ EPIVT - & 5 w5 +61(0)3 9762 2034 Australian Distributors
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Nipples

Reduction & Conversion
RoHS Compliant

Conversion Nipples

PVDF and WP sold in units of 100 or 500 pieces

Thread « Thread ‘ Part Number PVDF wP
1/4" NPT « 1/8" NPT ‘ RN4-2 PVDF wp WN BN
3/8" NPT - 1/8" NPT Ral\[E PVDF wpP WN BN
3/8" NPT « 1/4" NPT ‘ RN6-4 PVDF wp WN BN
1/2" NPT - 1/8" NPT QRiNeE~ PVDF WP WN BN
1/2" NPT « 1/4" NPT ‘ RN8-4 PVDF wp WN BN
1/2" NPT - 3/8"NPT RRINEES PVDF wpP WN BN

1" NPT « 3/4" NPT ‘ RN16-12 PVDF WP WN BN

Insert Plugs

Plugs - Insert
RoHS Compliant

Barb Size Part Number
‘ 1/16" ‘ P0-1-200 PVDF WP WN BN
P0-1.5-200 PVDF WP WN BN
| 1/8" | P0-2-200 PVDF wp WN BN
P0-2.5-200 PVDF WP WN BN
| 3/16" ' P0-3-200 PVDF wp WN BN
PO-4 PVDF WP WN BN
| 3/8" | P0-6 PVDF wp WN BN
P0-8 PVDF wp WN BN

Thread Size ‘ Part Number PVDF

| 10-32 UNF | P1032-200 PVDF
P1428-200 PVDF wp wN BN
| 1/8" NPT P2 PVDF wp WN BN
P4 PVDF WP WN BN
| 3/8" NPT ' P6 PVDF wp WN BN
P8 PVDF wp WN BN
| 3/4" NPT P12 PVDF wp WN BN
1" NPT P16 PVDF WP WN BN

Plugs - Threaded

NPT & UNF
RoHS Compliant

Plugs-Threaded

QROM = g = +61(0)3 9762 2034 Australian Distributors
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Tees - Equal Barb

RoHS Compliant

Barb Size

1/16"
3/32"
1/8"
5/32"
3/16"
1/4"
5/16"
3/8"
12"
5/8"
3/4"

Tees - Miniature Asymmetric

RoHS Compliant

PVDF and WP sold in units of 100 or 500 pieces

‘ Part Number PVDF wp WN BN
| T0-1-200 PVDF WP WN BN
T0-1.5-200 PVDF wp WN BN
‘ T0-2-200 PVDF WP WN BN
T0-2.5 PVDF WP WN BN
‘ TO-3 PVDF wp WN BN
TO-4 PVDF WP WN BN
‘ TO-5 PVDF wp WN BN
TO-6 PVDF wp WN BN
‘ TO-8 PVDF wp WN BN
TO-10 PVDF wp WN BN
‘ TO-12 PVDF WP WN BN
TO-16 PVDF wp WN BN

Barbs (A) - Barb (B) ‘ Part Number

1/4" - 3/32" LRT4-1.5-200

special order

Asymmetric Tees

special order

Special Order - non-inventory items may be restricted to higher minimum quantity requirements

. Gray Kynar® PVDF

l White Polypropylene WP

. White Nylon WN

. Black Nylon BN

QROM—H 5 +61(0)3 9762 2034
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Tees-Reduction

Tees - Miniature Reduction
RoHS Compliant

PVDF and WP sold in units of 100 or 500 pieces

(2) Run - (1) Leg ‘ Part Number

VA RO TR PR RT1-1.5-200 PVDF WP WN BN
1/16" « 1/8" ‘ RT1-2-200 PVDF WP WN BN
VR VA RT2-1-200 PVDF WP WN BN
1/8" + 3/32" | RT2-1.5-200 PVDF wp WN BN
VEROTEPARE RT2-2.5-200 special order special order WN BN

‘ 1/8" « 3/16" ‘ RT2-3-200 special order special order WN BN
VEROR TE SR RT2-4-200 special order special order WN BN
| 1/4" + 3/32" | RT4-1.5-200 PVDF wp wN BN

/SRR RT4-2-200 PVDF wp WN BN
1/4"+3/1 | RT4-3-200 PVDF WP WN BN

Tees - Reduction

Standard Size
RoHS Compliant

Tees-Reduction

(2) Run - (1) Leg Part Number

> 14"+ 3/8" | RT4-6 PVDF wp WN BN
= 1/4" - 5/8" LGESIY PVDF wp WN BN
® 3/8" - 5/32" | RT6-2.5 PVDF wp WN BN
£ 3/8" - 1/4" U PVDF wp WN BN
3
©
<

Tees - Reduction

Standard (continued) Tees-Reduction
RoHS Compliant

(2) Run - (1) Leg ‘ Part Number

1/2" « 1/4" ‘ RT8-4 PVDF WP WN BN
1/2" « 5/16" RRIEES) PVDF WP WN BN

1/2"+ 3/8" | RT8-6 PVDF WP WN BN
m RT10-5 PVDF WP WN BN
5/8"+ 3/8" | RT10-6 PVDF wp WN BN
m RT12-6 PVDF WP WN BN
3/4"+1/2" | RT12-8 PVDF WP WN BN
m RT12-10 PVDF WP WN BN

| 1"+ 5/8" | RT16-10 PVDF wp wN BN

QROM = g = +61(0)3 9762 2034 Australian Distributors
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Tees - Threaded

1/8" to 1" NPT

Tees-Threaded
RoHS Compliant - =

Thread - Barbs ‘ Part Number WN BN

1/8" NPT - 1/8" | T2-2 PVDF WP WN BN
1/8" NPT - 532" RPN PVDF wp WN BN
1/8" NPT - 3/16" | T2-3 PVDF WP WN BN
1/8" NPT - 1/4" T2-4 PVDF WP WN BN
1/8" NPT - 5/16" | T2-5 PVDF WP WN BN
1/8" NPT - 3/8" T2-6 PVDF WP WN BN
1/4" NPT - 1/8" | T4-2 PVDF WP WN BN
1/4" NPT - 532" RPN PVDF wp WN BN
1/4" NPT - 3/16" | T4-3 PVDF WP WN BN
1/4" NPT - 1/4" T4-4 PVDF WP WN BN
1/4" NPT - 5/16" | T4-5 PVDF WP WN BN
1/4" NPT - 3/8" T4-6 PVDF WP WN BN
1/4" NPT - 1/2" | T4-8 PVDF WP WN BN
3/8" NPT - 1/4" T6-4 PVDF WP WN BN
3/8" NPT » 5/16" | T6-5 PVDF wp WN BN
3/8" NPT - 3/8" T6-6 PVDF WP WN BN
3/8" NPT« 1/2" | T6-8 PVDF WP WN BN
1/2" NPT - 1/4" T8-4 PVDF WP WN BN
1/2"NPT-3/8 | T86 PVDF WP WN BN
1/2" NPT - 1/2" T8-8 PVDF WP WN BN
1/2"NPT-5/8 | T8-10 PVDF WP WN BN
1/2" NPT - 3/4" T8-12 PVDF WP WN BN

5
Q
c
7
o
=
L
¢
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=
E
<

Clamping Solutions - See Pages: 63-65 Ela "g ﬁé Qo

" Eldon James stocks one of the largest assortments of clamp sizes in the USA
In addition, a variety of special purpose sizes and styles are available by special order.

l Gray Kynar® PVDF . White Polypropylene WP . White Nylon WN I Black Nylon BN

Qgpma g +61(0)3 9762 2034 ““""’Wm"
& ? Ec”"ologym Leat www.chromtech.net.au
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Tees - Threaded

1/8" to 1" NPT (continued)
RoHS Compliant

Tees-Threaded

Thread - Barbs ‘ Part Number PVDF wP WN BN

‘ 3/4" NPT « 1/4" ‘ T12-4 PVDF WP WN BN
3/4" NPT - 3/8" MRPEG PVDF WP WN BN

‘ 3/4" NPT « 1/2" ‘ T12-8 PVDF WP WN BN
T12-10 PVDF WP WN BN
‘ 3/4" NPT « 3/4" ‘ T12-12 PVDF WP WN BN
3/4" NPT - 1" REPA[] PVDF WP WN BN

1" NPT « 3/4" | T16-12 PVDF wp WN BN

RNV A T16-16 PVDF wp WN BN

Y Connectors

Y-Connectors
RoHS Compliant

PVDF and WP sold in units of 100 or 500 pieces

Part Number PVDF wp

Size

116" | Y0-1 PVDF wp WN BN

3/32" Y0-1.5 PVDF WP WN BN

1/8" ‘ Y0-2 PVDF WP WN BN

3/16" Y0-3 PVDF WP WN BN

1/4" ' Yo-4 PVDF wp WN BN

3/8" Y0-6 PVDF WP WN BN

>
5=
E
)
)
IS
o
=
(7]
S
S
=

1/2" ‘ Y0-8 PVDF WP WN BN

5/8" Y0-10 PVDF WP WN BN

Y sizes for up to 1" hose ID - see page 37

Y-Reduction Y Reduction

RoHS Compliant

(2) Barbs - (1) Barb Part Number PVDF

| 1/4" « 3/8"

RY4-6 | PVDF
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Adapters
BSPT RoHS Compliant

Adapters

\

a= British Threaded - BSPT Fittings

Thread - Barb ‘ Part Number PVDF wP

1/8' BSPT - 1/8" | A2B-2 PVDF wp WN BN

UV - IRV VA A2B-2.5 PVDF wp WN BN

| 1/8" BSPT » 1/4" | A2B-4 PVDF wp WN BN
1/8" BSPT - 5/16"  WaVA=ES PVDF wp WN BN

| 1/8" BSPT + 3/8" | A2B-6 PVDF wp WN BN
A4B-2 PVDF wp WN BN
| 1/4" BSPT + 532" | A4B-2.5 PVDF wp WN BN
1/4" BSPT - 3/16" QUi PVDF wP WN BN

| 1/4" BSPT » 1/4" | A4B-4 PVDF wp WN BN
1/4" BSPT - 5/16"  JRUI=EG PVDF wP WN BN

| 1/4" BSPT + 3/8" | A4B-6 PVDF wp WN BN
A4B-8 PVDF wp WN BN
| 3/8" BSPT - 1/4" | A6B-4 PVDF wp WN BN
AR AL A6B-5 PVDF wp WN BN

| 3/8" BSPT - 3/8" | A6B-6 PVDF wp WN BN

3/8" BSPT - 1/2" A6B-8 PVDF WP WN BN

74
AN

Plugs
BSPT RoHS Compliant

AN

&= British Threaded - BSPT Fittings

=3
o
C
w0
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Thread Size Part Number PVDF wpP

1/8' BSPT | P2B PVDF WP WN BN
1/4" BSPT P4B PVDF WP WN BN
3/8" BSPT ‘ P6B PVDF WP WN BN

Threads / Inch

Approximate Thread Pitch

Length of Useful Threads

1/8" BSPT 28 .0357 Inches .250 Inches
1/4" BSPT 19 .0526 Inches .380 Inches
3/8" BSPT 19 .0526 Inches .390 Inches

BSPT - British Standard Pipe Thread Tapered

BSPT threads are based on the Whitworth thread form, which is designed to provide a pressure-tight fit through mating of
the threads. This is accomplished by cutting the threads on a taper. Because they are tapered, the thread can only screw

into the companion female thread a certain distance before it jams. The standard specifies this distance as a length based
on hand-tight engagement; however, a convenient rule-of-thumb for plastic threads is: finger-tight plus 1/2 to 1 turn with a

wrench. Do not over-tighten plastic threads - stress on the fitting can result in its failure.

QROM = g = +61(0)3 9762 2034 Australian Distributors
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Elbows - Threaded
BSPT RoHS Compliant

AN

as British Threaded - BSPT Fittings

Thread - Barb

Part Number PVDF wP

| 1/8' BSPT - 1/8" | L2B-2 PVDF wp WN BN
1/8" BSPT - 5/32"  JWeizirXs) PVDF wp WN BN

| 1/8" BSPT - 1/4" | L2B-4 PVDF wp WN BN
L2B-5 PVDF wp WN BN
| 1/8" BSPT + 3/8" | L2B-6 PVDF wp WN BN
1/4" BSPT - 1/8" g% PVDF wp WN BN

| 1/4" BSPT - 532" | L4B-2.5 PVDF wp WN BN
L4B-3 PVDF wp WN BN
| 1/4" BSPT - 1/4" | L4B-4 PVDF wp WN BN
L4B-5 PVDF wp WN BN
| 1/4" BSPT + 38" | L4B-6 PVDF wp WN BN
1/4" BSPT - 1/2"  QERZZRS PVDF wp WN BN

| 3/8" BSPT - 1/4" | L6B-4 PVDF wp WN BN
L6B-5 PVDF wP WN BN
| 3/8" BSPT - 3/8" | L6B-6 PVDF wp WN BN
3/8" BSPT - 1/2"  NEG=R:] PVDF wp WN BN

Lz
2N

Tees - Threaded
BSPT RoHS Compliant

/)

L}

zah= British Threaded - BSPT Fittings

>,
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Thread - Barbs ‘ Part Number PVDF wpP

1/8" BSPT « 5/32" T2B-2.5 PVDF WP WN BN

1/8" BSPT - 1/4" T2B-4 PVDF WP WN BN

‘ 1/8" BSPT « 3/8" | T2B-6 PVDF WP WN BN
1/4" BSPT - 5/32" T4B-2.5 PVDF WP WN BN

| 1/4" BSPT - 3/16" | T4B-3 PVDF wp WN BN
T4B-4 PVDF WP WN BN
| 1/4" BSPT - 5/16" | T4B-5 PVDF wp WN BN
1/4" BSPT - 3/8" T4B-6 PVDF WP WN BN

‘ 1/4" BSPT « 1/2" ‘ T4B-8 PVDF WP WN BN
T6B-4 PVDF WP WN BN
| 3/8" BSPT + 5/16" | T6B-5 PVDF we WN BN
3/8" BSPT - 3/8"  WI=E5 PVDF WP WN BN

| 3/8" BSPT« 1/2" | T6B-8 PVDF we WN BN

Q@ EPIVT - & 5 w5 +61(0)3 9762 2034 Australian Distributors
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d 4*=‘*"'£’t‘“‘ﬂ~ ) Chemical Resistance

i |
‘F‘c.u..p. R //:cm.

| 0 { [\

A Excellent (no effect)
B Good (minor effect)
C Fair (moderate effect)
D Poor (severe effect)

(2) Satisfactory to 48 °C 120 °F -
(@)
-0
m

3> w
o) >
™ =
P2 4
(1) Satisfactory to 22 °C 72 °F ) Z
Z
T %
Chemical Z G
Z n

2
2
Y

9
)
m

poame A A A D m A A

Acetic Acid:
80%
20%
Glacial
Vapors

Acetre | D B | A D | A D | A A
Aorylonitdle A A_| A D __Al___Al___- Al

Alcohols:
Benzyl
Ethyl
Isopropyl
Methyl
Propyl

T S B N R S Y S S A
Aummbois | A a2 | a1 Bt A | A A o1
amns & & | o b @ | - | o A
Ammonammyross | A e | am D A A D A
AmmonumAce A A A - A - - oA
AmmonumCatorats | & e | A - A A D &
Ammonumtyroice | A A A D A | A G m_

Please read disclaimer at end of section
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e Chemical Resistance
P R T
Nt el 1oy

A Excellent (no effect)
B Good (minor effect)
C Fair (moderate effect)
D Poor (severe effect)

(2) Satisfactory to 48 °C 120 °F

3> w
=) >
I\ .
z 4
(1) Satisfactory to 22 °C 72 °F ) z
m Z
— [y
2 B
2 [4p)

=

x L
. =) (% Z
Chemical m m %

wnmonumpersutwe | A a2 0 - A A D &

Ammonium Phosphate:
Dibasic
Monobasic
Tribasic

Ammonium Sufate | A | Al A A | A A | Bl B
Asphat | - | A A D Bl A | B A
BarumSufte | B | B2 A D | Bl A | B2 Bl
Benzee D D M D | D A A B
BenzoicAdd | A AL D B B A B B
Begh - - A - | D A | D A
BoroAdd | A | A B - | A A | A A
Butadre | D D C D C A | A A _
Butanol (BuylAlooho) | - | B2 B Bl | Al A | A Al
BuylEther | - | - A2 - | D AL D A
BuyicAdd | D D C D | B A | A B2

Please read disclaimer on page 129

G FARONT - 75 = +61(0)3 9762 2034

ECH o fcoos pyta
Website NEW : wwvw.chromalytic.net.au E-mail : info@chromtech.net.au Tel: 03 9762 2034 . . . in AUSTRALIA




124

Chemical Resistance

= Tensile Strength @ Yield and Elongation @ Break Unchanged to 60 °C (140 °F)

+
— = No Data Available

A Excellent (no effect)

B Good (minor effect)

C Fair (moderate effect)

D Poor (severe effect)

(1) Satisfactory to 22 °C 72 °F

(2) Satisfactory to 48 °C 120 °F

Chemical
Calcium Chloride 30% in water A B2 A1l - A2 A D B2
Calcium Hydroxide 10% A + A - A A A B
Calcium Hydroxide (saturated) A - A - A A - B
Calcium Hypochlorite 30% A + - - A A - B
Calcium Nitrate B Al Al A2 A2 A2 D B2
Calcium Oxide + B1 B - A A A A
Calcium Sulfate + B1 D A2 A A D B
Carbolic Acid (Phenol) - D D D B A1 D B
Carbon Dioxide (dry) + Al Al - A2 A A Al
Carbon Monoxide + A2 A1l - A B A A
Carbonated Water - A A - B - A A
Carbonic Acid B B2 A1l A1l A A B1 A
Chlorine Water C B1 C1 — D B D C
Chlorine, Anhydrous Liquid C D D C D A1l A1l C
Chlorine (dry) B D D — D A D B
Chloroacetic Acid A D D D C1 A1l D Al
Chlorobenzene (mono) D C1 D D C1 A1l D B
Chlorobromomethane - A C - A - - -
Chlorosulfonic Acid D D D C1 D D D B2
Citric Acid A D Al Al A A B1 A2
Citric Oils B - - - A - B A
Clorox® (bleach) - - A - D A - -
Coffee + + A - A - A A
Copper Chloride + + D - A A A D
Copper Sulfate 5% A A2 D A1l A A D B
Cresols D C1 D D D A2 D A
Cyclohexane D B1 A B D A Al A
Cyclohexanone B D A D D D A A2
Detergents A A1 A1l A A A1 A1
Dextrin A + — — A A — B
Diacetone Alcohol A A A1 D A1l D - B
Dichloroethane C C1 A1l D D A A1l B

Please read disclaimer on page 129
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A Excellent (no effect)
B Good (minor effect)
C Fair (moderate effect)
D Poor (severe effect)

(1) Satisfactory to 22 °C 72 °F
(2) Satisfactory to 48 °C 120 °F

Chemical

Diesel Fuel D

Diethyl Ether D

Diethylamine D D A D Al D B A
Disodium Phosphate A - - - A A - A
Ethane + - D - D A A1l A1
Ethanol A B A1l B2 A A A1l A
Ethanolamine - - A - D C1 D A
Ether D D A - D B1 - A
Ethyl Acetate A A A2 D A1l D A B
Ethyl Benzoate B C2 - D B1 D - -
Ethyl Chloride ] C1 Al D D A A1l A
Ethyl Ether D D Al - D A2 Al B
Ethylene Glycol A A2 A B1 A A B B
Ethylene Oxide B A A1l C1 D A D B
Fatty Acids A D A1l B1 A A A A
Ferric Chloride D A1l A A2 A A D D
Ferric Nitrate + A2 A1l A1l A A D B
Ferric Sulfate + A2 A1l A1l A A D A
Ferrous Sulfate + A2 D A1l A A D B

Formaldehyde:

A D A Al A A A2 A

A B D A2 C A A A
Formic Acid A D D Al Al A A2 A1
Fruit Juice + A A - B A D A
Fuel Oils C B Al B1 A B A A
Furfural A D B D D B2 A B
Gallic Acid A A A - A A1 - B
Gasoline (high aromatic) B A A A A A B A
Gasoline (unleaded) B - A2 A2 C1 A A A2
Glucose A A2 A A1l A A A A
Glue P.V.A. A Al Al - - - A A2
Glycerine A A1l A1l A2 A A A A

G IR ONT 755 +61(0)3 9762 2034

Website NEW : www.chromalytic.net.au E-mail : info@
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L

A Excellent (no effect)
B Good (minor effect)
C Fair (moderate effect)
D Poor (severe effect)

w
)
2
o
z
Z
(2) Satisfactory to 48 °C 120 °F ?v\
n
4

S
93 73
0|
(1) Satisfactory to 22 °C 72 °F % QO
o
>, o
)
w A

Z

a5 .

S % 5
Chemical m m Z

GlycolicAdd<70% |+ |+ - - | A B | A A
He@re ¢ o B D Bl A | A A
Hydraulic Ol (petrolevm) | A C A - | D A | B A
Hydrage 0 | + - D  C A | B A
Hydrochloric Acd 100% D0 .+ D D B A D D

Hydrofluoric Acid
Hydrofluoric Acid < 50%
Hydrofluoric Acid 75%
Hydrofluoric Acid 100%

tyotuostccAcaze | B s | o | - A A | o B
ogenGas A se s m A A - A

Hydrogen Peroxide

Z
2
x

Hydrogen Peroxide 10%
Hydrogen Peroxide 30%
Hydrogen Peroxide 50%
Hydrogen Peroxide 100%

HydrowyacetioAid70% | - | A - - | - A | A -
lodine (naloho) | B B C - | - A | D -
lsopropylAcetate | B | B B D | Bl D | D A
Kerosne B  C A D | B A | A A
Lecquer Thiner | D | A | Al | B | D | - | D | A

Please read disclaimer on page 129
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A Excellent (no effect)
B Good (minor effect)
C Fair (moderate effect)
D Poor (severe effect)

PS) 3
17 7
S 3
(1) Satisfactory to 22 °C 72 °F ’E% Qo
(2) Satisfactory to 48 °C 120 °F (@) £
z )
) Z
m m

ER!
Chemical m m

Geqer | o A m | D b 0 | D A
wex o+ | m | - m | A | 8 a
[ O 0 O O B S O B Y
Ummpross | o - - o - - | - g

Lye:

Z
2
Y

KOH Potassium Hydroxide
NaOH Sodium Hydroxide
CaOH; Calcium Hydroxide

Magnesium Bisulfate | - | - A A AR - - AL
Magnesium Hydroxide | B | A2 B Al A A | A Al
Methgne | - | - A - | A A | A A
Metnyl Chloride | - ¢ B D D A | B A
Methyl Isobutyl Ketone | o | C B D | A D | - B
Metylamne | - AL - - | A C | D A
Mk |+ A A A B A | A A
MonochloroacetioAdd | O | - D D | - | B | D Al
Morpholine |+ | - | A2 D | B2 Bl | - | Al

Please read disclaimer on page 129

G FARONT - 75 = +61(0)3 9762 2034

ECH o fcoos pyta
Website NEW : wwvw.chromalytic.net.au E-mail : info@chromtech.net.au Tel: 03 9762 2034 . . . in AUSTRALIA




¢

~— ~i \ i U

i v ‘h“‘k‘“-..___ d J
: 9_!'=m'-ﬁ!£*,g,_! SN Chemical Resistance
I
T YOS e on, facny
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A Excellent (no effect)
B Good (minor effect)
C Fair (moderate effect)
D Poor (severe effect)

3 3
! =
5
(1) Satisfactory to 22 °C 72 °F % QO
(2) Satisfactory to 48 °C 120 °F O £
z T
B2\ s
m m

w
[N
A [
P2 4
9  Z
m
R
Z n

Z 0

T 2 2

. S 9 % Z
Chemical m = > )

Neptha | - | A A B B A | A A

Nitric Acid
Nitric Acid (5-10%)
Nitric Acid (20%)
Nitric Acid (50%)

Niwopenzene | D | C B D | B A | C B
NiwousOdde - ¢ c - D D | - B

Oils:

Citric

Corn

Cottonseed

Crude Oil

Diesel Fuel (20, 30, 40, 50)
Fuel (1, 2, 3, 5A, 5B, 6)
Silicone

Turbine

Oecaa | o ce | A | - | m | A | A A

PechorcAs | o 8 o - ¢ A | o o
el | o 8 | o | e m A | 8 &
Prosprorcacs(<io | A A B A A 8 | D o

Plating Solutions
Copper Sulfate Bath R.T.

Please read disclaimer on page 129
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Chemical Resistance

= Tensile Strength @ Yield and Elongation @ Break Unchanged to 60 °C (140 °F)

1- = No Data Available

A Excellent (no effect)

B Good (minor effect)

C Fair (moderate effect)

D Poor (severe effect)

(1) Satisfactory to 22 °C 72 °F

(2) Satisfactory to 48 °C 120 °F

Chemical

- - A — A - - C
- — A - A - - A

Potassium Bicarbonate B A A1 — A B - B
Potassium Bromide B A A1 A1 A A A B
Potassium Chloride A A1l A1l A A A A Al
Potassium Dichromate B A B1 A1 A A A B1
Potassium Ferricyanide + A2 B1 — A2 A2 B1 B1
Potassium Hydroxide A A C1 D A A A A1l
Potassium lodide B B1 A1 — A2 A2 - A1l
Potassium Nitrate B A B1 A1l A A A B
Potassium Permanganate A A D A2 A1l A A B
Propane (liquefied) D C1 A1l C1 A A A A
Propylene Glycol A B2 A B1 A2 - B B
Pyridine D B1 C1 D A2 D B A
Quinine + + - - - - - -
Resorcinal - B2 D B1 A2 - - -
Rosins B B1 A1l — A2 - B A1l
Salicylic Acid + B2 A1l A1l A1l A D B2
Sea Water A A2 A2 A2 A A A C
Shellac (Orange) - A1l A1l - A - A A
Silicone + + A1l A2 A A A A
Silver Bromide — A — — — — C D
Silver Nitrate A A A1l A2 A1l A A B
Soap Solutions B D A1l A1l A A1l A A1l
Sodium Acetate A A B1 A1l A A B B1
Sodium Benzoate B A2 B1 A2 A2 A2 - -
Sodium Bicarbonate A A2 A A2 A A A Al
Sodium Bisulfate B A2 A1l A1l A A B C
Sodium Bisulfite B A2 C1 A1l A A C B1
Sodium Borate (Borax) B A2 A1l A1l A2 A - B
Sodium Bromide + A2 B1 - - A2 A C
Sodium Carbonate A B2 B1 A2 A A Al A

Please read disclaimer on page 129
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A Excellent (no effect)
B Good (minor effect)
C Fair (moderate effect)
D Poor (severe effect)

S S
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(1) Satisfactory to 22 °C 72 °F ?}) Qo
(2) Satisfactory to 48 °C 120 °F O <
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A [dp)

E %
Chemical = 5

SoumCnoe | . | B | o A A A A | B
sommparosame | -~ A - - - -

Sodium Hydroxide
(20%)
(50%)
(80%)

Sodum Hypocnorte (0% C B2 | o - 8 A D D
somumtwae 8 A M - A A A &
sodumPoyprospras B A | m - A A B &
soumsume . s | A s A | A | B &
somumTevwoe 8 s | A - - - & A
S S S -V O A Y S W
suwrbowe o m | o | - A | A | B | A
T N N S - A S S B

Sulfuric Acid
Sulfuric Acid (< 10%)
Sulfuric Acid (10-75%)
Sulfuric Acid (cold concentrated)
Sulfuric Acid (hot concentrated)

Suwowshia | s | m | b | - | A | A | o | B |
Tewscnosrae | - - o | - | G | A | o | A

Please read disclaimer on page 129
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A Excellent (no effect)
B Good (minor effect)
C Fair (moderate effect)
D Poor (severe effect)

(1) Satisfactory to 22 °C 72 °F
(2) Satisfactory to 48 °C 120 °F

Chemical

Tetrahydrofuran C C1 A D Cc2 B1 A A
Toluene (Toluol) D C1 A1l D C1 A1l C1 A
Trichloroacetic Acid C A C D A B — C
Trichloroethylene D D C1 - C1 B D B
Tricresylphosphate + B1 A2 — Al D C B
Triethylamine - - Al - D A2 D A
Trisodium Phosphate A A A — A A A B
Turpentine B D B D D A A2 A
Urea A A A D A A A B
Vegetable Juice - - A - - - A A
Vinegar A A A A2 A B B A
Water, Deionized A - Al — A2 A2 - A2
Water, Distilled A A2 Al A2 A A B A
Water, Fresh A A2 Al A2 A A A2 A
Water, Salt A A2 A2 A2 A A A B
Weed Killers = = A = = = A A
Whiskey & Wines B C Al Al A A A A
Zinc Sulfate A A2 A A2 A A C A

Disclaimer and Safety Warning: The data presented in this publication is for reference only. It was compiled from outside
information provided by materials suppliers and feedstock resin manufacturers. Data is offered to our customers as a means of
comparing the characteristics of a group of resins and materials in use byat the time of publication. Specific conditions of use and a
customer's application of our products are beyond our control; therefore, it is imperative that products be tested in each particular
application to determine ultimate suitability. All information is provided without implied or expressed guarantee by Eldon James or its
material suppliers. EWe assume no liability with respect to the accuracy or completeness of the info by us contained herein and
none of the information provided constitutes a recommendation or endorsement of any kind.

An expanded listing of technical information can be found on our Website technical section
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Thread Specifications and Barb Dimensions - Approximate

EJ Barb Size ‘ Fits Hose ID ‘ Dim. A ‘ Dim. B ‘ Dim. C

| 1 | 118" | nage | 070" 098"
100" 135"
125" 161" ¢ ¢
160" 207" e | S ——
180" 244" -+—-
250" 300" I 1
313" 364" /

o e 250 a5 aze Lo Ls

1/2" 368" 500" 570" . . .

‘ 8 ‘ / 368 500 570 EJ Nominal Barb Dimensions
10 5/8" 470" 625" 712" Plastic Hose Barbs

\ 12 \ 3/4" 580" 750" 855"

“ 1 800" 1.00" 1.100"

Thread Specifications

Threads Per Pitch Dia. Start/
Thread Type Inch RITEE hread Torque:

The general rule for plastic
threads is - finger-tight plus
1/2 to 1 turn with a wrench.

Thread Length
(A)

Unified National Fine (UNF) Threads
1032 1/4" UNF 32 .1658

EJ Thread

3/8" UNF Taper 32 -
1/4-28 3/8" UNF 28 .2208
‘ National Standard Taper Pipe Thread (NPT) ‘ A

1 1/16" NPT 27 0.27118 r _¢
- 1/8" NPT 27 0.36351 h

4 1/4" NPT 18 0.47739 B
| 6 3/8" NPT 18 0.61201

8 1/2" NPT 14 0.75843 -
e 3/4" NPT 14 0.96768

16 1" NPT 1.5 1.21363 *Over-tightened plastic threads can

British Standard Pipe Thread (BSPT) put stress on the fitting and may
cause it to fail.

| 2B | 1/8" BSPT 28 0.3601
| a8 1/4" BSPT 19 0.4506
. e 3/8" BSPT 19 0.5886

Stainless Steel Barb Dimensions

| 3/32" 15 066" 152" 3.86 mm

2 082" 180" 4.57 mm

| 5/32" . 25 100" 215" 5.46 mm

3 A27 260" 6.60 mm

| 1/4" | 4 167" 314" 7.98 mm T_C A
5 217" 372" 9.45 mm .

‘ s ‘ 5 3120 498" 12.65 mm Stainless Steel Barbs

8 400" 619" 15.72 mm

| 5/8" | 10 495" 743" 18.87 mm (-:JJ
12 667" 956" 24.28 mm

| Chemical resistance charts at back of catalog |
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UPDATE 2021 Re COVID 19 133
CHROMTECH reserves the right to try and HELP customers
Terms and Conditions of Sale WE will use Our ALT similar items of same’ relevant’ Specs
where other OEMS can’t “readily” Supply
Specific Terms and Conditions OR where Extended delivery, high MOQs might NOW apply !

Visa, MasterCard and American Express credit cards are accepted. Credit accounts may be established on a Net 30 basis only, following
submission and approval under Our general Terms and Conditions Agreement. The form is available online at
www.chromtech.net.aueldonjames.com, or may be requested through Customer Service at (9762 2034) or sales@chromtech.net.au.

Minimum Orders: Order total must be at least $100.00 AUD.

Same Day Shipment: Standard lead time for stock orders is 2 business days to ship. Orders may ship same day with a $100 expediting charge if
the order is received by 12:00 PM MST and order is less than 1,000 pieces.

Accounts: Orders are accepted on account for customers with an on-time payment history and no invoices more than 30 days outstanding.
Delinquent accounts can result in denial of credit and accounts over 90 days past due are subject to action by a third party.

Freight Policy: All shipments are F.Q.B. Shipping Point (Qrigin), from Melbourne. Shipping charges are pre-paid and added to the invoice unless
other arrangements are made by the customer prior to shipment. Standard shipping is byCourier ONLY FedEx International unless a UPS or other
shipper account number is provided at the time the order is placed.

Quality Certificates: Many production materials meet USP Class VI and FDA requirements. Certificates of Traceability and/or Certificates of
Conformance are available. Requests for certificates must appear on the purchase order (a line item entry is preferable).

Returned Goods: Products are not returnable after 30 days. In order to maintain lot traceability integrity, the following categories of products are non-
returnable: All Flexelene™ Tubing, all fittings with the letters NN, NK, PP, HDPE, PC, PS, E8402, CVU & MN in the suffix, and all 'antimicrobial
protected' products. It is impossible for us to guarantee lot and job traceability once these products have left our facility. 'Special orders' and custom
manufactured products are non-returnable unless defective. Please call prior to placing an order if you have questions about returning specific
products. We will gladly provide samples for determining fit and form functionality.

Returns Procedure: Contact customer service for a Return Authorization Request Form. RGA numbers must be clearly visible on the outside of the
return carton. Returned product is subject to a 15% minimum restocking fee unless it is defective.

Export Orders
International: It is generally easier and more economical to work with a distributor when making purchases outside of the USA. Distributors provide
value-added customs and freight experience and will often stock parts based on a customer's needs.

Special Payment Terms Conditions: International shipments must be paid for in advance by wire transfer or credit card (authorization required prior to
shipment). Please provide us with a Fed Ex or UPS account number. Shipments are easier to track if the freight account originates in the country
where the shipment will be received.

Customs: Custom's fees vary considerably between countries and shipments may be delayed by several days for processing. Chromtech provides
commercial invoices, and other documents required for international shipments; however, customers are responsible for any charges assigned by
customs that are added to their shipment. These charges are frequently added at the destination. Before placing an order, please check with your
country's customs office for information regarding additional charges.

Freight Forwarding: Use of a freight forwarding service is recommended for all large shipments. Forwarding services can economize on shipping
costs by grouping deliveries to common destinations. Freight forwarding companies also have experience with customs clearing and international
shipping requirements.

Payment on Export Orders: Invoices may be paid by: 1) Visa, MasterCard or American Express credit cards - authorization required

2) Payment by check drawn from an account at a US bank (denominated in AUD dollars) 3) EFT / CC transfers in AUD Dollars Only are also
welcome -bank charges are the customer's responsibility. Please contact Our Customer Service (9762 2034, 9:00 a.m. to 5:00 p.m.) for bank
account information. OR ASK for a Quote. Payment details also on Our Order Confirmation. Payment IN ADVANCE of the Order Shipment.

Limitations of Warranty: Chromtech. warrants its products to be free from defects in materials and workmanship. The exclusive remedy for defective
materials or workmanship is limited to replacement of defective products returned to Chromtech. within thirty days after the invoice shipping date. NO
WARRANTY OF MERCHANTABILITY OR FITNESS IS EXPRESSED OR IMPLIED. There are no warranties which extend beyond the description on the
face hereof. Chromtech is not liable for consequential or other damages, or for any expense incurred through the use of its products. Customers are
encouraged to request free samples for testing and evaluation to determine suitability of the product for their particular application.

Revision 10 | Date: 03/27/2019
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