
G
C

 A
P

P
L

IC
A

T
IO

N
S

 | E
N

V
IR

O
N

M
E

N
TA

L
Brominated Flame Retardants

Phone: 800-356-1688 or 814-353-1300
www.restek.com

619

Column: Rxi®-5ms, 15m, 0.25mm ID, 0.25µm (cat.# 13420)
Sample: Wellington BFR-PAR Mix (Wellington Laboratories Inc., Guelph, Ontario, Canada; Wellington cat.# BFR-PAR)
Inj.: 1.0µL splitless (hold 1 min.), 4mm Siltek® gooseneck inlet liner (cat.# 20798-214.1)
Inj. temp.: 220°C
Carrier gas: helium, constant flow
Linear velocity: 40cm/sec. @ 100°C
Oven temp.: 100°C (hold 1 min.) to 295°C @ 25°C/min. (hold 7 min.)
Det.: ECD @ 300°C

BFR-PAR Mix
Rxi®-5ms

1. BDE-1
2. BDE-2
3. BDE-3
4. BDE-10
5. BDE-7
6. BDE-15
7. BDE-30
8. BDE-17
9. BDE-28

10. PBEB
11. HBB
12. BDE-49

13. BDE-71
14. BDE-47
15. BDE-66
16. BDE-77
17. BDE-100
18. BDE-119
19. BDE-99
20. BDE-85
21. BDE-126
22. BDE-154
23. BB-153
24. BDE-153

25. BDE-139
26. BDE-140
27. BDE-138
28. BDE-156
29. BDE-169
30. BDE-184
31. BDE-183
32. BDE-191
33. BTBPE
34. BDE-180
35. BDE-171
36. BDE-201

37. BDE-204
38. BDE-197
39. BDE-203
40. BDE-196
41. BDE-205
42. BDE-208
43. BDE-207
44. BDE-206
45. BDE-209
46. DBDPE

GC_EV00879

new!

Searching for a chromatogram?

www.restek.com

Rxi® Technology!

excellent
peak shape


