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GC ACCESSORIES | GAS PURIFICATION ESSENTIALS

Gas Generators

NNiittrrooggeenn  GGeenneerraattoorrss MMooddeell  ## qqttyy.. ccaatt..## pprriiccee
Nitrogen Generator HPN2-2000 (high purity) ea. 21654
Nitrogen Generator HPN2-1100 (ultra-high purity) ea. 21653
Nitrogen Generator HPN2-1100 with European Cord Set ea. 21653-551
Nitrogen Generator HPN2-1100 with IEC Connector Only ea. 21653-552
Nitrogen Generator UHPN2-1100 (ultra-high purity zero grade) ea. 20697

MMaaiinntteennaannccee  KKiittss MMooddeell  ## qqttyy.. ccaatt..## pprriiccee
Maintenance Kit for HPN2-1100, HPN2-2000, 76-96, 76-92 kit 21649
Maintenance Kit for UHPN2-1100, 76-94 kit 21655

Parker Balston® Nitrogen Gas Generators
• Produces ultra-pure nitrogen (up to 99.9995%).
• Flows from 1 to 75+ lpm.
• Require only a compressed air source and 110 volt AC power.
• Typical applications include GC carrier gas, make-up gas, and low flow sample concentrators.
• Maintenance kits include replacement filters.

SSppeecciiffiiccaattiioonnss
MMooddeell  HHPPNN22--11110000  oorr  UUHHPPNN22--11110000 MMooddeell  HHPPNN22--22000000

Maximum Nitrogen Flow Rate: See Flow Table 2 lpm
Nitrogen Purity: 99.9999% 99.99%
Minimum/Maximum Inlet Pressure: 60 psig/125 psig 75 psig/120 psig

(414/862kPa) (517/827kPa)
Electrical Requirements1: 120 VAC/60 Hz 120 VAC/60 Hz
Dimensions: 35"h x 12"w x 16"d 35"h x 12"w x 16"d

(89cm x 30cm x 41cm) (89cm x 30cm x 41cm)
Shipping Weight: 115 lbs. (52 kg) 115 lbs. (52 kg)

Flow Table for Models HPN2-2000, HPN2-1100, and UHPN2-1100

IInnlleett  AAiirr  PPrreessssuurree MMaaxxiimmuumm  OOuuttlleett  FFllooww  ((cccc//mmiinn..)) MMaaxxiimmuumm  
MMooddeellss  HHPPNN22--11110000  aanndd  UUHHPPNN22--11110000 OOuuttlleett  PPrreessssuurree

125 psig (862kPa) 1100 85 psig (586kPa)
110 psig (758kPa) 1000 75 psig (517kPa)
100 psig (689kPa) 900 65 psig (448kPa)
90 psig (621kPa) 800 60 psig (414kPa)
80 psig (552kPa) 700 50 psig (345kPa)
70 psig (483kPa) 600 45 psig (310kPa)
60 psig (414kPa) 500 35 psig (241kPa)

MMooddeell  HHPPNN22--22000000
75-120 psig (517-827kPa) 2000 90 psig (621kPa)

NNoottee::  
Models HPN2-1100 and
HPN2-2000 do not
remove hydrocarbons.
1Power consumption is:
Model HPN2-1100 

= 25 Watts
Model UHPN2-1100

= 700 Watts
Model HPN2-2000

= 25 Watts

ordering
note
For international

orders, please add
the appropriate
power cord suffix
from the table below.
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International Power Cord Sets
Just add the proper suffix to the catalog number for the gas generator you are ordering.

LLooccaattiioonn qqttyy.. ccaatt..##  ssuuffffiixx pprriiccee
United Kingdom (230VAC, 50/50Hz) ea. -550
European (230VAC, 50/60Hz) ea. -551
IEC Connector Only (230VAC, 50/60Hz) ea. -552
Japanese (200VAC, 50/60Hz) ea. -556
Japanese for Zero Air (100VAC, 50/60Hz) ea. -553
Japanese for Hydrogen (100VAC, 50/60Hz) ea. -554
Japanese for Nitrogen (100VAC, 50/60Hz) ea. -555

Select the power
cord you need.
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