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Organo Tins, Explosives
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Column: Rtx®-35, 30m, 0.32mm ID, 1.0um (cat.# 10454)
Inj.: direct injection using a Uniliner® inlet liner (cat.# 20335)
Conc.: 5pg on-column
Head pressure: 15psi, constant
Oven temp.: 100°C (hold 1 min.) to 285°C @ 10°C/min. (hold 10 min.)
Detector: PFPD* Model 5380 courtesy of 0.I. Analytical Corp., College Station, TX
*Peak tailing is a function of this detector.
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Column: Rtx®-200, 30m, 0.25mm 1D, 0.25um (cat.# 15023) 1. 2-nitrotoluene 13. 2,3-dinitrotoluene
Inj.: 1.0uL splitless injection 2. 3-nitrotoluene 14. 3,4-dinitrotoluene
Conc.: 20ng/uL 3. 4-nitrotoluene 15. 3-nitrobiphenyl
Oven temp.: 80°C (hold 2 min.) to 260°C @ 4. 2,3-diaminotoluene 16. 2,4,6-trinitrotoluene
) 3°C/min. (hold 2 min.) 5. 2,6-diaminotoluene 17. 2,4,5-trinitrotoluene
Inj. temp.: 280°C . 6. 2,4-diaminotoluene 18. 4-amino-2,6-dinitrotoluene
Det.: . S, 300°C 7. 1,4-dinitrobenzene 19. 2,3,4-trinitrotoluene
E.ar”er das: gg"“m - 8. 2,6-dinitrotoluene 20. 1,3-dinitronaphthalene
S"‘I‘i*tfl’gs":h"ocl';yﬁme_ 0 6”[‘1‘“/ ec set @ 9. 2-amino-6-nitrotoluene 21. 2,6-diamino-4-nitrotoluene
P : . . 10. 1,3-dinitrobenzene 22. 2-amino-4,6-dinitrotoluene
11. 2,4-dinitrotoluene 23. 2,2-dinitrobiphenyl

12. 2-amino-4-nitrotoluene

S nrT —_ Australlanm Distribitors |
RESEK @-o Lk < +81(0)2 9762 2034 dmporters o Mamiuaeturoes IL", WWW_restek_COm 593

R ECH ~orcoy Py www. chromfech met g

Website : www.chromtech.net.au E-mail : info@chromtech.net.au TelNo : 03 9762 2034 . . . in AUSTRALIA Mar 2011





