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specs
	 Maximum 
recommended 
working 
temp: 100°C 
(continuous) 
for 1/16" OD 
tubing with ID 
up to 0.75 mm

	 Max working 
pressures: 
see page 94

	 Tubing 
tolerances: 
see page 95

Solid color-coded PEEK tubing

tech tip
See our dual layer PEEK 
tubing for solid colored 
PEEK tubing with no 
possibility of stream 
coming into contact with 
coloring agents . . . . . . . . .         7

OPTIONS
Contact your distributor 
or VICI about:
	 Longer bulk tubing 
lengths

	 Customized ODs and 
IDs (30 m minimum 
quantity)

MORE INFORMATION
About PEEK® . . . . . . . . . . .          99
Chemical resistance 
	 PEEK . . . . . . . . . . . . .              96-98 
	 PEEK at higher  
		  temperatures . . . . . . 96
Maximum working  
	 pressure  . . . . . . . . . . . . .             94
Tubing ID chart:  
	 volume per length  . . .   93 
Tubing tolerances  . . . . .     95

related products
Clean-cut 
	 tubing cutter . . . . . . . . .        86
Easy-Flange kit . . . . . . . . .         85
PEEK fittings 
	 High pressure . . . .     19-29
	 Low pressure . .  42, 44-47
PEEK tubing elbows . . . .    86

Color-coding identifies the ID of your PEEK tubing – each ID is coded with a 
different color.  Solid colored tubing is made of pre-dyed raw material.  

All colorants used in the manufacture of this tubing are RoHS-compliant. 
(Restriction of Hazardous Substances)

Qty/pkg:		  1 m	 3 m	 10 m
Tubing OD	 Color 	 ID (µm) 	 Product No.	 Product No.	 Product No.

360 µm	 Orange 	 50 	 JR-T-3750-M1 	 JR-T-3750-M3		  — 
	 Natural 	 75 		  —	 JR-T-6060-M3 	 JR-T-6060-M10 
	 Green 	 75 	 JR-T-3775-M1 	 JR-T-3775-M3		  —

	 Grey 	 100 	 JR-T-37100-M1	 JR-T-37100-M3		  — 
	 Red 	 125 	 JR-T-37125-M1	 JR-T-37125-M3		  — 
	 Black 	 150 	 JR-T-37150-M1	 JR-T-37150-M3		  —

			   1 m	 3 m	 10 m
	 Color 	 ID (mm) 	 Product No.	 Product No.	 Product No.

1/32"	 Orange  	 0.050  	 JR-T-5602-M1	 JR-T-5602-M3		  — 
	 Pink 	 0.064 	 JR-T-5664-M1	 JR-T-5664-M3		  — 
	 Green 	 0.075 	 JR-T-5603-M1 	 JR-T-5603-M3		  —

	 Black 	 0.100 	 JR-T-5604-M1 	 JR-T-5604-M3		  — 
	 Natural 	 0.13		  — 	 JR-T-5993-M3	 JR-T-5993-M10 
	 Red 	 0.13 	 JR-T-5605-M1 	 JR-T-5605-M3		  —

	 Purple 	 0.15 	 JR-T-5606-M1	 JR-T-5606-M3		  — 
	 Natural 	 0.18 		  —	 JR-T-5994-M3 	 JR-T-5994-M10 
	 Yellow 	 0.18 	 JR-T-5607-M1	 JR-T-5607-M3		  —

	 Orange 	 0.20 	 JR-T-5608-M1	 JR-T-5608-M3		  — 
	 Natural 	 0.25 		  — 	 JR-T-5995-M3 	 JR-T-5995-M10 
	 Blue 	 0.25 	 JR-T-5610-M1 	 JR-T-5610-M3		  —

	 Natural 	 0.38		  — 	 JR-T-5715-M3 	 JR-T-5715-M10 
	 Orange 	 0.50 	 JR-T-5620-M1 	 JR-T-5620-M3		  —

			   3 m	 10 m	 25 m
	 Color 	 ID (mm) 	 Product No.	 Product No.	 Product No.

1/16" 	 Natural 	 0.064	 JR-T-5998-M3 	 JR-T-5998-M10	 JR-T-5998-M25 
	 Black 	 0.10	 JR-T-6020-M3 	 JR-T-6020-M10	 JR-T-6020-M25 
	 Red 	 0.13	 JR-T-6007-M3 	 JR-T-6007-M10	 JR-T-6007-M25

	 Purple 	 0.15	 JR-T-6030-M3 	 JR-T-6030-M10	 JR-T-6030-M25 
	 Yellow 	 0.18 	 JR-T-6008-M3 	 JR-T-6008-M10	 JR-T-6008-M25 
	 Blue 	 0.25 	 JR-T-6009-M3 	 JR-T-6009-M10	 JR-T-6009-M25

	 Grey 	 0.38 	 JR-T-6040-M3 	 JR-T-6040-M10	 JR-T-6040-M25 
	 Orange 	 0.50 	 JR-T-6010-M3 	 JR-T-6010-M10	 JR-T-6010-M25 
	 Green 	 0.75 	 JR-T-6011-M3 	 JR-T-6011-M10	 JR-T-6011-M25

PEEK tubing  Color-coded




