
VICI AG International | www.vici-jour.com | 13

Tubing for Chromatography

Stainless Steel Tubing

Stainless Steel Tubing

– Variety of sizes for HPLC and GC applications

– Smooth internal surface

– Soft annealed OD for easy ferrule connections

Stainless Steel Tubing 1/16” OD

Part No. ID (mm) Qty/pkg

JR-T-625-04-M3 0.13 3 m

JR-T-625-04-M10 0.13 10 m

JR-T-625-05-M3 0.18 3 m

JR-T-625-05-M10 0.18 10 m

JR-T-625-10-M3 0.25 3 m

JR-T-625-10-M10 0.25 10 m

JR-T-625-20-M3 0.50 3 m

JR-T-625-20-M10 0.50 10 m

JR-T-625-30-M3 0.75 3 m

JR-T-625-30-M10 0.75 10 m

JR-T-625-40-M3 1.00 3 m

JR-T-625-40-M10 1.00 10 m

Stainless Steel Tubing 1/8” OD

Part No. ID (mm) Qty/pkg

JR-T-626-00-M3 2.1 3 m

JR-T-626-00-M10 2.1 10 m

Stainless Steel Tubing 1/4” OD

Part No. ID (mm) Qty/pkg

JR-T-628-00 4.65 per m

SPECS

Material

SS316, welded under inert 
gas

Dimensions

See chart

Tolerances

ID and OD +/– 0.05 mm 
(.002”)

Pressure rating

For 1/16” and 1/8” OD tub-
ing: varies with ID, min 315 
bar (4600 psi)

Tech Tip

We recommend Pre-Cut 
Stainless Steel Tubing for 
Zero-Dead Volume Con-
nections (see page 14–15)
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