VICI JOUR PRODUCTS
Tubing for chromatography
High pressure fittings

* Nanovolume

« Stainless steel

* Polymeric
Low pressure fittings
Filters & mobile phase filters
Mobile phase handling systems
Frits
PEEK columns & guard columns
Sample loops
Accessories/miscellaneous
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VICI JOUR - Tubing for Chromatography

VICI Jour offers an assortment of chromatography grade tubing
in 1/32", 1/16", 1/8", and 1/4" ODs, in PEEK, PEEK-clad fused
silica, electroformed nickel, stainless, PTFE, and more. You'll

also find unique tubing accessories and tools. »\
‘ N\

Tubing
PEEK tubing
PEEKclad-FST™

Premium grade stainless steel tubing

Premium grade stainless steel tubing, pre-cut
Stainless steel tubing

Electroformed nickel tubing

No-Ox tubing

PTFE, PFA, FEP, or ETFE tubing
Thermo-formed polymeric tubing

Knitted PTFE reaction coils

Tools and Accessories
PEEK tubing elbows
Tubing Clip — the LC tubing organizer
Clean Cut polymer tubing cutter
Guillotine polymer tubing cutter
Stainless steel tubing cutter
Stainless steel tubing pliers
Easy-Flange and Easy-Flange Combi Kits

Disclaimer

The maximum holding pressure for any type of connection involving tubing and a ferrule varies
considerably with the tubing material, the ferrule material, the clearance between tubing OD and
ferrule ID, and the shape of the fitting detail.
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VICI JOUR - Tubing for Chromatography

PEEK Tubing S
. 1/32",1/16", 1/8", and 1/4" ODs —
. Available premium grade tubing with tighter tolerances —

— _F'_'_,_,_.-—'—"
. Easy to cut -

. Biocompatible

PEEK tubing has the strength required to withstand continuous use at HPLC
pressure without swelling or bursting. The dense polymer structure of VICI Jour
PEEK tubing eliminates the permeability to organic solvents that causes other
polymer tubing, such as ETFE, to "sweat".

VICI Jour tubing is color coded for easy identification of the ID. We recommend
"Striped Color-Coded" tubing. It is manufactured of virgin, natural PEEK and
therefore ensures maximum chemical resistance and biocompatibility. The color dye
is applied only to the outer surface and thus does not contact the fluid stream. "Solid
Color-Coded" tubing, however, is made of pre-dyed raw material.

The new VICI Jour striped premium grade PEEK tubing is the best choice for
chromatography applications in which exact flow rates or tube volume are important.
The tighter tolerance of £0.025 mm ensures a more consistent internal volume of the
transfer lines.

PEEK tubing is not affected by halide salts, high strength buffers, or other
aggressive mobile phases that degrade stainless steel. The polymer surface will not
leach metal ions into the eluent or extract metal sensitive components from the
sample. By far the most outstanding property of PEEK tubing is its excellent burst
pressure.

PEEK is compatible with almost any of the solvents commonly used in HPLC.
However, dichloromethane, THF and DMSO may cause swelling in PEEK.
Concentrated nitric and sulphuric acid will attack PEEK.

Product Numbers

Jump to product numbers for:
Premium grade PEEK tubing — Dash-striped color-coded
PEEK tubing — Striped color-coded
PEEK tubing — Solid color-coded
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PEEK tubing — Natural color

Further Reference
Clean-Cut tubing cutter
PEEK tubing elbows
PEEK fingertight fittings

TOFda

Premium grade PEEK tubing — Dash-striped color-coded

Max recommended working temp:
<100°C (continuous) for 1/16" OD tubing with ID up to 0.75 mm.
Tolerances: + 0.025 mm (.001"), OD and ID

Color bar* Si* ty/pk
mm)

1/16" 0.064 Pink 6300 JR-TP-5998-M3

JR-TP-5998-M10
10 m

0.13 Red 420 6100 3m JR-TP-5999-M3

JR-TP-5999-M10
10 m

0.18 Yellow 400 5800 3m JR-TP-6000-M3

JR-TP-6000-M10
10m

0.25 Blue 386 5600 3m JR-TP-6001-M3

JR-TP-6001-M10
10 m

*Recommended maximum permanent working pressure (measured with ACN/Water 1:1 at room
temperature)
TOP&

PEEK tubing — Striped color-coded

Max recommended working temp:
<100°C (continuous) for 1/16" OD tubing with ID up to 0.75 mm.
Tolerances: +0.05 mm (.002"), OD and ID

bar* Si* ty/pk
mm)

1/16" 0.13 Red 6100 3m JR-T-5999-M3

10 m JR-T-5999-M10
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0.18

0.25

0.50

0.75

1.00

1.40

Yellow 400 5800 3m JR-T-6000-M3
10 m JR-T-6000-M10
Blue 386 5600 3m JR-T-6001-M3
10m JR-T-6001-M10
Orange 350 4500 3m JR-T-6002-M3
10m JR-T-6002-M10
Green 240 3500 3m JR-T-6003-M3
10m JR-T-6003-M10
Grey 165 2400 3m JR-T-60031-M3

JR-T-60031-M10
10 m

Black 52 750 3m JR-T-60032-M3

JR-T-60032-M10
10 m

*Recommended maximum permanent working pressure (measured with ACN/Water 1:1 at room

temperature)

PEEK tubing — Solid color-coded

Max recommended working temp:
<100°C (continuous) for 1/16" OD tubing with ID up to 0.75 mm.
Tolerances: +0.05 mm (.002"), OD and ID

bar* Si* ty/pk
mm)

1/16" 0.13

0.18

0.25
0.50

- o

AUSTRALIAN Dlsfrghll!l?: = Cr-r5

Red 6100 JR-T-6007-M3

JR-T-6007-M10
10 m

Yellow 400 5800 3m JR-T-6008-M3
JR-T-6008-M10

10 m
Blue 386 5600 3m JR-T-6009-M3
JR-T-6009-M10
10 m

Orange 350 4500 3m JR-T-6010-M3
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JR-T-6010-M10
10 m

0.75 Green 240 3500 3m JR-T-6011-M3

JR-T-6011-M10
10 m

*Recommended maximum permanent working pressure (measured with ACN/Water 1:1 at room

temperature)
TOP&

PEEK tubing — Natural

Max recommended working temp:

<100°C (continuous) for 1/16" OD tubing with ID up to 0.75 mm.
Tolerances:

1/16: +0.05 mm (.002"), OD and ID 1/8: +0.10 mm (.004"), OD and ID

bar* Si* ty/pk
mm)

0.36 mm 0.13 5200 JR-T-6060-M3
10m JR-T-6060-M10

1/32" 0.13 379 5500 3m JR-T-5993-M3
10m JR-T-5993-M10

0.18 351 5100 3m JR-T-5994-M3
10m JR-T-5994-M10

025 310 4500 3m JR-T-56995-M3
10 m JR-T-5995-M10
1/8" 0.75 345 5000 3m JR-T-60041-M3

JR-T-60041-M10
10 m

1.59 224 3250 3m JR-T-6004-M3
10 m JR-T-6004-M10
200 165 2400 3m JR-T-60042-M3
JR-T-60042-M10

10m
1/4" 3.17 227 3300 per m JR-T-6006
*Recommended maximum permanent working pressure (measured with ACN/Water 1:1 at room
temperature) TOP A
- o N +61(0)3 9762 2034 ()
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VICI JOUR - Tubing for Chromatography

PEEK Tubing Elbows
. Ideal for routing 1/16" OD PEEK tubing

. Optimum radius, prevents kinking
. 90° and 180° elbows

Description | Product No.

90° elbow JR-357090

180° elbow JR-357180

Home | Products | Search | Contact VICI Jour | About VICI Jour

VICI® is a registered trademark of Valco Instruments Co. Inc. and VICI AG

© 2005 VICI
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VICI JOUR - Tubing for Chromatography
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VICI JOUR PRODUCTS

Tub PEEKclad-FST™ — PEEK-Clad Fused Silica Tubing Fused
ubing for chromatography silica
High pressure fittings . For zero dead volume connections F‘EEK tubi\ﬂg

* Nanovolume

/ Y

. Perfect for capillary LC
« Stainless steel

 Polymeric . Inert, smooth flow path

Low pressure fittings . 1/32" or 1/16" OD and 25-300 um ID
Filters & mobile phase filters

, _ This product combines the inert, smooth inner surface and
Mobile phase handling systems

Frits very precise |IDs of fused silica with the flexibility and easy
PEEK columns & guard columns handling of PEEK. Due to its mechanical strength, it can be

Sample loops used with either polymeric or metal ferrules.

Accessories/miscellaneous
The ends are cut perfectly square with sophisticated

CUSTOMER SUPPORT equipment and polished for zero dead volume connections
in capillary LC. In contrast to a polymer sleeve/fused silica connection, there is no

possibility of liquid filling the gap between the sleeve and the tubing.

All this may result in a lower carry over or cross contamination between samples,
which can lead to improved reproducibility. The smooth inner wall surface gives
lower band broadening and therefore higher efficiency and resolution.

PEEKclad™ is compatible with most organic solvents and strong acids (pH 0-10),
but not compatible with hydrofluoric acid. In fitting details the PEEK outer surface
may be wetted; thus the chemical compatibility of PEEK has to be considered.

PEEK-coated fused silica tubing can be manufactured in different proprietary
processes. Trade names are PEEKclad-FST™ by Valco Instruments Co. Inc. and
VICI International, and PEEKSsil™ by SGE International Pty, Ltd.

Product Numbers

Jump to product numbers for:
1/32" OD tubing
1/16" OD tubing

Further Reference

Nanovolume fittings
PEEK fingertight fittings
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Tech Tip
To ensure zero dead volume connections, special cutting techniques and
equipment are required. For this reason, PEEKclad-FST is available only in pre-
cut lengths.

TOPaa
1/32" OD PEEKclad-FST

Tolerances: ID < 50pum: £ 3um; ID 75-150um: £ 5 pm
Pressure rating: 586 bar (8500 psi)

Color Length (mm ty/pk
mm)

1/32" 25 um Orange JR-TS-3215
. JR-TS-32110
150 2 JR-TS-32115
250 2 JR-TS-32125
500 2 JR-TS-32150
50 um  Natural 50 2 JR-TS-3225
a6 JR-TS-32210
150 2 JR-TS-32215
250 2 JR-TS-32225
500 2 JR-TS-32250
75 um  Black 50 2 JR-TS-3235
. JR-TS-32310
150 2 JR-TS-32315
250 2 JR-TS-32325
500 2 JR-TS-32350
100 ym Red 50 2 JR-TS-3245
o JR-TS-32410
150 2 JR-TS-32415
250 2 JR-TS-32425
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500 2 JR-TS-32450
150 um  purple 50 2 JR-TS-3265
. JR-TS-32610
150 2 JR-TS-32615
250 2 JR-TS-32625
500 2 JR-TS-32650

Other IDs available. Contact the factory.

TOP4&

1/16" OD PEEKclad-FST
Tolerances: ID < 50pum: £ 3um; ID 75-150um: £ 5 pm
Pressure rating: 586 bar (8500 psi)

Color Length (mm ty/pk
mm)

1/16" 25 um Orange JR-TS-3215
. JR-TS-16110
150 5 JR-TS-16115
250 5 JR-TS-16125
500 2 JR-TS-16150
50 ym  Natural 50 5 JR-TS-1625
a6 JR-TS-16210
150 5 JR-TS-16215
250 5 JR-TS-16225
500 2 JR-TS-16250
75 um Black 50 5 JR-TS-1635
. JR-TS-16310
150 5 JR-TS-16315
250 5 JR-TS-16325
500 2 JR-TS-16350
100 ym Red 50 3 JR-TS-1645
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100 5
150 5
250 5
500 2
150 um  purple 50 5
100 5
150 5
250 5
500 2

Other IDs available. Contact the factory.

JR-TS-16410

JR-TS-16415
JR-TS-16425
JR-TS-16450
JR-TS-1665

JR-TS-16610

JR-TS-16615
JR-TS-16625
JR-TS-16650

2O T +61(0)3 9762 2034 ()(
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VICI JOUR PRODUCTS

Tub) Pre-Cut
ubing for chromatography . ) .
High pressure fittings Premium Grade Stainless Steel Tubing

* Nanovolume . Premium grade seamless SS316L with polyethylene

* Stainless steel caps and color-coded sleeves

« Pol i

oymene - . For 1/16" zero dead volume connections
Low pressure fittings
Filters & mobile phase filters . Ready to use
Mobile phase handling systems . Cleaned
Frits . Soft annealed OD for easy ferrule connections
PEEK columns & guard columns
Sample loops VICI offers pre-cut stainless steel tubing in lengths most commonly required in
Accessories/miscellaneous HPLC systems. These tubes are cut to square, burr-free ends for zero dead volume
connections. VICI pre-cut tubing is electrolytically cut and specially steam cleaned to

CUSTOMER SUPPORT

remove both organic and inorganic contaminants. Softener-free polyethylene caps
are used to prevent contamination of the tubing.

Tolerances: OD: £ 0.05 mm (.002"); ID: £ 0.025 mm (.001")
Pressure rating' min 365 bar (5300 psi)

Color | Length (mm) | Product No.
(mm)

(o) (e) 0 o 0 o o} o
N
Ll e 0.3 JRT-57005
D BT L N R L A
e x Y xx Y o Y oY 100 JR-T-97010
- e | - - - - r) -
200 JR-T-97015
300 JR-T-97020
o o o o o o o o
0 o o o Te} o o o
- N ® - O ® 018  Yellow 50 JR-T-97025
100 JR-T-97030
S c 200 JR-T-97035
= 3
o O 300 JR-T-97040
0.25 Blue 50 JR-T-97045
o Yo}
X N
S} 100 JR-T-97050
200 JR-T-97060
300 JR-T-97065
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VICI JOUR PRODUCTS . .
Tubi Stainless Steel Tubing
ubing for chromatography
High pressure fittings . Variety of sizes for HPLC and GC applications

* Nanovolume . Smooth internal surface

* Stainless steel )
. Soft annealed OD for easy ferrule connections

* Polymeric
Low pressure fittings . SS316 welded under inert gas
Filters & mobile phase filters Tolerances: OD: + 0.05 mm (.002"): ID: + 0.05 mm (.002")
:I.otbne phase handling systems Pressure rating: min 315 bar (4600 psi)
ris

Qty/pkg
PEEK columns & guard columns Product No.
Sample loops mm)

Accessories/miscellaneous

1/16" . JR-T-625-04-M3
CUSTOMER SUPPORT 0 JR-T-625-04-M10
m
0.18 3m  JR-T-625-05-M3
JR-T-625-05-M10
o 10 m
=
3 3 0.25 3m JR-T-625-10-M3
¢ &
Q o JR-T-625-10-M10
|_I |_I 10 m
x he
- )
0.50 3m  JR-T-625-20-M3
- | JR-T-625-20-M10
= g 10 m
o 0.75 3m  JR-T-625-30-M3
©
< JR-T-625-30-M10
10 m
’g 1.00 3m  JR-T-625-40-M3
JR-T-625-40-M10
10 m
1/8" 2.10 3m  JR-T-626-00-M3
- - 7 2. +61(0)3 9762 2034 ()Q
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VICI JOUR PRODUCTS
Tubing for chromatography

High pressure fittings

* Nanovolume

* Stainless steel

* Polymeric
Low pressure fittings
Filters & mobile phase filters
Mobile phase handling systems
Frits
PEEK columns & guard columns
Sample loops
Accessories/miscellaneous

CUSTOMER SUPPORT
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VICI JOUR - Tubing for Chromatography

Electroformed nickel tubing

. Variety of sizes for HPLC and GC applications
. Extremely smooth internal surface
. Ideal for transfer lines, loops, and columns

This small bore tubing is made by electroplating nickel over a diamond drawn
mandrel in a continuous process. When the mandrel is removed from the tubing,
what's left is in an extremely inert and smooth interior surface — an incredible 1 - 2
microinch finish. The mirrorlike interior means that EFNI can be used instead of
fused silica glass-lined tubing, or silica-lined tubing. The highly inactive, non-
adsorptive surface makes EFNI tubing ideal for transfer lines, sample loops, or

columns, or any application which requires minimum carryover potential.

The ID of commercial drawn tubing is typically + 10% of the nominal size. This
variance added to the voids, pits, and striations in the wall leads to a large
uncertainty in calculated volumes. Our EFNI tubing is held to £ 0.025 mm of the
nominal size, and its microsmooth surface means that the absolute volume can be
calculated very accurately.

Electroformed nickel tubing is electrolytically cut, electropolished, and steam
cleaned, ready for use.

Tolerances: OD: £ 0.025 mm (.001"); ID: + 0.025 mm (.001")
Pressure rating: min 365 bar (5300 psi)

ty/pk
Qtylpkg Product No.
(mm)

JR-TEFNI140-M3
JR-TEFNI140-M10

1/32" 0.05 JR-TEFNI.502-M1

e £ 0.10 1m JR-TEFNI.504-M1
o o

0.13 1m JR-TEFNI.505-M1

0.25 3m JR-TEFNI.510-M3
o
= JR-TEFNI.510-M10
A 10 m

0.38 3m JR-TEFNI.515-M3
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VICI JOUR PRODUCTS
Tubing for chromatography
High pressure fittings

* Nanovolume

« Stainless steel

* Polymeric
Low pressure fittings
Filters & mobile phase filters
Mobile phase handling systems
Frits
PEEK columns & guard columns
Sample loops
Accessories/miscellaneous

CUSTOMER SUPPORT

e WH[BI:I VICI AG International
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VICI JOUR - Tubing for Chromatography

PTFE Tubing

. Low and mid pressure applications
. Biocompatible

PTFE tubing (PolyTetraFluoroEthylene) is chemically inert and suitable for lower
pressure applications. Typically 1/16" OD tubing holds up to 62 bar (900 psi) and
1/8" up to 35 bar (500 psi).

For easy identification of the ID and to differentiate the transfer lines, PTFE tubing is
available in a color-coded version. We also offer black PTFE tubing in a range of IDs
for light-sensitive applications for which natural PTFE is too translucent. Such
applications include light-sensitive enzymatic reactions, luminescent reactions,

connections to the flow cell, and radioactive HPLC.

Product Numbers

Jump to product numbers for:
Natural PTFE tubing
Color-coded PTFE tubing
Black PTFE tubing

Further Reference
Clean-Cut tubing cutter

PTFE Tubing - Natural

Tolerances:
1/16" OD: + 0.05 mm (.002"), OD and ID;
1/8" OD: + 0.10 mm (.004") OD and ID

ty/pk
Qtylpkg Product No.
(mm) bar* |psi*

1/16" 0.18 JR-T-6805-M3
10 m JR-T-6805-M10
25m JR-T-6805-M25

0.25 55 800 3m JR-T-4011-M3

10m JR-T-4011-M10
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25m

0.50 50 700 3m
10 m

25 m

0.75 37 550 3m
10 m

25m

1.00 25 350 3m

10m

25m

1/8" 1.59 35 500 3m
10m
25m

2.40 18 250 3m
10m
25m

2.00 mm 1.70 10 150 3m

10m
25m

4.00 mm 250
3.00 17 per m

4.79 mm 200
3.76 14 per m

250
1/4" 4.75 17 per m

*Recommended maximum permanent working pressure.

PTFE Tubing — Solid color-coded

Tolerances:
1/16" OD: + 0.05 mm (.002"), OD and ID;

JR-T-4011-M25

JR-T-4183-M3
JR-T-4183-M10
JR-T-4183-M25

JR-T-4036-M3
JR-T-4036-M10
JR-T-4036-M25

JR-T-6807-M3
JR-T-6807-M10
JR-T-6807-M25

JR-T-6800-M3
JR-T-6800-M10
JR-T-6800-M25
JR-T-4037-M3
JR-T-4037-M10
JR-T-4037-M25
JR-T-6801-M3
JR-T-6801-M10
JR-T-6801-M25

JR-T-4039

JR-T-4041

JR-T-6810
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1/8" OD: + 0.10 mm (.004") OD and ID

Color ty/pk
Qtylpkg Product No.
(mm) bar* |psi*

1/16" 0.25 Blue JR-T-4011C-M3
10 m JR-T-4011C-M10
25m JR-T-4011C-M25

0.50 Orange 50 700 3m JR-T-4183C-M3
10 m JR-T-4183C-M10

JR-T-4183C-M25
25 m

0.75 Green 38 550 3m JR-T-4036C-M3
10 m JR-T-4036C-M10

JR-T-4036C-M25
25m

*Recommended maximum permanent working pressure.

TOP&
PTFE Tubing — Black
Tolerances:
1/16" OD: + 0.05 mm (.002"), OD and ID;
1/8" OD: + 0.10 mm (.004") OD and ID
ty/pk
Qtylpkg Product No.
(mm) bar* |psi*
1/16" 0.25 JR-T-6808-M3
10m JR-T-6808-M10
25m JR-T-6808-M25
0.50 50 700 3m JR-T-6811-M3
10m JR-T-6811-M10
JR-T-6811-M25
25m
*Recommended maximum permanent working pressure.
TOP&
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VICI JOUR PRODUCTS )
Tubing for chromatography PFA Tu b In g
High pressure fittings . Less permeable than PTFE

* Nanovolume
« Stainless steel

HOME [ PRODUCTS | SEARCH

N VICI JOUR - Tubing for Chromatography

. Excellent chemical stability and mechanical strength

« Polymeric PFA tubing (PerFluoroAlkoxy) has excellent chemical stability and mechanical

Low pressure fittings strength. Always use PFA instead of PTFE if gas permeability is an issue. 1/16" OD

Filters & mobile phase filters
Mobile phase handling systems
Frits

PEEK columns & guard columns
Sample loops Further Reference
Accessories/miscellaneous

1/8" OD maximum 72 bar (1050 psi).

Clean-Cut tubing cutter

CUSTOMER 5UPPORT Tolerances:
1/16" OD: = 0.05 mm (.002"), OD and ID;

1/8" OD: + 0.10 mm (.004") OD and ID

(o)
AN
s
A
S 116"  0.50 100 1450
|L‘_'c 10 m
14
g 25 m
£ 3
To) o
R 0.75 76 1100 3m
.é
g 10 m
@
g 25 m
g
£ 1.00 55 800 3m
E
& 10 m
IS
©
35
qc) 25m
IS
5
g 1/8" 1.59 72 1050 3m
10 m

high purity tubing has a maximum pressure rating of up to 100 bar (1450 psi), while

ty/
mm bar*

JR-T-4001-M3
JR-T-4001-M10
JR-T-4001-M25

JR-T-4002-M3
JR-T-4002-M10
JR-T-4002-M25

JR-T-4007-M3
JR-T-4007-M10
JR-T-4007-M25

JR-T-4003-M3
JR-T-4003-M10

- o +61(0)3 9762 2034 ()(
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VICI JOUR PRODUCTS )
Tubing for chromatography FEP TUblng
High pressure fittings . Recommended for ion chromatography

* Nanovolume . Inert to most HPLC solvents

« Stainless steel

« Polymeric FEP (FluorinatedEthylenePropylene) is chemically inert to most HPLC solvents and
Low pressure fittings is recommended for low pressure applications. Typically 1/16" OD holds up to 117
Filters & mobile phase filters bar (1700 psi) and 1/8" holds up to 70 bar (1000 psi). We recommend FEP for ion
Mobile phase handling systems o . ]

Frits chromatography applications. Max. operating temperature for FEP is 80°C.
PEEK columns & guard columns
Sample loops Further Reference

Accessories/miscellaneous

Clean-Cut tubing cutter

CUSTOMER 5UPPORT Tolerances:
1/16" OD: = 0.05 mm (.002"), OD and ID;

1/8" OD: + 0.10 mm (.004") OD and 1D

ty/
mm bar*

-

S = :

-1 | 116" 025 117 1700 JR-T-6812-M3

o o o

[ce] o] [oe]

e 3 03 10m  JR-T-6812-M10

il ke 5

x o e JR-T-6812-M25
25m

5 E IS 050 96 1400  3m  JR-T-6802-M3

~ (q\] 8_

10 m JR-T-6802-M10
25m JR-T-6802-M25

650

0.75 76 1100 3m JR-T-6803-M3
10m JR-T-6803-M10
25m JR-T-6803-M25

4.35

1.00 52 750 3m JR-T-6806-M3
10m JR-T-6806-M10

1/4"

25m JR-T-6806-M25

45
*Recommended maximum permanent working pressure.

1/8" 1.59 69 1000 3m JR-T-6804-M3
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VICI JOUR PRODUCTS )
Tubing for chromatography ETFE Tmeg
High pressure fittings . Ideal for applications with chloride salts

* Nanovolume . Higher burst pressure than PTFE
* Stainless steel

« Polymeric ETFE (EthylTriFluoroEthylene) tubing has some outstanding properties which make

Low pressure fittings it particularly suitable for HPLC. It has a higher burst pressure than PTFE; 0.25 mm
Filters & mobile phase filters

, . ID x 1/16" OD tubing will withstand up to 186 bar (2700 psi) using water as mobile
Mobile phase handling systems

phase. However, when ETFE is used with organic solvents it may swell, reducing

Frits
PEEK columns & guard columns the max. pressure to 70 bar (1000 psi). It is the ideal polymer for applications with
Sample loops chloride salts, which typically corrode stainless steel.

Accessories/miscellaneous

Further Reference
CUSTOMER SUPPORT

About VICI Jour
Contact VICI AG International

Clean-Cut tubing cutter

Tolerances:
Order a VICI Jour catalog 1/16" OD: + 0.05 mm (.002"), OD and ID;
Find a VICI Jour distributor 1/8" OD: + 0.10 mm (.004") OD and ID

Technical info Qty/pk

: t
Physical data y'pa Product No.
Main VICI site (mm) bar*

1/32" 0.25 152 2200 JR-T-084-M3

10m JR-T-084-M10

JR-T-084-M25
25m

1/16" 0.17 200 2900 3m JR-T-078-M3
10 m JR-T-078-M10

JR-T-078-M25
25m

0.25 186 2700 3m JR-T-080-M3
10m JR-T-080-M10

JR-T-080-M25
25m

0.50 152 2200 3m JR-T-082-M3
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10 m

25m

0.75 117 1700 3m

10 m

25m

1.00 83 1200 3m
10 m

25 m

1/8" 1.59 110 1600 3m
10 m

25m

*Recommended maximum permanent working pressure.

JR-T-082-M10
JR-T-082-M25

JR-T-083-M3
JR-T-083-M10
JR-T-083-M25

JR-T-085-M3
JR-T-085-M10
JR-T-085-M25

JR-T-086-M3
JR-T-086-M10
JR-T-086-M25

T o N - +61(0)3 9762 2034 ()
AUSTRALIAN Distributors g~ & F4 www.chromtech.net.au
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VICI JOUR PRODUCTS
Tubing for chromatography
High pressure fittings

* Nanovolume

* Stainless steel

* Polymeric
Low pressure fittings
Filters & mobile phase filters
Mobile phase handling systems
Frits
PEEK columns & guard columns
Sample loops
Accessories/miscellaneous

CUSTOMER SUPPORT
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VICI JOUR - Tubing for Chromatography

Thermo-Formed Polymeric Tubing

. A variety of polymers available

. Axial flexibility

. Telephone cables and customer-specific items
VICI offers thermoformed tubing in various of geometric shapes — straight tubing,
spirals, or more complex forms. Just define the form and material on a drawing.
Contact your local distributor or VICI for a quotation.

Home | Products | Search | Contact VICI Jour | About VICI Jour

VICI® is a registered trademark of Valco Instruments Co. Inc. and VICI AG

© 2005 VICI

+67(0)3 9762 2034 09

www.chromtech.net.au
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VICI JOUR PRODUCTS
Tubing for chromatography
High pressure fittings

* Nanovolume

« Stainless steel

* Polymeric
Low pressure fittings
Filters & mobile phase filters
Mobile phase handling systems
Frits
PEEK columns & guard columns
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VICI JOUR - Tubing for Chromatography

Knitted PTFE Reaction Coils
. Tortuous flow path of optimal flow dynamic design
. Made of inert PTFE
. Minimized axial dispersion combined with efficient radial mixing
. 1/16" OD tubing in a variety of lengths and IDs
Preserved chromotographic peak shape
The Knitted PTFE Reaction coils (KRC) are made from tubing
which has been knitted into a tortuous path to force the fast moving

Sample loops
Accessories/miscellaneous

centre of the liquid stream to mix radially with the slower moving
boundary liquid layer, thereby minimizing the axial dispersion. The
CUSTOMER SUPPORT shape of a chromatographic peak entering the reactor is thus
preserved very efficiently. The KRC is usually the most optimal

delay element for use in analytical flow systems. A coil is typically

inserted in the flow path to create a delay line, so that a reaction or

other event that requires a certain time can take place. Different

delay or reaction times are accomplished by changing the inner

diameter and length of the KRC, taking the flow rate through the

KRC into consideration.

Note: To ensure a stable radial mixing within the KRC, a linear |

flow rate of 10 cm/sec or more is recommended.

Example application areas

KRC can be applied as a delay line in chromatographic separations. One example is
the parallel coupling of a MS detector and a fraction collector in preparative
separations (see illustration). The delay time induced by the KRC allows time for
detection and therefore an intelligent decision between the fraction collection or
waste without loss of chromatographic efficiency. The KRC reactors can also be
used in post-column reaction detection in HPLC (see illustration). In this set-up the
KRC also ensures thorough mixing between the column effluent and the added
reagents.

TOP&

1/16" Knitted PTFE Reaction Coils
Tolerances: ID and OD: + 0.05 mm (.002")

Pressure rating: <55 bar (<800 psi)
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Length
Product No.
(mm)

0.25 1m JR-T-3000-123

2m JR-T-3000-223
4m JR-T-3000-423

JR-T-3000-133
10 m

20m JR-T-3000-233

0.50 1m JR-T-3000-125
2m JR-T-3000-225

4 m JR-T-3000-425

JR-T-3000-135
10 m

20m JR-T-3000-235

0.75 1m JR-T-3000-128
2m JR-T-3000-228

4m JR-T-3000-428

JR-T-3000-138
10 m

20m JR-T-3000-238
TOP&
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VICI JOUR PRODUCTS . . . .
Tubing for chromatography Tubing Clip - the LC Tubing Organizer ﬂ/
High pressure fittings . Attaches 1/16" or 1/8" tubing to beakers, flasks, or bottles

* Nanovolume

« Stainless steel
« Polymeric Here is a convenient small device to help you keep your

Low pressure fittings solvent line in the solvent. The Tubing Clip holds 1/16" and
Filters & mobile phase filters

Mobile phase handling systems ) ) .
Erits flask, or bottle, etc., up to 4 mm wall thickness. The stainless steel spring keeps

. Stainless spring for long lifetime

1/8" polymer tubing precisely where you want it in a beaker,

PEEK columns & guard columns your Tubing Clip working for a long period of time.
Sample loops
Accessories/miscellaneous

Description | Product No.

CUSTOMER SUPPORT

About VICI Jour Tubing clip JR-9001
Contact VICI AG International

Order a VICI Jour catalog
Find a VICI Jour distributor
Technical info

Physical data

Main VICI site

Home | Products | Search | Contact VICI Jour | About VICI Jour

VICI® is a registered trademark of Valco Instruments Co. Inc. and VICI AG
© 2005 VICI
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VICI JOUR PRODUCTS
Tubing for chromatography
High pressure fittings

* Nanovolume

* Stainless steel

* Polymeric
Low pressure fittings
Filters & mobile phase filters
Mobile phase handling systems
Frits
PEEK columns & guard columns
Sample loops
Accessories/miscellaneous

CUSTOMER SUPPORT
About VICI Jour

Contact VICI AG International
Order a VICI Jour catalog
Find a VICI Jour distributor
Technical info

Physical data

Main VICI site
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VICI JOUR - Tubing for Chromatography

Stainless Steel Tubing Cutter (for non-
critical connections)

. For 1/16" and 1/8" SS tubing
. Makes a smooth, uniform cut

. Minimal deburring and/or reaming required
. Easily replaceable cutting wheel
This is the ideal tool for cutting 1/16“ and 1/8“ stainless steel tubing with an ID >0.5

mm for non-critical connections. The smooth, uniform cuts require little deburring or
reaming . The easily replaced cutting wheel scores the tubing.

. Product No.
Description

Tubing cutter for metal
. JR-792
tubing

Replacement cutting wheel JR-793
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VICI JOUR PRODUCTS
Tubing for chromatography
High pressure fittings

* Nanovolume

* Stainless steel

* Polymeric
Low pressure fittings
Filters & mobile phase filters
Mobile phase handling systems
Frits
PEEK columns & guard columns
Sample loops
Accessories/miscellaneous
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VICI JOUR - Tubing for Chromatography

Stainless Steel Tubing
Pliers (for non-critical
connections)

. For easy cutting 1/16" OD SS
tubing off a coll

. Reaches "hard to get" places in an HPLC system

The plier type of cutter can be used for quick cuts for non-critical applications or at
"hard to get" places. However, for scientific equipment the use of Pre-Cut and
cleaned tubing is strongly recommended.

. Product No.
Description

Tubing pliers metal
) JR-796
tubing
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