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The data presented here is for reference only. It was compiled primarily from the resin manufacturers’ 
data to provide our customers with a means of comparing the characteristics of components at the 
time of publication. The particular conditions of your use and application of our products are beyond our 
control. Thus, it is imperative that you test our products in your specific application to determine their 
suitability. All information is provided without implied or expressed warranty or guarantee by Value 
Plastics® or other manufacturers. None of the information provided constitutes a recommendation or 
endorsement of any kind by Value Plastics®. 

DCV101 (-001) 
Double Check Valve, Tubing Pocket Chimney Port

Cracking Pressure: 1-7 psi

DCV114 (-001)
Double Check Valve, Tubing Pocket Chimney Port

Cracking Pressure: 2-5 psi

DCV115 (-001) 
Double Check Valve, Tubing Pocket Chimney Port, Rotating Luer Lock Exit Port

Cracking Pressure: 2-5 psi

DCV116 (-001)
Double Check Valve, Tubing Pocket Chimney Port, Rotating Luer Lock Exit Port

Cracking Pressure: 1-7 psi

DCV119 (-001)
Double Check Valve, Female Luer Chimney Port

Cracking Pressure: 1-7 psi

DCV118 (-001) 
Double Check Valve, Female Luer Chimney Port

Cracking Pressure: 2-5 psi

DCV125 (-001) 
Double Check Valve, Female Luer Chimney Port, Rotating Luer Lock Exit Port

Cracking Pressure: 2-5 psi

DCV SERIES: 
Double Check Valve, Tubing Pocket Chimney Port

DCV SERI
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